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Multi-Layer Video Mixer

Jun 25, 2005 - Program Video In Video Bypass. Relay in the event of power loss. Powerful, Four-Layer Mixer for Duet Family of SD CGs. Designed for use in ... 
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Multi-Layer Video Mixer



Bring Complexity and Depth to Graphics



independent, 4-layer mixers • Two with program keyers Relay bypass for the main video • channel USB control interface for • operation from Lyric or ActiveX



®



remote control panel



• Dual Analog Monitor Out • SDK available Program Video In Video Bypass • Relay in the event of power loss Powerful, Four-Layer Mixer for Duet Family of SD CGs Designed for use in graphics production and master control operations, C-Mix offers exceptionally flexible video mixing. C-Mix supports up to four video and key input pairs that can be combined in any order on its two independent mixers, and keyed over program video. All mixer settings are controlled from the Lyric® timeline, and can be varied over time as a component of an animation. Multiple graphics planes such as clip player video, CG graphics, CAL output, bugs and tickers can be mixed within C-Mix to produce complex graphics. An ActiveX® Control is also available for use outside of Lyric as a manual and programmable mixer control panel.



Technical Specifications Digital Inputs/Outputs Number of Inputs



5 SDI Video - Program Video In can also act as Digital Gen/Lock In, 4 SDI Key Number of Outputs 2 SDI Video, 2 SDI Key Type BNC, located on board end panel Impedance 75 ohms Data Format 10-bit, 270 Mb/s ITU-R Rec. 601 SMPTE 259M-C NRZI coded serial In the event of power loss, Program Video In relay is bypassed to Video Out 1. Analog Input Gen/Lock Type Impedance Format



1 Gen/Lock BNC, located on board end panel 75 ohms 1 volt p-p composite video, 525/625



Analog Output Monitor Out Type Impedance Format



2 Monitoring Video Out BNC 75 ohms NTSC/PAL, based on SDI output



Control Inputs USB 1.0 Software control panel requires Windows® 2000 or Windows XP® Chassis Dimensions Weight Height Length Width



16lbs/7.26kg 1 RU 1.75”/4.45cm 20”/50.80cm 19”/48.26cm rack-mount



Typical Applications



• Multi-layer sports and news production • Dissolving between clip sources • Master Control and branding applications • Custom application development



Why Chyron? With unwavering clarity of vision, Chyron continues to define and dominate the world of broadcast graphics. Winner of numerous awards, including two Emmys, Chyron has proven itself as the undisputed leader in the industry. From the compact Micro-X to the blazing Hyper-X SD/HD, Chyron’s exceptional Duet product line brings unmatched, 2D and 3D graphics creation and performance to the most demanding studio and mobile operations. Rounding out Chyron’s graphics offerings are still and clip servers, ticker and telestration systems, and MOS newsroom integration solutions. The ChyTV product line leverages Chyron’s broadcast expertise with video graphics devices for microcasting and digital displays. Chyron has a unique, 30-year history of service and support for its products that far exceeds that of most manufacturers. For more information about Chyron products and services, please visit the company website at www.chyron.com.



Specifications subject to change
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mixer - Soundland 

Make certain that dripping or splashed water cannot enter the equipment. Do not place containers filled with liquids, such as vases or drinking vessels, on the equipment. 13. ..... Controls: Main Input Level, Main Output Level, Main Link, Level. Chan










 








Hand Mixer - HamiltonBeach.com 

Rincer et sÃ©cher. Ã‰tui de rangement du batteur. Essuyer avec un linge savonneux humide. Virole. Ailette Fente. 840126200 FRv00 3/19/04 1:49 PM Page 14 ...










 








Mathematical Analysis for multilayer models of phytoplankton 

This work is devoted to study a multilayer model for phytoplankton. The model is represented by a nonlinear partial differential equation with dif- fusion and ...










 








KITCHENAIDÂ® STAND MIXER WARRANTY 

DÃ‰SAVEU DE GARANTIE TACITE, LIMITATION DES RECOURS LES ... TOUTE GARANTIE TACITE IMP0SÃ‰E PAR LA LOI EST LIMITÃ‰E Ã€ UN AN, OU LA.










 








Mixer Connection Details 

For DD35 vision mixers only, a software update may be needed depending on ... A Parallel I/O module is available in TallyMan for connection via a TCP/IP link ...










 








Stand Mixer Reviews 

Run a knife around edges and center of tube to loosen then remove cake. 9-inch graham crust. 2 ounces semi-sweet chocolate. 2 tablespoons butter. 1 clove garlic, minced. 1 cup parmesan cheese. 1â�„8 teaspoon pepper. 1â�„2 teaspoon paprika. 2 baguette










 








Integrated LNA and Mixer Basics 

lCs b Coptl2 l1 a Coptl2 (1 b lCsl2). (7) where Rn e noise .... press at the RF port LO leakage through the RF port usual- ly results in a re-radiation through the ...










 








Video Cameras We Support Video Drivers FireWire Video ... .fr 

Jan 27, 2009 - 1394 PYRO WebCam. FireWire 1394. ADS Tech. 1394 PYRO WebCam (API-200). FireWire 1394. ADS Tech. 1394 PYRO WebCam (API-203).










 








Tektronix: Video Test > Video Glossary Part I 

This Glossary of Video Terms and Acronyms is a compilation of material gathered over time from numer- ous sources. It is provided "as-is" and in good faith, ...










 








Job Scheduling Problem Using Rough Fuzzy Multilayer Perception 

Jan 1, 2010 - context, scheduling activities are mapped to operations, and resources to machines. .... scheduling research (Goldberg, 1989). The job of RFMLP- ... algorithms are important for practical applications of AI. The field of Machine ...










 








i Cavex Alginate Mixer - Cavex Holland BV 

résultat nal. Cavex propose une ligne ... manière très intense, ce qui fait que la vitesse de réaction des composants ... D'un travail manuel à grande intensité de.










 








The Schottky Diode Mixer Application Note 995 

A balanced mixer (Figure 10) provides a better solution. The hybrid circuit splits the L.O. power ... ED-30, pp 860-862, July, 1983. 2. Hewlett-Packard Application ...










 








Tektronix: Video Test > Video Glossary Part 3 

For a system with few colors, this packed pixel may require only a part ..... signal is sampled periodically and each sample is quantized and transmit- ted as a ...... within their software and documentation, a position word is the set of numbers ...










 








Video CD 

DVD/Video CD/CD Player. Code Switchable Modification. Revision: 1.0 June 1998. This document may be copied and distributed freely. WARNING you by the ...










 








Video Borescope 

flexible tube to the body, and install any accessory as needed. ... Connect the camera tube to the instrument body; ensure that the keyed ends are properly ...










 








3-channeL USB MIXER - LTT Versand 

equipment - in this case, observe the special instructions noted below. Do not expose this .... output is control via the volume control for PHONES / CONTROL ROOM (16) and, in this case, is independent of the main ...... à -40 dB) s'applique à l'entr










 








commercial mixer grinder manufacturers dbid 10br 












 








Tektronix: Video Test > Video Glossary Part 2 

ED-Beta (Extended Definition Betamax) â€“ A consumer/Professional ... Edge Curl â€“ Usually occurs on the outside one-sixteenth inch of the ..... software instructions for performing various operations. .... technology in the European Economic Commun










 








Tektronix: Video Test > Video Glossary Part I 

4:2:2:4 â€“ Same as 4:2:2 with the addition of a key channel sampled at the same frequency as the .... solution. The goal is to increase the audio performance of PCs and lower cost. ...... Page 21 ... Pacific Telesis, Southwestern Bell, and US West. 










 








Tektronix: Video Test > Video Glossary Part 3 

Association) â€“ A standard format for credit-card size expansion ..... sized the advantage of square pixels. b) System M/NTSC, by comparison, does not have ..... Project â€“ A data device used to organize the work done on a program or series of ...










 








Tektronix: Video Test > Video Glossary Part 2 

is now included in the latest EIA-608 standard, and has been withdrawn. EIA-761 ..... sion of 16:9 programs over normal PAL transmission systems. ETSI ETS 300 732 ...... black and white documents and the operation of facsimile equipment. Group 3 ....










 








Video amplifier 

April 15, 1992. 853-0911 06456. DESCRIPTION. The NE592 is a monolithic, two-stage, differential output, wideband video amplifier. It offers fixed gains of 100 ...










 








2-zone RACK MIXER - LTT Versand 

Through versatile connectivity, the compact 2U rack device is the perfect control centre for PA systems in ..... In the centre position. (resting point), the equalizer is inactive. 42 zone 100 Hz HIGH PASS. When the switch is pressed, the 100 Hz high










 








4-zone RACK MIXER - LTT Versand 

If the equipment has been exposed to strong fluctuations in temperature (for example, after transport), do not switch it on immediately. Moisture and condensation could ... The exclamation mark within an equilateral triangle is intended to alert the 
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