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MXR Microamp distortion plus.cdr

Build TWO microamps on this board! They can be connected in series or be used as a dual booster, feed one into the other and overdrive the 2nd one (you may ... 
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Build TWO microamps on this board! They can be connected in series or be used as a dual booster, feed one into the other and overdrive the 2nd one (you may want to add a volume control at the output) Hard clipping diodes could be added at the output of either and have a Microamp/Dist+ deal in a single board. Use your imagination!. Off board components except for the potentiometers are not shown on the layout. Trademarks are property of their owners.
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Parts List Resistors Capacitors 2 - 22M* 2 - 0.01 µF 2 - 10M 1 - 22µF 2 - 1k 2 - 1µF/NP* 2 - 100k 2 - 4.7µF 2 - 2k7 2 - 50pF 2 - 56k Diodes 2 - 10k D1 - 1N4001 2 - 470 ICs Potentiometers IC1 - 4558 2 - 500kC (Rev. Log.)
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** Original used 1.5uF polarized, orient the “-” towards the output if using electrolytic.
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*Only needed if FX pops when bypassed - not shown in the layout (can anything above 1M).
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Operational Amplifier Distortion - Luta 

will be available for download from (see section IC OpAmps): http://www.sg-acoustics.ch/analogue audio/. The reader will note that there are various amplifiers ...
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Operational Amplifier Distortion - Luta 

will be available for download from (see section IC OpAmps): http://www.sg-acoustics.ch/analogue audio/. The reader will note that there are various amplifiers ...
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Visual space distortion - CiteSeerX 

Received: 9 January 1997 / Accepted in revised form: 8 July 1997. Abstract. We are .... 1. The image formation model. OXY Z is a coordinate system fixed to.
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Distortion in RF Power Amplifiers 

may be reproduced or utilized in any form or by any means, electronic or mechanical, in- ..... about the nonlinearity of the device should be available in both the fundamental ...... Computer-Aided Design of Integrated Circuits and Systems, Vol.
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Dual FET-Input, Low Distortion Operational Amplifier 

Sep 12, 2006 - The result is an op amp with exceptional sound quality. The low-noise .... see end of data sheet, or Appendix C of Burr-Brown IC Data Book.
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Distortion of size perception in visuospatial neglect 

extent or area of stimuli presented on the left side of their egocentric space. ..... male, six female) and 12 patients with unilateral left hemi- sphere infarct (mean ...
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distortion pedal schematics dbid 3jxou 
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Figure distortion accompanying pursuit eye 

along with it; each time the strobe flashed, a line ... the direction of pursuit EMS but not about their velo- .... frame moves with the fixation point during pursuit ... tors Electron. HFE3. Z-57. Stoper A. (1967) Vision during pursuit movement: the










 


[image: alt]





Ultra low distortion series 15N850 SPECIFICATIONS 

Effect. diaphragm diameter D mm. 328. THIELE – SMALL PARAMETERS. Resonance frequency. Fs. Hz. 37. DC resistance. Re. Ohm. 5.6. Mechanical Q factor.
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Machining Advanced Simulation Distortion Prediction of Prestressed 

Mesh is a triangulated model (stl format). Cutting algorithms are purely geometric â†’time- ... Effective cutting edge. Maximal cutting volume. Maximal cutting edge.
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Intermodulation Distortion Performance and Measurement Issues 

High Frequency Design. IMD ISSUES. Intermodulation Distortion. Performance and. Measurement Issues. By Gary Breed. Editorial Director. Intermodulation dis-.
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Aliasing and Reconstruction Distortion in Digital Intermediates 

A digital intermediate (DI) is typically a sequence of scanned film frames, although in some instances the DI may originate with digital video. For film-originated ...
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Automatic calibration and removal of distortion 

We continue this iterative process until we fall into a stable minimum of the distortion ..... on the four parameters when the data still contains many outliers, there is a risk of .... Antipolis, France, May 1994. submitted to Arti cial Intelligence
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Ultra low distortion series 12S320 SPECIFICATIONS 

APPLICATION. Compact 2 or 3-way. Nominal impedance. Ohm. 8. Power handling AES noise. W. 500. Sensitivity ( 1W/1m ). dB. 98. Frequency response. Hz.
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Low Noise, Low-Distortion Instrumentation Ampplifier 

Texas Instru- ments recommends that all integrated circuits be handled with ... changes could cause the device not to meet its published specifications. NC. RG2.
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Content-based Copy Retrieval using Distortion 

ence is that the queries are not examples given by a user but a stream of candidate documents automatically extracted from a particular medium (for example a ...
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On Loudspeaker Linearization Using Pre-Distortion 

Nov 16, 2004 - order to save program memory on the DSP. We were also able .... performance on the DSP than was possible in Matlab. The system has been ...
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Surface orientation and curvature from differential texture distortion 

S at F(p) are seen edge-on but are indicated by the tangent vectors t and T. The tangent .... neighbourhood of P based on a geodesic polar param- eterization is ...
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Distortion Analysis of Analog Integrated Circuits - The-Eye.eu! 

LOW-VOLTAGE LOW-POWER ANALOG INTEGRATED CIRCUITS, edited by ... MODELING WITH AN ANALOG HARDWARE DESCRIPTION LANGUAGE, H. A.
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a convenient solution to geometric distortion and its ... - IOPscience 

Nov 8, 2012 - 2 University of Lille 1, LAL-IMCCE UMR 8028, F-59000 Lille, France ... and Space Science, Jinan University, Guangzhou 510632, China.
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Reduction of Low Frequency Loudspeaker Distortion Using an 

program was written to test the board's I/O capabilities. In this case the input ... output of the filter is computed in MATLAB and shows a significant reduction in ...
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Length distortion of temporally extended visual ... - Mark Wexler 

That is, the x and y coordinates were selected by adding, to the true value, a noise ... (each group of functions is estimation for a different length), path- way length (in .... (entering the average value for pathway = 1 at each level of complexity
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Characterizing High-Speed Oscilloscope Distortion A comparison of 

A comparison of Agilent and Tektronix high-speed ..... Let's compare these measurement results to the .... support policy: "Our Promise" and "Your Advantage.".
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