






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































NetEnforcerÂ® AC-6000 Series

Allot Service Gateway offers service providers a broad range of value-added services in a ... Games, Lineage, CounterStrike, Call of Duty , Apple Game Center. 

















 Télécharger le PDF 






 478KB taille
 8 téléchargements
 45 vues






 commentaire





 Report
























a mind for networks



NetEnforcer ® AC-6000 Series 16 Gbps Bandwidth Management Device



Main Features • Throughput of 2, 4 and 8 Gbps (full



Allot NetEnforcer AC-6000



duplex) with real-time monitoring and QoS management of up to 5 million concurrent IP flows



manages broadband Internet traffic on multiple Ethernet links



•



at speeds of up to 16 Gbps. Bringing 10GE connectivity to the NetEnforcer series, and providing



· ·



real-time monitoring, QoS policy enforcement and traffic steering, this flexible, cost-effective device helps enterprises, organizations,



•



IPv4/IPv6 dual stack subscriber support for flexible network configuration



•



Powered by Allot’s Dynamic Actionable Recognition Technology (DART) engine, which provides granular visibility of subscriber, application, device (including tethering), and network topology traffic



and cloud service providers control bandwidth utilization and costs while ensuring quality of



•



experience (QoE) for all network users.



• Enterprise Deployment



High port density per unit: 8 x 1GE plus 8 x 10GE/1GE (dual mode) All ports can be used for network connectivity, connectivity to external services (steering), cascading, and high availability



DART’s extensive signature library accurately identifies hundreds of Internet applications and protocols, including P2P, VoIP, streaming, gaming, IM, business applications and cloud services



Internet



Branch Office



Video



Clients, servers, storage WAN / VPN



Switch



NetEnforcer



•



Supports user-defined signatures based on HTTP attributes, as well as monitoring reports based on custom HTTP signatures



•



Real-time traffic monitoring and automatic alarms enable fast and accurate troubleshooting with the ability to trigger corrective actions



•



Works together with Allot Subscriber Management Platform (SMP) to provide real-time usage data for online and offline charging and subscriber policy management



•



Policy-based traffic steering to external network and subscriber services



•



Integrated URL filtering service blocks access to blacklisted and illegal websites at the network level (See Allot WebSafe)



•



Integrated threat protection system prevents DNS blacklisting, isolates infected botnet hosts for clean-up, and surgically mitigates DDoS attacks (see Allot ServiceProtector)



•



Managed by Allot NetXplorer centralized management system



•



Fail-safe performance supported by external hardware bypass



Automated, web-based update keeps



Data Center



Allot NetXplorer Mgmt



the signature library up to date with the latest developments



Branch Office



Router VoIP



NetEnforcer AC-6000 Series
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Specifications The NetEnforcer AC-6000 is currently available in a single versatile model, serving a range of network configurations and needs.



Examples of Application/Protocol Signatures Supported



16 Gbps (8 Gbps, full duplex)



Number of Connections/Flows



5,000,000 / 10,000,000



Number of Subscribers



400,000



Policy Levels (Lines/Pipes/Virtual Channels)



512 / 125, 000 / 250,000



Management Interface



10/100/1000BASE-T



Ethernet Interfaces (Internal / External)



10GE-BASE-SR/LR/ER, 1000BASE-SX/LX/ZX, and 10/100/1000BASE-T



Maximum ports for network connectivity, cascading, or steering Console Port



8 x 1GE + 8 x 10GE/1GE Serial, RJ-45 Connector



P2P



Including BitTorrent, eDonkey, Ares, Gnutella, Thunder, Winny, eMule, Vuze



VoIP and IM



Including Windows Live Messenger, SIP, Skype, Yahoo Messenger, GoogleTalk, Fring, WhatsApp, STUN, ICQ, Viber, and QQ Including World of Warcraft, Final Fantasy, Guitar Hero, Second Life, QQ Games, Lineage, CounterStrike, Call of Duty , Apple Game Center Including HTTP, mobile, and social networking applications



Gaming Web



Networking Standards Product Options



Management Full Integration with Network & Subscriber Services



Dimensions



Power



Safety and Certifications



Streaming



Including YouTube, RTMP, QQ live, PPStream, DailyMotion, HTTP streaming, HTTP audio, NetFlix, and Facebook streaming



File Transfer



Including FTP, HTTP file downloads, Apple App Store, and Android Market



Traffic Encapsulation



Including L2TP, MPLS, PPPoE, and Teredo



IPv6



IPv6 subscriber management available with Allot SMP



QoS Enforcement Levels



2, 4 and 8 Gbps (full duplex)



Monitoring and Reporting



Real-time and long-term



High Availability



Active redundancy (1:1, 1+1), bypass



Asymmetric Traffic Handling



Yes



NetXplorer Centralized Management



Yes



Allot Subscriber Management Platform (SMP)



Fully integrated with Allot SMP for subscriber-application control



Allot TierManager and QuotaManager



For subscriber service tiering and quota management solutions



Allot ServiceProtector



For DDoS/outbound spam detection and mitigation solutions



Allot WebSafe



For URL filtering solutions



Allot MediaSwift E



For media caching and video acceleration solutions



Traffic Steering



For deployment of external services



Size / Weight



Standard 1U by 19” rack mount / 7 kg (15.4 lb)



Dimensions / Operating Temp



350mm x 440mm x 44mm (L x W x H) / 0°C to 45°C



Bypass Unit



External, 1U, 19" rack mount, 2.4 kg (5.3 lb)



Input (AC)



100 - 240 VAC, 50/60Hz, 4A max



Input (DC)



-48 VDC, 7.5A max



Power Supply Units



2 (Load Sharing)



Redundancy for PSUs



1+1



Power Consumption / Heat Dissipation



300W / 1,025 BTU/hour



Safety



UL 60950-1:2007; EN 60950-1:2006 + A11:2009; CAN/CSA-C22.2 No. 60950-1-07



EMC



European Directives 2004/108/EC & LVD 73/23/ EEC, including EN 55022: 2006 + A1:2007, EN 55024: 1998 + A1:2001 + A2: 2003 EN61000-3-2: 2006 + A1: 2009, EN61000-3-3: 2008, EN 300 386 V1.4.1: 2008-04, FCC CFR 47 Part 15B Industry Canada ICES-003 Issue 4; C108.8-M1983 VCCI Technical Requirements V-3/2001.04 Australia ACMA, AS/NZS CISPR22:2006 Complies with directive 2002/95/EC (RoHS) and directive 2002/96/EC (WEEE)



About Allot Communications Allot Communications Ltd. (NASDAQ, TASE: ALLT) is a leading global provider of intelligent solutions to optimize and monetize over-the-top Internet traffic in fixed and mobile broadband networks and large enterprises. Allot Service Gateway offers service providers a broad range of value-added services in a single platform, which include the analytics, policy control, video optimization, video caching and charging that are vital to managing fixed and mobile data, enhancing user experience, containing operating costs, and enabling service providers to generate revenues from their broadband networks. Allot’s rich portfolio of solutions leverages dynamic actionable recognition technology (DART) to transform broadband pipes into smart networks that can rapidly and efficiently deploy value added Internet services.



ELEXO 20 Rue de Billancourt 92100 Boulogne-Billancourt Téléphone : 33 (0) 1 41 22 10 00 Télécopie : 33 (0) 1 41 22 10 01 Courriel : [email protected] TVA : FR00722063534



P/N D240038, Rev.1



Interfaces and Connections



Throughput



© Allot Communications, 10.2012. Specifications subject to change without notice. Allot Communications and the Allot logo are registered trademarks of Allot Communications. All other brand or product names are trademarks of their respective holders.
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Take time to read through this manual before embarking on your journey through the ..... add at least one additional calibration star to improve the mount's all-sky ...










 


[image: alt]





Series 

Installation Instructions. Shut Off Water Supplies. 1. Position faucet and/or gasket on lavatory. Use silicone sealant between faucet and lavatory to prevent water ...
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WARNING Read all safety warnings and in- structions. ... This will ensure that the safety of the heated ..... site internet www.milwaukeetool.com ou contactez.
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dangerous and must be repaired. • Disconnect the battery pack from the heated hoodie before storing. Such preventive safety mea- sures reduce the risk of ...
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repair person using only identical replacement parts. ... a helpless person, or anyone insensitive to heat, ... If the heated jacket turns off unexpectedly, check.
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dark areas invite accidents. ELECTRICAL SAFETY .... and through another grommet into a side pocket. It is not recommend to use the pocket ... side of the jacket. Use the jacket and pocket power buttons to control the two zones. To turn on, press and 
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wash, Gentle Cycle in warm water. Tumble Dry. Low Heat. â€¢ Do not bleach. ... Tumble Dry on Low Heat. .... fatigue ou sous l'influence de l'alcool, de drogues.










 


[image: alt]





302B Series, 302G Series, 302R Series 43-72-1000 M12 

Calefacción baja: el diodo luminoso. (LED) azul permanece encendido. 2. Portabaterías. 3. Puerto del cable de alimentación. 4. Bolsillo del portabaterías. 5.
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Have your heated hoodie serviced by a qualified repair person ... If you have a medical condition making you sen- sitive to ... If unreadable or missing, contact.
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2. 1. 1. Power button. High: Red LED. Medium: White LED. Low: Blue LED. 2 ... Monday-Friday, 7:00 AM - 6:30 PM CST or visit www.milwaukeetool.com. Contact ...
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DESCRIPCION FUNCIONAL. 1. Botones de encendido de la chaqueta y los bolsillos. Alto: Foco LED rojo. Medio: Foco LED blanco. Bajo: Foco LED azul. 2.
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

PERSONAL SAFETY. • Stay alert, watch what you are doing and use common sense when using the heated jacket. Do not use while you are tired or under the ...










 


[image: alt]





corbin series 4 book series dbid c86 












 


[image: alt]





coyote series 3 book series dbid sdizk 












 


[image: alt]





collide series 4 book series dbid l3oi 












 


[image: alt]





daughters series 4 book series dbid 10c5 












 


[image: alt]





collapse series 10 book series dbid ns6f 












 














×
Report NetEnforcerÂ® AC-6000 Series





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



