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23 juin 2017 - Une petite vis dÃ©tient la batterie de mÃ©moire du BIOS.. Une fois que la vis est retirÃ©, vous pouvez faire glisser sur la fente en plastique. 
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Nintendo Wii Teardown



INTRODUCTION In this teardown, we open a Wii to the logic board. I couldn't have done this without the help of my girlfriend, Elizabeth.



TOOLS: Magnetic Pickup Tool (1) Phillips #0 Screwdriver (1) Phillips #00 Screwdriver (1) Spudger (1) Tri-wing Screwdriver (1)
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Nintendo Wii Teardown



Step 1 — Nintendo Wii Teardown







Disconnect all external cords from the Wii console.







Gather all tools.



Step 2







One small screw holds the BIOS memory battery.







Once that screw is removed, you can slide out the plastic slot.
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Nintendo Wii Teardown



Step 3







Remove these three black case screws. The one on the right is a few mm longer. These screws hold on the black plastic cover for the GameCube ports.



Step 4







Lift off the black plastic plate.







There are four screws: two Phillips #00 and two Tri-Wing.
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Nintendo Wii Teardown



Step 5







Remove all screws from the case.



 Some screws are under rubber feet, or small, square paper screw covers (red square). I used a sharp metal tool to get under the screw covers. You could use an X-acto knife.  



Several case screws require a Tri-Wing screwdriver.



The next step has more pictures of removing rubber feet and the screws underneath. The feet and screwcovers are self-adhesive, but not every foot or screwcover has a screw.



Step 6







Remove rubber feet and screws underneath.
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Nintendo Wii Teardown



Step 7



 Careful! If you don't remove the feet and the screws underneath before you try to pull off the front panel, the tab can split! 



Once all screws are removed, you should be able to pull off the front drive panel.







The wire connecting the front panel (green squares in the third image) can be pulled out gently by hand or with the help of a spudger.



Step 8







Now the case can be pulled apart.
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Nintendo Wii Teardown



Step 9







We lifted up the cover of the optical drive by removing the six Phillips #00 screws. These are all labeled on the previous image.



 Because of a secured wire leading to the drive, we reattached the cover to facilitate the remove of the entire drive assembly without harming any of the electronics. 



There are a ton of parts in the optical drive, but there is nothing very fancy about this drive compared to other slot-loading drives, so I didn't take it apart completely. There are also a ton of gears and levers that I did not want to deal with.



Step 10







The screws holding in the drive were deep within the casing.







Once those screws were removed, the entire case could be lifted off.



 Don't pull too hard! There are two cables attaching the drive to the logic board underneath. 



This wire slid out from its horizontal slot. Once it was detached, the ribbon cable came out as well.
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Step 11







With those wires detached, the optical drive came off completely.



Step 12







We begin trying to get to the logic board by removing this small black plastic rim.



 Once within the case, all screws are Phillips #00. There are marked on the logic board with arrows, triangles, boxes, and crosses. From what I can tell, an arrow means that it just goes through the logic board cover. A triangle means that it is a longer logic board cover screw. A cross means that it holds on a plastic piece, and a box means that it holds on another EM shield / or heat sink. © iFixit — CC BY-NC-SA
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Step 13







Remove all screws from the logic board cover. Two are recessed in the middle; others are along the edge. More will become visible as other parts are removed. It's like a game! You can start with the screws holding in the black plastic pieces, but I started with the most visible and went from there.







There are two wires (shown in the third picture) coming from the logic board and connected to the Wi-Fi antennas. These are delicate. Do not break them.



Step 14







Take out these screws in the black plastic casing.
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Step 15







Detach the case fan. There are two screws holding it in.







You must detach the power connector for the fan if you want to remove it completely.



Step 16







If your screwdriver is not magnetized, you will need a magnet to get out some of the embedded screws. You can hold a magnet against your screwdriver shaft to temporarily magnetize it.







Once all the screws out, you can begin to remove the black casing.
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Step 17







With the black plastic covers off, we can see all the screw holes. Most of the screws are out by now, but once the rest of them are out, you can lift off the logic board cover.







Note that at least one part is thermal padded to the logic board cover. You might have to replace this thermal pad, but I didn't. I just pushed them back together. Oh well!







Remove any remaining screws in the logic board cover.



Step 18







Once all screws are removed, lift off the logic board cover.
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Step 19







Look around.







This is the thermal padding.







We opted not to remove the heat sink from the logic board, but it certainly could be removed.



Step 20







Take some more awesome photos.
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Step 21







And take a couple more photos.



Step 22







We stopped there.







A muffin tin worked really well to organize all the screws.







Putting the Wii back together took only about half an hour, and it works perfectly. We improved Nintendo's design by three or four screws and one square nut, but worsened their design by one piece of duct tape (to hold in the bios battery).



This document was last generated on 2017-06-20 08:57:58 AM.
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Nintendo Wii Teardown 

Je l'habitude d'un outil mÃ©tallique pointu pour obtenir sous les couvertures de vis. .... Un moule Ã  muffins a vraiment bien travaillÃ© pour organiser toutes les vis.
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Nintendo Wii U Teardown 

1 nov. 2016 - et le dissipateur thermique dominent la majorité des interne immobilier ... sur le CPU et le GPU, à la fois couvert de pâte thermique amplement.
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Nintendo Wii U Pro Teardown Controller 

Ã‰tape 2 â€” Batterie Ã©teint. Retournez la batterie avec un outil comme un spudger.. La batterie est pas stucked.. Nintendo Wii U Pro Teardown Controller.
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Remplacement Nintendo Wii Heat Sink 

des processeurs exposés, être sûr de ne pas perturber les pads thermiques comme la pâte thermique peut échapper.. Remplacement Nintendo Wii Heat Sink.
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Remplacement Wii Board Bluetooth Nintendo 

Utilisez ce guide pour remplacer la carte Bluetooth de votre Wii. Remplacement de la carte Bluetooth nÃ©cessite le retrait de la plupart des composants Ã  ...
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Nintendo GameCube Teardown 

DÃ©tachez le couvercle du port de contrÃ´leur et l'arriÃ¨re I / O-couvercle en dÃ©tachant les deux boutons-pression sur les ... spudger lourd.. La carte mÃ¨re est ...
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Nintendo GameCube Teardown 

Enfoncer clips et retirer le panneau arrière comme indiqué.. Étape 4 déclipser soigneusement les ports de contrôleur à l'avant de l'appareil.. Câble ruban ...
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Nintendo Wii lecteur DVD de remplacement 

Utilisez ce guide pour remplacer un lecteur de DVD cassÃ©. En fonction de votre nouvelle partie, vous pourriez avoir Ã  Ã©changer les quatre rondelles en ...
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Nintendo Wii Wi-Fi Antennes de remplacement 

27 nov. 2016 - Utilisez un spudger mÃ©tallique pour enlever la vis plastique blanc ... Retirer les petits Phillips vis de fixation du couvercle de la batterie au ...
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Remplacement Nintendo Wii lecteur Board Fuse 

Si vous avez un lecteur qui ne parvient pas Ã  tourner le disque vers le haut ou bien Ã©jecter ou disques "manger", vous ... l'ouverture du lecteur de DVD.
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Nintendo Wii lecteur DVD de remplacement 

Utilisez un spudger mÃ©tallique pour enlever le pied en caoutchouc collÃ©e sur le cÃ´tÃ© de la Wii prÃ¨s de l'ouverture du lecteur de DVD.. Nintendo Wii lecteur ...
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Nintendo Wii Remplacement de panneau inférieur 

Métal spudger (1) ... Utilisez un spudger métallique pour enlever la vis plastique blanc couvre collé à la minuscule près .... du petit morceau de mousse en rouge ...
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ContrÃ´leur Nintendo WaveBird Wireless Receiver Teardown 

Filtre passe-bande personnalisÃ© · EPCOS X6882.. Trim-pot pour le rÃ©glage Ã  l'usine - ... Le commutateur rotatif permet Ã  l'utilisateur de choisir une frÃ©quence.
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Manual de operaciones de la consola Wii - Nintendo 

el Wii Remote sin haber consultado antes con tu doctor o el fabricante del ..... controles Wii Remote a la consola o al volver a sincronizar el control original.
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Nintendo Wii U Pro Controller D Pad de remplacement 

Nintendo Wii U Pro Controller D Pad de remplacement. Ce guide montre comment remplacer le Pad D d'un Pro Controller Wii U. RÃ©digÃ© par: Jesse Burton.
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Validity and reliability of the Nintendo Wii ... - Mark Wexler 

(COP), an important component of standing balance, while being inexpensive, ... The study was approved by the institution's Human ..... Calculate the Z force.
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Remplacement du lecteur DVD de la Nintendo Wii U 

Wii U. Installer le lecteur DVD de la Wii U. Rédigé par: Kim Arre. Remplacement du lecteur DVD de la Nintendo Wii U. © iFixit — CC BY-NC-SA. /Www.ifixit.com.
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Nintendo Wii U sans fil et remplacement d'un module Bluetooth 

fils du ventilateur seront toujours attachés à la carte mère car il est fixé de façon permanente.. Étape 8. En utilisant une tête Philips (PH0) tournevis, dévisser ...
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Remplacement de la faÃ§ade avant de la Nintendo Wii U 

7 janv. 2017 - Nintendo Wii U. Installer la faÃ§ade avant de la Wii U. RÃ©digÃ© par: Kim Arre. INTRODUCTION. Avec ce tutoriel installez une nouvelle faÃ§ade ...
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nintendo entertainment system jeu nintendo ... AWS 

If you want to possess a one-stop search and find the proper manuals on your products, you can visit this website that delivers many Nintendo Entertainment. System Jeu Nintendo Entertainment System Famicom North And South Lemmings. Liste De Jeux Fami
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CÃ¢ble Ã  composantes pour Nintendo Wii UMC et WiiMC GUIDE D ... 

sont rÃ©unis par une attache Ã©tiquetÃ©e Â« Video Â» et se branchent sur les prises vidÃ©o Ã  composantes du tÃ©lÃ©viseur. Les deux connecteurs audio (rouge et blanc) ...
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the game Empieza el Juego Selecciona Wii Play 3 Escoge ... - Nintendo 

Hours of operation are 6 a.m. to 7 p.m., Pacific Time, Monday - Sunday (times subject to change). If ..... To switch to a round paddle, press and simultaneously.
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Nintendo Wii avant TÃ©lÃ©commande plaque de recouvrement et piles ... 

Appuyez sur l'onglet en bas.. Retirez le couvercle de la ... Toutefois, si les pattes sont cassÃ©es le contrÃ´leur continuera Ã  fonctionner.. Ouvrez la plaque ...
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franÃ§ais - Nintendo 

Take a 10 to 15 minute break every hour, even if you don't think you need it. â€¢ If your hands, wrists or arms become tired or sore while playing, stop and rest them ...
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