













Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































NJ7P Tube Database Search - bpcv

file:///G:/Mes%20Documents/site_free/Musee/EC/pdf/Tube4.php.html. 1 sur 2. 20/08/2009 16:35. NJ7P Tube Database Search. 7586. Medium-Mu Triode ... 

















 Télécharger le PDF 






 8KB taille
 1 téléchargements
 287 vues






 commentaire





 Report
























NJ7P Tube Database Search



file:///G:/Mes%20Documents/site_free/Musee/EC/pdf/Tube4.php.html



NJ7P Tube Database Search 7586 Medium-Mu Triode (Nuvistor) Base & Bulb ( RCA RC-29 - 1975) EIA Base 12AQ Application Nuvistor type used as an amplifier or oscillator at frequencies extending into the UHF region. Requires nuvistor socket. Mechanical Data EIA Base ...................................... 12AQ Electrical Data Heater Voltage ................................ 6.3 V Heater Current ................................ 0.135 A Direct Interelectrode Capacitances (approx) Triode Input ......................................... 4.2 pf Output ........................................ 1.6 pf Grid to Plate ................................. 2.2 pf Maximum Ratings (Design Center Values) Triode Plate Voltage ................................. 110 V Plate Dissipation ............................. 1 W Characteristics and Typical Operation Class A Amplifier Plate Voltage ................................. Grid No. 1 Voltage ............................ Amplification Factor .......................... Plate Resistance (approx) ..................... Transconductance .............................. Plate Current .................................



75 V 0 V 35 3000 O 11.5K µMho 10.5 mA



Characteristics and Typical Operation Class A Amplifier Plate Voltage ................................. 26.5 V Grid No. 1 Voltage ............................ 0 V
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Amplification Factor .......................... Plate Resistance (approx) ..................... Transconductance .............................. Plate Current .................................



31 4.4K O 7000 µMho 2.8 mA



Characteristics and Typical Operation Class A Amplifier Plate Voltage ................................. Grid No. 1 Voltage ............................ Amplification Factor .......................... Plate Resistance (approx) ..................... Transconductance .............................. Plate Current .................................



40 V 0 V 35 3000 O 11.5K µMho 7.5 mA



Characteristic Curves Characteristic Curves Searched 20770 records on 3667 tube types
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Mar 12, 2006 - http://www.nj7p.org/Tube1.php?tube=6Y6. 1 sur 2. 13/03/2006 00:00. NJ7P Tube Database Search. 6Y6. Beam Power Pentode. Preferred ...
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...0.6 Watts. Heater-Cathode Voltage. Heater Positive with Respect to Cathode. DC Component ....................... Total DC and Peak. Heater Negative with Respect ...
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Base-E7-1, Miniature Button 7-Pin. MAXIMUM RATINGS. Class A Class C. DESIGN-CENTER VALUES, EACH SECTION Amplifier Telegraphy. Plate Voltage .
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it, see sheet HEATER WARM-UP TINE MEASUREMENT at front of this Section. (Direct Interelectrode Capacitances: Without. With. External External. Shield.
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THE HIGH PERVEANCE OF THIS TUBE PERMITS. IT TO PASS LARGE CURRENTS AT LOW PLATE VOLTAGES, THUS PROVIDING FOR. EFFICIENT SERIES ...
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The h i g h v o il tag e s a t u h i c h t h e 6 RK4 A i s op e ra t e di may b e. e x t r e 11 e ... ex po os u re a t c t Cs e ra nge un less the t u be is a decqua te ! y s h i e ...
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Av er aged over any audi i co-frequent y cycle of si me-way e form. e, oo, **, OO ... 80 86 90 96 vol ts. Zero-Sigma ... AVERAGE PLATE CHARACTER | S | C S. H.
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cations. It is identical to the 83V except that an octal base is used. The cathode is connected intern- ally to the heater. . . . ELECTRICAL DATA. HEATER ...
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for use as a combined detector, amplifier, and automatic-volume-control tube ... and is capable of providing a relatively large undistorted output voltage from.
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It is a reliable quality tube designed for dependable operation Under condition of shock and : BASE . . . . . . . 0 } E9- vibration encountered in critical industria and ...
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6.5 and General Section of this Sylvania Subminiature Tube Manual ... severe shock, vibration, high temperature .... No Voltages; Post Shock and Fatigue Test.
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operation in power supplies that have d-c output current requirements up to ... ratings to circuit design, the electrical design-center maximum ratings are.
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Tube Voltage Drop (3): Rp/lb= 2.5 mAdc. ACCEPTANCE TEST GROUP E. Noise : Rp/16=3.5 mAdc. RL=500 ohms. Oscillation : Esig= 100 mVac;. Rp / lb= 1.5- ...
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To assure starting throughout tube life, not less than the specified supply voltage should be provided. 2. OC3 and OD3, 5 to 40 Ma: OB3, 5 to 30 Ma.
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12AX7. 12AX7. ET-T509B. Page 1. 6-53. Electronic. TWIN TRIODE. TUBES ... The 12AX7 is a miniature high-mu twin triode each section of which has an ... sistance-coupled voltage amplifiers, phase inverters, multivibrators, and numerous industrial-contr
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2800 max. volts. JPEAK PUATE CURRENT. PER PLATE ... 650 max. 650 max. 650 max. DC OUTPUT CURRENT: With capacitor input to filter 250 max.
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100 Volts. Plate Dissipation ....... .12 Watts. Screen Dissipation (Continuous)....... .......2.0 Watts. Screen Dissipation (Peaks of Speech and Music). .4.0 Watts.
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If the tuned oscillator circuit is connected to the anode, with the feedback coil in the grid circuit, the frequency drift arising from mains fluctuations of 10 % will be ...
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10 uf. Filter Input Choke ..... 10 .. Henrys. Total Plate-Supply Resistance per Plate. ... Rating Chart III shows the minimum value of plate-supply resistance (Rs) ...
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INPUT: G1 TO (H+K+G2+G3) ... INTERPRETED ACCORDING TO DESIGN MAXIMUM SYSTEM. SEC. PF. 1. ODE ... MAXIMUM GRID CIRCUIT RESISTANCE :.
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BASING DIAGRAM. The 6SK7 and 129K7 are remote-cutoff pentodes which are identical except for heater ratings. Each type is designed for use as a high-gain ...
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the latter from being affected in any way by the diodes, the grid connection is brought out at the top of the envelope. 924. 11H. 39o. HEATER RATINGS k f. 34023.
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..1.2. Heater to Cathode ...... .2.6. Plate to Plate, maximum.... ...0.01. Plate (Section 2) to Plate and Grid. (Section 1), maximum ... ..0.024. Plate to Cathode...... 0.12.
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