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with ISO and most synchronous memory cards. Connected to a work station serial port or ... adapt to new protocols, functions and commands. The connection of. 
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OCR 132 The OCR 132 reader accepts all microprocessor cards that comply with ISO and most synchronous memory cards. Connected to a work station serial port or integrated into a diskette driver slot, it requires no external power supply and is compatible with the entire OCS range. Its flexibility means that it can, depending on requirements, adapt to new protocols, functions and commands. The connection of several OCR 132 readers in a series is possible on request. TECHNICAL FEATURES Connector RS232 (=serial COM port) Protocol



T=0, T=1 and synchronous



Set Of Commands



FASTNET



Memory



PROM



Card power supply Min 50,60 mA ISO 7816-3 Smart Card Interface Operating Systems Win 95, Win NT Card compliance Drivers



The OCR132 is a slave and fastnet reader. It can accommodate various types of cards introduced to it by functional features such as parity, delay between characters, etc. The main characteristic of the OCR 132 is its ability to power on the card and to convey functions and responses between the host system and the card. The reader easily integrates into your working environment. Its compact design means it can be installed either as an external device or integrated into a floppy drive slot.



Synchronous and asynchronous Fastnet



SOFTWARE TOOLS The OCR 132 reader is supplied with a set of integrated software, using Windows 3.11, 95 and NT. CONSULTANCY SERVICES Expert consultancy services are available from OCS to help with application development. Notes ⇔ ⇔ ⇔ ⇔



No external power supply required. Adaptable to new protocols, functions and commands. Connection in a series feasible. Compliant with a large number of synchronous cards (I2C, D2032, D2042).
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OCR Document - Research 

torque-angle characteristic of the tonic stretch reflex arc and the load characteristic ..... et al. had an elbow flexion force production task while, in the present.










 








OCR Document - Tribologie 

xxxxxxxxxxxxxx. All rooms will have LCD and overhead projectors. Authors are required to bring their own laptops for LCD presentations. O Please indicate ...
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1-Chargement du document (comme une pièce jointe dans un e-mail). 2-Ouverture du document dans l'éditeur. 3-Double clics sur les profils créés (ouverture ...










 








132 Series 

16 mai 2018 - INLET PORT CONIC FILTER,. Quantity 1 per valve. 7. OUTLET PORT TAILPIECE,. Quantity 1 per valve. 5. CHECK VA LV E O-RING. 12.










 








132 Series 

16 mai 2018 - CAUTION: If the series 132 balancing valve is not installed, commissioned .... Code. A. B. Flow rate. (gpm). Fully open. Cv. Wt. (lb). 132434AFC.










 








Reflectherm® 132 

Surface du rouleau (variable). 60 m² - 30 m². Épaisseur mm. 10. Température d'Utilisation. °C. -25 à +85. Résistance thermique m².°K/W. 1,15. Conductivité thermique (apparente) doublage avec boîte d'air de 2 cm de chaque côté. W / m.°K. 0,0430. Coeff
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en charge du lecteur, l'enseignant et les parents. Une fois validÃ©e, on paramÃ¨tre le profil au .... la disquette de l'Ã©diteur de texte. Dans les deux cas vous pouvez ...










 








PCF8833 STN RGB - 132 x 132 x 3 driver - ElecFreaks 

Feb 14, 2003 - INTEGRATED CIRCUITS .... external reset; this signal will reset the device and must be applied to .... to be rotated correctly when browsing through the pdf in the Acrobat reader. ...... Koninklijke Philips Electronics N.V. 2003.
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tionships between biodiversity and ecosystem functioning have been the focus of numerous research studies for several years. ..... fluenced by the diversity of the regional species pool. .... Elliott, J.A., Irish, A.E., Reynolds, C.S., 2001. The ...










 








Cert. 132 - fr - Reflectherm 

Fax: +351 275 950 286. Tlm.: 351 913 293 200 / +351 918 556 077 [email protected] www.reflectherm.com. Par cette dÃ©claration, nous attestons que le produit ReflecthermÂ®. RÃ©fÃ©rence 132 avec 10 mm d'Ã©paisseur fut testÃ© en Laboratoire, obtenan










 








132 Series - Caleffi 

16 mai 2018 - 132 Series Balancing valve with flow meter sizes 1/2”, 3/4”, and 1”. Includes check ... For more information go to www.P65Warnings.ca.gov.










 








132 Series - Caleffi 

16 mai 2018 - 150 psi (10 bar). Max. glycol ..... rature gauge and check valve, near the end of each return riser. These valves ... 3883 West Milwaukee Road.










 








132-134, rue McGill 

Emplacement de prestige offrant une excellente visibilitÃ© sur la rue McGill entre les rues William et. Wellington. Ã€ quelques pas du Vieux-Port, du Vieux-.










 








132 Series - Caleffi 

16 mai 2018 - Reduction of Lead in Drinking Water Act, California Health and Safety Code .... Multiple hot and cold water risers are supplied from common hot ...










 








Ben Hudson- GE 132 

June. July. A ugust. S eptem ber. O cto ber. N ovem be r. D ecem be r. Month u m e. (c u b ic m e ... f (c u b ic m e te rs. ) Speke Runoff Volume. Bujuku Runoff Volume Upper Kitandara Runoff Volume .... due to gravity, f is a form factor related to 










 








132 Series - Caleffi.com 

16 mai 2018 - Constructed of DZR low-lead brass, QuickSetter+™ is ideally suited ... brass, chrome plated. Ball seal .... B. Use the ring (2) to slowly open the.
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132 Series - Caleffi Hydronic Solutions 

16 mai 2018 - gauge is dry (not exposed to the fluid) thus eliminating the possibility of gauge ..... This type of piping network is similar to a 2-pipe direct return ...










 








132-134, rue McGill 

peuvent Ãªtre retirÃ©es du marchÃ© Ã  tout moment, sans prÃ©avis et sans crÃ©er d'obligation de la part de CBRE vis-Ã -vis du destinataire. CBRE et le logo de CBRE sont les marques de service de CBRE LimitÃ©e et/ou ses affiliÃ©s ou sociÃ©tÃ©s apparen










 








132-134, rue McGill 

Emplacement de prestige offrant une excellente visibilitÃ© sur la rue McGill entre les rues William et. Wellington. Ã€ quelques pas du Vieux-Port, du Vieux-.










 








F 728 132 700 - UserManual.wiki 

30 déc. 2010 - F 728 132 700. SC. SINGLEMODE FIBER OPTIC CONNECTOR ... 9.5/125µm, singlemode. Cable. : Ø 3mm, tight or semi loose structure.
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132-134, rue McGill - Louer.com 

Emplacement de prestige offrant une excellente visibilitÃ© sur la rue McGill entre les rues William et. Wellington. Ã€ quelques pas du Vieux-Port, du Vieux-.










 








LOCAL COMMERCIAL À LOUER 132, boulevard ... - Commercia.ca 

LOCAL COMMERCIAL À LOUER. 132, boulevard Labelle, suite 103. Rosemère (Québec) J7A 2H1. ***PLEINE COMMISSION AU COURTIER COLLABORATEUR*** ...
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