






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Octal buffers with 3-state outputs HEF40244B buffers

Jan 1, 1995 - Limiting values in accordance with the Absolute Maximum System (IEC 134). See Family Specifications, except for: DC CHARACTERISTICS. 
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Philips Semiconductors



Product specification



HEF40244B buffers



Octal buffers with 3-state outputs DESCRIPTION The HEF40244B is an octal non-inverting buffer with 3-state outputs. It features output stages with high current output capability suitable for driving highly capacitive loads. The 3-state outputs are controlled by the output enable inputs EOA and EOB. A HIGH on EO causes the outputs to assume a high impedance OFF-state. The device also features hysteresis on all inputs to improve noise immunity. Schmitt-trigger action in the inputs makes the circuit highly tolerant to slower input rise and fall times. The HEF40244B is pin and functionally compatible with the TTL ‘244’ device.



Fig.2 Pinning diagram.



HEF40244BP(N): 20-lead DIL; plastic (SOT146-1) HEF40244BD(F): 20-lead DIL; ceramic (cerdip) (SOT152) HEF40244BT(D): 20-lead SO; plastic (SOT163-1) ( ): Package Designator North America PINNING IA1 to IA4
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output enable inputs (active LOW)



FAMILY DATA, IDD LIMITS category buffers See Family Specifications Fig.1 Functional diagram.
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Octal buffers with 3-state outputs TRUTH TABLE INPUTS
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Notes 1. H = HIGH state (the more positive voltage) L = LOW state (the less positive voltage) X = state is immaterial Z = high impedance off state



Fig.3 Logic diagram (one buffer).



RATINGS Limiting values in accordance with the Absolute Maximum System (IEC 134). See Family Specifications, except for: D.C. current into any input
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Octal buffers with 3-state outputs HEF40244B buffers 

Jan 1, 1995 - D.C. current into any input. Â± II max. 10 mA. D.C. source or sink current into any output. Â± IO max. 25 mA. D.C. current into the supply terminals.
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Octal inverting buffers with 3-state outputs HEF40240B buffers 

Jan 1, 1995 - max. 10 mA. D.C. source or sink current into any output. Â± IO max. 25 mA. D.C. current into the supply terminals. Â± I max. 100 mA. PARAMETER.
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DM7407 Hex Buffers with High Voltage Open-Collector Outputs - MIT 

V. VOH. High Level Output Voltage. 30. V. IOL. Low Level Output Current. 40. mA. TA. Free Air Operating Temperature. 0. 70. Â°C. Symbol. Parameter. Conditions.
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Quadruple Bus Buffers With 3-State Outputs - Matthieu Benoit 

... shorted at a time, and the duration of the short circuit should not exceed one second. ..... Following are URLs where you can obtain information on other Texas ...
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Restriction enzyme buffers 

Heat. Blue Green Orange Red Tgo 1X Tgo 2X nact. 65Â°C50-10020-500-200-20 100. 20-50. 65Â°C 0-2020-5010020-5020-50 50-100. 80Â°C(10u) 20-50* 100 ...
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Restriction enzyme buffers 

Purification and storage of T-vector. 1) Purify the T-tailed DNA solution either using column or bu Phenol/Chloroform/Ethanol precipitation. 2) In a 1.5 mL ...
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HEX inverting buffers - Kitronik 

Jan 2, 1995 - SYMBOL. Tamb (Â°C). âˆ’40. +25. +85. MIN. MAX. MIN. MAX. MN. MAX. Output (sink). 4,75. 0,4. 3,5. âˆ’. 2,9. âˆ’. 2,3. âˆ’. mA current LOW. 10. 0,5. IOL.
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Quadruple Bus Buffers With 3-State Outputs (Rev. A) - Matthieu Benoit 

RF/IF and ZigBeeÂ® Solutions www.ti.com/lprf. TI E2E Community Home Page e2e.ti.com. Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, ...
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3-state hex inverting buffer HEF40098B buffers 

Jan 1, 1995 - January 1995. 2. Philips Semiconductors. Product specification. 3-state hex inverting buffer. HEF40098B buffers. DESCRIPTION.










 


[image: alt]





74ABT574 Octal D-Type Flip-Flop with 3-STATE Outputs 

The ABT574 is an octal flip-flop with a buffered common. Clock (CP) and a buffered common Output Enable (OE). The information presented to the D inputs is ...
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3-state hex inverting buffer HEF40098B buffers 

Jan 1, 1995 - Tamb (Â°C). âˆ’40. +25. +85. MIN. MAX. MIN. MAX. MIN. MAX. Output current. 5. 4,6. 1,2. 1,0. 0,8. mA. HIGH. 10. 9,5. âˆ’IOH. 3,8. 3,2. 2,5. mA. 15.
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74ABT573 Octal D-Type Latch with 3-STATE Outputs 

s Output sink capability of 64 mA, source capability of. 32 mA ... s High impedance glitch-free bus loading during entire ... of logic operations and should not be used to estimate propagation delays. Inputs. Outputs. OE. LE. D. O. L. H ... Note 2: E
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Octal Bus Transceivers With 3-State Outputs ... - Matthieu Benoit 

guidelines are available at www.ti.com/sc/package. ..... of such information exceed the total purchase price of the TI part(s) at issue in this document sold by TI.
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CD4010C Hex Buffers (Non-Inverting) - IITB-EE 

VSS âˆ’ 0.3V to VSS +15.5V. Operating ... VSS + 3V to VSS + 15V ... 30. PD. Quiescent Device. VDD = 5.0V. 1.5. 0.05. 1.5. 100. ÂµW. Dissipation/Package. VDD = ...










 


[image: alt]





CD4010C Hex Buffers (Non-Inverting) - IITB-EE 

General Description ... No DC power other than that caused by leakage current is ... Note 2: This device should not be connected to circuits with the power on.
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DM74125 Quad TRI-STATE(RM) Buffers 

Y Alternate Military Aerospace device (54125) is avail- able Contact a ... Symbol. Parameter. DM54125. DM74125. Units. Min. Nom. Max. Min. Nom. Max. VCC.
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3-state hex non-inverting buffer HEF40097B buffers 

Jan 1, 1995 - Tamb (Â°C). âˆ’40. +25. +85. MIN. MAX. MIN. MAX. MIN. MAX. Output current. 5. 4,6. 1,2. 1,0. 0,8. mA. HIGH. 10. 9,5. âˆ’IOH. 3,8. 3,2. 2,5. mA. 15.
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3-state hex non-inverting buffer HEF40097B buffers 

Jan 1, 1995 - January 1995. 2. Philips Semiconductors. Product specification. 3-state hex non-inverting buffer. HEF40097B buffers. DESCRIPTION.
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Generating Code and Memory Buffers to Reorganize Data on Many 

time, with a focus on indexed accesses to shared buffers to avoid data copies. ..... Usually, a good guess is to use the least common multiple of the sum.
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Latch with 3-STATE Outputs 

1999 Fairchild Semiconductor Corporation ... devices. Data on the QS output is transferred to a second output, Qâ€²S, on the following negative clock edge.
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Line Driver with 3-STATE Outputs 

20-Lead Shrink Small Outline Package (SSOP), EIAJ TYPE II, 5.3mm Wide .... Note 5: Max number of outputs defined as (n). n âˆ’ 1 data inputs are driven 0V to 3V ...
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Drivers With Open-Collector High-Voltage Outputs 

Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by government ...
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Line Driver with 3-STATE Outputs 

3-STATE Output Enable Input (Active LOW). 1.0/1.0. 20 ÂµA/âˆ’0.6 mA. In. Inputs. 1.0/1.0. 20 ÂµA/âˆ’0.6 mA. On, On. Outputs. 600/106.6 (80) âˆ’12 mA/64 mA (48 mA).
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Quadruple low-to-high voltage translator with 3-state outputs 

Jan 2, 1995 - File under Integrated Circuits, IC04. January 1995 ... For a complete data sheet, please also download: ... Philips Semiconductors. Product ...
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