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OLF & OVFL LED Floodlighting



The OLF family from Lithonia Lighting® has the largest breadth of offering from one security floodlight family. The OLF family provides a multitude of lighting, energy saving packages and control options to meet the varying needs of your residential single and multi-family applications.



FEATURES:



¡¡ Replaces up to (2) 150W incandescent PAR lamps ¡¡ Small, compact form ¡¡ Pays for itself in less than 2 years TM



UPC



Description



Replaces Up To



Lumens



Input Watts



CCT



Voltage



Finish



Pallet qty.



OLF 2RH 40K 120 BZ M4



889804043778



FLOODLIGHTS



90W PAR INCAND (2)



2,160



25



4000K



120V



DARK BRONZE



360



OLF 2RH 40K 120 MO BZ M6



820476314605



FLOODLIGHTS



90W PAR INCAND (2)



2,160



25



4000K



120V



DARK BRONZE



216



OLF 2RH 40K 120 MO WH M6



820476314636



FLOODLIGHTS



90W PAR INCAND (2)



2,160



25



4000K



120V



WHITE



216



OLF 2RH 40K 120 PE BZ M4



820476314650



FLOODLIGHTS



90W PAR INCAND (2)



2,160



25



4000K



120V



DARK BRONZE



360



OLF 2RH 40K 120 PE WH M4



889804043723



FLOODLIGHTS



90W PAR INCAND (2)



2,160



25



4000K



120V



WHITE



288



OLF 2RH 40K 120 WH M4



889804043785



FLOODLIGHTS



90W PAR INCAND (2)



2,160



25



4000K



120V



WHITE



288



OLF 3RH 40K 120 BZ M4



889804043884



FLOODLIGHTS



150W PAR INCAND (2)



3,100



36



4000K



120V



DARK BRONZE



240



OLF 3RH 40K 120 PE BZ M4



889804043792



FLOODLIGHTS



150W PAR INCAND (2)



3,100



36



4000K



120V



DARK BRONZE



240



OLF 3RH 40K 120 PE WH M4



889804043877



FLOODLIGHTS



150W PAR INCAND (2)



3,100



36



4000K



120V



WHITE



240



OLF 3RH 40K 120 WH M4



889804043914



FLOODLIGHTS



150W PAR INCAND (2)



3,100



36



4000K



120V



WHITE



240



OVFL LED 1RH P1 40K 120 DDB HP17 M6



190887667264



FLOODLIGHTS



90W PAR INCAND (1)



940



13



4000K



120V



DARK BRONZE



720



OVFL LED 1RH P1 40K 120 WH HP17 M6



190887667295



FLOODLIGHTS



90W PAR INCAND (1)



940



13



4000K



120V



WHITE



720



OVFL LED 2RH 40K 120 PE DDB HP17 M4



190887648508



FLOODLIGHTS



150W PAR INCAND (1)



1,770



20



4000K



120V



DARK BRONZE



384



OVFL LED 2RH 40K 120 PE WH HP17 M4



190887648508



FLOODLIGHTS



150W PAR INCAND (1)



1,770



20



4000K



120V



WHITE



384



Catalog Number



More configurations are available. Click here or visit www.acuitybrands.com and search for OLF or OVFL LED.
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Specifications



Dimensions



INTENDED USE:



All dimensions are inches (centimeters) unless otherwise indicated.



OLF 3RH 36 watt LED wall or ceiling mount security floodlight delivers 3,100 lumens for an energyecient replacement of (2) 150W incandescent security lights. The OLF LED provides years of maintenance-free general illumination for outdoor applications. Ideal for entrances, walkways, cooridors, yards, driveways and patios. CONSTRUCTION: Rugged cast-aluminum, corrosion-resistant housing with dark bronze or white polyester powder paint for lasting durability. LED lamp heads are thermally isolated from the driver that is located in the rear housing, promoting a long service life. Lenses are sealed to keep out moisture, dirt and bugs. LEDs maintain 70% of light output at 50,000 hours of service life. ELECTRICAL: Consumes 36 input watts utilizing 120V 60Hz driver. Available in models with and without dusk-todawn photocell. Rated for outdoor installations, -40ºC minimum ambient. INSTALLATION: Mounts to a recessed junction box on wall or ceiling. Crossbar and hardware provided. Wet location listed for mounting 4 feet above ground. Tool-less adjustable heads allow for precise aiming. Neighbor-friendly visors are adjustable or removable. LISTINGS: UL/cUL listed Listed to U.S. and Canadian safety standards for wet locations. Tested in accordance with IESNA LM-79 and LM-80 standards. WARRANTY: OLF:



OVFL 1RH



3.57 (9.1cm)



4.45 (11.3cm)



3.5 (9.0cm)



OLF 2RH



7 (18)



6-1/4 (16) 3 (8)



4-1/2 (11)



Ø4-1/2 (Ø11)



OLF 3RH



6-3/4 (17.5)



9-1/2 (24.3)



4-3/4 (12.3)



4-1/2 (11.2)



5-year limited warranty. Complete warranty terms located at: www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx OVFL: 1-year limited warranty. Complete warranty terms located at: www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx



Note: Actual performance may differ as a result of end-user environment and application. All values are design or typical values, measured under laboratory conditions at 25 °C. Specifications subject to change without notice.
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led canopy - Acuity Brands 

Commercial installation, service and mainte- nance of luminaires should be performed by a quali- ... tarse a una caja de uniÃ³n aprobada por UL debi- damente instalada y puesta a tierra. â€¢ Estas instrucciones no ... L'installation commerciale, l'en
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led important safety instructions - Acuity Brands 

Pendant l'installation du kit, ne faites pas de trous dans le boîtier de câblage ou de composants électriques et ne modifiez pas les trous déjà existants. RV8 peut ...
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Untitled - Acuity Brands 

LDN 6â€� â€“ 7â€� hole. LDN 4â€� â€“ 4â€�3/4â€� hole. Cut ceiling opening slightly larger than the outside diameter on the mounting frame. 4â€� Ceiling opening: 4â€�3/4â€� (12.1cm). 6â€� ... Warning: Risk of fire. Do not install insulation within 3 i
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installation instructions - Acuity Brands 

Figure 3: Use template if necessary (included with LED Wafer product) to cut-out a circle where the mounting plate opening is located. Figure 3 : Utilisez le ...
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Untitled - Acuity Brands 

STYLE ROND - Percez une ouverture au plafond Ã  l'aide d'une scie-cloche de 3-. 1/4 po. Retirez le circuit de dÃ©rivation du plafond. Le cÃ¢ble d'alimentation doit.
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LED Ultra-Thin Wafer Remodel Joist Bar Kit ... - Acuity Brands 

Figure 1: Measure the joist distance and adjust joist bar accordingly as shown. Use screwdriver (not included) to insert plastic fastener into joist bar to lock it in ...
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save these instructions - Acuity Brands 

11/2013 2 of 6. Â©2010, 2012 Acuity Brands Lighting, Inc. .... Slide optical assembly away from the junction box to gain access. Slide assembly back into position ...
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led important safety instructions importantes consignes ... - Acuity Brands 

aceptable para el usuario. El refractor/la lente se debe lavar con una solución de agua ... Los productos LED son sensibles a la polaridad. Asegure la correcta ...
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U212133_ LED Cast Sconce 060613.pmd - Acuity Brands 

Avoid direct eye exposure to the light source while it is on. â€¢. Account for small parts and destroy packing mate- rial, as these may be hazardous to children.
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LI6, LI6F, LIF6 - Acuity Brands 

For your protection, read carefully before proceeding with installation. To be installed by a qualified electrician. Heavy duty gloves should be worn to protect hands from sharp edges. Protective eye wear should be worn to prevent injury to eyes. 1. 
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important safety instructions - Acuity Brands 

IMPORTANTES MESURES DE SÉCURITÉ. CJ5201057 Rév. A ... votre sécurité, ne jamais oublier de : ... câbles en contournant tout dispositif de protection ...
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Switchable White CCT - Acuity Brands 

eta de la luminaria. • Respete todas las advertencias, recomendacio- nes y restricciones que proporciona el fabricante para: tipo de conductor, posición de ...
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important safety instructions - Acuity Brands 

Make wire connections. â€¢ Secure fixture canopy to canopy mounting pan making sure all screws are tightly secured. â€¢ Fasten aircraft cable and cord together with ...
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important safety instructions - Acuity Brands 

supports compressing two of the springs with your thumbs. Insert the fixture assembly as far into the frame aperture as possible. Release one spring. Then reach.
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U219952T_Rev B XVML Inst Sheet.indd - Acuity Brands 

Turn off the power when you perform any mainte- ..... Note: Turn off power at circuit breaker box! 1. .... Insert the sealing ring onto the conduit with the tapered end.
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U219646T- UCEL Inst sht.indd - Acuity Brands 

alambrado tipo Romex de la casa. El cable conectivo es utilizado para conectar lÃ¡mparas una a la otra en una cadena. (el mÃ¡ximo es de 354 vatios en cada ...
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U219527T Rayzer inst sheet RevB.indd - Acuity Brands 

(Si une installation Ã  raccordement direct est requise, ... RAYZER LED Modular Lighting System ... Pour l'installation en raccordement direct au circuit : la boÃ®te ...
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Inst Sheet OLW14 RevG_0812.pmd - Acuity Brands 

Turn off electrical power at fuse or circuit breaker box ..... Use Wire Nut to connect the house supply ground wire (copper) & the fixture ground (copper) wire.
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Inst Sheet OLW14 RevG_0812.pmd - Acuity Brands 

InsÃ©rer deux vis d'assemblage Ã  tÃªte cylindrique Ã  six pans creux nÂº8 de. 1-1/4 po (8) dans la plaque arriÃ¨re de fixation de lumiÃ¨re LED, aligner la fixation avec ...
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CPANL LED Flat Panel Light Fixture Panneau à Plat ... - Acuity Brands 

save them for future reference. ... other hazards please read all warnings and instructions included with and on the ... Wear gloves and safety glasses at all times.
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KSF INST RJ5210105 RevD PSL07.pmd - Acuity Brands 

to mount arm properly, follow the instructions on the label that is on the arm. ... onto the threaded rods between the mounting arm gasket and the fixture housing ...
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gerber - Interline Brands 

Replacement parts, call : / Les piÃ¨ces de rechange, appellez : / Partes de reemplazo, llame : 1-888-648-6466 www.gerberonline.com. C0-44-441 (C044441) ...
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Brands, Brand Management .fr 

brand packaged cracker, in 1899 (Cahn 1969, Chapter 2). H.J. Heinz .... employees. In the cases of ... the carrot of emphasizing the benefits to all, as brands in- creased ...... Cahn, William (1969), Out of the Cracker Barrel: The Nabisco. Story.
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Brands in China : pro logo 

government offices by the end of this year. brands such as Armani Casa and Versace. Even sceptical foreign manufacturers. Home. The theme of the event was ...










 














×
Report OLF & OVFL LED - Acuity Brands





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



