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on aircraft



Dear lifejacket owner Firstly thank you for purchasing one of our combined lifejacket/harnesses, we hope you enjoy wearing it. Many of our customers use the deckvest as a personal piece of kit and as such travel widely with it. Below is the specification of the CO2 cylinders incase you are required to present it to an airline. All of our CO2 cylinders are tested and guaranteed to the following specifications: 1. Weight - 33g CO2 cylinders 2. Burst pressure - minimum of 560 Bar 3. External pressure - tested to 250 Bar 4. Internal pressure - filled to 60 Bar at 20 0 centigrade (fill ratio 75% max) The C O2 cylinders may be c arried e ither a s carry-on baggage, c hecked ( hold) baggage o r in person only with prior approval of the airline. This is according to the IATA Dangerous Goods Regulations; 50th edition, published 1st January 2009, Section 2.3.4.2 (see below.)



It is also advisable to remove any CO2 cylinder from its firing head prior to checking in or passing through customs. Yours faithfully,



Myles Uren Deckware Project Manager



Spinlock Limited quality management system is accredited to EN ISO9001:2000 by SGS Quality Assurance



41 Birmingham Road, Cowes, Isle of Wight, PO31 7BH, UK t. +44 (0) 1983 295555



f. +44 (0) 1983 295542



www.spinlock.co.uk



Registered Office Reg No. 943480



on aircraft



À tout nouveau propriétaire de Deckvest En premier lieu, nous tenons à vous remercier pour l’achat de ce combiné gilet de sauvetage/ harnais; nous espérons que aurez plaisir à le porter. Beaucoup de clients Deckvest le considère comme partie intégrante de leur kit personnel et voyage très souvent avec lui. Vous trouverez donc ci-dessous les spécifications des cartouches de gaz CO² que nous utilisons au cas où vous devriez les présenter à l’enregistrement de votre compagnie aérienne. Toutes nos cartouches de gaz CO² sont testées et garanties aux spécifications suivantes : 



1°) poids : cylindre de 33 grammes de CO²







2°) pression (résistance) à l’explosion : minimum de 560 bars







3°) pression (résistance) à la pression : testé à 250 bars







4°) pression interne : rempli à 60 bars à 20²C (à 75% du maximum)



Les cartouches de gaz CO² peuvent être emportées en bagage soute, en bagage accompagné ou encore sur vous-même (après accord préalable de la compagnie aérienne). Ceci est en accord avec la norme IATA sur le transport des matières dangereuses ; 50 ème édition, publiée le 1er Janvier 2009, section 2.3.4.2 (voir ci-dessous). Nous recommandons de démonter la cartouche de gaz de sa tête de déclenchement avant tout enregistrement ou embarquement. Autorisé en ou comme bagage à main : oui Autorisé en ou comme bagage de soute: oui autorisé en transport personnel : oui L’acceptation de la compagnie est nécessaire: oui Le pilote de l’avion doit être prévenu de leur emplacement : non Non inflammable…………. ;: Cette cartouche de gaz CO², inninflammable , contient du gaz carbonique ou d’autres gaz équivalents de division 2 .2 ; vous pouvez transporter jusqu’à 2 cartouches de rechange (y compris celle du gilet).



Cordialement



Myles Uren Deckware Project Manager



Spinlock Limited quality management system is accredited to EN ISO9001:2000 by SGS Quality Assurance



41 Birmingham Road, Cowes, Isle of Wight, PO31 7BH, UK t. +44 (0) 1983 295555



f. +44 (0) 1983 295542



www.spinlock.co.uk



Registered Office Reg No. 943480
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Corrosion On Aircraft 

when in contact with an electrolyte (conductive medium). ... line through the metal structure and manifests itself as a crack in ... Surface must be clean and free of.
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On AirCraft - SpaceAge Control 

Investigation of the Fuselage Interference on a Pitot-Static Tube Extending Forward From the ..... regions behind the shock waves which form ahead of the.
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Corrosion On Aircraft 

There will be less corrosion in the painted areas but, if there is ... an electrical current is generated and flows from one metal to the .... stals stirring with a wooden stick or glass rod. This ... longer as long as small quantities are used from 
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Fillets on Low-Wing Aircraft 

Of all the wing-fuselage configurations studied by. NACA, the high wing configuration has the least inter- ference drag, and is the best aerodynamic choice. How-.
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on aircraft - Majer na fali 

1 janv. 2009 - 41 Birmingham Road, Cowes, Isle of Wight, PO31 7BH, UK t. +44 (0) 1983 295555 f. +44 (0) 1983 295542 www.spinlock.co.uk. Registered ...
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Some Thoughts on Aircraft Design 

9" wide 20 ft. lengths .... $1.90 per board ft. (will machine to customer specifications). 4130 CHROMOLY NORMALIZED AIRCRAFT. QUALITY SHEET STEEL.
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Somes Tips on Aircraft Woodwork 

material thick, repeat the boiling treatment until the bend is complet- ed. It will be found that upon drying there is a tendency for the wood to spring slightly out of ...
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Aircraft Building: Weldingâ€”Building on the Basics 

as MIGâ€”metal inert gasâ€”welding. GMAW is also ... Gas-tungsten arc welding. (GTAW) is .... We can be contacted by telephone, fax machine, or through our ...
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Some Interesting Facts on Aircraft Vibration 

which is located an asbestos strip attached to one of the sheets. The sheets should be conical in shape, in order to allow angular motion about the elastic center ...
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Somes Tips on Aircraft Woodwork - Size 

material thick, repeat the boiling treatment until the bend is complet- ed. It will be found that upon drying there is a tendency for the wood to spring slightly out of ...
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Some Interesting Facts on Aircraft Vibration - Size 

peller, the analysis of vibration problems for the pur- pose of controlling the vibration and corresponding stresses to safe values has become more and more im-.
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AIRCRAFT 

position while performing any procedures on the engine. Figure 1 Defect. 1. Remove starting ... secure the bushing to the plate as shown in figure 2 (repaired).
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AIRCRAFT 

Observing the engine manufacturers ground run-up procedures allow the engine to reach operating temperatures and perform a normal magneto check. 2.
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AIRCRAFT 

Example of Date Mfg.: a) 901: 9 is year of manufacture = 1979; 01 is work week of manufacture = week of January. 1. b) 021: 0 is year of manufacture = 1980; ...
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AIRCRAFT 

Field reports indicate that occasionally switches performing the "Switch Function" listed in Table 1 have been found to leave the right magneto "Live" or "Hot." ...










 


[image: alt]





aircraft application data guide - Aircraft Spruce 

Jan 14, 2008 - This application guide is listed in three categories. The aircraft/ ...... MZ-4218. 235. ERZ-8011. SRZ-9021*. LW-15571. MZ-4222. 235. ERZ-8011.
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Advice to the Experimental Aircraft Builder and Comments on 

they have many years experience with many configura- ... Most engineers are teachers at heart and are ..... FAA mechanic's certificate, as quoted from FAR 65,.
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Advice to the Experimental Aircraft Builder and Comments on 

By D. M. Kauffman. Manager of Technical ... a certain course to avoid trouble later during design, or construction. ... formula out of several applies to the problem at hand. When you do ..... plant rating must show his ability to make satisfactory.
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Aircraft Building: Weldingâ€”Building on the Basics - Size 

die grinder, disc grinder, C-. " clamps, wire .... your eyes when grinding or cut- ting metal before ... proven over time, and the manual is almost like having an ...
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Aircraft Building 

In general, we are very privileged to have only a ..... Antique/Classic. Insurance. Program. BENEFITS INCLUDE: â€¢ LOWER LIABILITY & HULL PREMIUMS.
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Aircraft Building 

referencing the building of the Spruce. Goose. ... construction, and how to properly fin- ish wood. AIRCRAFT ..... Call now â€¢ 650/856-7616 â€¢ for a quote on a Black.
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Aircraft Brakes 

wear out or when hydraulic fluid is lost through a leak- ing fitting, leaking ... maintenance manual on the Cessna 150 brakes: I OVERHAUL OF ... hydraulic fluid. While most mechanics .... Jerry . . . Chief, Physical Anthropology Lab, FAA Aero-.
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Aircraft Brushes 

humidity, vibration, duty cycle, etc. 62 APRIL 1993. By BOB NUCKOLLS. EAA 205021 ... the analysis in the world. I am personally involved in the sup-.
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Aircraft Rigging 

Wing chord incidence bar with "devil level" ... control pressures in long cross-country flights and in ... and aileron controls creates a hazard during cross-wind.
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