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READ THIS MANUAL ATTENTIVELY BEFORE STARTING UP THE UNIT. DO NOT THROW IT AWAY. KEEP IT IN YOUR FILES FOR FUTURE REFERENCE.



Before operating the unit, make sure the installation has been carried out correctly by a professional Daikin dealer. If you feel unsure about operation, contact your Daikin Dealer for advice and information.



This manual This manual describes how to startup and switch off the unit, set parameters and configure the schedule timer by means of the controller, maintain the unit and solve operational problems. For “Checks before initial start-up” and “Initial start-up” procedures refer to the “Installation manual” of this unit.



This unit The indoor unit is the indoor part of the reversible air to water Daikin ERYQ heat pumps. These units are designed for wall mounted indoor installation and used for both heating and cooling applications. The units can be combined with Daikin fan coil units, floor heating, low temperature radiotors and the Daikin EKSWW sanitary water tanks. The indoor unit range consists of two main versions: a heating/cooling (EKHBX) version and a heating only (EKHBH) version. Both versions are delivered with an integrated backup heater for additional heating capacity during cold outdoor temperatures. The backup heater also serves as a backup in case of malfunctioning of the outdoor unit. The backup heaters are available in different capacities.



Options Sanitary water tank option An optional EKSWW sanitary water tank with integrated 3 kW electrical booster heater can be connected to the indoor unit. The sanitary water tank is available in different sizes.
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Name and function of buttons and icons



8



INTRODUCTION



5



6



24



15 18 3 16



2 17



1



Operating the EKHB* unit comes down to operating the digital controller. Never let the digital controller get wet. This may cause an electric shock or fire.
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Never press the buttons of the digital controller with a hard, pointed object. This may damage the digital controller.
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Never inspect or service the digital controller yourself, ask a qualified service person to do this.
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Features and functions



COOLING/HEATING ON/OFF BUTTON o



1



The ON/OFF button starts or stops the heating or cooling function of the unit.



The digital controller is a state of the art controller that offers full control over your installation. It can control a cooling/heating and a heating only installation.



When the unit is connected with an external room thermostat, this button is not operable and the icon e is shown. Pressing the ON/OFF button consecutively too many times may cause malfunction of the system (maximum 20 times per hour).



Both installations are available in multiple versions which vary in capacity, electrical supply and installed equipment (backup heater in the indoor unit or a sanitary water tank with a booster heater). NOTE



■



Descriptions in this manual that apply to a specific installation or that depend on the installed equipment, are marked with an asterisk (*).



■



Some functions described in this manual may not be available or should not be available. Ask your installer or your local Daikin dealer for more information on permission levels.



Basic controller functions



NOTE
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Turning the unit ON/OFF.



■



Operation mode change-over: - space heating (refer to page 4), - space cooling (refer to page 4) (*), - sanitary heating (refer to page 4) (*).



■



■



Selection of features: - silent mode (refer to page 4), - weather dependent control (refer to page 5).
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In a heating only installation, the c icon will never be displayed. If the sanitary water tank is not installed, the w icon will never be displayed. 4



EXTERNAL CONTROL ICON e



This icon indicates that an external room thermostat with higher priority is controlling your installation. This external room thermostat can start and stop the space heating/cooling operation and change the operation mode (cooling/heating).



(*) The functions “space cooling” and “sanitary heating” can only be selected when the corresponding equipment is installed.



When an external room thermostat with a higher priority is connected, the schedule timer for space cooling and space heating will not function.



Clock function The clock functions are:



OPERATION MODE ICONS hcws



These icons indicate the current operation mode(s): space heating (h), space cooling (c), sanitary heating (w) or silent mode (s). Within limits, different modes can be combined, e.g. space heating and sanitary heating. The corresponding mode icons will be displayed simultaneously.



Temperature set point adjustment (refer to page 5). NOTE



OPERATION LED 0



The operation LED is lit during space cooling or space heating operation. The LED blinks if a malfunction occurs. When the LED is OFF, space cooling or space heating are inactive while the other operation modes can still be active.



The basic controller functions are: ■



Remark that pushing the o button has no influence on the sanitary water heating. Sanitary water heating is only switched on or off by means of the w button.
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DAY OF THE WEEK INDICATOR 1234567



■



24 hour real time clock.



This indicator shows the current weekday.



■



Day of the week indicator.



When reading or programming the schedule timer, the indicator shows the set day.



Schedule timer function
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CLOCK DISPLAY 8



The clock display shows the current time.



The schedule timer function allows the user to schedule the operation of the installation according to a daily or a weekly program.



When reading or programming the schedule timer, the clock display shows the action time. 7



SCHEDULE TIMER ICON p



This icon indicates that the schedule timer is enabled. EKHBH/X007A
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ACTION ICONS q
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These icons indicate the programming actions for each day of the schedule timer. 9



This button enables or disables heating of the sanitary water. This button is not used when the sanitary water tank is not installed.



OFF ICON x



This icon indicates that the OFF action is selected when programming the schedule timer. 10
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NOTE



INSPECTION REQUIRED k and l



These icons indicate that inspection is required on the installation. Consult your Daikin Dealer.
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COMPRESSOR ICON ç



This icon indicates that the compressor in the outdoor unit of the installation is active. 16
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BACKUP HEATER STEP ONE ( OR STEP TWO §



The button is also used to program the controller. The function of the button depends on the actual status of the controller or on previous actions carried out by the operator. If the controller is set in permission level 3 (refer to the installation manual), the schedule timer button will not be operable.



BOOSTER HEATER ICON m



This icon indicates that the booster heater is active. The booster heater provides auxilliary heating for the sanitary water tank.
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The icon is not used when the sanitary tank is not installed. PUMP ICON é 32



This icon indicates that the circulation pump is active. 19



WEATHER DEPENDENT SET POINT ICON a



This icon indicates that the controller will adapt the temperature set point automatically, based on the outdoor ambient temperature. 21



The icon is also displayed when the temperature set point is set in schedule timer programming mode. 22
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TEST OPERATION ICON t



SANITARY TEMPERATURE ADJUST BUTTONS wbi and wbj



These buttons are used to adjust the current set point of the sanitary water temperature.



TEMPERATURE ICON b



This icon is displayed when the water outlet temperature of the indoor unit, the outdoor ambient temperature and the sanitary water tank temperature are shown.



TEMPERATURE ADJUST BUTTONS bi and bj



These multi-purpose buttons are used to adjust the current set point in normal operation mode or in schedule timer programming mode. In weather dependent set point mode the buttons are used to adjust the shift value. Finally, the buttons are also used to select the weekday while configuring the clock.



OUTDOOR TEMPERATURE DISPLAY u



When this icon is flashing, the outdoor ambient temperature is displayed. 20



TIME ADJUST BUTTON pi and pj



These multi-purpose buttons are used to adjust the clock, to toggle between temperatures (water outlet temperature of the indoor unit, outdoor ambient temperature and sanitary water temperature) and in schedule timer programming mode.



The booster heater is located in the sanitary water tank.
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SCHEDULE TIMER BUTTON r/p



The main function of this multi-purpose button is to enable/ disable the schedule timer.



These icons indicate that the backup heater is operating on low capacity (() or on high capacity (§). The backup heater provides extra heating capacity in case of low ambient outdoor temperature (high heating load). 17



PROGRAMMING BUTTON 
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consists of a wireless receiver and thermostat,. - mainly used for ... Comfort and reduced function modes, using the comfort and reduced setpoint respectively.
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capacity, electrical supply and installed equipment (backup heater in the indoor unit or a sanitary water tank with a booster heater). Basic controller functions.
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An optional EKHWS(U) domestic hot water tank with integrated 3 kW electrical ... Make sure both the domestic water heating and booster ...... Dismantling of the unit, treatment of the refrigerant, of oil and of other ... unsorted household waste.
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Never let the thermostat get wet, this may cause an electric .... Day of the week. 11. Error occurred: intervention needed. 12. Active user or installation menu or ...
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The disinfection function disinfects the sanitary water tank by periodically heating the sanitary water to a specific temperature. â–¡ [2-00] Operation interval: day(s) ...
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installation & operation manual - Smartpool 

b) When installing collectors on the ground, do not build a rack support that could allow children access .... SmartPool recommends that you store your collectors.
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INSTALLATION AND OPERATION MANUAL 

Thermostat À Bulbe Électromécanique Et. Capillaire Thermostat : Modèles Fabriqués Avant Septembre 2003. 1. Retirer soigneusement le cadran, sans modifier ...
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Émail Noir. – Laisser l'équipement refroidir après utilisation et laver tous les dépôts graisseux à l'extérieur avec une solution très chaude de détergent doux ou ...
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Operation Manual - MAFIADOC.COM 

Please read this Manual before starting your engine ...... compressors; rollers; forklift trucks; welding units; .... Change oil with engine off but still warm (lube oil.
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FP-N25CX Operation Manual 

Blue light. When the Plasmacluster ion operation is in Clean Mode, or in AUTO ...... raccordÃ© au secteur, cet appareil consomme environ 1,5 W en mode veille.
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KC-C100U Operation Manual 

trays, filters, belts, ribbons, cables and paper. (e) Any cosmetic damage to the ...... réinstallation, de transport et d'assurance de I'appareil. La réparation des ...
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operation installation manual - Clarion 

The APX201.2 and APX401.2 use an unregulated MOSFET power supply for superior ... Protection circuits safeguard the amplifier when overheating, speaker ... WARNING:When using the speaker (high-level) inputs, the Black wire must.
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Operation Manual ... There are no user lubrication or adjustment requirements. 3. Refer all other ...... :Song Pos. :Song Sel. :Tune ...... EQ (21). Future Music (22).
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Scanned by JB Emond - www.fairlight.free.fr. Page 211. Scanned by JB Emond - www.fairlight.free.fr. Page 212. Scanned by JB Emond - www.fairlight.free.fr ...
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FP-N25CX Operation Manual 

charbon actif du sac en plastique, placez-le sur le dessus du filtre HEPA. Assurez-vous que la langu- ette du filtre HEPA reste visible. 3 InsÃ©rez les languettes.
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Press the FAN SPEED Button to select the preferred fan settings. ... the fan speed cannot be adjusted during the QUICK CLEAN Mode. .... when pulling out the.
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CS-4194H Operation Manual 

These limits are designed to provide reasonable protection against harmful interference in ..... Imprime le contenu de la mémoire du total général “GT” et l'efface.
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installation & operation manual - Smartpool 

One SmartPool Mounting Kit SK-43 for each solar box. One High wind kit SK-34 for each collector in high wind areas. â€¢ You will need the correct amount of 1 1/2" ...
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Operation manual - Vetus 

All safety instructions in this manual are designated by the ...... Nm to ft.lb conversion: .... A4. A2. A5. A6. Alternator. D+. W. B+. Fuel valve. Starter motor. Oil press.
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Figures and illustrations in this User Manual are provided for reference only and may differ from actual product appearance. Product design and specifications may be changed without notice. WARNING: TO REDUCE THE RISK OF ELECTRIC SHOCK DO NOT REMOVE 
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May 19, 2010 - Advisories associated with propellers in this manual are freely disposable at ... and itÂ´s not to be regarded as binding on any propeller type or her section. ..... The front spinner support is used to have the balance weights install
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performances essentielles - Norme collatérale : Phénomènes électromagnétiques - Prescriptions et essais” ..... exported or used for simulation purposes.
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operation manual - KlÃma-S Bt 

This function applies to operation of the optional backup heater. Setting the equilibrium temperature correctly will avoid the backup heater to operate when the ...
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