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Original MINI Accessories. Installation Instructions. Xenon headlights retrofit (downloaded from MotoringFile.com) MINI ONE and COOPER (R 50) built after 09/03 MINI COOPER S (R 53) built after 09/03 MINI Convertible (R 52)



Retrofit kit no.:



61 61 0 395 398



Xenon Light Retrofit Kit



Installation time The installation time is approx. 6.5 hours, but may vary depending on the condition of the car and the equipment in it. Important information These installation instructions are primarily designed for use within the MINI dealership organisation and by authorised MINI service companies. In any event, the target group for these installation instructions is specialist personnel trained on MINI cars with the appropriate specialist knowledge. All work must be completed using the latest MINI repair manuals, circuit diagrams, servicing manuals and work instructions, in a rational order, using the prescribed tools (special tools) and observing current health and safety regulations. To avoid unnecessary extra work and/or costs, if any installation or function problem occurs, after a brief troubleshooting session (approx. 0.5 hours), please contact the following: 1. Either your national subsidiary or your regional office, or 2. The Support team via the Aftersales Assistance Portal (ASAP), using the optional technical parts support application. Specify the chassis number and the part number of the installed retrofit kit and give a precise description of the problem. Do not archive the hard copy of these installation instructions since daily updates are made by ASAP! All pictures show LHD cars; proceed accordingly on RHD cars. Pictograms: Denotes instructions that draw your attention to special features.







Denotes the end of the instruction or other text.



Subject to technical modifications!
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Installation information Ensure that the cables/lines are not kinked or damaged as you install them in the car. Costs incurred as a result of this will not be reimbursed by BMW AG. Additional cables/lines that you install must be secured with cable ties. If the specified PIN chambers are occupied, bridges, double crimps or twin-lead terminals must be used. After the installation work the retrofit must be programmed / coded using SSS (software service station) via the Retrofit path. Ordering instructions If the car is not fitted with SA 502 (headlight washing system), it must be retrofitted (see EPC for part number and further details). The xenon headlights C and D are not included in the retrofit kit and must be ordered separately (see EPC for part number and further details). The heated spray jets are not supplied in the retrofit kit and must be ordered separately (see EPC for part number and details). Special tools required None
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1.



Parts overview



A



C



B



D



I



F



E



J



K



L



M



G



H



O



N



R50 1151 Z



Legend A



Headlight adjustment control retrofit wiring harness



B



Headlight retrofit wiring harness



C



Right xenon headlight (not supplied with the retrofit kit)



D



Left xenon headlight (not supplied with the retrofit kit)



E



Load sensor, front



F



Load sensor, rear



G



Cable ties (20x)



H



Manual headlight adjustment control trim



I



Fillister head screw (4x)



J



Hexagonal screw M6 x 16 mm (3x)



K



Pan head screws M8 x 21 mm (4x)



L



Cable tie



M



6-pin socket casing (2x)



N



Eyelet



O



Xenon light sticker
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2.



Preparatory work TIS No. ---



Conduct a brief test Disconnect negative pole of battery



12 00 ...



The following components must be removed first of all Remove the left oddments box



51 16 392



Right glove compartment



51 16 860



Left drive shaft



31 60 003



Door sill strip on both sides



51 47 510



Front wheel arch trim on both sides



51 71 540



Headlights on both sides



63 12 808



Bonnet trim



51 48 501



Additional right indicator



63 13 700



Release the base module



61 35 510



Release fuse holder



61 35 000 ---



Cover behind the hydraulic unit Rear seat



52 20 010



Headlight adjustment switch (no longer required)



61 31 072



R53 cars only 18 12 533



Rear silencer
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3.



Installation and cabling diagram for headlight adjustment control retrofit wiring harness



1



E



A



F R50 1152 Z



Legend A



Headlight adjustment control retrofit wiring harness



E



Load sensor, front



F



Load sensor, rear



1



Base module
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4.



Installation and cabling diagram for headlight retrofit wiring harness



7



5



6



1



C 4



B



B 3 D



2



R 501460 Z



Legend B



Headlight retrofit wiring harness



C



Xenon headlight, right



D



Xenon headlight, left



1



Base module



2



Fuse holder



3



Heated spray jet, left



4



Heated spray jet, right



5



Washing water pump



6



Additional indicator light, front right



7



Washer fluid sensor (cars built after 01/05 only)
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5.



Headlight adjustment control retrofit wiring harness connections diagram



A7



A6



A8 A5 A3



A9



A4



A10



A2



A11



A1



A



A12 R50 1147 Z



Item



Designation



A



Headlight adjustment control retrofit wiring harness



A1



Socket contact



Signal



Cable color / Cross-section



Connection location in the car



Abbreviation / Slot



---



---



---



---



HSSV



GR/GN



To front load sensor E



X18032 PIN 4



To front load sensor E



X18032 PIN 1



To front load sensor E



X18032 PIN 5



To SW 54-pin socket casing on base module



X253 PIN 14



To SW 54-pin socket casing on base module



X253 PIN 49



To SW 54-pin socket casing on base module



X253 PIN 13



To SW 54-pin socket casing on base module



X253 PIN 32



To SW 54-pin socket casing on base module



X253 PIN 48



To SW 54-pin socket casing on base module



X253 PIN 31



To rear load sensor F



X13251 PIN 4



To rear load sensor F



X13251 PIN 1



To rear load sensor F



X13251 PIN 5



0.5 mm2 A2



Socket contact



HSGV



GR/WS 0.5 mm2



A3



Socket contact



HSPV



GR/BR 0.5 mm2



A4



Socket contact



HSSV



GR/GN 0.5 mm2



A5



Socket contact



HSGV



GR/WS 0.5 mm2



A6



Socket contact



HSPV



GR/BR 0.5 mm2



A7



Socket contact



HSSH



SW/GN 0.5 mm2



A8



Socket contact



HSGH



SW/WS 0.5 mm2



A9



Socket contact



HSPH



SW/GR 0.5 mm2



A10



Socket contact



HSSH



SW/GN 0.5 mm2



A11



Socket contact



HSGH



SW/WS 0.5 mm2



A12



Socket contact



HSPH



SW/GR 0.5 mm2
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6.



Headlight retrofit wiring harness connection diagram



B5 B6



B14 B15 B16



B13 B12



B2 B3



B17 B18 B19 B23



B4



B8



B1



B9 B



B7 B22 B21 Item



B11 B20 B10



R50 1150 Z



Designation



Signal



Cable color / Cross-section



Connection location in the car



Abbreviation / Slot



B



Headlight retrofit wiring harness



---



---



---



---



B1



SW 9-pin socket casing



---



---



To xenon headlight, left D



X130



B2



SW 9-pin socket casing



---



---



To xenon headlight, right C



X135



B3



SW 2-pin socket casing



---



---



To heated spray jet, left



X105



B4



SW 2-pin socket casing



---



---



To heated spray jet, right



X106



B5



SW 2-pin socket casing



---



---



To additional indicator light front right



X390



B6



SW 2-pin socket casing



---



---



To washing water pump front right



X107 X151



B7



Eyelets



Terminal 31



BR



To earth post connection on right side skirt



B8



Socket contact



MLSL



SW/BR



R50/R53 cars only To washing water pump relay K119 R52 cars only To washing water pump relay K5



1.5 mm2



B9



Socket contact



MLSL2



SW/BL 1.5 mm2



B10



Round contact



Terminal 56AL



GN/WS



R50/R53 cars only To washing water pump relay K119 R52 cars only To earth post in the left side skirt



Round contact



Terminal 56BL



GN/GE



Socket contact



Q12L



GE/RT 0.5 mm2



B13



Socket contact



Q11L



GE/BR 0.5 mm2



B14



Socket contact



Q22L



BL/RT 0.5 mm2



B15



Socket contact



Q21L



BL/BR 0.5 mm2
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X1594, PIN 1 X1108 X332 PIN 9



To GN 20-pin socket casing on base module



X332 PIN 15



To natural-colored 54-pin socket casing on base module



X254 PIN 20



To natural-colored 54-pin socket casing on base module



X254 PIN 38



To natural-colored 54-pin socket casing on base module



X254 PIN 1



To natural-colored 54-pin socket casing on base module



X254 PIN 21



1.5 mm2 B12



X1594, PIN 2



To GN 20-pin socket casing on base module



2.5 mm2 B11



X1594, PIN 6
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6.



Headlight retrofit wiring harness connection diagram



B5 B6 B2 B3



B13 B12



B14 B15 B16



B17 B18 B19 B23



B4



B8



B1



B9 B



B7 B22 B21 Item B16



Designation Socket contact



Signal Q11R



Socket contact Socket contact



X254 PIN 2



To natural-colored 54-pin socket casing on base module



X254 PIN 3



0.5 mm2



To natural-colored 54-pin socket casing on base module



X254 PIN 19



WS/BL



To GN 20-pin socket casing on base module



X332 PIN 13



To GN 20-pin socket casing on base module



X332 PIN 19



To natural-colored 54-pin socket casing on base module



X254 PIN 13



Cars built before 09/05 only To 12-pin natural-colored socket casing in fuse holder II Cars built after 09/05 only To 12-pin natural-colored socket casing in fuse holder II



X10204 PIN 10



BL/SW 0.5 mm2



B19 B20



Socket contact Round contact



Q22R



BL/BR



Terminal 56AR



2.5 mm2 B21



Round contact



Terminal 56BR



GE/BL 1.5 mm2



B22



Socket contact



Terminal 49ZR



BL/GE 0.5 mm2



B23



Socket contact



Terminal 15



GN/GE 0.75 mm2



© BMW AG, Munich
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To natural-colored 54-pin socket casing on base module



GE/BR



Q21R



Connection location in the car



X254 PIN 37



0.5 mm2 B18



R50 1150 Z



To natural-colored 54-pin socket casing on base module



GE/SW



Q12R



B20 B10



Cable color / Cross-section 0.5 mm2



B17



B11
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7.



To install the xenon headlights



D



C I



1 R50 1154 Z



Install the Xenon headlights C and D as described in TIS-RA 63 12 808. Secure the xenon headlight control modules (1) with two fillister head self-tapping screws L on each side.
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8.



To install the front load sensor Unscrew the front hexagonal screw (1) which secures the inner ball joint to the front axle mounting.



1



Install the front load sensor E using the hexagonal screw (1).



E



Tighten the screw (1) with a torque of 100 Nm.



R50 1155 Z



E



1



© BMW AG, Munich



Secure the load sensor E to the control arm (1) using hexagonal screw J.



J
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9.



To install the rear load sensor



2



K



The rear load sensor F must be installed above the brake line. Secure the rear load sensor F to the top control arm (1) using pan head screws K. Secure the load sensor F to the axle mounting (2) using hexagonal screws J.



1 J F
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10. To install the headlight adjustment control retrofit wiring harness The figure shows the rubber grommet (1) in the rear left footwell.



1



Route branches A10–A12 through the rubber grommet (1) to the rear load sensor F. Seal the rubber grommet (1).



A10-A12 R50 1159 Z



A10-A12



Connect branches A10 – A12 to the 6-pin socket casing M as follows: - Branch A10, SW/GN cable, to PIN 4. - Branch A11, SW/WS cable, to PIN 1. - Branch A12, SW/GR cable, to PIN 5. Connect socket casing M to the rear load sensor F.



F M



R50 1160 Z



R50/R53 cars built before 07/04 only



2



Route branches A1–A3 through the rubber grommet (1) under the fuse box II (2) to the outside.



A1-A3



Seal the rubber grommet (1).



1



R50 1180 Z



R52 cars and R50/R53 cars built after 07/04 only Route branches A1–A3 through the rubber grommet (1) behind the fuse box II (2) to the outside.



1 A1-A3



Seal the rubber grommet (1).
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10. To install the headlight adjustment control retrofit wiring harness All cars Route branches A1–A3 through the rubber grommet (1) to the front load sensor E.



2 1



M E



Attach a cable tie Q to the stud bolt (2) and secure the cable. Connect branches A1 – A3 to the 6-pin socket casing M as follows:



Q



- Branch A1, GR/GN cable, to PIN 4.



A1-A3



- Branch A2, GR/WS cable, to PIN 1. R50 1148 Z



- Branch A31, GR/BR cable, to PIN 5. Connect socket casing M to the load sensor E.



X253



Route branches A4 - A9 to the base module (1). Connect branches A4 - A9 to the 54-pin SW plug X253 as follows: - Branch A4, GR/GN cable, to PIN 14.



X253



- Branch A5, GR/WS cable, to PIN 49. - Branch A6, GR/BR cable, to PIN 13. - Branch A7, SW/GN cable, to PIN 32.



A4-A9



- Branch A8, SW/WS cable, to PIN 48.



1



- Branch A9, SW/GR cable, to PIN 31. R50 1158 Z
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11. To install the headlight retrofit wiring harness



B4



B3



B1



B2 B



R50 1164 Z



Remove the existing headlight wiring harness as far as the rubber grommet behind the ABS hydraulic unit (the existing wiring harness will later be cut and removed). Route the headlight wiring harness B along the route of the old headlight wiring harness and connect it as follows: If no heated spray jets are fitted, insulate branches B3 and B4 and tie them back to a suitable point. - Branch B1 to plug X130 on the left xenon headlight D - Branch B2 to plug X135 on the right xenon headlight C - Branch B3 to plug X105 to the heated spray jet, left - Branch B4 to plug X106 to the heated spray jet, right 100 mm



Cars built before 01/05 only (without washer fluid sensor)



1



Cut off the old wiring harness (2) in front of the rubber grommet (1) and insulate it so that it is watertight. Tie back the old wiring harness (2) at a suitable point. Cars built after 01/05 only (with washer fluid sensor)



2 R50 1175 Z



1 B7-B23



Do not cut cables of the washer fluid sensor, SW/GE and BR cable. The figure shows the rubber grommet (1) behind the ABS hydraulic unit. Carefully cut open the rubber grommet (1). Route branches B7 – B23 through the rubber grommet (1) into the interior. Seal the rubber grommet (1).



R50 1165 Z © BMW AG, Munich
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11. To install the headlight retrofit wiring harness



B7



Route branch B7 to the earth post X151 and secure it.



X151



B7



X151 R 501172 Z Disconnect the existing cables, insulate them and tie them back.



1



Connect branches B10, B11, B20 and B21 to the 20-pin GN plug X332 on the base module (1) as follows:



B10/B11/B20/B21 X332



- Branch B10, GN/SW cable, to PIN 9 - Branch B11, GN/GE cable, to PIN 15 - Branch B20, WS/BL cable, to PIN 13 - Branch B21, GE/BL cable, to PIN 19



R50 1173 Z



1



X254



Connect plug X332 to the base module (1). Disconnect the old cables, insulate them and tie them back. Connect branches B12 - B19 and B22 to the 54-pin natural-colored plug X254 on the base module (1) as follows: - Branch B12, GE/RT cable, to PIN 20



B12-B19/B22



- Branch B13, GE/BR cable, to PIN 38 - Branch B14, BL/RT cable, to PIN 1 - Branch B15, BL/BR cable, to PIN 21



X254



R50 1174 Z



- Branch B16, GE/SW cable, to PIN 37 - Branch B17, GE/BR cable, to PIN 2 - Branch B18, BL/SW cable, to PIN 3 - Branch B19, BL/BR cable, to PIN 19 - Branch B22, BL/GE cable, to PIN 13 Connect plug X254 to the base module (1).
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11. To install the headlight retrofit wiring harness Route branches B8, B9 and B23 through the instrument holder (1) to fuse box II (2) along the standard wiring harness.



B8/B9/B23 1



2



R50 1167 Z



R50/R53 cars only Disconnect the old cables, insulate them and tie them back.



K119 X1594



B8



Route branches B8, SW/BR cable, and B9, SW/BL cable, to the washing water pump relay K119, and connect it to relay plug X1594 as follows: - Branch B8, SW/BR cable, to PIN 6 - Branch B9, SW/BL cable, to PIN 1



B9 R50 1168 Z



R52 cars only Disconnect the old cable, insulate it and tie it back.



K5 B8



Route branches B8, SW/BR cable, and B9, SW/BL cable, to the washing water pump relay K5, and connect it to relay plug X1594 as follows: - Branch B8, SW/BR cable, to PIN 2



X1594 R50 1169 Z



Route branch B9, SW/BL cable, to earth post X1108.



B9 X1108



Cut socket contact (1) off branch B9, SW/BL cable, and crimp on eyelet N. Connect branch B9, SW/BL cable, to earth post X1108.



1



N R 50 1170 Z © BMW AG, Munich
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11. To install the headlight retrofit wiring harness Cars built before 01/05 only Connect branch B23, GN/GE cable, to the 12-pin natural-colored plug X10204 PIN 10. Cars built after 01/05 only Connect branch B23, GN/GE cable, to the 12-pin natural-colored plug X10204 PIN 4.



X10204 B23 R50 1171 Z



Tie back the manual headlight adjustment control plug (1).



1



R50 1178 Z



Clip the trim H into the oddments box.



H



R50 1177 Z
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12. Concluding work and coding This retrofit system requires coding. - Connect battery - Program / encode the retrofit with SSS (software service station) via the Retrofit path - Conduct a brief test - Conduct a function test - Re-assemble the car
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13. Headlight adjustment control retrofit wiring harness circuit diagram



A1



1



5



E*



HSPH



HSGH 4



31



X253



0,5 SWGR



0,5 SWWS



HSPH



X18032



48



HSGH



0,5 SWGR



HSSH



32



HSSH



HSPV



HSGV



0,5 GRBR



0,5 GRWS



0,5 GRGN HSSV 4



13



HSPV



49 HSGV



HSSV



14



1



X13251 5



F*



R50 1166 Z



Legend A1



Base module



E*



Load sensor, front



F*



Load sensor, rear



X253



54-pin SW socket casing, to the base module



X13251 6-pin BR socket casing, to rear load sensor X18032 6-pin BR socket casing, to front load sensor All the designations marked with an asterisk (*) apply only to these installation instructions or this circuit diagram.



Cable colors BR



Brown



GN



Green



GR



Grey



SW



Black



WS



White
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R50 1162 Z Q11R



0,5 GESW



Q11R



Q22R



0,5 BLBR



Q22R



Q21R



0,5 BLSW



Q21R



Q12L



0,5 GERT



Q12L



Q11L



0,5 GEBR



Q11L



Q22L



0,5 BLRT



Q22L



Q21L



0,5 BLBR



Q21L 4



21 Q12R



0,5 GEBR



Q12R



D*



2



1



3



38



5



X130



20



4



3



C*



2 3 5



X135



56BL



1,5 GNGE



56BL 9



X151



56AL



2,5 GNWS



56AL



15



X130



D*



X130



X254



2



31L 
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Parts and Accessories. Installation Instructions. - MotoringFile 

by authorised BMW service companies. In any event ... as a result of this will not be reimbursed by BMW AG. .... Clip the airbag deactivation control lamp D into.
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Parts and Accessories. Installation Instructions. - MotoringFile 

These installation instructions are mainly intended for use in the MINI ... To avoid added expenses/costs in the case of assembly and operating problems, following a brief ... identifies information that draws attention to specific requirements.
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Parts and Accessories Installation Instructions - MotoringFile 

Issue date: 10.2001. Parts and Accessories. Installation Instructions. MINI Traffic Pro installation kit (cars with Radio Boost only). MINI (R50/R53). Technical and ...
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Parts and Accessories Installation Instructions - Mini Mania 

Power cable with fuse holder at B+ (see B2 on Page 6). 4. Adapter lead. 5. Woofer/mid-range speaker. 6. Tweeter. 7. Coax speaker. 8. Car radio connector. 9.










 


[image: alt]





Parts and Accessories. Installation Instructions 

1. M Aerodynamics Package Conversion. BMW 5 Series (E 60/E 61) ... All work must be completed using the latest BMW repair manuals, circuit diagrams, ...
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Parts and Accessories Installation Instructions - BMW (etk) 

staller, company name and stamp of the spe- cialist workshop in the box marked (2). The workshop certificate N should be presented together with the certificate.
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Parts and Accessories Installation Instructions - BMW (etk) 

GRBL. 0.5. GRGN. 0.5. GEGN. 0.5. GEOR. 0.35. WSRTGE. 0.35. WSRTGE. 0.35. WSRTGE. X11177. A2. KAR. 11. 24. 0.5. BLRT. 0.5. BLBR. X770. B13. KAR. 1.
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Parts and Accessories Installation Instructions - Motoring Alliance 

The auxiliary heating system must be switched off at filling stations. Special tools ...... Fill and bleed the cooling system as per the instructions. ... strut tower.










 


[image: alt]





this way for mini accessories 

stand out. From roof graphics to alloy wheels we have all the exterior ... 6.5 x 16 cast single rim without tyre. Silver. 36 11 6 763 297. â‚¬169.00. White. 36 11 6 763 298 ... rear aprons, side skirts and black custom grille say 'Excuse me. Would yo
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Original Instructions - Fill-Rite 

Thank you for your purchase of the RD series portable pump! Your Fill-Rite ..... state, and national electrical code NEC/ANSI/NFPA 70, NFPA 30, and NFPA 30A, as appropriate for the intended use of the .... The inlet and outlet flanges of your RD seri
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Original Instructions - Fill-Rite 

1/6 HP. Power cable length. 10'. 10'. Power cable gauge. 14 AWG. 14 AWG. Power cable DC battery connectors. Yes. Yes. Amps (FLA). 14 A. 14 A. RPM. 3600. 3600. Duty cycle. 30 min. ON / 30 min. OFF. 30 min. ON / 30 min. OFF. Thermal Protection. Yes. Ye
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Original Instructions - Fill-Rite 

Be certain the power switch is â€œOFFâ€� prior to connecting the battery clamps / power cables to the power source or ... too small in diameter, too long, not air tight, or too low vertically. .... productos, comunÃquese con nosotros al 1-800-634-26
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Insert the large grease tray all the way under the back edge ..... I Si un conduit de raccordement flexible est utilisé, sa longueur ne doit pas dépasser 4 pi (121,9 ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

All safety messages will follow the safety alert symbol and either the word “DANGER” or ..... F. 6" (15.2 cm) min. clearance from both sides of range to side wall.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

ventilation system may cause ignition and combustion problems with this gas ...... Power Spare. RD. WH. BK WH. RD. Reignition. Module. Cooktop. Front View.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to or ..... Use the following chart to find the exact orifice spud placement. Fully insert ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

that system at test pressures in excess of 1/2 psi (3.5 kPa). Line pressure .... continues until the flame is lit or the knob is turned to OFF. NOTE: The first time ...
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installation instructions instructions d'installation 

These words mean: follow instructions. instructions. DANGER. WARNING. BUILT-IN ..... Connect the 2 yellow-green wires (B) together using a UL listed wire ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

by its side or rear flanges. □. The gas and electric supply should be located as shown in the “Gas and Electric Connection Locations” section so that they are ...










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

1/2" (13 mm) deep-well socket. 7 mm nut driver. Masking tape. IMPORTANT: Do not install a ventilation system that blows air downward toward this gas cooking ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

•If you cannot reach your gas supplier, call the fire department. ... Flame spreader (on grill models). □ ...... Test the flame by turning the control from LO to HI,.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Operation of Cooktop Burners” section in the “Complete. Installation” section. 6. .... Remove spring retainer from the cap by pushing against the flat side of the ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to .... continues until the flame is lit or the knob is turned to OFF. Check Operation of ...
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installation instructions instructions d'installation 

Outillage et piÃ¨ces . .... If your washer includes a sound shield, please refer to the instructions included with the sound shield to install it at this time. NOTE: Keep ...
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