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OutdoorQuadriplexer 2014_2012 branding - HYTEM

power to devices attached to each of its input ports. PROBLEMS } SOLUTIONS. Need to locate unit in a potentially difficult environment. } IP68 Outdoor rated. 
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Outdoor Quadriplexer 700-02Q-S-FE 900/1800/2200/2690 MHz Band



Designed to withstand rigorous environmental conditions (IP68), the Bird outdoor quadriplexer enables four different transmitters to share a single transmission system. This product also prevents intermodulation through the use of integral band pass filters and minimizes reflected power to devices attached to each of its input ports.



PROBLEMS } SOLUTIONS Need to locate unit in a potentially difficult environment } IP68 Outdoor rated Have space constraints } Small package size Multiple mounting possibilities } Integral bracket offers multiple mounting options



GENERAL SPECIFICATIONS Impedance (Ω) Input Power (W) PORT 1 PORT 2 PORT 3 PORT 4 Intermodulation (dBc) IM3 2X20 w carriers IM7 Operating Temperature Range (°C) DC Pass Current (A) AISG Compliant Environment Protection Lightning Protection



50 (nominal) 40 dB (380-600 MHz) >50 dB (600-960 / 2500-2690 MHz) PORT 2 - PORT 3 >50 dB (1710-1880 / 1920-2200 MHz) PORT 2 - PORT 4 >50 dB (1710-1880 / 2500-2690 MHz) PORT 3 - PORT 4 >50 dB (1920-2200 / 2500-2690 MHz)



30303 Aurora Rd. OutdoorQuadriplexer-04162014



Solon, OH 44139



866.695.4569



www.bird-technologies.com
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Analyzer_SiteHawk_2012 branding - HYTEM 

FDR (Frequency Domain Reflectometry) measurement method results in a highly reliable assessment of the health of critical ... Languages English, Chinese.
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L'offre Branding ExÃ©cutif 

en restant lui mÃªme, il accroÃ®t son potentiel de persuasion. Charisme en dÃ©veloppant son image de marque, le dirigeant devient un modÃ¨le pour son Ã©quipe.
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UL frequency range - HYTEM 

Colour: Grey. Document : 97796 | Date : 19/10/2012 | RÃ©vision : 0 | Reproduction interdite sans autorisation | SpÃ©cifications techniques modifiables sans prÃ©avis.
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Bird - HYTEM 

To view the catalog online or download, go to www.birdrf.com. 30303 Aurora .... Calibration Combo, Open/Sho rt/Load, 7/16 DIN(M) . . .CAL-ME-C ...... mE. TE r. S. 18 www.birdrf.com 1-866-695-4569. FIEL d. SENSO r. S. &. PO w. E r m. E. TE.
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HYTEM Subracks 

net mask, and gateway IPv4 address. If it is successful, then the IP ... one for your WiFi, one for a hardwired Ethernet and so on. But it's probably the last one on ...
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HYTEM Subracks 

software or our included graphical web server. ... Using Telnet Software each attenuator is accessible ... Open your Browser (Chrome is recommended) and type.
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PowerSensor_Wideband_501250165017 brochure ... - HYTEM 

Coefficient, Crest Factor, Average Burst Power, and CCDF. PROBLEMS. SOLUTIONS. Downtime is necessary. Monitor and perform maintenance for monitoring.
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VIP Series_SignalHawk Sell Sheet - HYTEM 

angle at multiple fundamental, harmonic and intermodulation frequencies. With this data, power and impedance are calculated at each frequency, giving users ...
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VIP Series_SignalHawk Sell Sheet - HYTEM 

Cable Operating 0 to +100 Â°C (32 to 212 Â°F). Cable Storage -20 to +100 Â°C (-4 to 212 Â°F). Sensor Operating/Storage Refer to Sensor Specification. Humidity ...
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Leaflet A6 new branding 2015 

4. BRE65x, BRE64x, BRE63x, BRE62x, BRE61x. 1. 2. 5. 6. 7. 8. 9. 10. 11. 12. 13. 14. 15. 16 ..... Zu diesem Zeitpunkt hat der Akku genügend Kapazität für bis zu 10 ..... para que la depilación de zonas sensibles (p. ej., las axilas y la línea del.
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de la marque au branding vers un nouveau modele le cloud branding dbid qj2 
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ELECTRICAL SPECIFICATIONS LTE frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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TABLE SHIELDING TEST ENCLOSURE included ESGM ... - HYTEM 

How do you troubleshoot, tune, align and test a device in an RF free environment. ... and interface options without affecting the integrity of the enclosure itself.
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ELECTRICAL SPECIFICATIONS TETRA frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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Bird 7020 Series Power Sensor - HYTEM 

Bird'sÂ® new 7020 Power Sensor is an economical plug and play solution to your power measurement needs. The 7020 determines and reports Forward and ...
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ELECTRICAL SPECIFICATIONS TETRA frequency band - HYTEM 

Tolerance on step attenuation between 0 to 1 dB: +0.40 dB. Tolerance on step ... Identification of radio coupling subrack by 6 bits on inside eprom. Channel ...
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Luxury A5 BW New branding 2015 - Philips 

22 nov. 2016 - Chambre d'extraction. 1F. Bouton AROMA STRENGTH (intensitÃ© de l'arÃ´me). 18. IntÃ©rieur de la porte d'accÃ¨s au groupe de percolation avec ...
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design branding re penser les dbid 4a 
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Luxury A6 BW New branding 2015 

Congratulations on your purchase and welcome to. Philips! ... not cut off the supply unit to replace it with another plug .... familiarize yourself with the appliance.
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ELECTRICAL SPECIFICATIONS WiMAX frequency range - HYTEM 

Oct 19, 2012 - Ripple: Â±0.35 dB range ... VSWR: 1.5(max) with step attenuation at 0 dB ... Identification of radio coupling subrack by 6 bits on inside eprom.
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ELECTRICAL SPECIFICATIONS WiMAX frequency range - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Manual or automatic select control with switch on back side.
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AttÃ©nuateur RF Bande 350 Ã  2700MHz Ã  pilotage ... - HYTEM 

It allows manual commands of the attenuator, as well as loading and control of execution of scenario. The link between the RF Simulator IHM and the attenuators ...
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Description : HYTEM crimp tools are used to manufacture 

HYCT0179 For cables RG174, RG179, RG316, RG316DT, RG58, LMR195, CNT195. 1.07 1.73 3.83 4.52 5.41. HYCT0213 For cables RG213, RG214.
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Effects of Fast Food Branding on Young Children's Taste 

6-year-olds can recognize familiar brand names, packaging, logos, and characters and associate them with products,5-8 es- pecially if the brands use salient ...
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