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OV9120 DATASHEET

image and video camera products. Both devices incorporate a 1280x1024(SXGA) image ... Video Conference . Machine Vision . Security Cameras . Biometrics. 
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OV9620/OV9120 DATASHEET Description



Applications



The OV9620 (color) and OV9120 (black and white) are highperformance 1.3 mega-pixel CameraChips for digital still image and video camera products.



. Digital Still Camera . PC Camera/Dual Mode . Video Conference . Machine Vision . Security Cameras . Biometrics



Both devices incorporate a 1280x1024(SXGA) image array and an on-chip 10-bit A/D converter capable of operating at up to 15 frames per second (FPS) with full resolution. Proprietary sensor technology utilizes advanced algorithms to cancel Fixed Pattern Noise (FPN), eliminate smearing, and drastically reduce blooming. The control registers allow for flexible control of timing, polarity, and CameraChip operation, which in turn allow the engineer a great deal of freedom in product design.



Features Optical Black Level Calibration Video or Snapshot Operations Programmable/Auto Exposure and Gain Control Programmable/Auto White Balance Control Horizontal & Vertical Sub-sampling (4:2 & 4:2) Programmable Image Windowing Variable Frame Rate Control On-Chip R/G/B Channel and Luminance Average Counter Internal/External Frame Synchronization SCCB Slave Interface Power on Reset and Power Down Mode
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Figure 1. OV9620/OV9120 Pin Diagram



Key Specifications Array Element(SXGA) (VGA)



1280x1024 640x480



Pixel Size Image Area Lens Size Output Max Frames/Sec (SXGA) (VGA) Electronics Exposure (SXGA) (VGA) Scan Mode Gamma Correction Sensitivity S/N Ratio FPN Dark Current Dynamic Range Power Supply Power Requirements



5.2µm x 5.2µm 6.66mm x 5.32mm 1/2”



10-bit Digital RGB Raw Data 15FPS 30 FPS Up to 1050:1 Up to 500:1 Progressive N/A 1V/Lux-sec (B/W) 54 dB < 0.03% VPP 28mV/s 60 dB (due to ADC limitations) 3.3VDC and 2.5VDC (+/- 5%) < 50mA Active < 10µA Standby 48 pin LCC
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Ordering Information Product



Package



OV9620



48 LCC 0.560 in
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CHSYNC VSYNC
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OV9620 OV9120 48 LCC (top View)
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OmniVision Technologies, Inc. 930 Thompson Place Sunnyvale, CA 94085 Tel: (408) 733-3030 Fax: (408) 733-3061 Email: [email protected] Website: http://www.ovt.com



OV9120



2



48 LCC 0.560 in2



Description COLOR, SXGA, VGA, Digital, SCCB interface B/W, SXGA, VGA, Digital, SCCB interface
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LM317 datasheet - Datasheet catalog 

As used herein: 1. Life support devices or systems are devices or systems ... FAIRCHILD SEMICONDUCTOR RESERVES THE RIGHT TO MAKE CHANGES WITHOUT FURTHER NOTICE TO ANY ... This datasheet has been download from:.
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ADC0820 datasheet - Datasheet catalog 

ADC0820 8-Bit High Speed mP Compatible. A D Converter with Track Hold ... Y Single supply 5 VDC. Y Easy interface to all microprocessors or operates stand- ...
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MAX268 datasheet - Datasheet catalog 

ELECTRICAL CHARACTERISTICS (for V+= +2.5V +5%) ... Note 5: TTL logic levels are: HIGH = 2.4V, LOW = 0.8V. Power supply current is typically 4mA higher .... MAX26X series filters, with Maxim's filter design soft- ... how on-chip switched capacitor net
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Datasheet 

Apr 4, 2013 - ZCM. Common Mode Input Impedance. â€“10V â‰¤ VCM â‰¤ 10V. 1000 ..... 2008â€“REVISED APRIL 2013 www.ti.com. REVISION HISTORY. Rev.
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datasheet 

May 26, 2010 - wise. Samsung products are not intended for use in life support, critical care, medical, safety .... operating conditions otherwise noted.
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MAN8410 datasheet - Datasheet catalog 

2000 Fairchild Semiconductor Corporation ... PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DEVICES.
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datasheet 

1/79. 2008/1/29. 1. INTRODUCTION. The ST7571 is a driver & controller LSI for 4-level gray scale graphic dot-matrix ...... (1) Set Page and Column Address.
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CD40106BM, CD40106BC datasheet - Datasheet catalog 

mA. VIN e VDD or VSS. VDD e 15V. 4 0. 4 0. 120. mA. VIN e VDD or VSS. VOL. Low Level Output. lIOl k 1 mA. Voltage. VDD e 5V. 0 05. 0 05. 0 05. V. VDD e 10V.
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IAM-82008 datasheet - Datasheet catalog 

The IAM series of Gilbert multiplier-based frequency converters is fabricated using. Hewlett Packard's 10 GHz fT 25. GHz fMAX ISOSATâ„¢-1 silicon.
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TLP504A-2 datasheet - Datasheet catalog 

Sep 25, 2002 - Individual Electrical Characteristics (Ta = 25Â°C) ..... (computer, personal equipment, office equipment, measuring equipment, industrial robotics, domestic appliances, etc.). ... This datasheet has been download from:.
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LA25-NP datasheet - Datasheet catalog 

mixed, with a galvanic isolation between the primary circuit. (high power) and the secondary circuit (electronic circuit). Electrical data. IPN. Primary nominal r.m.s. ...
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Datasheet catalog 

Apr 27, 1999 - 600 mA). â€¢ Low voltage (max. 60 V). APPLICATIONS. â€¢ Switching and linear amplification. DESCRIPTION. PNP switching transistor in a TO-92; ...










 


[image: alt]





PRODUCT DATASHEET 

distribution of electronic components. Click to view availability, pricing ... 1-888-629-4642, or visit Maxim's website at www.maxim-ic.com. ... absolute maximum rating conditions for extended periods may affect device reliability. Note 1: V+ and ...
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Datasheet - ANumSofts 

Frequency. 119kHz , 121.9kHz , 125kHz , 128.2kHz , 131.6kHz. Baudrate. 1960 bds Manchester to 10kbds Manchester. (512Âµs to 100Âµs per Manchester bit).
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Datasheet catalog 

Dec 6, 1990 - File under Integrated Circuits, IC06 ... This allows the device to be used as a LOW-to-HIGH or .... Datasheets for electronics components.
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Datasheet catalog 

Aug 2, 1986 - v.h.f. transmitters with a nominal supply voltage of 13,5 V. The transistor is ... QUICK REFERENCE DATA. R.F. performance up to Th = 25 Â°C in ...
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9 Datasheet 

Control input high voltage. Control input low voltage. Control input high current. Control input low current. Clock to output delay. Set-up time. Release time. Value.
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Datasheet catalog 

Apr 12, 1999 - 10âˆ’1. 1. IC (mA). 10. 102. 104. 103. Fig.2 DC current gain; typical values. VCE = 1 V. .... Belarus: Hotel Minsk Business Center, Bld. 3, r. 1211 ...
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SL6310C Datasheet 

The SL6310C is a low power audio amplifier which can be switched off by applying a mute signal to the appropriate pin. Despite the low quiescent current ...
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Extended Datasheet 

Dec 5, 2001 - Features. 1. 5x8 dots with cursor. 2. Built-in controller (KS0066U or equivalent). 3. Easy interface with 4-bit or 8-bit MPU. 4. +5V power supply ...
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Datasheet - g7smy.co.uk 

Feb 9, 2010 - Rename Master Clock FCSCK to FMCLK ...... 12 Crystal Oscillator . ..... receiver (- 95dBm @ 500Kbps) and high efficiency power amplifier (up ...
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Datasheet catalog 

Dec 6, 1990 - UNIT. HC. HCT. tPHL/ tPLH propagation delay. CL = 15 pF; VCC =5 V ... 19. P = Q equal to output. 20. VCC positive supply voltage. Fig.1 Pin ...
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Datasheet catalog 

Aug 30, 1999 - 60 MHz, at âˆ’1 dB, bandwidth for baseband. I and Q amplifiers ... both DVB and DBS TV standards. The 920 to .... series real part of differential input .... Notes. 1. Measured in baseband (at pin IOUT or pin QOUT) on a carrier at 2 MH
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SL6310C Datasheet 

the input impedance high it is wise to feed the signal to the non- inverting input as shown in ... Test conditions (unless otherwise stated):. Supply voltage Vcc: 7V.
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