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Package Dimensions & Internal Circuit Diagram 14.22mm (0.56INCH

Gallium Arsenide Phosphide on Gallium Phosphide Orange. Light Emitting Diode. ... 5mm below package base. Part No. Dice. Lens Type. Iv (ucd). @ 10mA. Min. Typ. CC56-12EWA ... Lead Solder Temperature [2]. 260Â°C For 5 Seconds ... 
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14.22mm (0.56INCH) FOUR DIGIT NUMERIC DISPLAY CC56-12EWA



Features



HIGH EFFICIENCY RED



Description



0.56 INCH DIGIT HEIGHT.



The High Efficiency Red source color devices are made with



LOW CURRENT OPERATION.



Gallium Arsenide Phosphide on Gallium Phosphide Orange



EXCELLENT CHARACTER APPEARANCE.



Light Emitting Diode.



EASY MOUNTING ON P.C. BOARDS OR SOCKETS. I.C. COMPATIBLE. MECHANICALLY RUGGED. STANDARD : GRAY FACE, WHITE SEGMENT. RoHS COMPLIANT.



Package Dimensions & Internal Circuit Diagram



Notes: 1. All dimensions are in millimeters (inches), Tolerance is ±0.25(0.01")unless otherwise noted. 2. Specifications are subject to change without notice.



SPEC NO: DSAB2487



REV NO: V.4



DATE: MAR/25/2005



APPROVED: J. Lu



CHECKED: Joe Lee



DRAWN: W.J.ZHU
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Selection Guide Part No.



Dice



CC56-12EWA



Iv (ucd) @ 10mA



Lens Type



HIGH EFFICIENCY RED (GaAsP/GaP)



WHITE DIFFUSED



Description



Min.



Typ.



1200



6400



Common Cathode, Rt. Hand Decimal.



Electrical / Optical Characteristics at TA=25°C Symbol



Parameter



Device



Typ.



λpeak



Peak Wavelength



High Efficiency Red



λD



Dominant Wavelength



∆λ1/2



Max.



Units



Test Conditions



627



nm



IF=20mA



High Efficiency Red



625



nm



IF=20mA



Spectral Line Half-width



High Efficiency Red



45



nm



IF=20mA



C



Capacitance



High Efficiency Red



15



pF



VF=0V;f=1MHz



VF



Forward Voltage



High Efficiency Red



2.0



2.5



V



IF=20mA



IR



Reverse Current



High Efficiency Red



10



uA



VR = 5V



Absolute Maximum Ratings at TA=25°C Parameter



High Efficiency Red



Units



Power dissipation



105



mW



DC Forward Current



30



mA



Peak Forward Current [1]



160



mA



5



V



Reverse Voltage Operating / Storage Temperature



-40°C To +85°C



Lead Solder Temperature [2]



260°C For 5 Seconds



Notes: 1. 1/10 Duty Cycle, 0.1ms Pulse Width. 2. 5mm below package base.
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High Efficiency Red



CC56-12EWA



Remarks: If special sorting is required (e.g. binning based on forward voltage, luminous intensity, or wavelength), the typical accuracy of the sorting process is as follows: 1. Wavelength: +/-1nm 2. Luminous Intensity: +/-15% 3. Forward Voltage: +/-0.1V Note: Accuracy may depend on the sorting parameters.
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WOB Package Dimensions 

Dimensions shown below are in: inches [millimeters]. Part Weight per unit (gram): 1.1. 0.220(5.6). 0.180(4.6). 0.220(5.6). 0.180(4.6). 0.358(9.1). 0.339(8.6).
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TO-251 Package Dimensions 

TO-251 (FS PKG Code 39). TO-251 Package Dimensions. April 2001, Rev. A. 1:1. Scale 1:1 on letter size paper. Dimensions shown below are in: millimeters.
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GBPC Package Dimensions 

0.692(17.6). 0.612(15.5). 1.14(29.0). 1.12(28.5). 0.612(15.5). 0.692(17.6). 1.12(28.5). 1.14(29.0). 0.522(13.3). 0.602(15.3). 0.752(19.1). 0.672(17.1). 0.20(5.08).
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TO-247AD Package Dimensions 

TO-3P/TO-247AD (FS PKG Code R8). TO-3P/TO-247AD Package Dimensions. August 1999, Rev. A. 1:1. Scale 1:1 on letter size paper. Dimensions shown ...
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DO-201AD Package Dimensions 

DO-201AD (FS PKG Code P3). DO-201AD Package Dimensions. August 1999, Rev. A. 1:1. Scale 1:1 on letter size paper. Dimensions shown below are in:.
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TO-92L Package Dimensions 

August 1999, Rev B. TO-92L Package Dimensions. 4.90 Â±0.20. 0.50 Â±0.10. 1.27TYP. [1.27 Â±0.20]. 0.45 Â±0.10. 0.45. Â±0.10. 0.80 Â±0.10. 0.70MAX. 1.00MAX.
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TO-247-2L Package Dimensions 

26. ©2001 Fairchild Semiconductor Corporation. October 2001, Rev A. TO-247. 2 LEAD JEDEC STYLE TO-247 PLASTIC PACKAGE (FOR RECTIFIERS ONLY).
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TO-264 (P Option) Package Dimensions 

Page 1. Dimensions in Millimeters. January 2003, Rev A. TO-264 (P Option) Package Dimensions. TO-264 (P Option)
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Features Package Dimensions Description 7.6mmX7.6mm ... - F4CQA 

â—‹SUPER FLUX OUTPUT. â—‹DESIGN FOR HIGH CURRENT ... Emitting Diode. 7.6mmX7.6mm SUPER FLUX LED LAMP ... VFzHM1=f;V0= VF. egatloVdrawroF.
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Electrical Diagram Dimensions - BlueRidge Company 

Compatible with the P, SS 3.12, RNC, SHM, D modelsTM and the LCH Series. Electrical Diagram (See figure 3.0). RD-2modelTM. DEHUMIDISTAT. Features.
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8. circuit diagram - provinspc2 

51K R100. R114. C105 0.1u. C1080.01 bu. R104. 180K nÉ›80o. C1010.015u ...... Cip 15. AVLG14S02050. LEBB-S14H. 5. LEBB-S14H. +VPWR. Â° VIN. C1 1u.
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8. circuit diagram - provinspc2 

100K. IRQON. R790. 10K. ROP-101-3029_2C. 1501. NCP51250 1871. VIN VOUT 5. VBUS. +. PWRRSTO. VIN VOUT 5. LP 29851M5X-3.3. R509. R510. R508.
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8.circuit diagram - provinspc2 

10p. C104. X101. TX. C105. 0.1u. 32.768KHz MC-146. 20p. R1040. 13MHz. PWON. RPWON. PCHG. VCCS. VBATS. VCHG. ICTL. MCLK. R105. 100K. TP101.
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9. circuit diagram - provinspc2 

PG UART AX. CAL_TMS. CAL_TGK. CAL_TDO. CAL_TDI. CAL_NTAST. HEL_FOLDER_DET. R664 270. R665 270. R667 270. R668 270. R669. R670 270.
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7. circuit diagram - AlteHandys.de 

GND17. VSSRTC. VSSUSB. USC2. USC3. USC4. USC5. USC6. DRAWING. NAME. Hermes 6527 ,Typhoon 6537B. L16. M13. Approved. 2004. 12.08. KIM B.Y..
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8. Circuit Diagram - provinspc2 

4 VIN VIN. SENSE_ADJ. V OUT 5. SPOUT 17. SPKP. SPKN. VOUT. SPK_EN. NO ..... RA502. R506. 100K. C507. 10u. C508. 22n. Ø¯ ØªØ§ Ú©Ù‡ Ø¨Ù‡. CTS. RTS. NNO. A.
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7. circuit diagram - provinspc2 

AX. TX. TX. UFLS NCI. ON_SWON_SW. VBAT VBAT. PWR NC2. URXD NC3. UTXD. NC4. DSA. ATS. CTS. RPWRON. OJ 103 OJ104. 3a o or on + w N -. C12.
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7. circuit diagram - AlteHandys.de 

GND17. VSSRTC. VSSUSB. USC2. USC3. USC4. USC5. USC6. DRAWING. NAME. Hermes 6527 ,Typhoon 6537B. L16. M13. Approved. 2004. 12.08. KIM B.Y..
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7. circuit diagram - Altehandys.de 

6 2. 12p. L1005. 2.2nH. C1054 33p. Ci004 C1003. 100ap 0.1u. VCC2A. INOJA. VBIAS. CIA .... NI SDRAM_ADDR (9). PIÅ DRAN_ADDR(10) ...... 7. CIRCUIT DIAGRAM. G2. CN 2. G1. VREG_LCD_2.8V. LCD_RESET_N. O No tun w N â€“.
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8. circuit diagram - provinspc2 

D2008. ES DE. áž‘ce. 20p. E301 41. CSPESD304. D2018. CSPESD304 zoza .... ANO. 3 3. D3. 10p. USBDM. TP3344. 100K. 0.1u. 0.1u. 0.01u. C3215. C2208.
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8. circuit diagram - provinspc2 

ENEWA. VMEM4. VEXTI. VEXT2. VEXT3. VEXT4. - N w. VPEG1 o om k. VDDRTC. VCHARGE. 0. T4. 1.5K R165. 100K. VBAT. VBAT_NET. VRTC. VBATSENSE.
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7. circuit diagram - provinspc2 

L13. M5. N5. N12. N16. P7. V15. P10. A9. Iss. Notice No. Date. Name. LG Electronics Inc. DRAWING. NO. VER_1.0. LGIC(42)-A-5505-10:01. LG Electronics Inc.
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7. circuit diagram - provinspc2 

NC129. NC1.30. 2222222222. C305. C312. SSSSS. C1. 0.1u C304. O. Q5. SDRAM_ADDR(0). SDRAM_ADDR(1). SDRAM_ADDR(2). SDRAM_ADDR(3).
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diagram of internal combustion engine dbid 56x7 
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