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These installation instructions are mainly intended for use in the MINI ... To avoid added expenses/costs in the case of assembly and operating problems, following a brief ... identifies information that draws attention to specific requirements. 
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Parts and Accessories. Installation Instructions. Retrofitting of John Cooper Works Sports Chassis MINI One (R 50) with SA 226 MINI Cooper (R 50) MINI Cooper S (R 53)



Retrofit Kit No.:



31 30 0 308 861 31 30 0 308 862



Installation time The installation time for the retrofit kit 31 30 0 308 861 is approx. 5.0 hours, and for the retrofit kit 31 30 0 308 862 approx. 2.5 hours. This may differ depending on the vehicle equipment. An additional 2.0 hours are required for optical alignment and readjustment of the chassis. Important information These installation instructions are mainly intended for use in the MINI dealership network as well as by authorized BMW Service Centers; The target group of these installation instructions are technical personnel trained on MINI vehicles with corresponding technical know-how. All work is to be carried out with the aid of currently valid MINI repair instructions, schematic circuit diagrams, maintenance manuals and working instructions in efficient order with the specified tools (special tools) while paying particular attention to valid safety regulations. To avoid added expenses/costs in the case of assembly and operating problems, following a brief attempt at troubleshooting (approx. 0.5 hours) an inquiry with specification of the vehicle identification number, the part number of the installed retrofit kit and an exact description of the problem must be sent to parts-related Support via the Aftersales Assistance Portal (ASAP). All illustrations show LHD vehicles. Carry out the same procedure analogously on RHD vehicles. The installation instructions describe the procedure on the left-hand side of the vehicle only. The same procedure should be followed analogously on the right-hand side of the vehicle. Pictographs: identifies information that draws attention to specific requirements.







identifies the end of an information or warning text.



Do not archive the printout of these installation instructions as they are updated daily via the Aftersales Portal! Subject to technical modifications.
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Installation information The respective suitable coil springs must be ordered via a coil spring table in the spare parts catalog depending on the optional equipment. When installing 18“ John Cooper Works light alloy wheels, the steering angle limiter must also be installed. Following installation the sports chassis must be optically aligned and readjusted (see Point 4 of the Installation Instructions for values). All fine-thread nuts must be replaced. Required special tools 31 2 210 Wrench for upper suspension-strut shock absorber 31 3 341 Spring tensioner 31 3 355 Spring holder 32 1 190 Press-out tool 32 3 090 Press-off tool 31 2 240 Puller 31 3 353 Spring holder
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1.



Parts Overview



D A



F



C



B



H



G



E



I



J



K



L



M



T 050 0487 V



Key A



Front left spring-strut shock absorber



B



Front right spring-strut shock absorber



C



Rear spring-strut shock absorber (2x)



D



Front coil spring (2x) (not included in parts kit)



E



Rear coil spring (2x) (not included in parts kit)



F



Nut, M10 x 1.5 (2x)



G



Nut, M10 x 1.25 (2x)



H



Nut, M12 x 1.5 (2x)



I



Nut, M 8 x 1.25 (6x)



J



Nut, M14 x 1.5 (2x)



K



Bolt, M10 (4x)



L



Nut, M10 x 1 (2x)



M T



Adhesive label Suspension buffer (2x)
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1.



Parts overview



Also contained in the retrofit kit for MINI One with SA 226 and MINI Cooper



N



P



O



R



Q



S 050 0466 V



Key N



Rear stabilizer bar



O



Front stabilizer bar



P



Nut, M10 x 1.5 (4x)



Q



Nut, M14 x 1.5 (2x)



R



Nut, M8



S



Rubber bearing for front stabilizer bar
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2.



Preparatory Work TIS No. ---



Perform quick test Disconnect negative terminal of battery



12 00 ...



Remove the following components Front left and right spring-strut shock absorber



31 31 031



Front stabilizer bar (only on MINI One with SA 226 and MINI Cooper)



31 35 000



Rear left and right spring-strut shock absorber



33 53 000



© BMW AG, München



01 29 0 309 463



04.2005 (V/S)



6



3.



Installation The stabilizer bars need only be replaced on the MINI One with SA 226 and MINI Cooper.



Front axle Install front coil springs D in the spring-strut shock absorbers A and B as described in the TIS. Install the front stabilizer bar O and the front spring-strut shock absorbers A and B in the vehicle as described in the TIS. Rear axle Install the rear coil springs E in the spring-strut shock absorbers C as described in the TIS. Simplified removal and installation of the stabilizer bar is described in the following.



Unscrew the nut (1) and remove the pendulum support (2) from the rear stabilizer bar. When installing, use the nuts P from the parts kit.



1



2



050 461 V



Unscrew the bolts (1). Slightly lower the carrier (2).



2



1 050 0462 V



2



Unscrew the screws (1) and remove the clip (2).



1 © BMW AG, München



When installing, reuse the old rubber bearing (3).
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3.



Installation



Pull the stabilizer bar (1) through the space between the body (2) and the carrier (3) and remove.



2



Install the rear stabilizer bar N in the reverse order.



1



Install the spring-strut shock absorber C in the vehicle as described in the TIS.



3 050 0464 V



T



Guide in the suspension buffer T 90° to the wishbone so that one side engages. Turn the suspension buffer T and push it toward the front.



T 1



Knock in the rear section of the suspension buffer T with a rubber mallet until it engages.



050 0486 V



2



13 mm



4



8 mm



Measure the distance from the inner edge (2) to the outer edge (3) with a measuring tape (1) in the area of the body flange above the suspension buffer. If the distance is 0.3 in (8 mm) (4), then the vehicle already has the correct recessing (vehicles after model revision).



2 3



If the distance is 0.5 in (13 mm), then the body panel must be flanged as follows (vehicles before model revision).



3



1



050 0802 V



Drill holes (2) with a diameter of approx. 0.1 in (2.5 mm) at a distance of 0.24 in (6 mm) above the existing recess (1).



2



Cut in the body panel at the points (3).



3 6 mm



3 1



050 0803 V
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3.



Installation



Flange the body panel with a hammer . The distance from the inner edge (1) to the outer edge (2) may be a maximum of 0.3 in (8 mm).



1



The body panel may be flanged up to the center of the holes at most. 8 mm



The flanged body panel must be treated with the usual BMW corrosion protection measures.



2 050 0804 V



For all vehicles: The bonding area of the adhesive label must be dust and grease-free.



1



Apply the adhesive label M on the B-pillar of the vehicle under the door lock (1).



M



050 0467 V
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4.



Finishing off and encoding



The retrofit system is not encoding relevant. - Reconnect battery - Perform quick test - Reassembly vehicle in reverse order - Optically align chassis and readjust (see below for values)



Axle adjustment on MINI One, MINI Cooper and MINI Cooper S with JCW chassis Front axle: Total toe-in



0° 18‘ +/- 5‘



Camber



-35‘ +/- 25‘



Toe offset angle



-1° 16‘ +/- 30‘



Caster



4° 59‘ +/- 30‘



Maximum steering angle on inside wheel



36° 10‘



Rear axle Total toe-in



0 24°‘ +/- 8‘



Camber



-1 52°‘ +/- 30‘



Geometric axial difference



0° +/- 10‘



Front height in normal position 16“ rim



662 mm +/- 10 mm



17“ rim



677 mm +/- 10 mm



18“ rim



690 mm +/- 10 mm



Rear height in normal position 16“ rim



546 mm +/- 10 mm



17“ rim



561 mm +/- 10 mm



18“ rim



574 mm +/- 10 mm
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Parts and Accessories. Installation Instructions. - MotoringFile 

by authorised BMW service companies. In any event ... as a result of this will not be reimbursed by BMW AG. .... Clip the airbag deactivation control lamp D into.










 


[image: alt]





Parts and Accessories Installation Instructions - MotoringFile 

Issue date: 10.2001. Parts and Accessories. Installation Instructions. MINI Traffic Pro installation kit (cars with Radio Boost only). MINI (R50/R53). Technical and ...
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Parts and Accessories. Installation Instructions 

1. M Aerodynamics Package Conversion. BMW 5 Series (E 60/E 61) ... All work must be completed using the latest BMW repair manuals, circuit diagrams, ...










 


[image: alt]





Original MINI Accessories. Installation Instructions. - MotoringFile 

by authorised MINI service companies. ... be completed using the latest MINI repair manuals, circuit diagrams, servicing manuals and ..... above the brake line.
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Parts and Accessories Installation Instructions - BMW (etk) 

staller, company name and stamp of the spe- cialist workshop in the box marked (2). The workshop certificate N should be presented together with the certificate.
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Parts and Accessories Installation Instructions - BMW (etk) 

GRBL. 0.5. GRGN. 0.5. GEGN. 0.5. GEOR. 0.35. WSRTGE. 0.35. WSRTGE. 0.35. WSRTGE. X11177. A2. KAR. 11. 24. 0.5. BLRT. 0.5. BLBR. X770. B13. KAR. 1.
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Parts and Accessories Installation Instructions - Mini Mania 

Power cable with fuse holder at B+ (see B2 on Page 6). 4. Adapter lead. 5. Woofer/mid-range speaker. 6. Tweeter. 7. Coax speaker. 8. Car radio connector. 9.
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Parts and Accessories Installation Instructions - Motoring Alliance 

The auxiliary heating system must be switched off at filling stations. Special tools ...... Fill and bleed the cooling system as per the instructions. ... strut tower.
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QC5055 - Philips Parts and Accessories 

Lisez attentivement ce mode d'emploi avant d'utiliser l'appareil et conservez-le pour un usage ultÃ©rieur. Danger. - Veillez Ã  ce que l'adaptateur ne soit pas en.
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Multiquick - Braun Parts and Accessories 

Lors du mélange de liquides, surtout de liquides chauds, utiliser un grand récipient ou préparer de petites quantités à la fois afin d'éviter les éclaboussures et ...
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Multiquick - Braun Parts and Accessories 

en poudre dans les biberons, mais aussi pour prÃ©parer les repas nÃ©cessaires Ã  la croissance. Le mixeur plongeant est non seulement livrÃ© avec un hachoir et ...
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Installation Instructions - Appliance Factory Parts 

Les minuteries peuvent Ãªtre mises en marche en tournant dans le sens antihoraire le montage de l'engrenage jusqu'Ã  ce que la laveuse commence Ã  se remplir.
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Freek Bosgraaf - Philips Parts and Accessories 

with one of the original type in order to avoid a hazard. ... Before you use the shaver for the first time, remove .... accustomed to the Philips shaving system.
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Freek Bosgraaf - Philips Parts and Accessories 

Please read this user manual, as it contains information about the ..... your local Philips dealer or contact the Service. Department of ..... sur le support. Remarque ...










 


[image: alt]





parts & accessories - MAFIADOC.COM 

You will have to see your favorite BuellÂ® dealer and have them order the parts for you by calling. Buell Racing at ... Fiberglass Black Gel Coat (2) ... separate purchase of Chain and Rear Wheel Sprocket. G0625. .... Arctic White .... Page 16 ...
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Engine Parts and Accessories REAL GASKET ... - Size 

Intake Gaskets: A 65-75. Part Number . ... Intake Gaskets: C75-85-90, 0-200 ... Carburetor Induction Manifolds ... Carb to Intake Gasket ..... Gasket, Inlet Manifold .
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Rechargeable Shaver - Panasonic Parts and Accessories 

A nickel metal hydride battery that is recyclable powers the product you .... Identification des pièces...... ... Ne touchez pas le fil (partie métallique) de.
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Freek Bosgraaf - Philips Parts and Accessories 

this user manual, as it contains information about the ... important. Read this user manual carefully before you use the shaver, the Power Pod and the .... accustomed to the Philips shaving system. .... 3 Why is the shaver not fully charged after I.










 


[image: alt]





INSTALLATION AND OPERATING INSTRUCTIONS 

The Pass & Seymour/Legrand portable GFCIÊ¼s rugged construction allows it to be used in outdoor or indoor locations, where ground fault protection is desired.
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installation and wiring instructions 

If your original motor had the pluggable motor switch (See Figures 2B and 2C), replace .... Switch connection #6 is the centrifugal switch normally open contact. 4. Switch connections #1 and #2 are the normally open heater contacts. 5. Switch ...
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washer installation instructions instructions pour l ... - Sears Parts Direct 

Installation. Checklist . ... Liste de v6rification pour I'ach_vement de I'installation.. 16 .... Check with a qualified electrician or serviceman ifyou are in doubt as to ...
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Installation instructions and User guide Instructions d 

Installation in Can ada must be in accordance with Natural Gas and Propane Installation Code, ...... cendre. Méthode 2 : La façon la plus facile de nettoyer le gril est de le faire juste après la cuisson, une fois le feu éteint. Portez un gant de bar
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installation instructions and owner's manual instructions d 

placed against an extended wall and the ability to remove the crisper pans is ...... REMARQUE : S'assurer de refixer la fiche technique derriÃ¨re la grille de la ...
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Installation and Operating Instructions Instructions de ... 

Ces instructions de service concernent le boÃ®tier vide CP S/G. Tout usinage et toute ... contrÃ´le du modÃ¨le type et la sociÃ©tÃ© responsable de l'usinage est alors ...
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