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Mark the anchor hole locations on the mounting plate and remove the mounting plate. ... 9. 10. 11. 5. 3. NIPPLE. FINIAL. LARGE ENDCAP. SMALL ENDCAP. 
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Installation Instructions for



VS24104



Paulson Wall



VS24104



1.0



Wall GENERAL PRODUCT INFORMATION: These fixtures are intended to be installed utilizing NEC compliant junction boxes.



CAUTION - RISK OF FIRE This product must be installed in accordance with the applicable installation code by a person familiar with the construction and operation of the product and the hazards involved.



This product is safety listed for damp locations. Incandescent lamps may be dimmed with a standard incandescent dimmer. LED lamps may be dimmed with a LED dimmer. Consult lamp manufacturer for additional information.



Use minimum 90°c supply conductors.



This instruction shows a typical installation.
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DIFFUSER FINIAL SMALL ENDCAP



MOUNTING PLATE



JUNCTION BOX
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LAMP
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ASSEMBLED ENDCAP
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SET SCREW ALLEN WRENCH
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Temporarily install the mounting plate to the junction box.



2



Mark the anchor hole locations on the mounting plate and remove the mounting plate.



3



Drill appropriate size holes at the marked locations and install the anchors.



4



Secure the mounting plate to the junction box.



5



Screw the anchor screws into the anchors.



6



Screw the lamp into the socket. Refer to the label on the socket for Max Wattage Information.



7



On one end of the fixture, place the large endcap and small endcap onto the nipple, then secure them in place by screwing the finial onto the nipple.
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Install the diffuser by carefully sliding it down the channel and into the assembled endcap, then secure the diffuser in place by installing the remaining endcap.



9



Connect the fixture ground wire to a suitable ground in accordance to local electrical codes.



10



Connect the white fixture wire to the neutral power line wire with a wire nut.



11



Connect the black fixture wire to the hot power line wire with a wire nut.



12



Mount the fixture base onto the mounting plate and secure it with the set screw using an Allen wrench.
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ATTENTION : RISQUE D'INCENDIE Ce produit doit être installé conformément au code d'installation en vigueur par une personne familière avec la construction et l'exploitation du produit et les risques qu'il entraîne.



Utiliser les conducteurs d'alimentation supérieure à 90° c. 1A



DIFFUSEUR FLEURON PETIT EMBOUT



PLAQUE DE MONTAGE



BOÎTE DE JONCTION
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VIS DE RÉGLAGE CLÉ ALLEN
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Installer temporairement la plaque de montage à la boîte de jonction.



2



Marquer les emplacements des trous d'ancre sur la plaque de montage et enlever la plaque de montage.



3



Percer des trous de la taille appropriée aux emplacements marqués et installez les ancres.



4



Fixez la plaque de montage à la boîte de jonction.



5



Visser les vis d'ancres dans l’ancres.



6



Visser l’ampoule dans la douille. Reportez-vous à l'étiquette sur la douille pour Max Wattage information.



7



À une extrémité de luminaire, placez le grand embout et un petit embout sur le attache, puis fixez-les en place en vissant le fleuron sur le attache.



8



Installez le diffuseur en le faisant glisser vers le bas de canal et dans le embout assemblé avec soin, puis fixer le diffuseur en place en installant le embout restant.



9



Connectez le fil de terre de luminaire à un terrain approprié conformément aux codes électriques locaux.



10



Connectez le fil blanc de luminaire au fil de la ligne d'alimentation neutre avec un écrou de fil.



11



Connectez le fil noir de luminaire au fil de la ligne d'alimentation chaude avec un écrou de fil.



12



Montez la base de luminaire sur la plaque de montage et le fixer avec la vis de réglage à l'aide d'une clé Allen.
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PRECAUCIÓN: RIESGO DE INCENDIO Este producto debe instalarse de acuerdo con el código de instalación aplicable por una persona familiarizada con la construcción y operación del producto y los riesgos que conllevan.



Utilizar conductores de suministro mínimo 90° c. 1A



DIFUSOR FINIAL TAPA PEQUEÑA



PLACE DE MONTAJE ANCLAJE



CAJA DE JUNCTURA
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TAPA GRANDE



TORNILLO DE ANCLAJE



CONECTADOR
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BOMBILLA
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TAPA ENSAMBLADA
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TORNILLO DE FIJACIÓN LLAVE DE ALLEN
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Instalar temporalmente la placa de montaje a la caja de juntura.



2



Marque las ubicaciones de los orificios de anclaje en la placa de montaje y retire la placa de montaje.



3



Taladro agujeros de tamaño apropiado en los lugares marcados y instalar los anclajes.



4



Fije la placa de montaje a la caja de junctura.



5



Atornille los tornillos de anclaje en los anclajes.



6



Atornille la bombilla en el enchufe. Consulte la etiqueta en el enchufe de Max Información de Potencia.



7



En un extremo del dispositivo de la lámpara, coloque la tapa del extremo grande y tapa de extremo pequeña en el conectador, luego fijarlos en su lugar enroscando el finial firmemente en el conectador.
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Instalar el difusor cuidadosamente deslizando hacia abajo el canal y en la tapa de extremo ensamblada, a continuación, fije el difusor en su lugar mediante la instalación de la tapa de extremo restante.



9



Conecte el cable de tierra de la lámpara a un terreno adecuado, de acuerdo con los códigos eléctricos locales.



10



Conecte el cable blanco de la lámpara al cable de línea de energía neutra con una tuerca para cable.



11



Conecte el cable negro de la lámpara al cable de línea eléctrica caliente con una tuerca para cable.



12



Monte la base de la lámpara en la placa de montaje y fijarlo con el tornillo de fijación con una llave Allen.
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SAVE THESE INSTRUCTIONS!



7400 Linder Ave, Skokie, IL 160077 800.969.3347 www.Feiss.com © 2017 Feiss.All rights reserved.The "Feiss" graphic is a registered trademark of Feiss. Feiss reserves the right to change specifications for product improvements without notification.



A Generation Brands Company
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TH WALL 

bÃ©ton, bÃ©ton lÃ©ger, blocs de ciment, ancien enduit adÃ©quatement .... angles Ã  l'aide de baguettes et la partie infÃ©rieure Ã  l'aide d'un profil mÃ©tallique (Ã  une ...
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wall esthetics 

TUMBLER. 1500 x 180 x 24/15 mm i= p. NL. Deze wandbekleding met smalle repen diep gerookt eikenhout geeft een stijlvolle designerlook aan je interieur ...
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Tilling Wall 

Install the finials to the top and bottom of the fixture using the screws and washers. Follow enclosed supplement installation instructions for electrical and fixture installation onto junction box. Screw the lamp into the socket. Refer to the label 
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Flora Wall 
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Wall Box 

Wall Box. 1 seule ouverture, 4.8 cm (1.89 po) profondeur, ivoire. Part No.: 517003. Caractéristiques: Pour le câblage réseau. 1 seule ouverture. Inclut des vis de ...
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Conant Wall 

lamps may be dimmed with a dimmer. Consult lamp manufacturer for additional information. 1A. JUNCTION BOX. MOUNTING. PLATE. 9. 10. FIXTURE SCREW.
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Quinn Wall 

Page 1 ... Install the candle follower by placing it on top of the candle tube. Screw the ... Connect the black fixture wire to the hot power line wire with a wire nut.
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Volo Wall 

Install the lamp shields over the lamps. 1. 2. 3. 4. 5. Volo Wall. 1.0. VS24201-VS24202-VS24203-VS24204. VS24201, VS24202, VS24203, VS24204. Wall. CAUTION RISK OF FIRE. -. This product must be installed in accordance with the applicable installation 
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wall street 

Where such designations appear in this book, they have been ...... brokerage firms and their employees, and a variety of ...... Cracker Barrel Old Country (CBRL).
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Prarielands 1 Light Wall 

1A. G. P. I. : ENERAL RODUCT NFORMATION. This product is listed by one of ... Connectez le fil blanc de luminaire au fil de ligne Ã  neutre avec un Ã©crou de fil.
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Rolland Outdoor Wall - Feiss 

1.0. OL14200-OL14201-LED. OL14200, OL14201-LED. Outdoor. 1A. 6. 7. 8. 9. Rolland Outdoor Wall. 13 .... without notification. A Generation Brands Company.
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joel wall grande 

LIGHT SOURCE: E26 / Medium. WATTAGE: 43W. LAMP INCLUDED: No. MAXIMUM LAMP LENGTH (mm/inch):. 114. LUMINOUS FLUX (lm):. Lamp Dependent.










 


[image: alt]





Wall Safe (Mount) 

Extension. (4) 5/16" Dia. x 1 1/4" (7.94mm x. 31.75mm) lg. wood screws. (enclosed). (4) 5/16" .(7.94mm) Dia. washers (enclosed). (1) 3/16" (12.7) Dia. Drill Bit.
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QS Wall Dreams 2 
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Understanding Wall Street - EPDF.TIPS 

Where such designations appear in this book, they have been printed with ..... answer this question, there is an old Wall ...... established by the Financial Accounting ...... into the 21st century with a professional ...... Southwest Airlines (LUV).
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Londontowne Outdoor Wall (LED) 

FLEURON. 2. ATTENTION : RISQUE D'INCENDIE. Ce produit doit Ãªtre installÃ© conformÃ©ment au code d'installation en vigueur par une personne familiÃ¨re avec la construction et l'exploitation du produit et les risques qu'il entraÃ®ne. Utiliser les cond
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Leddington Wall (LED) 

Fixez la plaque de montage Ã  la boÃ®te de jonction avec les deux vis de montage. Connectez le fil de terre de luminaire Ã  un terrain appropriÃ© conformÃ©ment aux ...
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Silo Wall - Feiss 

Mark the anchor hole locations on the mounting plate and remove the mounting plate. ... Connect the black fixture wire to the hot power line wire with a wire nut.
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Roscoe Outdoor Wall - Feiss 

LUMINAIRE. Fixez la plaque de montage Ã  la boÃ®te de jonction. ... Connectez le fil blanc au fil de la ligne d'alimentation neutre avec un Ã©crou de fil. Connectez le ...
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The Wall Street 

Jun 9, 2006 - Source: North West Water ..... Can you reconcile your answers to (b) and (c)? Is anyone worse off as a ...... 21. Examine the first 25 stocks listed in Figure 2.9. For how many of ...... What is the margin in DÃ©e 's account when she fi
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wall street art 

Son travail est issu du graffiti et du tag. Ses motifs adhÃ©sifs â€” les particules â€” sont une schÃ©matisation du tag qui, comme lui, prolifÃ¨rent et se rÃ©pandent dans la ...
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Thru-the-wall 

How to operate your Friedrich room air conditioner . ..... This is similar to expelling warm breath on a cold morning. 4. If the outdoor temperature drops below ...
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Wall Safe (Mount) 

At the top of the dial ring an index is provided for normal dialing and opening. At the side of the ... (e.g. 32-74-14). For maximum security, DO NOT use numbers.
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Wall Safe (Mount) 

Un (1) crayon ou un stylo. Une (1) scie à chantourner. Une (1) clef à cliquet de 12,7 mm avec extension. Quatre (4) vis pour bois. (fournies) de 7,94 mm de.
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