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acceptance throughout industry and educational ... well as peel properties of paper, paperboard, plastic films, adhesives, labels and packaging materials. 
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FRICTION/PEEL TESTER The Friction/Peel tester has rapidly gained worldwide acceptance throughout industry and educational facilities as an accurate, reliable and easy-to-use instrument. Extremely versatile, this instrument measures static and kinetic coefficient of friction as well as peel properties of paper, paperboard, plastic films, adhesives, labels and packaging materials. Continuous software improvement has resulted in an enhanced testing instrument capable of measuring COF, 90° peel, 180° peel, T-peel and seal strength. The standard unit provides a load cell of choice (0.5, 2 or 10 kg), a selection of sleds and peel clamps. The unit also provides data storage with statistics and a printer output. COF- and peel-settings are saved in memory for quick retrieval for future testing. A standard serial RS-232 port provides result data and continuous curve data for PC interface. Friction testing testing slip and friction properties of sheeted materials and evaluation of treatments and additives designed to minimise surface contact friction. Peel testing providing both peak and average peel strength for materials such as pressure sensitive tape, adhesive labels, and low strength bonding agents. Also useful in evaluating the strength of packaging seals. Models



Features • Menu-driven one-hand operation • Push-button auto-zero & test selection • Read-out directly in static & kinetic units • Selectable force units : g, kg, lbs, oz, N • 4 preset speed settings and variable speed setting



• 225-1 • 225-2000/MAP Similar to model 225-1 but equipped with a pentium processer and MAP (Motion, Analysis, Presentation) materials testing software.



• Comfortable software for storage, analysis and graphical display of test data (recall for 99 tests) • Fine resolution through latest L/C technology, measuring range up to 500 g, 2000 g or 10 kg



• 225-2000/COFMAP Developed specifically for measuring frictional properties of tubing and catheters. Provides accurate data on static and kinetic coefficients of friction.



Cardboard, Packaging, Paper, Plastics 3.09



Physical specifications



Performance data



Dimensions 225-1 69 x 48 x 41 cm (LxDxH) 225-2000/MAP 69 x 31 x 178 cm “



Measurement Range 500, 2000 and 10000 grams Resolution 0.5 g for 2000 g / 1.0 g for 10000 g Accuracy 0.1 % of full scale Load units grams, kilograms, ounces, pounds and newtons



Net Weight 225-1 22 kg 225-2000/MAP 20 kg



Travel Speed



Options



High Speed Option • Talas software : provides enhanced analytical capabilities and enables the test data to be displayed graphically, to store results and curve data for a series of measurements using an external PC • Sample clamps : air and mechanically operated clamps available, enabling to perform 180° peel tests • Delamination fixture : performs a 90° peel test on rigid material to measure lamination strength • 180° T-peel attachment : maintains a constant 180° angle during measurements • 90° peel attachment : maintains a constant 90° angle during measurements • Heated platen : for measurement up to 177°C



Test times Up to 4 presets and variable test times from 0-60 seconds for COF and peel tests COF sleds 100, 200, 500, 1000 and 2000 gram (custom sleds are available upon request) Power 115 V ± 10 %, 60 Hz or 220 V ± 10 %, 50 Hz



Standards ISO 8295, DIN 53375, ASTM D1894, D4521, D3330, TAPPI T-816, BS 2782, FINAT 1, 2, 3, 9



Agent



Cardboard Packaging Plastics Pulp



Non-wovens Paper Printing Inks Textile



Nijverheidslaan 47 8540 Deerlijk Belgium Tel.: +32(0)56.78.21.70 Fax: +32(0)56.77.30.40 Email: [email protected] Website: www.rycobel.be



2 to 20 in/min (50.8 to 508 mm/min) 10 to 110 in/min (254 to 2794 mm/min)
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taberÂ® abrasion tester - CALILAB 

An area of 30 square centimeters is subjected to ... Removal of abraded particles with a vacuum pickup ... The height of the vacuum pick-up nozzle is normally.
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opacity tester - CALILAB 

the scale, absolute accuracy at the low end of the scale, photometric linearity and day-to-day repeata ... Standards. TAPPI T-425. Cardboard. Packaging. Plastics.
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absorption tester - CALILAB 

The desorption test can be run after the absorption test and ... throughput and virtually limitless absorption capacity. ... Maximum sample absorption capacity.
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cobb tester - CALILAB 

tion or resistance to absorption of water, oil and other liquids. Features. â€¢ Easy testing of absorption or resistance to absorption. â€¢ Different surfaces can be tested ...
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bending stiffness tester gurleytm - CALILAB 

Capable of evaluating more different sample sizes, weights and thicknesses than any other simular instrument. â€¢ Meets the most ... coated materials, catheters,...).
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progagetm electronic thickness tester - CALILAB 

up to 20 test cycles per minute while maintaining a high degree of ... Performance data. Opening ... spread sheet packages for further management. Standards.
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1411 Peel, Montréal 

1 janv. 2017 - 701 pc/sf on 1st floor (Mezzanine). 1,383 pc/sf combined total for multi-level street front area. 1,654 pc/sf – Underground City (Metro Level).
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pilling ... - CALILAB 

2561E. Martindale suitable for Pilling. Martindale abrasion for all types of fabrics and for the control of pilling formation in accordance to EN-ISO, SN, IWS ASTM.
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2055 Peel - Sidev 

11ième. Superficie bâtie. 7992 p.C.. Superficie brute. 7845 p.C.. Vide technique. 918 p.c.. Sup. com. d'étage. 636 p.c.. SUPERFICIES UTILISABLES. Suite 1100.
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2055 Peel - Arcestra 

tollette femmes tollette hommes. Ã‰chelle. Suite #1100 fi. THU. |. EIEIE. REISE. SSEIEIEIEIESEIEIEIEISESEIS. SUPERFICIES GÃ‰NÃ‰RALES. 11iÃ¨me. Superficie bÃ¢tie. 7992 p.C.. Superficie brute. 7845 p.C.. Vide technique. 918 p.c.. Sup. com. d'Ã©tage. 63
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1261 Peel-N-Stick 

Indicador rotacional para el ajuste de la fuerza del resorte. Brazo de ... Para la RetenciÃ³n del 1261, un montaje de 110Â° darÃ¡ un ... is recommended for wood.
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circular sample cutter - CALILAB 

Cutting areas 10 and 50 cm2. Standards. ISO 536, BS 3432, DIN 53104, SCAN P6, TAPPI. T-410, NF Q 03-019, CPPA D.3 and others. Cardboard. Packaging.
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1461 Peel-N-Stick 

Note: Steps 2-8 show right hand door mount,. EN 2-5. Note: Hold open arms .... DANGER ! 110Â° Mounting Hold-Open (90Â°-110Â°). 180Â° Mounting Hold-Open ...
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A) Schopper ... - CALILAB 

fibre during beating or refining. Refining of pulps is one of the most important stages in the paper ... strongly the sheet forming and its physical properties.
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water vapour permeability cups - CALILAB 

vapour permeability of sheet materials such as specialty ... The water vapour permeability cups are available in a ... steel and is available in a variety of sizes.
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gurley standard densometer - CALILAB 

It increases the accuracy and producti- vity of these instruments and provides recording and com- puting capabilities that will absolutely minimize the possi-.
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speed dryer - CALILAB 

Surface plate temperature regulated by an infinitely adjustable control with a total of 1400 watts available for drying. Laboratory hot plate - model A-100 ...
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Continuity Tester 

El probador se agita a un nivel crecientemente variable que permite al usuario notar la diferencia entre 60 V, 120 V, 240 V y 480 V. Indicador de baterÃas con poca carga: El LED / â€¢))) destella con luz roja si el voltaje de las baterÃas es bajo c
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compression tester 

Readers are invited to submit entries to EAA's Hints For Homebuilders, Att: Golda Cox, P.O. Box. 3086, Oshkosh, WI ... INTERNET http://www.airtechintl.com.
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Insulation Tester 

Replace battery as soon as low battery indicator appears to avoid false readings. ... Never ground yourself when taking electrical measurements. • Connect the ... Null (ZERO) test leads by touching test lead tips tightly together. Press >2 sec.
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2000 Peel suite NEW.indd 

aisonneuve rue Ste. -C atherine boul. RenÃ©. -Levesque rue Peel rue M etcalfe autoroute VILLE-MARIE autoroute BONAVENTURE boul. Robert-Bourassa. MÃ©tro.
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pfi beater - CALILAB 

up for easy cleaning and down for refining - two-hand operation makes lowering the beater into ... Physical specifications. Performance data. Pulp. 5.0 to 40 g ...
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jokro beater - CALILAB 

Email: [email protected] Website: www.rycobel.be. Agent. Physical specifications. Performance data. Beating unit. Every beating unit is capable of refining 16 g of ...
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linear abraser - CALILAB 

45Â° vacuum vise. â€¢ Adjustable load. - additional 250 g weight discs increase load to 1600 g. - optional weight kit expands testing .exibility. â€¢ Abradants.
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