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pixbar dtw pro - Cameolight

re absolutely noiseless and flicker-free operation making it a perfect choice for TV and ... adjustable response. A 4-button display enables easy configuration. 
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PIXBAR DTW PRO



12 X 10 W DYNAMIC WHITE LED BAR WITH DIM-TO-WARM CONTROL



FEATURES P 12 x 10 watt Tri-LEDs 3-in-1 Cool White, Warm White and Amber P Full white temperature control from Tungsten to CW (1,600 - 6,800 K) P CRI 97 @ 2,800 K for natural colour rendering P Dim to Warm (DTW) technology to emulate halogen-style dimming P Single pixel control for stunning chase and pixel mapping effects P Selectable 16-bit dimming curves and response P RDM enabled P 9 DMX modes plus sound activation and automated operation P Highly efficient convection cooling for noiseless operation P Flicker free for use in TV and film applications P Glare shield and frost filter included P Omega bracket set available as accessory



DESCRIPTION Featuring twelve 10 watt 3-in-1 cool white, warm white and amber Tri-LEDs, the Cameo PIXBAR DTW PRO permits full white temperature control from warm Tungsten white to ultra bright cool white. The professional LED bar features an 18° beam angle and Dim-to-Warm technology to emulate the smooth dimming of halogen lamps. Highly efficient convection cooling and a 3,000 Hz refresh rate ensure absolutely noiseless and flicker-free operation making it a perfect choice for TV and film applications. The PIXBAR DTW PRO is RDM enabled and provides 9 modes of DMX control, sound activation plus automated operation. The fixture includes single pixel control for impressive chase effects and pixel mapping, a high-speed strobe and selectable 16-bit dimming curves with adjustable response. A 4-button display enables easy configuration. The rugged aluminium housing features 3 and 5-pin DMX and Neutrik powerCON inputs and outputs that enable convenient daisy chaining. The PIXBAR DTW PRO comes with a glare shield and frost filter if softer washes are called for.



Features and specifications subject to change without notice.
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PIXBAR DTW PRO



12 X 10 W DYNAMIC WHITE LED BAR WITH DIM-TO-WARM CONTROL



PHOTOMETRICAL DATA



SPECIFICATIONS Product type



LED Bars



Type



Washer



Colour spectrum



warm white, yellow, cold white



Number of LEDs



12



LED type



10 W (ca. 50000 operating hours)



Refresh rate



3600 Hz



Dispersion



18° Beam, 30° Beam Field (without Diffusor) °



Lens



PE



DMX input



XLR 3-pin male



DMX output



XLR 3-pin female



DMX mode



13-channel, 36-channel, 49-Channel, 6-channel, 1-channel, 2-channel, 3-channel, 9-channel



DMX Functions



Automode-Speed, Color Temperature, Dim LEDs seperate, Dimmer, Auto Mode, Dim to Warm, Sound to Light, strobe



Standalone modes



master / slave mode, Static



Controls



mode, Value Down, Value Up, Enter



Indicators



LC display



Operating voltage



Glare Shield, Neutrik Power Cable



Power consumption



130 W



Power connector



Neutrik powerCON IN / OUT



Housing material



aluminium



Cabinet colour



Black



Protection class IP



20



Cooling



Convection Cooling



Luminous flux



3240 lm



Efficiency



25 lm/W



Operating Temperature



-15 - 45 °C



Dimensions including Mounting Bracket Width



93 mm



Height



130 mm



Length



900 mm



Weight



6 kg



Accessories (included)



Glare Shield, Neutrik Power Cable, FROST Filter



Features and specifications subject to change without notice.
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pixbar dtw pro - AUDIENS 

Please read this User's Manual carefully, so that you can begin making optimum ... Never remove safety warnings or other information from the equipment. 5.










 


[image: alt]





pixbar 600 pro ip65 - AUDIENS 

Attention, lorsque vous retirez le câble secteur, à ne pas faire bouger l'appareil, ce qui pourrait se traduire par un risque de chute, de blesser quelqu'un, ou ..... La Cameo PIX BAR 600 PRO IP65 est un projecteur LED pilotable via le protocole DMX 










 


[image: alt]





Photometric Measurements - Cameolight 

Illuminance (full on) [lux]. Beam width (1/2 peak) [cm]. Beam width (1/10 peak) [cm]. Beam angle. (1/2 peak): 17,9°. Field angle. (1/10 peak): 29,6°. Distance (m).
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studio par dtw 

12 X 10 W DYNAMIC WHITE STUDIO PAR WITH DIM-TO-WARM CONTROL ... Please read this User's Manual carefully, so that you can begin making optimum ..... 3000 Hz. Beam angle: 18Â° Beam, 34Â° Field. DMX input: 3-pin male XLR .... anderweitig beschÃ¤digt wu
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clcontrol54 control 54 - Cameolight 

cameo is a brand of Adam Hall Group. Adam Hall GmbH - Daimlerstraße 9 - D-61267 Neu-Anspach - Germany. Telefon +49 (0) 6081 / 94 19-0 - Fax +49 (0) ...
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PAR 56 CAN - Cameolight 

7 â€“ biaÅ‚y. TRYB ZMIANY KOLORU. Przyciskiem Mode wybierz program zmiany koloru. UrzÄ…dzenie bÄ™dzie wÃ³wczas pracowaÄ‡ w trybie zmiany koloru.
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Q SPOT 15 RGBW - Cameolight 

The product has been developed for professional use in the field of event ...... en: http://www.adamhall.com/media/shop/downloads/documents/manufac-.
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PRO-PP10 PRO-PP13 PRO-PP14 PRO-PP50 PRO 

+ Price Pfister faucets meet ANSI/ANSE standerd A112.18.1M, CSA B125+ and FTC flow rate requirements of 2.2 gpm, 8.33 L/min. Max. at 60 psi. + Les robinets ...
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kompatibilitätsliste | compatibility table liste de ... - Cameolight 

CLKLINGT144. CLKLINGPANEL25WW. CLKLINGSC. CLLWOOKIE150G. CLLWOOKIE200R. CLLWOOKIE600B. 1x. G. 2x. 1x. Ě. Ě. Ě. M. M. メ. สี. สี. สี ...
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TL450 PRO TL450 PRO 

EN 15503: â€œGarden equipment - Garden blowers, vacuums and blower/vacuums - Safetyâ€�. Le constructeur de machines ELIET dÃ©clare avoir effectuÃ© une ...
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tub & shower pro-pp80 pro-pp81 pro-pp82 pro-pp83 

Sediment where the water enters the Shower. Head (G) can also cause this symptom. Water starts out hot and becomes cooler as handle is rotated counter.
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TL450 PRO TL450 PRO 

... un important dégagement de poussière. Si cette poussière irrite vos voies respiratoires, ELIET vous recommande de porter un masque à poussière (masque à.
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TL450 PRO TL450 PRO 

Le pied de support sera fixé dans sa position relevée à l'aide des deux broches qui ont été précédemment tournées. ...... Frederic LIETAER. Gérant ELIET ...
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PRO-JECT - Pro Design 

The description of the maneuvers is according to the DHV. You cannot expect any paraglider to always behave according to DHV rating. Even little differences in ...
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TL450 PRO TL450 PRO 

VÃ©rifiez que le filtre Ã  air n'est pas trop encrassÃ©. â€¢ ContrÃ´lez que l'hÃ©lice est encore en bon Ã©tat. Si des fissures ou des cassures sont constatÃ©es sur l'hÃ©lice ...
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TL450 PRO TL450 PRO AWS 

Les machines ELIET sont conÃ§ues pour fonctionner de faÃ§on sÃ»re et fiable Ã  condition d'Ãªtre utilisÃ©es conformÃ©ment aux ... Ã©viterez ainsi toute fausse manÅ“uvre pouvant Ãªtre lourde de consÃ©quences. Vous avez Ã©galement ...... web : www.elie
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PRO-PP10 PRO-PP13 PRO-PP14 PRO-PP50 PRO-PP51 ... 

Regular and routine cleaning will reduce the need for heavy cleaning and polishing. If heavy cleaning is required, the following procedure is recommended: 1.
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environnement pro gestionadministration 1re bac pro ga 

This. Environnement Pro GestionAdministration 1re Bac Pro Ga PDF on the files/S3Library-26c7e-2e407-1d13e-02e0d-B8548.pdf file begin with Intro, Brief Discussion until the. Index/Glossary page, look at the table of content for additional information,










 


[image: alt]





TRONIC 5000C Pro - Pro Water Heater Supply 

modules gets too high, then the cut-out will trip and cut the power to that heater module. If the cut-out trips, it must be reset while the circuit breakers are off.
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Poulan PRO 

Rigide Decoupage. Membre. .... Enlevez les ob- jets (pierres, verre cass@, clous, fil de cuivre, etc.) .... reit avant de nettoyer les dents au jet d'eau pour enlever ...
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Ecophyto PRO 

Bulletins de Santé du Végétal · Comment se passer des produits phytos ? Comment mieux utiliser les produits phytos ? Fermer le menu. Docuthèque.
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MC PRO 

Dosé dans la machine à laver en utilisant le système de Clax® RevoflowTM/MC ... lavage. Recommandation de dosage par 50 lbs (22,7 kg) de tissu. Niveau de ...
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Summation Pro 












 


[image: alt]





pro contact 

extrÃªmes de gel ou de canicule (tempÃ©rature ambiante prÃ©fÃ©rable en vue de l'application : +5 oC Ã  +35 oC). Ces instructions sont fournies Ã  titre indicatif, en vue ...










 














×
Report pixbar dtw pro - Cameolight





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



