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Platinum Resistance Temperature Detector M-FK ... - produktinfo.conrad

Nominal Resistance R0. Tolerance. Order Number. Blister Reel. 100 Ohm at 0Â°C for M-FK 1020. 1 Pt 100. DIN EN 60751, class B. 32 208 280. DIN EN 60751 ... 
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Platinum Resistance Temperature Detector



M-FK 1020



F series PRTDs are designed for large volume applications where long term stability, interchangeability and accuracy over a large temperature range are



100 Ohm at 0°C for M-FK 1020



Tolerance



Order Number Blister Reel



DIN EN 60751, class B



32 208 280



DIN EN 60751, class A



32 208 429



DIN EN 60751, class 1/3 B



32 208 428



DIN EN 60751, class B



32 208 285



DIN EN 60751, class B



32 208 286



DIN EN 60751, class A



32 208 439



DIN EN 60751, class 1/3 B



32 208 483



± 0 ,1 ± 0 ,1 5



agement, Medical and Industrial equipment.



Nominal Resistance R 0



± 0 ,1 5



0 ,9



vital. Typical applications are Automotive, White Goods, HVAC, Energy Man-



1 ,9



9 ,5



1 Pt 100



500 Ohm at 0°C for M-FK 1020 1 Pt 500



1000 Ohm at 0°C for M-FK 1020



- 1 ,0



1 Pt 1000



1 0



+



The measuring point for the nominal resistance is situated at 8 mm from the end of the sensor body 0 ,2



Specification



: DIN EN 60751 (according to IEC 751)



Temperature range



: -70°C to +500°C (continuous operation) Tolerance class B - 70 °C to + 500 °C Tolerance class A - 30 °C to + 350 °C Tolerance class 1/3 B 0 °C to + 100 °C



Temperature coefficient



: Tc = 3850 ppm/K



Leads



: platinum clad nickel wire



Longterm stability



: max. R0-drift 0,04% after 1000 h at 500 °C



Vibration resistance



: at least 40 g acceleration at 10 to 2000 Hz



Shock resistance



: at least 100 g acceleration with 8ms half sine wave



+- 0 , 0 1



Environmental conditions : unhoused for dry environments only Insulation resistance



: > 10 MΩ at 20 °C; > 1 MΩ at 500 °C



Self Heating



: 0,2 K/mW at 0 °C



Response time



: water current (v = 0,4 m/s): t0,5 = 0,2 s; air stream (v = 1 m/s): t0,5 = 4,2 s;



Measuring current



: 100 Ω: 1,0 to 3,0 mA 500 Ω: 1,0 mA 1000 Ω: 0,3 to 1,0 mA



t0,9 = 0,4 s t0,9 = 12,7 s



11 / 1998



Heraeus Sensor-Nite GmbH Reinhard-Heraeus-Ring 23 D-63801 Kleinostheim Germany Phone +49 60 27 / 503-179 Fax +49 60 27 / 503-265



























des documents recommandant







[image: alt]





platinum - Jeepershome 

Through the principle of galvanic isolation, the natural geomagnetic field within the ... Optimized overall-efficiency transformer unit with a wide range of input ...
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Smoke Detector - FCC ID 

Two AA-size Alkaline batteries. â€¢ Over two years battery's lifetime. SIZE and WEIGHT: â€¢ H: 46.7 mm, Diameter: 135 mm. Weight â€“ 210 grams including batteries. ENVIRONMENT: â€¢ Storage range: -20oC â€“ +50oC. â€¢ Operating Ambient Temperature ran
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Notice Platinum 2017.indd 

Frais de Recherche et de Secours et de Premier Transport, Frais. MÃ©dicaux en France, Forfaits et Cours de Ski, Bris de MatÃ©riel de Ski. Personnel, Location de ...
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65a02000 Platinum Assy.qxd 

RIGHT SIDE EXTRUSION. Qty: 1. 34 LEFT UPRIGHT COVER. Qty: 1. 35. RIGHT UPRIGHT COVER. Qty: 1. 36 #8 x 12 PHILLIPS PAN HEAD SCREW. Qty: 2.
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65a02000 Platinum Assy.qxd - greenfitco.com 

Save the shipping cartons in case of return. DO read the entire Operation .... NOTE: BE SURE TO ROUTE THE EMERGENCY STOP. CABLE (R) THROUGH THE ...
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one-touch® platinum 

Les paniers à charbon de bois facilitent la cuisson directe ou indirecte. .... INVOICE AND RETURN THE WEBER LIMITED WARRANTY REGISTRATION CARD.
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Platinum Topics .fr 

The list will follow the code of the source ..... frame code in that scene. ...... ASC II. DVNR setup. Click on NR setup in the Engineering panel to access DVNR ...
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Leakage Detector for Refrigerants 

0554 3181. Fax Order Form. Name. Company. Telephone/Fax. Department. Address. City. Email. Date, Signature. Sender. 0981 5734/msp/AC/A/09.2006.
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180Â° PIR Motion Detector 

Avoid positioning close to trees or shrubs, which may cause false triggering during wet or windy weather. 3. Avoid pointing at or positioning close to heat sources ...
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Magna Mundi Platinum .fr 

As was the case in reality, there are limits to what you .... The table at the end of this manual lists the different options you ...... Contrary to the vanilla game, where army maintenance was a linear progression however ...... America (1823-1840) 
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platinum - FCC ID 

Note : Cet appareil est conforme à la Partie 15 des règlements de la FCC et aux normes RSS de l'Industrie du Canada. Son fonctionnement est soumis aux deux conditions suivantes : (1) cet appareil ne doit pas causer des interférences nuisibles, et (2)
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temperature gauge 

19. SWITCHES/HORN/FUEL UNIT/THERMOSTATIC SWITCH. /TEMPERATURE GAUGE/INSTRUMENTS/LIGHTS. 19-0. Bet & Win 125/150. 19 ...
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one-touchÂ® platinum 

A - Clear ashes B - Vents closed C - Vents open. Lâ€¢ WARNING: When using liquid starters always check ash catcher before lighting. Fluid can collect in the ash ...
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Techtoyz RF Detector 

The bottom segment represents the signal threshold level, while the top segment rep- ... When the slide switch is in the top position the RF Detector will be in ...
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Antibiotic resistance and resistance mechanisms in Campylobacter 

Oct 19, 2007 - Speer BS & Salyers AA (1989) Novel aerobic tetracycline resistance ... Taylor DE, Jerome LJ, Grewal J & Chang N (1995) Tet(O), a protein that ...
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The Resistance 

Page 1. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10 ... Page 79. Page 80. Page 81. Page 82. Page 83. Page 84. Page 85 ...
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65a02100 Platinum Base.qxd - AC Fitness 

800.735.3867 (Toll-free within U.S.A., Canada). INTERNATIONAL .... Never mount or dismount the treadmill while the running belt is moving. Use the handrails ...
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WLS912L Wireless Glassbreak Detector 29005723R010 

This End-User License Agreement (“EULA”) is a legal agreement between You (the company, individual or entity who acquired the Software and any related ...
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ISD Smoke Detector - FCC ID 

Increase the separation between the equipment and receiver. > Connect the equipment into an outlet on a circuit different from ... rayonnements IC établies pour un environnement non contrôlé. Cet équipement doit être installé et utilisé avec un minim
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DoC DTI70A Temperature Controllers 
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FR DS Convertisseurs Temperature 
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ACR temperature endotracheal tube 

From the Department of Emergency Medicine,. Medical University ... Setting: Emergency department of a tertiary care university hospital. Patients: .... admission.
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HT70XX Voltage Detector - Matthieu Benoit 

Jan 14, 2003 - these devices can be used with external components to detect user ..... power supply. Â· NMOS open drain output application with R-C delay.
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AP475 SERIES PIR DETECTOR ARITECH 

Instructions de montage (fig. 1). Soulever la plaque de protection À comme indiqué. Ouvrir le détecteur Á et sortir le module électronique Â, en veillant à ne pas ...
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