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Winners Use



Team Kawasaki USA



Team M4/ Emgo Suzuki



Team Yamaha USA



2005 AMA Supersport Champ Tommy Hayden won both the 2004 & 2005 AMA Supersport championships on his Power Commander equipped Kawasaki ZX-6RR where Power Commander equipped teams took 4 of the top 5 positions.



We rely on Dynojet Power Commanders for precise fuel mapping on all the different engine configurations we run from 600 Supersport to Formula Xtreme. There is no better fuel mapping system available for getting the utmost from your fuel injected motorcycle. Keith Perry - Crew Chief, Team M4 / Emgo Suzuki



Top teams such as Team Kawasaki, Team Yamaha, Graves Yamaha, Erion Racing, Attack Kawasaki, and Team M4/Emgo Suzuki are all sponsored by Dynojet and use Power Commanders on their bikes. With their feedback, we are able to continually improve our products and offer cutting edge technology to everyone. Features and enhancements are constantly being evaluated and implemented as teams find the need for additional adjustability.



The Dynojet Power Commander allows us to re-map and fine tune our 185+ horsepower Yamaha R1 Formula Xtreme bikes in minutes instead of hours. The bikes can be dialed in to rider's preference instantly. This is a 'must have' for any fuel injected bike. Chuck Graves - Team Owner Graves Yamaha The combination of the new USB Power Commander and the Tuning link Software has transformed the performance of our 748 Ducati. The fueling is always 100% right! Paul Bird - Team Owner Monster Mob



Dynojet Mobile Dynamometer at AMA events



2



Contents About Dynojet Research Inc. Established in 1972, Dynojet is a Research and Development company, employing over 100 people in Nevada, Montana, Holland, Germany and England. Dynojet develops aftermarket performance products and diagnostic tools for the Motorcycle and Automotive industries. Dynojet Research is the world leader in the development of Motorcycle Jet Kits, ATV Jet Kits and Fuel Injection Modules and strives to continuously provide the best products available through countless hours of R&D.



Customer Support Our dedicated team of motorcycle enthusiasts will provide you with the best technical support available in the industry. Dynojet's involvement in races and rallies nationwide provide support at most major events throughout the year.



Power Commanders Applications Power Commander Accessories Ignition Module Quick Shifter Accessory for PCIIIUSB LCD Display Multi-Function Hub Pressure Sensor Display Wide Band Commander Dynojet Jet Kits Applications ATV Jet Kits Off-Road Jet Kits Jet Assortments Needle Jet Replacement Kits Dynamometers Contact & Distributor Info



4-9 6-9 10-13 10 11 12 13 13 14 15-21 15-18 18-19 20 21 21 22 23



Sales and Technical toll-free phone support is available 8am 5pm Monday through Friday (Pacific Standard Time) and detailed support information can be found on our web sites at www.dynojet.com and www.powercommander.com.



World Standard Dynojet Research has long term partnerships with industry leading companies in over 35 countries worldwide, ensuring local technical support for most of our customers. Software for the Power Commander products is available in English, French, German, Italian, Dutch, Spanish, Japanese, Korean and Chinese.



The Official Dynamometer of Parts Unlimited U.S. Superbike Championship



The Official Dynamometer of Motorcycle Mechanics Institute



The Official Dynamometer of AMA ProStar Drag Racing Series
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Power Commander How much Power will it give me? Well, that can depend upon many things, but what we can tell you is, “The perfect air/fuel ratio will ensure that the engine can produce the maximum possible horsepower for that given combination.” We must also understand that a typical street rider spends a great deal of time riding in part throttle conditions. Shown below are two graphs of a motorcycle before and after installation of the Power Commander. The top graph line shows the horsepower curve accelerating and the lower graph shows the corresponding air/fuel ratio. You can see a large horsepower increase between the two. The blue curve shows a typical stock motorcycle with minor performance modifications (slip-on exhaust). The red curve shows that same combination with the PC installed and you can see that the line is nearly straight. Consequently, the rider will feel a large improvement while riding the motorcycle. It is very possible that the peak wide open throttle horsepower is unchanged. The correct air/fuel ratio number (say 12.9:1 or 13.2:1) depends upon many factors like combustion chamber design, but what we want is that figure at every point in the curve (straight line).



What is a Power Commander? The Power Commander is a fuel injection adjustment unit that plugs "inline" with the bike’s stock ECU. The PC uses original equipment style connectors, so no splicing or cutting of the harness is required. Most installations take less than 15 minutes, some as little as 5 minutes. Changes are made to the bikes fuel and, in some cases, ignition curves via the PC's onboard microprocessor. Using this technology we are able to offer a large area of adjustment without making any permanent changes to the bike’s ECU (electronic control unit). Removing the PC returns the bike to its previous stock condition. Each unit comes complete with software and cable link that allows you to change between different maps or make adjustments to a map file.



Base Map The Power Commander is supplied with a given (base) map stored in the microprocessor. This (base map) is typically a map that has been developed to provide an improvement for most combinations matching the map description (i.e. stock bike or performance exhaust and air filter). In general we have found that a typical stock bike has areas in the fuel curve that are far from optimal for drive-ability and performance. We could say that they are typically 70% optimized in stock condition and 60% - 65% with minor performance modifications. After installation of the Power Commander with the base map, we would expect to see 85% - 95% optimization.



Alternate Maps Each Power Commander is supplied with a number of alternate maps on a CD-ROM and all the maps are available for download on our website. You may notice that we have a map specifically for "Brand A" slip-on exhaust and another for "Brand B" slip-on exhaust. Although the difference between the two maps is likely to be very small, these difference will increase the optimization for that given combination. If you have a "Brand C" exhaust and we do not have a specific map, you should find that "Brand A" or Brand B" maps will provide a good improvement on your bike. If you have a Windows 98SE/ME/2000/XP computer, you can upload alternate maps or make changes to the existing map using the Control Center software and USB cable supplied with your PC. (Detailed Software tutorials and quick reference software screen shots are available on the CD-ROM or web site). If you do not have a computer, you can change the fuel curve with the faceplate buttons. This is a simple adjustment that can move the fuel curve richer or leaner in each area of the map. (Please refer to the paper installation guide or adjustment video on the CD-ROM).
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Hassle free USB communication - The Power Commander USB will instantly and automatically connect to the Power Commander Control Center software once it is installed. Simply "power up" the unit and connect the supplied USB cable to the computer and PCIII USB. Onboard notes storage - The PCIII USB stores the notes from the map in the onboard memory. This makes it easy to see exactly which map is loaded. The notes, just as the map itself, are automatically retrieved upon connecting to the unit. Individual cylinder adjustment - All PCIII USB units have a "cylinder trim" adjustment feature that allows you to "offset" fuel to one or more cylinders. Additionally, for advanced users, the PCIII USB allows individual cylinder mapping. Now each cylinder can be mapped individually throughout the entire rpm/throttle position range. Enhanced "file compare" utility - The PCIII USB software allows you to compare two map files without the Power Commander connected. There is a numerical display as well as a brand new graphical display. Easier to use "button adjustment" mode - The button adjustment has been made easier by introducing a "startup delay". This lets the user have enough time to start the bike and then switch the PCIII USB into "button adjust" mode. The ranges of the buttons are now displayed in the software. Simply connect the unit to the computer and press one of the buttons. Their ranges are shown on the screen. "Expansion port" for upgrades and accessories - The "expansion port" allows easy connection of accessories such as our new ignition module, Quickshifter, Multifunction Hub, Pressure Sensor display and LCD display unit. Automatic map retrieval upon connection - As soon as you connect the PCIII USB to the computer and launch the software, the map installed in the PCIII USB will be displayed. 9V "Power Up" adapter - Every PCIII USB comes with a "power up" adapter which allows users to program and interface with the Power Commander on their desktop without being connected to the bike. Accelerator Pump - You can adjust: A) The amount of fuel to add, B) The number of engine revolutions during which fuel is added, C) The sensitivity of throttle movement under which the accelerator pump is activated.



New Features Dynojet Research is pleased to announce two new features for the Harley Davidson Power Commanders. - The first new feature is "Rev X-tend". This will give you the ability to have an increased rev limit over stock without having to modify the bike's ECM. No longer will you need to take the bike to the dealer to have the ECM "reflashed" in order to have the higher rev limit your bike needs with modified cams, heads, etc. For information on activating this feature please visit



www.powercommander.com The second new feature is "Start Fuel". This allows you to add additional fuel during startup. On heavily modified and/or large displacement engines (i.e 124 ci) extra fuel is sometimes required to ease starting. This is a software adjustable setting that makes it possible to increase the amount of fuel injected into the engine during cranking without making the idle overly rich once the engine starts.



2006 Powersports Catalog
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Power Commander



Applications



Power Commander



Price Code



RSV Mille RSV Mille SP RSV Mille Falco RST 1000 Futura Tuono Tuono



902-411 903-411 908-411 905-411 906-411 907-411 923-411



A A A A A A F



TNT 1130 Tornado



726-411 728-411



A A



Outlander 800



615-411



A



620 i.e. 748 749 750 & 900 SS 750 & 900 SS Monster 900 Monster S4 Monster 800 si.e. Monster 800 S2R Monster 1000 si.e. 996 998 999



719-411 704-411 715-411 701-411 702-411 703-411 710-411 716-411 723-411 717-411 705-411 711-411 714-411



A A A A A A A A A A A A A



All EFI Model (Evo Motor) All touring Model (Twin Cam) All touring Model (Twin Cam) All EFI Softail Models All EFI Dyna Models V-Rod Dyna Models (w/ O2 eliminators)



801-511 802-511 807-511 805-511 810-511 809-511 811-511



B B B B B B E



CBR 600 F4i CBR 600 RR CBR 600 RR Rincon VFR 800 VFR 800 VFR 800 VTec VFR 800 VTec 919 (Hornet 900) CBR 929 RR(Fireblade) CBR 954 RR(Fireblade) CBR 1000 RR(Fireblade) CBR 1000 RR(Fireblade) CBR 1100 XX (99-00 Euro Models) CBR 1100 XX (01-06 Euro Models) RC-51 (VTR1000 SP1) RC-51 (VTR1000 SP2) X-11 Varadero 1000 CB 1300 VTX 1800 C & 02-03 Retro Models VTX 1800 Retro & Neo, C model for 06



108-411 115-411 117-411 124-411 101-411 106-411 111-411 126-411 112-411 104-411 110-411 121-411 125-411 102-411 113-411 105-411 114-411 107-411 116-411 118-411 109-411 122-411



A A A A A A A A A A A A A A A A A A A A A A



207-411 218-411 208-411 213-411 219-411



A A A A A



Year



Model



Note



Ignition Price Module Code



Shifter



Price Code



Shifter Rod Kit



Aprilla 2000-2003 2000-2001 2004-2005 2001-2004 2001-2004 2003-2005 2006



2



6-14 6-14



H



4-104 4-104



H



H



J



Not Required



J



Not Required



4-104



J



Not Required



4-102



J



1 x Rod A



4-104



J



Not Required



4-109 4-109 4-109 4-109 4-109 4-110 4-109



K K K K K K K



Included with Shifter Included with Shifter Included with Shifter Included with Shifter Included with Shifter Included with Shifter
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Benelli 2005 2005-2006



Bombardier 2006



Ducati 2003-2006 97-2003 2003-2006 99 2000-2001 2000-2001 2001-2005 2003-2004 2003-2006 2003-2004 98-2001 2002-2003 2003-2006



6-15



6-15



H



Harley-Davidson 97-98 99-2001 2002-2006 2001-2006 2004-2005 2002-2006 2006



Included Included Included Included Included Included Included



Honda 2001-2006 2003-2004 2005-2006 2006 98-99 2000-2001 2002-2005 2006 2002-2005 2000-2001 2002-2003 2004-2005 2006 99-2001 2002-2003 2000-2001 2002-2005 2000-2004 2003-2006 2003-2006 2002-2004 2004-2006



4 5,7 5,7



6-12 6-04 6-04



H H H



4-102 4-102 4-102



J J J



1 x Rod B 1 x Rod A + Note 7 1 x Rod A + Note 7



4* 4* 4 4 4 5,7 7



6-09 6-09 6-17 6-17



H H H H



4-102 4-102 4-102 4-102



J J J J



1 x Rod A 1 x Rod A 1 x Rod A + Note 7 1 x Rod A + Note 7



4-104 4-104



J J



Not Required



4-104



J



Not Required



4-102 4-102 4-102 4-102 4-102



J J J J J



1 x Rod A 1 x Rod A + Note 7 1 x Rod A 1 x Rod A + Note 7 1 x Rod A + Note 7



4*



4 4 6 4*



6-08 6-08



H H



6-05 6-01 6-05 6-05 6-01



H H H H H



Not Required



Kawasaki 2003-2004 2005-2006 2003 2004 2005-2006
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1-800-992-4993



ZX-6 R ZX-6 R ZX-6 RR ZX-6 RR ZX-6 RR



7 7 7



2006 Powersports Catalog



Year



Model



Power Commander



Price Code



223-411 214-411 221-411 225-411 210-411 217-411 212-411 222-411 204-411 206-411 216-411 224-411 201-411 202-411 203-411 205-411 215-411 220-411 209-411 211-411



A A A A A A A A A A A A A A A A A A A A



722-411 706-411 707-411 708-411 709-411 718-411 724-411



F A A A A A F



Note



Ignition Price Module Code



Shifter



Price Code



Shifter Rod Kit



Kawasaki 2006 2004-2005 2006 2006 2003-2006 2004-2005 2004-2005 2006 2000-2001 2002-2003 2004-2005 2006 99-2005 2000-2004 2000-2006 2002-2003 2004-2006 2005-2006 2003-2006 2004-2006



ZX650R Z750 Z750 S VN900 Z1000 KLV 1000 ZX-10R ZX-10R ZX-12R ZX-12R ZX-12R ZX-14R 1500 Drifter 1500 Nomad 1500 Vulcan Classic Mean Streak 1500 Mean Streak 1600 1600 Nomad 1600 Classic Vulcan 2000



4



Moto Guzzi 2004-2006 2000-2001 2000-2001 2000-2003 2000-2001 96-98 2004-2006



Breva 750 V11 Sport California Special Jackal /Bassa /Stone Quota 1100 ES Centuaro Breva 1100



MV Agusta F4 MV Agusta Brutale MV F4 1000 MV Agusta Brutale 910



713-411 712-411 725-411 727-411



A A A A



2004-2005



MZ 100S



721-411



A



2006 2004 2005-2006 2005-2006 99-2001 2000-2001 2003-2006 2005-2006



500 EFI 700 Twin EFI ATV 700 Twin EFI ATV 800 Twin EFI ATV Victory V92C Victory V92SC Victory Vegas Victory Hammer



922-411 910-411 911-411 912-411 901-411 904-411 909-411 921-411



A A A A A A A A



4-104 4-104 4-102



J J J



Not Required



6-27



H



4-104



J



Not Required



6-21 6-41 6-11 6-11 6-22 6-42



H H H H H H



4-102



J



1 x Rod B



Notes



4-102 4-102 4-102



J J J



1 x Rod A 1 x Rod A 1 x Rod A



1 - Power Commander includes an Oxygen Sensor Controller



6-20



H



Not Required



1 x Rod B



2 - Optional Oxygen Sensor Controller Available Part Number 76125002 ECU must be set to Race mode if optional Controller is not used 3 - Optional Oxygen Sensor Controller Available Part Number 76125003



4 - Optional Oxygen Sensor Eliminator required for California and some Oversea's Models * = 2 Eliminators Required 1 5 - Optional Oxygen Sensor Eliminator required for some Oversea's Models * = 2 Eliminators Required



MZ Polaris



H H H



1



MV Agusta 2002-2006 2004-2005 2004-2006 2006



6-45 6-18 6-34
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6 - Optional Oxygen Sensor Eliminator required for California “C” Models, 2 Eliminators Required for California “Retro” Models



7 - Requires Ignition Module for Quick Shifter to funtion



T H E M O S T A D VA N C E D T U N I N G TO O L AVA I L A B L E TO DAY



www.powercommander.com



7



Power Commander O2 Sensor Eliminator Kits & O2 Controllers



76423005 - 02 Eliminator For 104-411, 107-411, 108-411, 109-411, 110-411, 111-411,117411, 112-411, 113-411, 115-411, 116-411, 120-411, 122-411 76423006 - 02 Eliminator For 501-411, 502-411, 505-411, 512-411, 721-411 76423007 - 02 Eliminator For 211-411 76423008 - 02 Eliminator For 121-411, 126-411 76125002 - 02 Controller For 908-411, 923-411 72125003 - 02 Controller For 509-411, 511-411, 515-411, 510-411, 513-411, 514-411



76423005



76423006



Year



Model



Applications



Power Commander



Price Code



329-411 321-411 307-411 316-411 327-411 313-411 319-411 302-411 305-411 309-411 317-411 328-411 322-411 301-411 303-411 311-411 308-411 315-411 325-411 314-411 324-411 304-411 320-411 312-411 310-411 323-411 318-411 330-411



A A A A A A A A A A A A A A A A A A A A A A A A A A A A



501-411 502-411 512-411 505-411 509-411 511-411 515-411 510-411 513-411 514-411



A A A A A F F F F F



416-411 402-411 404-411 407-411 413-411 415-411 418-411 415-411 410-411 412-411 422-411 406-411 420-411 405-411 411-411 421-411 409-411 419-411 414-411 403-411 417-411



A A A A A A A A A A A A A A A A A A A A A



Note



Ignition Price Module Code



Shifter



Price Code



Shifter Rod Kit



4-102 4-102



J J



1 x Rod B 1 x Rod B



4-102



J



1 x Rod B



Suzuki 2006 2005-2006 2001-2003 2004-2005 2006 2003-2006 2004-2006 98-99 2000-2001 2002-2003 2004-2005 2006 2005-2006 97-2001 98-2003 2002-2006 2001-2002 2003-2004 2005-2006 2003-2004 2005-2006 99-2000 2001 2002-2006 2002-2006 2005-2006 2004-2005 2006



LTR 450 King Quad 700 EFI GSXR 600 GSXR 600 GSXR 600 SV 650 SV650 S DL 650 (V-Strom) GSXR 750 GSXR 750 GSXR 750 GSXR 750 GSXR 750 Boulevard C50, C50SE & M50 TL 1000 S TL 1000 R DL 1000 (V-Strom) GSXR 1000 GSXR 1000 GSXR 1000 SV 1000 SV 1000 GSX 1300 Hayabusa GSX 1300 Hayabusa GSX 1300 Hayabusa GSX 1400 Boulevard C90 & C90 SE Marauder 1600 & M95 M109R
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6-06 6-03 6-39 6-24



H H H H



6-36 6-06 6-03 6-39



H H H H



4-102 4-102



J J



1 x Rod B 1 x Rod B



6-06 6-25 6-10 6-26 6-28 6-29 6-29 6-07



H H H H H H H H



4-102 4-102 4-102 4-102 4-102 4-104 4-104 4-104



J J J J J J J J



1 x Rod B 1 x Rod B 1 x Rod B + Note 7 1 x Rod B 1 x Rod B



6-40



H



6-43



H



4-104



J



Not Required



4-101 4-101 4-101 4-101 4-101 4-104



J J J J J J



1 x Rod A and 1 x Rod D



4-101 4-101 4-101



J J J



1 x Rod A and 2 x Rod C



4-102



J



1 x Rod A and 2 x Rod D



Not Required Not Required Not Required



Truiumph 97-2006 99-2004 2003-2006 2000-2003 2003-2004 2005 2006 2004-2006 2005-2006 2005-2006



Daytona 955i Speed Triple Speed Four TT 600 Daytona 600 Daytona 650 Daytona 675 Rocket III Speed Triple Sprint ST



4 4 4 4 3 1 1 1 1 1



Yamaha



O2 Sensor Controller



2006 2004-2005 2004-2005 2003 2004 2005 2006 2006 2004-2006 2004-2006 2006 2002-2006 2006 2002-2003 2004-2005 2006 2003-2005 2006 2005-2006 2002-2006 2006



Raptor Majesty 400 Tmax 500 YZF 600 R6 YZF 600 R6 & YZF 600 R6S YZF 600 R6 YZF600 R6 YZF 600 R6S FZ6 Fazer XT660-R MT-03 TDM 900 FZ1 YZF R1 YZF R1 YZF R1 FJR 1300 FJR 1300 MT 01 Road Star Warrior Stratoliner/Roadliner
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6-37



H



6-38



H



6-02 6-02



H H



6-33 6-44



H H



1 x Rod A and 1 x Rod D 1 x Rod A and 1 x Rod D 1 x Rod A and 1 x Rod D 1 x Rod A and 1 x Rod D Not Required



1 x Rod A and 2 x Rod C 1 x Rod A and 2 x Rod C



Year



Model



Power Commander



PriceCode



913-611 916-611 920-611 918-611 919-611 914-611



G G G G G G



BMW 2000-2004 1995-2001 1997-2004 2001-2005 1998-2003 2000-2004



F650 GS/GS Dakar/CS R1100 & R1100RT R1100S R1150R/RT R1150GS K1200RS & K1200Gs



An optional real-time air/fuel ratio gauge is available.



The "grayed out" area represents the "closed loop" part of the fuel map which accounts for the majority of the normal cruising ranges. This is automatically adjusted by the Power Commander to a preset Air/Fuel ratio. The units are set with a 13.8 to 1 Air/Fuel ratio when they are shipped. We find this to be a rich enough mixture to enhance performance and reduce surging at cruise without sacrificing fuel economy.



The Power Commander for BMW offers the same type of tuning as the current Power Commander, combined with ability for a one step adjustment of the fuel mixture for the steady state cruise areas. We replace the less accurate stock narrow band oxygen sensor with a Bosch 5 wire LSU4 wide band oxygen sensor. This allows the user to select the exact fuel setting for the "closed loop" area. Rather than being stuck with the overly lean stock settings, the user can optimize the air/fuel ratio. Outside of the "closed loop" area, fuel adjustments are made in the same manner as a regular Power Commander. This is done through dynamometer testing and mapping with our patented Tuning Link software. Dynojet provides maps for common modifications. If a different "closed loop" fuel mixture is required the software provides a simple, single step adjustment. The above example shows the slider bar adjustment. Moving the bar towards the left makes the closed loop area richer. Moving it towards the right leans the mixture out.



1-800-992-4993



9



Power Commander Accessories The Dynojet Ignition Module can be added to select Power Commander III USB's and is connected to the PCIIIUSB via a built in expansion port link. It is connected to the ignition coils at either an intermediate harness or directly to the coil connectors. No cutting or splicing is required. The Dynojet Ignition Module uses direct coil driver technology and allows a high degree of timing adjustment. Not only can the user advance or retard the ignition curve based on a combination of throttle position and rpm, but now each cylinder can be tuned individually. Some models now feature "Rev X-tend”, which allows the rev limit of the engine to be increased without the need to make any modifications to the bikes' ECU.



Go to www.powercommander.com for information on new rpm limits for specific models.



In Advanced mode, with the Ignition Module installed, both fuel and ignition timing adjustments can be made separately for each cylinder.



This graph shows a typical increase of power with the Ignition module installed
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1-800-992-4993



2006 Powersports Catalog



Normally during "up shifting" you must roll off of the throttle and pull in the clutch in order to engage the next higher gear. In racing (both drag and road race), split seconds count. Rolling off the throttle, even slightly, slows your times and can be the difference between winning and losing. The Dynojet Quick Shifter (DQS) allows full throttle, clutchless shifting. This is done by momentarily cutting the fuel and or ignition, which unloads the transmission. During this time, the rider can shift up to the next gear without rolling off the throttle or using the clutch. The PCIIIUSB incorporates all of the Quick Shifter functionality in with the main fuel controller and is fully programmable. No cutting or splicing of your bike's wiring harness is necessary. The amount of "kill time" is adjustable by the user via the provided software. The user can also set a minimum rpm for the system to function. This keeps the system from activating at too low of an rpm, such as low speed road riding. There are three basic choices of switches that can be used to activate the DQS:



Shift Rod Pressure/Tension Sensor - This universal sensor mounts inline with the shift rod. The customer must provide the appropriate "length and thread" shift rod. This sensor is available in both "push" and "pull" styles depending on the direction the shift rod moves during an up shift. For most applications, a Shift Rod Kit is available.



Shift Rod Pressure/ Tension Sensor



Linear Travel Sensor Kit - For applications where a bike does not have a shift rod, or the Shift Rod Sensor will not fit, we offer a Linear Travel Sensor. One end of this sensor is mounted to the shift lever itself and the other to a fixed point on the chassis. This sensor is available in both "push" and "pull" style to suit all installations. A universal mounting kit is included.



Linear Travel Sensor



Handlebar Mounted Switch - A handlebar mounted activation switch is offered for situations where a Quick Shifter sensor is not legal for a particular racing organization, impractical to fit, or not preferred by the rider. The button features gold plated contacts for durability and the least amount of electrical resistance. The CNC machined handlebar button bracket has been designed specifically to position the button for the most comfortable operation and accessibility during use. To use this type of switch, the rider must first slightly preload the shift lever, press the handlebar mounted switch, and then complete the shifter movement.



Handelbar Mounted Switch



Each Dynojet Quick Shifter Kit includes instructions and software that activates your Quick Shifter through your Power Commander III USB.



Shift Rod Assemblies for Harley-Davidson



Description



Shift Rods



A B



Shift Rod Tension Sensor (Pull Type)



4-101



Shift Rod Pressure Sensor (Push Type)



4-102



Linear Sensor (Pull Type) including mounting kit



4-103



Linear Sensor (Push Type) including mounting kit



4-104



Handlebar Switch



4-105



Dealer Universal Shift Rod Kit (Rods - A, B, C, D)



4-106



Shift Rod Tension Sensor (Pull Type) m6 - 5/16 UNF threads



4-107



Shift Rod Tension Sensor (Pull Type) m6 - 5/16 UNF threads



4-108



HD Softail, Dyna, Touring Model Shift Rod Kit (except Wide Glide)



4-109



HD V-Rod Shift Rod Kit



C D



4-110



Female/Female Shift Rod A (Black Anodized Aluminum)



32104060



Male/Male Shift Rod B (Black Anodized Aluminum)



32104050



Male/Female M6 Shift Rod C (Black Anodized Aluminum)



32104030



Male/Female M8/M6 Shift Rod D (Black Anodized Aluminum)



32105030
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NEW



Power Commander Accessories



The LCD Display connects to any Power Commander USB via a "quick disconnect" cable. It is designed to remain on the bike and is weatherproof. While connected the unit will display all available data from the Power Commander. When the optional Multi-Function hub is also installed all of its data is available for viewing as well. Multiple maps can be stored in the on board memory. These maps can be sent to the Power Commander "on the fly". Additionally, maps can be adjusted using the controls on the display. The LCD Display has the ability to log the data being displayed for later analysis. SD memory card slot for optional increased data storage



There is a SD Memory card slot (memory sold separately) so that the amount of data storage for maps and logging can be increased at any time.



The unit can be removed easily from the bike and programmed with a desktop computer. Maps can be loaded and stored data view with the supplied software. As new functions, screen and features become available the unit is "user upgradeable" using the supplied USB cable and free downloads at; www.powercommander.com



•



Displays all power commander data "real-time"



•



Allows storage & switching between multiple maps



•



Data logging capable



•



"On screen" map adjustments



•



User configurable screens



•



USB programmable & upgradeable



•



Active matrix TFT LCD 240 x 320 16bit color screen



Requires Windows 2000, ME or XP
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The Multi-Function Hub allows users to access advanced expansion features. Several optional harnesses are available to permit both input and output to/from the module. Map Selection Switch connecting the Map Selection Switch allows the rider to switch between two different maps within the Power Commander. For Touring Bikes this could be used to switch between a "fuel economy map" for long rides and a "full performance map". For Sport Bikes it could be used for applications such as "Dry Nitrous Oxide" kits to permit the user to make the fuel mixture richer when activating the system. Additionally, if the Power Commander has an Ignition Module connected it can switch to a less aggressive timing map at the same time.



Gear Position/Speed Input Fuel and ignition timing (when using the Dynojet Ignition Module) adjustments can be made based on gear position or speed. If the users wants to advance the timing in lower gears while retarding it higher gears this input makes that possible. Boost Input when using a Power Commander on turbocharged applications the Boost Input option makes it possible to have the fuel automatically increase with boost level. In situations where the user has an adjustable boost controller this makes remapping each time the boost level is changed unnecessary. Analog Output Based on the data from the Power Commander and the inputs from the Multi-Function Hub a solenoid, relay, warning light, etc. can be triggered. This can be use to activate items such as a shift light, Nitrous Oxide system, or air shifter.



• • • • •



"Ram Air" airbox pressure monitoring Turbo boost level display & vacuum levels "Tattle Tale" feature records highest/lowest reading Displays in BAR or PSI Displays both "relative" and "absolute" pressure



Until now there has been no easy or cost effect way of monitoring the pressure developed in today's "ram air" airbox equipped motorcycles. The Pressure Sensor Display has a built in pressure/vacuum sensor that can be easily attached to the bike's airbox. A +12 volt and ground connection is all that is left to hook up after that. The PSD displays pressure "real time" and has a "tattle tale" feature that can record the highest value reached. The unit can also show turbo boost level up to 20 psi as well as engine vacuum. When making any modifications to either the airbox or the bike's body work it is very important to make sure it does not have a negative impact on the intake flow. The PSD can verify the results of these types of alterations.



www.powercommander.com
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The Wide Band Commander module provides a complete picture for proper air-tofuel ratio analysis. Unlike many “Air/Fuel Systems” on the market that use inferior narrow band technology, this unit has the capability to read from 10.0:1 to 18.0:1 using a Bosch 5 wire LSU4 wideband sensor. This is by far the most complete kit available on the market today.



Data Logging Switch Outputs: Range (gasoline) Gauge Data Acquistion Link Solenoid Output Computer Connectivity: Dynojet Dyno Connectivity: Onboard Memory: Sampling rate Time Limit Operating Temperature:
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Programmable output for solenoids, relays



•



Programmable warning light output (built into supplied sensor)



•



On board memory allows data to be logged without the use of a laptop/PC. Download the data at your convenience!



•



Log file data can be played back in the software or exported as text.



•



0-5mA/0-5v output for aftermarket engine management/data acquisition systems



•



Easy one wire RPM & TPS hook up



•



Durable enclosure and wire sheathing for years of trouble-free operation



•



Utilizes inexpensive, readily available replacement sensor



•



Dynolink compatable allows the Wide Band Commander to communicate with WinPEP7



Once installed, the Wide Band Commander provides an “invehicle” dash mount AFR display gauge with a built in warning light, as well as data recording which can be retrieved and analyzed using the supplied software package.



2 1/16th Electric Gauge



Power Requirement: Dimensions: Inputs: Throttle Position RPM Pickup



•



11-15 VDC, 3A 4.095”w x 2.82”h x .985” d 0-5 VDC Square wave, 0-12 V nominal (coil(-) tachometer signal) Switch to 12V, 7mA 10-18 lb air/lb fuel 0-10 VDC analog 0-5 mA or 0-5 VDC analog 2A (sinks to ground; does not Source 12V) USB 2.0, Windows 98se/ME/2000/XP Computer Required TTL serial ( Accessory cable required) 256K Byte serial EEPROM 10 samples per second Approximately 10 minutes -20°F to 120°F



Includes the following: Wide Band Commander, Bosch 5 wire LSU4 Wideband Sensor, 270 Degree Sweep 2 1/16th Electric Gauge, Data Acquisition Harness for RPM and TP, 0-5v Calibrated Analog Output, Triggered Ground Output, Programmable Warning Light Output, 18mm x 1.5mm Sensor Boss and Plug, Software Package, Requires Windows® 98SE/ME/2000/XP Computer, Complete Instructions Exclusive Website for Software Updates and Technical Tips at: www.widebandcommander.com



www.widebandcommander.com



Bosch LSU4 Wide Band Oxygen Sensor



Jet Kit CC



Applications



Year



Model



Stage



Part#



Code



1991 1993-1995 1993-1995



YB10 SB6 DB2



1 2 2



6101 6203 6202



C C J



1993-1997



F650



2



9201



J



2000-2003 1997-1998 1999-2002 1996-1998 1998 1995-1996 1997 1998



Blast M2 M2 S1



1 1 1 1 1 1 1 1



8111 8107 8118 8106 8110 8104 8106 8110



F F F F F F F F



1 7 1 7 1 1 1 1



8122 8722 8123 8723 8114 8116 8114 8116



G H G H G G G G



Bimota Designed for motorcycles with a stock engine using the stock airbox, air filter, and stock or aftermarket pipe. Stage 1 kits are fully adjustable to allow the use of well-designed aftermarket pipes and K&N stock replacement air filters. Stage 1 kits are designed to improve throttle response and driveability – in most cases; power increases of approximately 5% throughout the entire power range can be achieved.



Stage 2 Kits Designed for motorcycles with a stock or mildly modified engine using a well-designed stock or aftermarket pipe with a modified airbox and a stock or K&N replacement air filter. Stage 2 kits are designed for applications where individual air filters cannot be installed and for applications where airbox modifications improve overall engine performance. In most cases power increases of approximately 8% can be achieved.



Stage 3 Kits Designed for motorcycles with stock or mildly modified engines using K&N individual air filters and a stock or aftermarket pipe. In most cases power increases of 10-15% can be achieved. However, driveability may be compromised particularly with short stroke high RPM motors. On some modern engine and airbox designs, individual filters and proper jetting offer no performance improvement, yet compromise driveability. In such cases stage 3 kits are not available.



Stage 7 Kits Designed for race use only or special applications. With the exception of our Harley-Davidson stage 7 kits, all stage 7 kits are high RPM, racetrack use only and are not suitable for street use.



1000 1000 944



BMW 650



Buell 500 1200 1200 1200 1200 1200 1200 1200



S1 White Lightning S2 S3, S3T S3, S3T



Thunderslide 1200 1200 1200 1200 1200 1200 1200 1200



1997-1998 1997-1998 1999-2002 1999-2002 1996-1998 1998 1997 1998



M2 M2 M2 M2 S1 S1 White Lightning S3, S3T S3, S3T



Ducati 600 600 750 750 750 750 900 900 900 900 900 900 900



2001 M600 Monster 1 7104 2001 M600 Monster * 2 7204 1992-1998 750SS 1 7103 1992-1998 750SS * 2 7203 1997-2001 M750 Monster 1 7105 1997-2001 M750 Monster * 2 7205 1994-1997 M900 Monster 1 7106 1994-1997 M900 Monster * 2 7206 1998-1999 M900 Monster 1 7109 1998-1999 M900 Monster * 2 7209 1991-1998 900SS, SP, FE 1 7101 1991-1998 900SS, SP, FE * 2 7201 1993-1994 900 Superlight 1 7102 * = Run with airbox lid off and use aftermarket filter bracket DJD001



J J J J J J J J



www.dynojet.com



Stage 1 Kits



J J



J J J



Harley-Davidson 883/1200 1988-1989 XL883, 1200 *2 883/1200 1989-1995 XL883, 1200 1340 1989-1995 EVO 1340 883/1200 1996-2003 XL 883, 1200 1340 1996-2000 EVO 1340 883 1989-2003 XL883 *1 1200 1998-2003 XL 1200 Sport 883 2004-2006 XL883, C 1200 2004-2006 XL1200 C, R 1450 1999 Twin CAM 88 1450 2000-2006 Twin Cam 88 *1 = Race Only Accl pump disable



8101 1 8102 1 8102 1 1 8105 1 8105 7 8703 1 8103 1 8134 1 8135 1 8120 1 8121 *2 = Non Accel Pump



F F F



F F F F F F F F



Thunderslide



Thunderslide for Harley-Davidson and Buell, is the new benchmark in jet kit design. It incorporates the first custom-made slide by an aftermarket manufacturer, something no other competitor can claim. The unique configuration allows precise control over the slide’s range of movement. The new slide creates a stronger signal, which improves fuel atomization. This provides more power, increased throttle response and improved fuel economy.



1340 1340 1200 1200 1200 1450 1450 1450 1450 1450 1450



1990-2000 1990-2000 1989-2003 1998-2003 2004-2006 1999 1999 2000-2006 2000-2006 all all



EVO 1340 EVO 1340 XL1200 Not Sport XL1200 Sport XL1200 C, R Twin CAM 88 Twin CAM 88 Twin CAM 88 Twin CAM 88 EVO 1340 * Twin CAM 88 * * = W/44mm Keihin Carb



1 7 1 1 1 1 7 1 7 7 7



8108 8708 8109 8112 8136 8130 8730 8131 8731 8732 8733



G H G G G G H G H H H
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CC



Year



Model



Stage



Part#



Code



1988-1990 1989-1990 1983-1985 1984 1984 1985 1986 1987-1989 1990 1991-1994 1991-1994 1991-1994 1991-1994 1995-1996 1995-1998 1995-1998 1997-1998 1999-2000 1999-2000 1994-1998 1999-2006 1989-1990 2004 & 2006 1981-1982 1983-1985 1988-1992 1988-1992 1984-1986 1983-1985 1982-1986 1982-1985 1983-1985 1986-1987 1986-1987 1994-2003 1990-1993 1990-1993 1990-1993 1994-1997 1998-2003 2001 2002-2006 2004-2006 1988-1991 1992-2004 1980-1982 1993-1995 1993-1995 1993-1995 1996-1997 1998-1999 1998-1999 1987-1991 1987-1991 1993-1995 1993-1995 1993-1995 1979 1980-1982 1984-1986 1997-2005 1983 1983 1997-1998 1983-1984 1986 1997-2006 1985-1986 1990-2001



VTR250 CB-1 VT500F, C V30 Magna VF500 Interceptor VF500 Interceptor VF500 Interceptor CBR600 CBR600F CBR600F2 CBR600F2 CBR600F2 CA CBR600F2 H.Alt CBR600F3 CBR600F3 CA CBR600F3 H.Alt CBR600F3 CBR600F4 CBR600F4 CA VT600 VLX Shadow VT600 VLX Shadow XL600V Transalp CB600F (599) CB650 C STD CB650 Nighthawk NT650 Hawk NT650 Hawk CB700 SC Nighthawk VF700, 750 Interceptor VF700, 750 Magna VF700, 750 Sabre VT700, 750 Shadow VFR700,750 F VFR700, 750 F VF750C Magna VFR750 VFR750 CA VFR750 H.Alt VFR750 VT750 Ace VT750 Spirit VT750 Spirit VT750 Aero RC30 CB750 Nighthawk CB750,900 C, F CBR900RR CBR900RR Race Only CBR900RR H.Alt CBR900RR CBR900RR CBR900RR CA CBR1000 CBR1000 H.Alt CBR1000 CBR1000 H.Alt CB1000 BIG ONE CBX1000 CBX1000 VF1000 F, R VTR1000 Super Hawk CB1100F CB1100F CBR1100XX VF1100 C MAGNA VF1100 C MAGNA VT1100 SPIRIT VT1100 SHADOW VT1100 SHADOW



1,2 1 1 1 1 1 1 1,2 1,2 1 7 1 1 1 1 1 1 1 1 1 1 1 1 1,3 1 1,2 7 1,2 1 1 1 1 1 2 1 1 1 1 1 1 1 1 1 1,2 1 1,3 1 7 1 1 1 1 1 1 1 1 1 1 1 1 1 1 3 1 1 1 1 1 1



1132 1128 1114 1120 1109 1117 1125 1122 1135 1140 1740 1140CA 1140HA 1157 1157CA 1157HA 1189 1196 1196CA 1145 1197 1138 1199 1131 1106 1137 1737 1107 1108 1119 1112 1101 1124 1224 1167 1139 1139CA 1139HA 1159 1183 1184 1182 1198 1134 1142 1127 1146 1746 1146HA 1170 1178 1178CA 1126 1126HA 1153 1153HA 1154 1110 1118 1121 1185 1105 1305 1175 1104 1133 1188 1116 1152



B C B C C C C C C C C C C C C C C C C B A B C C C B B C C C C B C C C C C C C B B B A C C C C C C C C C C C C C C D D C B C C C C C B B B



Honda 250 400 500 500 500 500 500 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 650 650 650 650 700 700/750 700/750 700/750 700/750 700/750 700/750 750 750 750 750 750 750 750 750 750 750 750 750/900 900 900 900 900 900 900 1000 1000 1000 1000 1000 1000 1000 1000 1000 1100 1100 1100 1100 1100 1100 1100 1100
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1-800-992-4993



CC



Honda 1100 1100 1100 1100 1100 1300 1500



Year



Model



Stage



Part#



Code



VT1100 CLASSIC ACE VT1100 CLASSIC ACE H.Alt VT1100 ACE TOURING VT1100 AERO VT1100 SABRE VTX1300S, C, R VALKYRIE



1 1 1 1 1 1 1



1168 1168HA 1191 1190 1186 1192 1166



B B B B B A C



250R NINJA 250R NINJA EN500 VULCAN EX500 NINJA EX500 NINJA KZ550 LTD GPZ550 GPZ550 GPZ550 ZR550 ZEPHYR ZX600R NINJA ZX600R NINJA ZX600R NINJA ZX600R NINJA ZX600R NINJA H.Alt ZX6D ZX6D H.Alt ZX6E/ZZR6 ZX6E/ZZR6 H.Alt ZZR600 ZX6R ZX6R ZX6R CA ZX6R ZL600 ELIMINATOR ZL600 ELIMINATOR KZ650 SLIDE CARBS W650 KZ700,750 MIKUNI CARBS KZ750 LTD TWIN KZ750 KEIHIN CARBS GPZ750 GPZ750 ZR750 ZEPHYR ZR750 750R NINJA ZX7 ZX7 ZX7 ZX7 H.Alt ZX7 ZX7 ZX7 H.Alt ZX7R VN800 VULCAN VN800 DRIFTER ZX900 NINJA ZL900 ELIMINATOR ZX9R ZX9R CA ZX9R H.Alt ZX9R ZX9R CA ZX9R ZX9R CA ZX9R



1,3 1,3 1 1,3 7 3 3 1,3 1,3 1 1,2,3 1,2,3 1 3 1 1 1 1 1 1 1 1 1 1 1,3 1.3 3 1 1,3 3 1,3 1 3 1,2 1 1,2,3 1 2 1 1 1 1 1 1 1 1 1,3 1,3 1 1 1 1 1 1 1 1



2117 2138 2128 2128 2728 2305 2305 2107 2112 2110 2111 2122 2129 2329 2129HA 2142 2142HA 2153 2153HA 2133 2159 2189 2189CA 2188 2109 2165 2306 2176 2135 2315 2102 2136 2303 2146 2174 2126 2140 2241 2141 2141HA 2145 2154 2154HA 2170 2147 2186 2108 2137 2155 2155CA 2155HA 2185 2185CA 2191 2191CA 2192



B B B B B C C C C C C C C C C C C C C C C C C C C C C B C B C C C C C C C C C C C C C C A A C C C C C C C C C C



(continued) 1994-2001 1994-2001 1998-2001 1998-2002 2000-2006 2003-2006 1997-2003



Kawasaki 250 250 500 500 500 550 550 550 550 550 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 650 650 700/750 750 750 750 750 750 750 750 750 750 750 750 750 750 750 750 800 800 900 900 900 900 900 900 900 900 900 900



1986-1987 1988-2006 1991-2006 1987-2006 1987-2006 1980-1982 1981 1982-1983 1984-1985 1991-1996 1985 1986-1987 1988-1997 1988-1997 1988-1997 1990-1993 1990-1993 1993-2004 1993-2004 2005-2006 1995-1997 1998-1999 1998-1999 2000-2002 1986-1987 1996-1997 1978-1982 2000-2002 1984-1985 1980-1983 1980-1983 1982-1985 1982-1985 1991-1996 2000-2003 1987-1989 1989 1989 1990 1990 1991-1992 1993-1995 1993-1995 1996-2003 1995-2005 1999-2006 1984-1986 1985-1986 1994-1997 1994-1997 1994-1997 1998-1999 1998-1999 2000-2001 2000-2001 2002-2003



Jet Kit Year



Model



Stage



Part#



Code



2002-2003 1986-1988 1989-2006 1978-1980 1981-1982 1981-1983 1986-1987 1986-1987 1988-1990 1988-1990 1987 1995-1997 1981-1985 1993-1994 1990-1993 1990-1993 1993-1997 1993-1997 1998-2001 1999-2000 2001-2005 2004-2005 2002-2005 2002-2005 ALL 1996-2005 1991-2002 1998-2003



ZX9R CA ZG1000 CONCOURS ZG1000 CONCOURS KZ1000 ALL KZ1000 LTD, CSR KZ1000 J, ELR ZX1000R ZX1000R ZX10 ZX10 H.Alt ZL1000 ELIMINATOR GPZ1100 KZ1100 LTD, SPECTRE ZR1100 ZX11C ZX11C H.Alt ZX11D ZX11D H.Alt ZX11 ZRX1100 ZRX1200 ZRX1200 CA ZZR1200 ZZR1200 CA KZ1300 w/CARBS VN1500 CLASSIC VN1500A VN1500 NOMAD



1 1,3 1 3 3 1,3 1 3 1,3 1 1,3 1 3 1 1 1 1 1 1 1,3 1,3 1 1 1 1 1 1 1



2192CA 2124 2125 2304 2301 2134 2121 2321 2132 2132HA 2139 2157 2310 2148 2143 2143HA 2151 2151HA 2190 2179 2195 2195CA 2198 2198CA 2130 2167 2131 2169



C C C C C C C C C C C C C C C C C C C C C C C C C A B A



1991-1993 1983 1989-2000 2001-2003 2004-2006 1982 1983-1986 1983-1986 1995-1999 2000-2003 1988-1989 1988-1989 1990-1997 1998-2006 1992-1993 1997 1997 1997 1998 1998 1999-2000 1999-2000 1994-1996 1981-1982 1999-2002 2000-2006 1980-1985 1980-1985 1980-1985 1989-1997 1998-2006 1986 1987 1988-1989 1990-1992



GSF400 BANDIT GS450 STANDARD FLOAT GS500E GS500E GS500F GS550 KATANA GS550ES DUAL CARB GS550ES DUAL CARB GSF600 BANDIT GSF600 BANDIT GSX600 KATANA GSX600 KATANA GSX600 KATANA GSX600 KATANA GSXR600 W GSXR600 GSXR600 CA GSXR600 H.Alt GSXR600 GSXR600 CA GSXR600 GSXR600 CA RF600 R GS650 SV650 LS650 SAVAGE / S40 GS700 ALL MODELS GS750 ALL MODELS GS750 ALL MODELS GSX750 KATANA GSX750 KATANA GSXR750 GSXR750 GSXR750 GSXR750



1 1,3 1,3 1 1 3 1 3 1 1 1 3 1,3 1 1 1 1 1 1 1 1 1 1 3 1 1 1,3 1 3 1,3 1 1,3 1,3 1,3 1,3



3134 3113 3128 3150 3156 3314 3108 3308 3120 3190 3121 3321 3131 3159 3140 3155 3155CA 3155HA 3160 3160CA 3163 3163CA 3146 3310 3171 3107 3125 3102 3315 3130 3158 3118 3116 3122 3135



C B B B B C C C C C C C C C C C C C C C C C C C B A C C C C C C C C E



Kawasaki 900 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1100 1100 1100 1100 1100 1100 1100 1100 1100 1200 1200 1200 1200 1300 1500 1500 1500



Year



Model



Stage



Part#



Code



1990-1992 1990-1992 1993-1995 1993-1995 1993-1995 1996-1997 1996-1997 1996-1997 1992-2006 2001-2004 1990-1993 1990-1993 1997-2004 1997-2004 ALL 1994-1997 1978-1979 1980-1982 1980-1986 1991-1993 1988-1993 1988-1993 1986-1988 1986-1988 1989-1992 1993-1994 1993-1994 1993-1994 1995-1998 1995-1998 1997-2000 2001-2005 2001-2005 1987-2006 1987-2006 1998-2004



GSXR750 CA GSXR750 H.Alt GSXR750W GSXR750W CA GSXR750W H.Alt GSXR750 GSXR750 CA GSXR750 H.Alt VS800 INTRUDER / S50 800 INTUDER VOLUSIA VX800 VX800 H.Alt VZ800 MARAUDER VZ800 MARAUDER GS850 8 VALVE RF900R GS1000 GS1000, 1100 GS1100, 1150 16 VALVE GSX1100G GSX1100 KATANA GSX1100 KATANA GSXR1100 GSXR1100 GSXR1100 GSXR1100W GSXR1100W CA GSXR1100W H.Alt GSXR1100W GSXR1100W CA GSF1200 BANDIT GSF1200 BANDIT GSF1200 BANDIT VS1400 INTRUDER / S83 VS1400 INT./ S83 H Alt VL1500 INTRUDER



1,3 1 1 1 1 1 1 1 1 1 1 1 1 2 3 1 3 1,3 1,3 1 1 3 1 3 1,3 1 1 1 1 1 1,3 1 3 1 1 1



3122 3135HA 3139 3139CA 3139HA 3149 3149CA 3149HA 3147 3195 3147 3147HA 3143 3243 3306 3152 3304 3103 3133 3142 3123 3323 3123 3323 3136 3145 3145CA 3145HA 3144 3144CA 3154 3151 3351 3126 3126HA 3161



C C E E E C C C B A B B B B C C C C C E C C C C E E E E E E C C C B B B



750 TRIDENT Bonneville, T100 SpeedMaster Amer. Bonneville, T100 SpeedMaster Amer. 900 ADVENTURER 900 DAYTONA 900 SPEED TRIPLE 900 SPRINT 900 SUPER III 900 THUNDERBIRD 900 TIGER 900 TRIDENT 900 TROPHY 1200 DAYTONA 1200 TROPHY



1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1



5104 5117 5120 5121 5122 5108 5102 5102 5102 5102 5108 5103 5102 5102 5101 5107



C B B B B K K K K K C C K K E E



Suzuki



Suzuki 400 450 500 500 500 550 550 550 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 650 650 650 700 750 750 750 750 750 750 750 750



CC



2006 Powersports Catalog



750 750 750 750 750 750 750 750 800 800 800 800 800 800 850 900 1000 1000/1100 1100/1150 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1100 1200 1200 1200 1400 1400 1500



www.dynojet.com



CC



Applications



Triumph 750 800 800 900 900 900 900 900 900 900 900 900 900 900 1200 1200



1992-1997 2001-2004 2004 2005-2006 2005-2006 1996-1997 1994-1996 1994-1996 1996-1997 1994-1997 1995-1997 1994-1997 1991-1997 1995-1997 1993-1997 1996-1997
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Jet Kit CC



CC



Applications



Year



Model



Stage



Part #



Code



50 250 250 250 250 250 350 400 400 426 450 450 450 450 450 535 550 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 600 650 650 700 700 700/750 700/750 750 750 750 750 750 900 920 1000 1000 1000 1000 1000 1000 1000 1000 1000/1100 1100 1100 1100 1100 1100 1200 1200 1200 1300 1600 1700



1987-1992 2001-2004 2005 2006 2001-2004 2005-2006 1984-1985 1988-1990 1988-1990 2000-2002 2003-2004 2005 2006 2003-2004 2005-2006 1993-2000 1981-1982 1984-1986 1986-1988 1989-2000 1989-2000 1989-2000 ALL 1992-1998 1986-1990 1994-1996 1994-1996 1997-2006 1997-2003 1999-2000 1999-2000 2001-2002 2001-2002 1980-1983 1998-2006 1986-1987 1985-1986 1985-1988 1981-1986 1988-2000 1981-1982 1994-1996 1994-1996 1997-1998 1983 1981-1986 1987-1988 1987-1988 1989-1995 1989-1995 1997 1998-1999 2000-2001 2001-2005 1984-1987 1984 1985 1980-1983 1988-2001 1999-2006 1986-1993 1985-2006 1985-2006 1996-2001 1999-2003 2004-2006



YSR50 YZ250F YZ250F YZ250F WR250F WR250F RZ350 FZR400 FZR400 YZ426F YZ450F YZ450F YZ450F WR450F WR450F XV535 VIRAGO XJ550 FJ, XJ600 FZ600 FZR600 FZR600 FZR600 H.Alt SRX600 SECA II YX600 RADIAN YZF600R YZF600R H.Alt YZF600R YZF600R RACE ONLY YZF600 R6 YZF600 R6 CA YZF600 R6 YZF600 R6 CA XJ650 ALL MODELS XVS650 VSTAR FZX700 FAZER XJ700 MAXIM FZ, FZR700, 750 XV700, 750 VIRAGO XV750 VIRAGO XJ750 ALL MODELS YZF750 YZF750 H.Alt YZF750 XJ900 SECA XV920 VIRAGO FZR1000 FZR1000 FZR1000 EXUP FZR1000 EXUP H.Alt YZF1000 YZF1000 R1 YZF1000 R1 FZ1 XV1000, 1100 VIRAGO FJ1100 FJ1100 XS, XJ1100 XV1100 VIRAGO XVS1100 VSTAR FJ1200 VMAX 1200 VMAX 1200 XVZ1300 ROYAL STAR ROAD STAR 1600 ROAD STAR 1700



2 1 1 1 1 1 3 1 3 1 1 1 1 1 2 1 1,3 1,3 1,3 1,3 7 1 2,3 1,3 1,3 1 1 1 7 1 1 1 1 1,3 1 1,3 3 1,3 1 1 1,3 1,3 1 1,3 1,3 1 1 3 1,3 1 1 1 1 1 1 1,3 1,3 1,3 1 1 1,3 1 7 1 1,2 1,2



4223 4104 4121 4119 4112 4125 4304 4126 4126 4190 4117 4130 4144 4118 4150 4131 4106 4107 4115 4129 4729 4129HA 4318 4138 4111 4142 4142HA 4145 4745 4161 4161CA 4163 4163CA 4103 4168 4110 4302 4110 4113 4128 4102 4146 4146HA 4156 4108 4113 4122 4322 4133 4133HA 4147 4164 4165 4170 4114 4105 4109 4101 4123 4182 4127 4116 4716 4148 4175 4176



M A A A A A A C C A A A A A A B C C C C C C A C C C C C C C C C C C B C C C B B C C C C C B C C C C C C C C B C C C B B C C I C A A
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1-800-992-4993



Yamaha



Year



Model



Stage



Part #



Code



AC250 AC250 2X4 AC250 4X4 AC250 2X4 AUTO DVX250 AC300 2X4 AC300 4X4 AC300 2X4 AC300 4X4 AC375 2X4 Auto AC375 4X4 Auto AC400 2X4 AC400 4X4 AC400 2X4 AC400 4X4 AC400i 2X4 AC400i 4X4 AC400i 2X4 & 4X4 Auto Trans AC400i 2X4 & 4X4 Standard 400 DVX 400 DVX AC454 2X4 & 4X4 AC500 Standard AC500 Standard AC500 Auto Trans AC500i 4x4 Standard AC500i 4x4 Auto Trans AC500i 4x4 Standard AC500i 4x4 Auto Trans AC650 H1 Auto Trans AC650 4X4 Auto Trans



1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1,2 1,2 1 1 1 1 1 1 1 1 1 1



Q601 Q610 Q611 Q630 Q631 Q602 Q603 Q612 Q613 Q616 Q617 Q604 Q605 Q614 Q615 Q618 Q619 Q622 Q623 Q627 Q628 Q606 Q607 Q609 Q608 Q620 Q624 Q625 Q621 Q629 Q626



L L L L L L L L L L L L L L L L L L L L L L L L L L L L L L B



2004-2006 2004-2005 2004-2006 2004-2006 1999-2005 1999-2003 1999-2005 2004 2002-2005 2002-2005 2002-2003 2004-2005 2000-2006



Rally 200 Outlander 330 Outlander 400 Outlander Max 400 Traxter Traxter XT Traxter XL Traxter Max Quest 500 Quest 650 Quest 650 XT Quest Max DS650



1 1 1 1 1 1 1 1 1 1 1 1 1,3



Q713 Q712 Q711 Q710 Q701 Q703 Q704 Q709 Q707 Q705 Q706 Q708 Q702



L L L L L L L L L L L L L



1991-1997 1997-2006 2001-2005 2006 1992-2002 1992-2006 2000-2006 1996-2003 1999-2006 2004-2006 1998-2004 2004-2005 2006 2000-2005 2006 2005-2006 2003-2005



TRX200 D TRX250 Recon TRX250 EX TRX250 EX TRX300 FW TRX300 EX TRX350 Rancher TRX400 FW Foreman TRX400 EX TRX400 Rancher TRX450 FW Foreman TRX450R TRX450R TRX500 FW Rubicon TRX500 FW Rubicon TRX500 Foreman/4x4/ES TRX650 Rincon



1 1 1,2 1,2 1 1,2 1 1 1,2 1 1 1,2 2 1 1 1 1



Q102 Q105 Q110 Q117 Q103 Q101 Q108 Q104 Q107 Q114 Q106 Q113 Q118 Q109 Q116 Q115 Q112



L L L L L L L L L L L L L L L L L



Arctic Cat 250 250 250 250 250 300 300 300 300 375 375 400 400 400 400 400 400 400 400 400 400 454 500 500 500 500 500 500 500 650 650



1999-2000 2001-2005 2001-2005 2006 2006 1999-2000 1999-2000 2001-2003 2001-2005 2002 2002 1999-2001 1999-2001 2002 2002 2002 2002 2003-2006 2003-2006 2004 2005-2006 1998-1999 1999-2000 2001-2002 2000-2002 2002 2002 2003-2006 2003-2006 2005-2006 2004-2006



Bombardier 200 330 400 400 500 500 500 500 500 650 650 650 650



Honda 200 250 250 250 300 300 350 400 400 400 450 450 450 500 500 500 650



Jet Kit CC



Year



Model



Stage



Part #



Code



KLF220 Bayou 250 Mojave KLF250 Bayou KEF300 Lakota KLF300 Bayou KLF300 FW Bayou KVF300 Prairie KVF360 Prairie KLF400 Bayou KVF400 Prairie KVF400 Prairie KFX400 KFX400 Prairie 650 Prairie 650 KVF650 Brute Force Prairie 700 KFX700 V Force KVF750 Brute Force



1 1 1 1 1 1 1 1 1 1 1 1,2 1,2 1 1 1 1 1 1



Q204 Q201 Q212 Q202 Q203 Q205 Q208 Q211 Q206 Q207 Q209 Q213 Q218 Q210 Q215 Q219 Q216 Q214 Q217



L L L L L L L L L L L L L B B B B B B



200 Sawtooth 200 Phoenix 300 Hawkeye 324 Xpedition 325 Trail Boss 325 Magnum 330 Trail Boss 330 Magnum 335 Sportsman 400 Sportsman 425 Xpedition 450 Sportsman 500 Sportsman 500 Sportsman 500 Sportsman H.O. 500 Scrambler H.O 500 Magnum 500 Predator 500 Outlaw 600 Twin Sportsman 700 Twin Sportsman



1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1,3 1 1 1



Q520 Q521 Q522 Q512 Q509 Q511 Q516 Q517 Q507 Q514 Q508 Q524 Q503 Q505 Q513 Q504 Q506 Q518 Q523 Q519 Q515



L L L L L L L L L L L L L L L L L L L L L



Kawasaki 220 250 250 300 300 300 300 360 400 400 400 400 400 650 650 650 700 700 750



1991-2001 1987-2004 2002-2006 1995-2004 1991-2004 1991-2004 1999-2002 2002-2006 1993-1999 1997-1998 1999-2002 2003-2004 2005-2006 2002 2003 2005-2006 2004-2006 2003-2006 2005-2006



2006 2005-2006 2006 2000-2002 2000-2001 2000-2002 2003-2006 2003-2006 2000-2001 2001-2005 1999-2002 2006 1998 1999-2000 2001-2006 1998-2006 1999-2002 2003-2006 2006 2003-2005 2002-2006



Year



Model



Stage



Part #



Code



1991-2001 2003-2006 1988-1999 2000-2002 2002-2006 1988-1999 2000-2002 2002-2006 2002-2006 2003-2004 2005-2006 2002-2006 1999-2002 2000-2001 2004-2005



LT160 LT-Z250 Quadrunner 250 LT & LT-F Quadrunner 250 LT & LT-F Ozark 250 KingQuad 300 LT-F KingQuad 300 LT-F Eiger 400 2x4 & 4x4 Auto Eiger 400 2x4 & 4x4 QuadSport LT-Z400 QuadSport LT-Z400 Vinson 500 4x4 Quadrunner 500 LT-F Quadmaster 500 LT-F Twin Peaks LT-V700F



2 1 1,2 1 1 1,2 1 1 1 1,2 1,2 1 1 1 1



Q301 Q314 Q303 Q308 Q313 Q304 Q307 Q309 Q310 Q312 Q316 Q311 Q305 Q306 Q315



L L L L L L L L L L L L L L B



YSF200 Blaster YFM230 Bear Tracker YFB250 Timberwolf 250 Bruin YFM350 FX Wolverine YFM350 FX Wolverine YFM350 FW Big Bear YFM350 FW Big Bear YFM350 X Warrior YZF350 Banshee YZF350 Banshee 350 Bruin Auto 2X4 & 4x4 YFM350 Raptor YFM400 FW Kodiak YFM400 Kodiak Auto 2X4 & 4X4 YFM400 Big Bear 2X4 & 4X4 450 Wolverine 4X4 YFM450 Kodiak Auto 4X4 YFZ450 YFZ450 YFM600 Grizzly YFM660 Grizzly YXR660 Rhino YFM660 Raptor



1,2 1 1 1 1 1 1 1 1,2 2 3 1 1,2 1 1 1 1 1 1,2 1,2 1 1 1 2



Q419 Q409 Q401 Q424 Q402 Q403 Q404 Q411 Q406 Q400 4320 Q422 Q423 Q405 Q412 Q413 Q426 Q420 Q421 Q427 Q407 Q415 Q425 Q414



L L L L L L L L L B B L L L L L L L L L L L L B



Suzuki



Polaris 200 200 300 324 325 325 330 330 335 400 425 450 500 500 500 500 500 500 500 600 700



CC



Applications



2006 Powersports Catalog



160 250 250 250 250 300 300 400 400 400 400 500 500 500 700



Yamaha 200 230 250 250 350 350 350 350 350 350 350 350 350 400 400 400 450 450 450 450 600 660 660 660



1988-2006 1999-2004 1992-2001 2005-2006 1994-1995 1996-2005 1987-1997 1999 1993-2004 1987-2006 1987-2006 2004-2006 2004-2006 1993-1998 2000-2006 2000-2006 2006 2003-2006 2004-2005 2006 1998-2001 2002-2006 2004-2006 2001-2005
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Jet Kit CC



Applications



Year



Model



Stage



Part #



Code



1991-1999 2004 2005 2006 2002 2003 2004 2005 2006 1983-1987 1992-2006 2000-2006



XR250L CRF250R CRF250R CRF250R CRF450R CRF450R CRF450R CRF450R CRF450R XL600 XR650L XR650R



1 1 1 1 1 1 1 1 1 2 1 2



1143 1113 1123 1147 1102 1103 1115 1129 1140 1330 1148 1149



A A A A A A A A A A A A



2004 2005 2006 1997-2006 2006 1984-1986 1987-2006 1987-2006 1993-1997 1993-1997



KX250F KX250F KX250F KLX300 KX450F KLR600 KLR650 KLR650 H.Alt KLX650 KLX650R



1 1 1 2 1 3 1,2 1,2 2 2



2127 2103 2105 2206 2106 2323 2144 2144HA 2264 2250



A A A A A A A A A A



2001-2006 1990-1995 2004 2005-2006 1990-1999 2000-2006 2005-2006 2000-2006 2003-2006 2005 2006 1990-2005



DRZ250 DR250S RMZ250 RMZ250 DR350S DRZ400S DRZ400SM DRZ400,E DIRT ONLY DRZ400,E DIRT ONLY, CA RMZ450 RMZ450 DR650S



2 1,2 1 1 1,2 1 1 2 2 1 1 1,2



3115 3101 3105 3104 3137 3109 3110 3111 3111CA 3106 3112 3138



A A A A A A A A A A A A



2001-2004 2005 2006 2001-2004 2005-2006 2000-2002 2003-2004 2005 2006 2003-2004 2005-2006



YZ250F YZ250F YZ250F WR250F WR250F YZ426F YZ450F YZ450F YZ450F WR450F WR450F



1 1 1 1 2 1 1 1 1 1 1



4104 4121 4119 4112 4125 4190 4117 4130 4144 4118 4150



A A A A A A A A A A A



2002-2003 2005-2006 2004 2005 2003 2003 2004 2005-2006 2004 2005-2006 2003 2003 2004 2005-2006 2004 2005-2006



250 MXC & EXC 250 SX 250 MXC & EXC 250 MXC & EXC 450 SX 450 MXC & EXC 450 SX 450 SX 450 MXC & EXC 450 MXC & EXC 525 SX 525 MXC & EXC 525 SX 525 SX 525 MXC & EXC 525 MXC & EXC



1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1



9110 9111 9113 9121 9114 9115 9116 9122 9117 9123 9112 9118 9119 9124 9120 9125



A A A A A A A A A A A A A A A A



Honda 250 250 250 250 450 450 450 450 450 600 650 650



Kawasaki 250 250 250 300 450 600 650 650 650 650



Suzuki 250 250 250 250 350 400 400 400 400 450 450 650



Yamaha 250 250 250 250 250 426 450 450 450 450 450



KTM 250 250 250 250 450 450 450 450 450 450 525 525 525 525 525 525
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www.dynojet.com



Jet



Assortments Assortments



SJ Style Main Jet



DJ Style Main Jet



YJ Style Main Jet



BJ Style Main Jet



Available from size 126 144 in increments of 2 and from size 150 - 160 in increments of 5.



Available from size 74 - 150 in increments of 2, from size 150 - 200 in increments of 5, and size 210.



Available from size 116-150 in increments of 2 and from size 155-185 in increments of 5.



Available from size 150 200 in increments of 5.



Part No.



Description



BJ-1 BJ-2 DJ-1 DJ-2 DJ-3 DJ-4 DJ-5 DJ-6 SJ-1 SJ-2 YJ-1 YJ-2 YJ-3 YJ-4 YJ-5 DWE-1



BJ144-200 (48pcs, 4 of each) BJ144-200 (120pcs, 10 of each) DJ074-096 & 150-210 (240pcs, 10 of each) DJ122-210 (260pcs, 10 of each) DJ098-144 (240pcs, 10 of each) DJ074-120 (240pcs, 10 of each) Select any 5 sizes (20pcs, 4 of each) DJ074-210 (500pcs, 10 of each) SJ126-144 & 150-160 (48pcs, 4 of each) SJ126-144 &150-160 (120pcs, 10 of each) YJ116-128 & YJ-O (24pcs, 4 of each, 24pcs of YJ-O) YJ130-140 & YJ-O (24pcs, 4 of each, 24pcs of YJ-O) YJ142-155 & YJ-O (24pcs, 4 of each, 24pcs of YJ-O) YJ155-185 & YJ-O (24pcs, 4 of each, 24pcs of YJ-O) YJ116-185 & YJ-O (250pcs, 10 of each, 250pcs of YJ-O) E-Clip & Washer Asst. (DE0001 & DW0001 50 pcs of each)



Modern fuels have less lubricating properties and over time, needle jet wear is quite common on certain motorcycles. Some carburetors have what are termed "non replaceable" needle jets and when worn, the motorcycle will experience poor fuel consumption and driveability problems. Dynojet Needle Jet Replacement Kits contain new needle jets and special tools which allow the needle jets to be replaced. These kits are designed to function with the stock needles or Dynojet Kit Needles.



Model



Complete Needle Jet Replacement Kit



Replacement Needle Jets only (4 required)



ZX9 R ZX9 R



DNJRP002 DNJRP003



DJNJ001 DJNJ001



GSXR 600 GSXR 750T



DNJRP001 DNJRP001



DJNJ002 DJNJ002



YZF600 R6 YZF1000 R1 YZF1000 T/ACE



DNJRP004 DNJRP001 DNJRP001



DJNJ003 DJNJ002 DJNJ002



Year



Kawasaki 1994-1999 2000-2001



Suzuki 1997-1999 1996-1997



Yamaha 1999-2002 1998-2001 1996-2002



2006 Powersports Catalog
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Dynamometers Model 168/188 ATV/Kart



The ATV / Kart Dynamometer gives you the advanced technology, durability, and accuracy you need, all at an affordable price. Torque Module The Torque Module is for measuring loaded roll-ons and real-time torque with the new WinPEP7 software. Perform sweep and step tests. The Analog Module This allows 4 additional 0-5v based sensors to be logged during dyno runs. Now you can display data such as boost, fuel pressure, and intake air temperature right along side your HP / TRQ.



Dynojet's WinPEP (Windows® Performance Evaluation Program) uses a Windows® File Manager style selection window, as well as an outline selection window to access previous runs and store new ones. Runs are stored by Make, Model, and Name (the same structure as our previous DOS version of "PEP").



Integrated Air/Fuel Ratio Monitor



Optional Dual Multi-Axis Cooling Fans



The Model 250i Load Control Dynamometer is perfect for engine break-in, durability testing and fuel injection mapping. It's like getting two Dyno's in one package as all the features of the Dynojet Inertia Dynamometer are maintained.



• Closed-loop control of Speed or RPM • Easy-to-use software, push button operation



Model 250i Load Control Dynamometer



• Test vehicles at full or partial throttle • Absorption unit capable of 858 lb/ft torque • Optional closed-loop Torque control module • Above-Ground or Pit installation available For more information on Dynojet dynamometers visit www.dynojet.com or contact dynamometers sales at Phone 800-992-3525 Fax 702-399-1431 Email [email protected]
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1-800-992-4993



www.dynojet.com



Australia Serco Pty Ltd 34 Veronica St Capalaba, Queensland Tel: +61 7 3823 3833 Fax: +61 7 3823 3806 Web: www.serco.com.au E Mail: [email protected]



Germany Micron Systems GmbH Boxdorfer Str. 13 90765 Furth-Sack Tel: +49 0 911-93674-0 Fax: +49 0 911-93674-34 Web: www.powercommander.de E Mail: [email protected]



Japan Yamashita World Trading 2-4-13 Tanaka, Minato-Ku Osaka Shi 552 Tel: +81 06 6576 0277 Fax: +81 06 6576 0288 Web: www.motoliberty.co.jp E Mail: [email protected]



Norway Motospeed Box 828 721 22 VÄSTERÅS Tel: +46 0 21-351925 Fax: +46 0 21-355203 Web: www.motospeed.se E Mail: [email protected]



Switzerland Exclusive Imports Heerenstegstr 1 Rorbas Ch-8427 Tel: 0041 44 865 30 11 Fax: 0041 44 865 30 23 Web: www.exclusive-imports.ch E Mail: [email protected]



Austria ETL Wiener Strasse 57 A-7442 Lockenhaus Tel: +43 261 6219963 Fax: +43 261 6219964 Web: www.powercommander.at E Mail:[email protected]



Germany DZT-Tuning Center Brestenbergweg 2 D-78089 Unterkirnach Tel: +49 0 7721-23181 Fax: +49 0 7721-22657 Web: www.dzt-power.de E Mail: [email protected]



Korea Champion Co. Ltd 2F 20, 7316-10 TaePyung Dong SooJung-Goo, SungNam-City Tel: +82 31-721-0478 Fax: +81 31-752-0923 Web: www.dynojet.co.kr E Mail: [email protected]



Poland P.T.M. Ul. Jagiellonska 55 03-301 Warszawa Tel: +48 22 6140410 Fax: +48 22 8114618 Web: www.ptm.pl E Mail: [email protected]



Taiwan MSP High Performance No. 31, Lane 245, Ren-ai St Sanchung City, Taipei County 241 Tel: +886 2 2987-5920 Fax: +886 2 2983-4300 Web: www.dynojettaiwan.com E Mail: [email protected]



Canada Parts Canada 2916 21st Street NE Calgary, Alberta T2E 6Z2 Tel: 403-250-6611 Fax: 403-250-1436 Web: www.partscanada.com E Mail: N/A



Germany Racimex Biedenkamp 9 d-21509 Glinde Tel: +49 0 40 73 92 00-0 Fax: +49 0 40 73 92 00-30 Web: www.racimex.de E Mail: [email protected]



Middle East Advanced Solutionz Block 1, Street 13, Bldg 107 Shuwaikh Industrial, Kuwait Tel: +965 - 4828-072 Fax: +965 - 4828-073 Web: www.advancedsolutionz.com E Mail: [email protected]



Romania United Motors International srl Calea Dorobantilor 172 Mario Plaza Building, Bucharest (Sect 1) Tel: +40 21 231 21 11 Fax: +40 21 231 38 68 Web: www.unitedmotors.ro E Mail: [email protected]



Ukraine MotoCityService 18 Nikolaja Grincheko Street Kiev 03039 Tel: +38 044 569-3998 Fax: +38 044 451-4723 Web: www.motocityservice.com EMail: [email protected]



Czech Republic D & K Auto Moto Podolska 74 14700 Praha 4 Tel: +420 2 4143 2265 Fax: +420 2 4143 2265 Web: www.dkracing.cz E Mail: [email protected]



Greece Tecno Moto 12 Kalirrois Str 117 43 Athens Tel: +30 210 9242410 Fax: +30 210 9242474 Web: N/A E Mail: [email protected]



South Africa Powerhouse Dyno 23 Broadway St Bez Valley, Johannesburg 2094 Tel: +27 11 618 4646 Fax: +27 11 614 7979 Web: www.dynojet.co.za E Mail: [email protected]



United States Parts Unlimited 3501 Kennedy RD Janesville, WI 53545 Tel: 608-758-1111 Fax: 608-741-5395 Web: www.parts-unlimited.com E Mail: N/A



Denmark DOT Engineering Rejkjærvej 8 DK-6990 Ulfborg Tel: +45 97492100 Fax: +45 97491315 Web: www.dot-e.dk E Mail: [email protected]



Hungary Trix BT 6000 Kecskemét Klapka u. 9-11 Tel: +36 76505090 Fax: +36 76505093 Web: N/A E Mail: [email protected]



Malaysia Aerotech / Dynojet Far East S/B Lot 11506, Nilai Utama Industrial Park, 71800 Nilai, N.S., Malaysia. Tel:+606-799 6667 Fax: +606-799 6669 Web: www.aerotech.com.my E Mail: [email protected]



Spain/Portugal Dream Machine S.L. AV. DR. Waksman 50-52 Bajos, 46013 Valencia Tel: +34 96-333-2044 Fax: +34 96-334-7376 Web: www.dream-machine.net EMail: [email protected]



United States Drag Specialties 3501 Kennedy RD Janesville, WI 53547 Tel: 608-758-1111 Fax: 608-741-5395 Web: www.dragspecialties.com E Mail: N/A



France Tournay Distribution La Rippe Sandon 71470 Montpont en Bresse Tel: +33 3 85 72 90 06 Fax: +33 3 85 72 91 07 Web: www.tournay-distribution.com E Mail: [email protected]



Iceland Aprillia Racing Tech Bildshofda 16 Reykjavik Tel: +354 544 4848 Fax: N/A Web: www.aprilia.is E Mail: [email protected]



Sweden Motospeed Box 828 721 22 VÄSTERÅS Tel: +46 0 21-351925 Fax: +46 0 21-355203 Web: www.motospeed.se E Mail: [email protected]



United Kingdom Dynojet UK Strickens Lane, Barnacre Preston, England PR3 1QJ Tell: +44 0 1995 600500 Fax: +44 01995 604724 Web: www.dynojet.co.uk E Mail: [email protected]



Finland Duell Bike Center Oy Kauppatie 19 FIN-65610 Mustasaari Tel: 358 6 322 7500 Fax: 358 6 322 2231 Web: wwwduell.fi E Mail: [email protected]



Italy Fast by Ferracci S.r.l. Via Ungheri 3/c 40012 Calderara di Reno, Bologna Tel: +39 051-726849 Fax: +39 051-726879 Web: www.ferracci.it E Mail: [email protected]



Netherlands Dynojet E.M.E.A. Kromstraat 82-E 5345 AD Oss Tel: +31 0 412-403770 Fax: +31 0 412-403636 Web: www.powercommander.com E Mail: [email protected] New Zealand Performance Cycle W/S Ltd P.O. Box 109-287 Newmarket, Auckland Tel: +64 930 81625 Fax: +64 930 81622 Web: www.performancecycle.co.nz E Mail: [email protected]
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2191 Mendenhall Drive



North Las Vegas, Nevada 89081



Tel: 800-992-4993



Local: 702-399-1423



Dynojet Research, E.M.E.A.



Dynojet UK



Fax: 702-399-1431 Dynojet Germany



Kromstraat 88- E



Strickens Lane, Barnacre



Neustr 44



5345 AD Oss, The Netherlands



Lancashire PR3 1QJ England



47809 Krefeld, Germany



Tel: +31 (0) 412 403770



Tel: +44 (0) 1995 600500



Tel: +49 (0) 2151535846



Fax: +31 (0) 412 403636



Fax: +44 (0) 1995 604724



Fax: +49 (0) 2151535847



Available to Dealers in the USA from
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Power Commander 

After installation of the Power Commander with the base map, we would expect to see ...... Wideband Sensor, 270 Degree Sweep 2 1/16th Electric Gauge,.
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DynojetPS08:Layout 1.qxd - Power Commander 

ATV, mini sprint, etc.) to have quick shifter functionality ...... 1994-1997. 900 TIGER. 1. 5103. C. 900. 1991-1997. 900 TRIDENT. 1. 5102. K. 900. 1995-1997 ..... as boost, fuel pressure, and intake air temperature right along side your. HP / TRQ.
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CATVisorâ„¢ Commander 

Welcome, and thank you for choosing Teleste's CATVisorâ„¢ Commander. CATVisorâ„¢ ..... Commander can display all dialogs and the main program in two languages. These are. â€¢ English. â€¢ Spannish .... If needed, test .... The minus (-) and plus (+) 
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Dynojet LCD Display Installation and User Guide - Power Commander 

Open the door on the side of the Display. 3. Insert the memory card. The memory card is used to log and store map data. Refer to â€œMemory Cardâ€� on page 2 and ...
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4-112 install guide:Layout 1.qxd - Power Commander 

If you encounter difficulties with this installation please do not struggle, call your .... orange Intellishift LED should start to flash in unison with the engine, the.
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MISSION COMMANDER BRIEFING 

BRIEFING. TIMEHACK = UTC. TLW COMAO 4. 2013/06/24 .... FLIGHT SAFETY. â€¢ IMC WAR ONLY IN TSA 43. â€¢ STRIKER MISSION IS CAM V ONLY.
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Commander 2003 FINAL.qxd 

everything from office supplies to heavy parts on free-standing units which hold up ...... Drawers can be divided from left to right using partitions. Use dividers to ...
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commander 3 rib 

LA PERFORATION. All product data contained in this publication are for information purposes only and may be modified at any time without prior notice.
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Marine Remote Commander 

stekker en de klem enigszins slap hangt, zoals in de afbeelding wordt weergegeven. Austauschen der Sicherung. Wenn die Sicherung durchbrennt, Ã¼berprÃ¼fen ...
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MISSION COMMANDER BRIEFING 

Jun 20, 2013 - BRIEFING. TIMEHACK = GPS timing ... E007,50 : NO BSA/BCA. â€¢ KIO: USED FOR SAFETY REASON ON GUARD FREQ. FLIGHT SAFETY 1/2 ...
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commander products manuals dbid 3ddd 
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In-car BluetoothÂ® Commander - UserManual.wiki 

However, there is no guarantee that interference will not occur in a particular installation. .... performance, operating system, software application, etc. ... iPhone, iPod, iPod classic, iPod nano, iPod touch, and Siri are trademarks of ... Refer t










 


[image: alt]





New Accelerator Pump feature for all Power Commander III USB units 

Dynojet is pleased to announce a new. â€œAccelerator Pumpâ€� feature for all USB. Power Commanders. This is a FREE upgrade that can be installed into any.
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techniques neuromimatiques pour la commander 

Are you looking for techniques neuromimatiques pour la commander des systames PDF?. If you are areader who likes to download techniques ...
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PegaRULES Process Commander Installation Guide v6.1 SP2 

Sep 28, 2010 - User Privileges for the Oracle Database . ...... Use the drivers provided by your application server or download the .... (Applies to 9i and later.
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PegaRULES Process Commander Installation Guide v6.1 SP2 

Sep 25, 2010 - For details, see â€œCreating Base and Admin Database. Users,â€� below. When you configure data access in your application server, you must ...
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PegaRULES Process Commander Installation Guide v6.1 SP2 

Sep 25, 2010 - Deploy the online help application (prhelp.war) and System. Management Application ..... Oracle installation directory or download it from the Oracle site. .... Define a URL for the NULL file that Process Commander can use to.
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CATVisor Commander Release Notes Product release 2.7 

SNMP Element data is now saved to connection file. - Enhanced handling of viewers with dynamic pages. Pages can now be added with- out entering specific ...
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commander libro inglese laila parsons dbid jri2 
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PegaRULES Process Commander Installation Guide v6.1 SP2 

Sep 25, 2010 - Use the drivers provided by your application server or download the ...... In the field Online Help URL, enter the URL for the prhelp.war file:.
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PegaRULES Process Commander Installation Guide v6.1 SP2 

Sep 28, 2010 - Move the library files from the distribution to the mainframe. ...... Download the Process Commander image, PRPC_DistributionImage.zip, or copy it from ...... In the field Online Help URL, enter the URL for the prhelp.war file:.
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Remplacement Sega Dreamcast Power Block (Power Supply) 

26 janv. 2017 - dÃ©charger avant de commencer Ã  travailler.. Retirez la tÃªte blanche broches femelle en serrant la pince et en le tirant doucement Ã  partir de.
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POWER TRIM 

Special Tools. 5A-1 ... 110 Amp Fuse Test (Pump Out of Boat) 5A-13 . 20 Amp Fuse Test. 5A-13 .... Gauge reading within specifications, pro- ceed to step 3.
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POWER TRIM 

Description ... â€œAUTOâ€� or â€œMANUALâ€� trim operation from the ... operation. Also, allows the operator to manually adjust the drive unit trim angle while underway in.
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