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Pressure Switches Series 33D

Permissible residual ripple: 10% (within UB). Current consumption: 
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Pressure Switches Series 33D Pneumatics -1 to 16 bar Fluid: filtered compressed air, lubricated or unlubricated, neutral gases.



relative pressure -1 to 630 bar Electronic Pressure Switch for pressure monitoring and control functions



Hydraulics / Allfluid 0 to 630 bar Fluids: gaseous, liquid, aggressive and neutral.



● Display of system pressure (pressure unit Bar, Psi, Mpa programmable) ● Compact and robust design ● Easy programming of set points and additional functions ● Economic solution for industrial applications ● Electronic lock ● Switching status indicated by LED ● Standard M 12 x 1 el. connection (IP 65) ● Mit Digital- und Analogausgang Technical data Electrical connection: M 12 x 1 Mounting: optional Fluid temperature -10 °C to + 80 °C Ambient temperature:-10 °C to + 60 °C Pressure ranges: Pneumatics: -1 to 1 bar; 0 to 16 bar Hydraulics/Allfluid: 0 to 10 / 0 to 40 / 0 to 100 / 0 to 160 / 0 to 250 / 0 to 400 / 0 to 630 bar Temperature sensitivity (zero point): 0.4% of final value/10 K Temperature sensitivity (range): 0.4% of final value/10 K Switching point: Adjustable between 0 to100% of FS Reset point: Adjustable between 0 to 100% of FS Display: LCD 4 digits, illuminated, pressure unit programmable bar, psi, mpa (special unit on request) Weight: 0.09 kg (P); 0.16 kg (A/H) Linearity: < 0.2% of FS + 1 step size Degree of protection acc. to DIN 40050: IP65 (with plug mounted) Shockproof: 30g, xyz, DIN EN 60068-2-27 Vibrationproof: 3g, 5 to 500 Hz, xyz, DIN EN 60068-2-6 Materials Housing: Aluminium / Stainless steel / Polyesterfolie Material Sensor element (Fluidberührte Teile): Pneumatics: Silicium/Aluminium (Version -1 to +1 / 0 to 16 bar Hydraulics/Allfluid: Stainless steel 1.4571 (0 to 250 bar versions) Hydraulics/Allfluid: Stainless steel 1.4542 (400 to 630 bar versions) 11/01



Ordering example (pls. see stocked items) Electronic pressure switch, pressure range 0 to 16 bar, 2 set points, G 1/4 Type 0863222 Electrical parameters Electrical connection M12 x 1 Power supply UB =10 to 32VDC 15 to 32 VDC (output) polarity safe Permissible residual ripple: 10% (within UB) Current consumption: 4 sec.



▼



▼



Set point OUT1 adjust with ▲ ▼ confirm with (SET)



Set OUT1 select with (SET) configuration of output 1



System Configuration MENU ▲ + ▼ during power-on procedure



▼ INFO select with (SET) Series and Software-Release No.



Reset point OUT1 adjust with ▲ ▼ confirm with (SET)



Set MODE select with (SET)



Set LIGHT select with (SET) Display illumination on/off



Set point OUT2 adjust with ▲ ▼ confirm with (SET)



on TIME select with (SET) adjust switch on delay with ▲ ▼



Set ZERO select with (SET) Zero point suppression



Reset point OUT2 adjust with ▲ ▼ confirm with (SET)



off TIME select with (SET) adjust switch on delay with ▲ ▼



no Code **** select with (SET) delete with Mastercode 1 and 2



END MENÜ back to Setup-MENU



END MENÜ select with (SET) back to Operating Display



Function keys and display Set OUT2 *** select with (SET) configuration of output 2



LED Output 2 (optional) LED Output 1 Indication for Operating MODE 7-segment display (4 digits)



Set MODE select with (SET)



OUT1 HYS WIN OUT2



on TIME select with (SET) adjust switch on delay with ▲ ▼



Dot-Matrix for additional informations



off TIME select with (SET) adjust switch on delay with ▲ ▼



Indication during adjusting setpoint and resetpoint



SET



Keypad with 3 buttons



▼



END MENU back to Setup-MENU Set UNIT select with (SET) select (BAR, PSI, MPA) with ▲ ▼



no * OUT 1/2 Hysterese Mode confirm n. o. with (SET) next step with ▲ ▼



Set CODE Access protection determine by pressing 5 buttons of your choice



▼ ▼



Browsing within menu and increasing of values



Clear CODE select with (SET) delete access protection



▼



Browsing within menu and reducing of values



END MENÜ select with (SET) back to operating display



* **



no * OUT 1/2 Standard Mode confirm n. o. with (SET) next step with ▲ ▼ nc ** OUT 1/2 Standard Mode confirm n. c. with (SET) next step with ▲ ▼



Set Filter select with (SET) pressure peak damping with ▲ ▼



SET Menu selection and confirmation of settings



Set MODE select with (SET)



nc ** OUT 1/2 Hysterese Mode confirm n. c. with (SET) next step with ▲ ▼ no * OUT 1/2 Windows Mode confirm n. o. with (SET) next step with ▲ ▼ nc ** OUT 1/2 Windows Mode confirm n. c. with (SET) next step with ▲ ▼



no = output signal at atmosphere (0 bar) = 0 V nc = output signal at atmosphere (0 bar) = +UB



*** Variation 33D for vacuum and with analogue signal 4 to 20 mA (0863042 and 0863046) can be programmed as follows: a) 4 to 20 mA adapted to range -1 to +1 bar (0 bar = 12 mA) b) 4 to 20 mA adapted to range 0 to +1 bar (0 bar = 4 mA)



SET



▼



▼ ▼



▼



**** Mastercode 2



▼



**** Mastercode 1



SET SET



▼



SET



– 33D is coded: Code can be deleted. – 33D is not coded: Menu function „SET CODE“ can be deleted/activated.



N/** 5.11.027.04



Our policy is one of continued research and development. We therefore reserve the right to amend, without notice, the specifications given in this document.
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gas pressure switch pressure switches dbid qt0x 












 


[image: alt]





Pressure Switch Series PSB Characteristics 

5A at 250VAC; 1A at 50VDC; 0.2A at 250VDC. The electro-hydraulic pressure switch provides an electric signal when the sensed pressure goes above or below.
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F Series Safety Switches (Lug Replacement) - Schneider 

Retire los seis tornillos de montaje hexagonales y las zapatas (vea la figura 2, B). 5. Retirer les six vis de montage Ã  tÃªte hex et les cosses (figure 2, B).
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F Series Safety Switches (Neutral Assembly Replacement) 

INTRODUCTION. This bulletin contains instructions for the installation or replacement of the neutral assembly in F Series General. Duty and Heavy Duty safety switches. ... Turn off power supplying switch before doing ... 2005 Schneider Electric All R
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Series 1 QOU Circuit Breakers and Switches 

CompaÃ±Ãa (consulte la norma. NFPA 70E). â€¢ Solamente .... 07203008. DIN Rail /. Riel DIN /. Rail DIN. 1. Slide notch onto DIN rail lip. /. Deslice la muesca sobre ...
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9012G Machine Tool Pressure Switches, 65013 ... - Schneider Electric 

des surpressions supÃ©rieures Ã  la pression nominale maximale imprimÃ©e sur la plaque signalÃ©tique du dispositif, afin d'Ã©viter une fuite de l'actionneur ou une ...
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SERIES 750 ZEROâ€“MAINTENANCE PRESSURE TRANSDUCER 

High Impact ABS plastic. Dimensions: Approx. 3.00â€� x 1.50â€� x 4.30â€�. (7.62 cm x 3.81 cm x 10.92 cm). * Includes non-linearity, hysteresis, and non-repeatability.
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Reelcraft Series 4000 Low Pressure Hose Reels 

Reelcraft Industries, Inc. â€¢ 2842 E Business Hwy 30, Columbia City, IN 46725. Ph: 800-444-3134 / 260-248-8188 â€¢ Fax: 800-444-4587 / 260-248-2605. Customer ...
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Reelcraft Series 9000 Low Pressure Hose Reels 

Check name plate on the reel before installing. 2. Do not use reel at higher pressures or temperatures than listed on the back of this bulletin. 3. Remove all ... reel spring and bearings are factory lubricated and require no further lubrication. REP
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535HA series pressure reducing valve - PDFHALL.COM 

ATTENTION: S'assurer que tous les raccordements sont Ã©tanches. ATTENTION: Lorsque vous effectuez les ... Hydraulic characteristics. APPROVALS. 1. ICC-ES ...
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535HA series pressure reducing valve - SupplyHouse.com 

and an integral stainless steel filter (35 mesh), suitable for water systems that may contain sediment and debris. The valve is ICC-ES certified to ASSE 1003, ...
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Electronic Pressure Switch Series SCPSD Characteristics 

shock and vibrations. The electronics are protected from ... Tube clamp. â€¢ Safe mounting with a rugged SCSD-S27 clamp ... Shockproof. Instrument Features ...
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Pressure Compensator Series SPC (Denison) Characteristics 

7-45. Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany. Pressure Compensator. Series SPC (Denison).
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535HA series pressure reducing valve - SupplyHouse.com 

It meets codes IPC, IRC and UPC for use in accordance with the US and Canadian plumbing codes. Product range. 5353HA Series. Pre-adjustable pressure ...
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Pressure Reducing Valve Series ZDR (Denison) - Mercateo 

Oct 6, 2016 - Nominal flow. [l/min]. 80 ... NAS 1638: 7). Technical data ... Nominal size. ZDR. S0. Code Design series. C. 16. D. 06/10. Code. Seal. 1. NBR. 5.
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Cartridge pressure controls ACB series Technical leaflet 

conditioning systems with CFC, HCFC, HFC. High and low pressure safety cut in and cut out as well as fan cycling. When the disc "snaps", electrical contacts.
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Electronic Pressure Switch Series SCPSD Characteristics 

Settable final pressure. Characteristics. Reliable/safe. Pressure is captured by a measuring cell with long-term stability. Any functional error is monitored and can ...
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INTELLAPATCH Switches 

concurrent users. â–« Assign 4 different privilege levels to users (Guest, Basic Operator,. Advanced Operator, Admin). IntellaPatch: Multiuser Access & Security ...
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200 Series Smart Switches Quick Start Guide (Multilingual) 

numbered smart switch Ethernet ports. The LED of the port lights if the device connected is active. Refer to. Features of the Cisco Small Business Smart Switch, ...
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ProCurve Series 2510 Switches Access Security Guide - FTP Directory 

Hewlett-Packard Company shall not be liable for technical or editorial ...... names. To Configure (or Remove) Usernames and Passwords in the Web. Browser ...
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Cisco 500 Series Stackable Managed Switches Command Line 

show crypto key pubkey-chain ssh . ...... show ip rip peers . ...... MAC Access-Listâ€”Configures conditions required to allow traffic based on MAC addresses.
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Cisco 200 Series Switches Q&A (French) 

R. Non, le systÃ¨me d'exploitation interne est VxWorks. Q. Des correctifs de bogues et amÃ©liorations de logiciels sont-ils disponibles pour les commutateurs de la.










 


[image: alt]





Cisco 200 Series Switches Sales and Positioning Guide (French) 

La gamme Cisco 200 est un portefeuille de commutateurs .... dÃ©posÃ©es de Cisco Systems, Inc. et/ou de ses filiales aux Ã‰tats-Unis et dans d'autres pays.
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Cisco Catalyst 3550 Series Intelligent Ethernet Switches - Ucsc 

advanced QoS, rate-limiting, access control lists (ACLs), and basic static and ... Networks of today are evolving to address four new developments at the network edge ... time-sensitive applications such as FTP or e-mail (Simple Mail Transfer ..... l
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