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Pressure Testing

Connect a pressure gauge to each inspection hole. ... CAUTION: Connect the pressure gauge securely; ... Line Pressure/Clutch Pressure Measurement. 1. 
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Pressure Testing • Line Pressure/Clutch Pressure Measurement • While testing, be careful of the rotating rear wheels. • Make sure lifts are placed properly (see section 1).



1. Allow the rear wheels to rotate freely.



CAUTION: • Before testing, be sure the transmission fluid is filled to the proper level. • Warm up the engine before testing.



2. Run the engine at 2,000 rpm.



1.



Raise the vehicle (see section 1).



4. Measure each clutch pressure.



2.



Warm up the engine, then stop the engine and connect a tachometer.



3.



Connect a pressure gauge to each inspection hole. 18N-m(1.8kgf-m,13lbf-ft) CAUTION: Connect the pressure gauge securely; be sure not to allow dust and other foreign particles to enter the inspection hole.



A/T OIL PRESSURE GAUGE SET W/PANEL 07406-0020400



A/T LOW PRESSURE GAUGE W/PANEL 07406 - 0070300



A/T OIL PRESSURE HOSE, 2210 mm 07MAJ - PY4011A (4 Required)



A/T OIL PRESSURE HOSE ADAPTER 07MAJ - PY40120 (4 Required)



4.



Start the engine, and measure the respective pressure as follows. • Line Pressure/Clutch Pressure • Clutch Low/High Pressure • Throttle B Pressure



5.



Install a new washer and the sealing bolt in the inspection hole, and tighten to the specified torque. Torque: 18 N-m (1.8 kgf-m, 13 Ibf-ft) NOTE: Do not reuse old aluminum washers.



3. Shift the shift lever as shown on the chart on the next page.



While testing, be careful of the rotating rear wheels.



Main Menu



Table of Contents



1ST-HOLD CLUTCH PRESSURE INSPECTION HOLE 2ND CLUTCH PRESSURE INSPECTION HOLE



4TH CLUTCH PRESSURE INSPECTION HOLE LINE PRESSURE/1ST CLUTCH PRESSURE INSPECTION HOLE



3RD CLUTCH PRESSURE INSPECTION HOLE
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Pressure Testing (cont'd) • Clutch Low/High Pressure Measurement



5.



With the engine idling, press down the accelerator pedal approximately 1/2 of its possible travel and increase the engine rpm until pressure is indicated on the gauge. Note the highest pressure reading obtained.



6.



Repeat steps 4 and 5 for each clutch pressure being inspected.



While testing, be careful of the rotating rear wheels. 1.



Allow the rear wheels to rotate freely.



2.



Start the engine and let it idle.



3.



Shift to



4.



Slowly press down the accelerator pedal to increase engine rpm until pressure is indicated on the oil pressure gauge. Then release the accelerator pedal, allowing the engine return to an idle, and measure the pressure reading.



position.
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• Throttle B Pressure Measurement While testing, be careful of the rotating rear wheels. 1. Allow the rear wheels to rotate freely. 2. Disconnect the linear solenoid connector. 3. Shift to



position.



4. Run the engine at 2,000 rpm. 5. Measure fully opened throttle B pressure. 6. Connect battery voltage to the linear solenoid terminal of the connector. 7. Measure fully closed throttle B pressure.
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Testing, Testing, Testing 

We have always done a lot of testing at RotorWay. ... zen. Because of RotorWay's decision the Scorpion is a much improved craft today over what it was 5 years ...
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Compression testing 

The classic method is a differential pressure test, also known as a leakdown. It is .... classic tool and traditional guidelines work fine for an owner who wishes to.
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SOFTWARE TESTING 

CSIS0403 Implementation, Testing and Maintenance of Software Systems 2006-2007. Fundamentally: it is ... Tests are developed in an ad-hoc way after coding.
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Fuel system pressure and residual pressure, checking 

Nov 22, 2002 - Repair Manual, 2.8 Liter V6 2V Engine. Mechanical ... http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI.B5.FU01.Missing:










 


[image: alt]





gas pressure switch pressure switches dbid qt0x 
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Fuel system pressure and residual pressure, checking 

Nov 22, 2002 - Repair Manual, 2.8 Liter V6 2V Engine. Mechanical, Engine ... Disconnect vacuum line (from fuel pressure regulator to intake manifold) at fuel ...
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Pressure Systems 

single engine aircraft with standby pump installed. ... Airflow moves through the gyro instruments where a ... deteriorated hose, or even a bad gyro instrument.
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STRUCTURAL TESTING 

complex wing testing project, a great deal can be accomplished with very ... (French Cricket) and 3(b) the compos- ite (wood?) solution. Wings of this kind should ...
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Pressure sensors 

definition: F .. force [N]. S .. area [m2] p â†’ F â†’ Îµ deformation element â†’ change in dimensions. Strain gauge direct (intrinsic) sensor. 2 ways of measurement:.
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A Model-based testing approach combining passive testing and 

vironment where tools, workflow engines or frameworks can be installed. More and more ... Inputs of a system can only interact with outputs pro- vided by the system .... saler with WholeSalerReq to buy each book one by one. For one ...... ference on 
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Black-Box Testing Boundary Value Analysis and Domain Testing 

12. CSIS0403 Implementation, Testing and Maintenance of Software Systems 2006-2007. Generating the domain test suite. Say that to pass a course, a student ...
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Non-Destructive Testing 

longitudinal or circular magnetization into the ferrous part to be tested. Metal filings ... It is good for fiberglas, metals, cast iron, etc., and the complete kit can be ...
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differential compression testing 

the propeller to prevent the engine from turning when air pressure is applied through the differential compression device to the combustion chamber. CAUTION.










 


[image: alt]





Testing Normality - idei 

tests based on Hermite polynomials underreject a little bit the null ...... van der Klaauw, B. and R.H. Koning (2001), â€œTesting the Normality Assumption in the.
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Non-Destructive Testing - Size 

and to save yourself a buck, always wash all parts and take them in when the ... the application of a spray on the parts to be tested, also some is applied to a bar ...
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Pressure Vessels - WordPress.com 

Table 7.1. Minimum plate thickness for steam boilers. Boiler diameter. Minimum ...... The hydraulic press, having a working pressure of water as 16 N/mm2 and .... Compressed ..... diameter is to contain liquid at a pressure of 13.5 N/mm2. It is.
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Unit Testing Explained Changes Unit Testing Tests Testing Style But I 

Synergy between Tests and. Refactorings. â€¢ Tests can cover places where you have to manually change the code. + Changing 3 by 33, nil but NewObject new.
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Pressure Valves Accessories Plugs 

Threaded cable joint. Body colour coding. Figures switching. Order no. Plug DIN 43650, design type AF, protection class IP 65 ... diodes against power peaks.
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VDI Pressure Drop 

nB. Number of baffles. nMR. Number of main resistances in a central cross flow section. nMRE ... A heat exchanger with nB ..... Baffle diameter D1 Â¼ 590 mm.
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percocet 9358 blood pressure 

percocet ten stay high download percocet and potassium percocet dosage canada maximum dosage of percocet per day per diem percocet pills watson 749 pill.
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Flying Under Pressure - Size 

tle, the MAP gauge will tell us our approximate altitude. ... it's accurate. As we climb into the .... IFR, but altitude accuracy is impor- tant for VFR flyers, too.
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Pressure Switches Series 33D 

Permissible residual ripple: 10% (within UB). Current consumption: 
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Oil Pressure Problems 

green range on your oil pressure gauge. ... cylinder engine and a minimum level ... sensor, âž… oil pressure relief valve, âž† plug for sump screen, âž‡ plug for feed ...
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Pressure Cycling Technology (PCT) 

Use the Synergy of Pressure, Chemistry and Mechanical Force to Optimize Yield. â€¢ Standardize Extraction of Proteins from C. elegans by Pressure Cycling ...
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