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probe thermometer - Klein Tools

The default scale is Fahrenheit (Â°F). Press and hold both ... Probe Temperature Range: -40Â° to 572Â° F (-40Â° to 300Â°C) ... IP rating: IP54 waterproof & dustproof. 
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ENGLISH TESTER FEATURES



1. SCAN/HOLD 5. IR temperature sensor button 6. Target laser 2. Differential 7. Temperature probe temperature 8. Battery button (T1-T2)
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compartment door



DUAL IR/PROBE THERMOMETER TERMÓMETRO DOBLE IR/SONDA



3. MAX/MIN button 9. Temperature probe thumb stud 4. LCD display
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LCD FEATURES



4



A. Targeting



laser active



1 2



ESPAÑOL
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CARACTERÍSTICAS DEL PROBADOR



-40° – 300°C



INCLUDED INCLUIDAS COMPRISES



1. Botón SCAN/HOLD (ESCANEAR/RETENER) 2. Botón de temperatura diferencial (T1-T2) 3. Botón MAX/MIN (MÁXIMO/MÍNIMO) 4. Pantalla LCD 5. Sensor de temperatura IR
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WARNINGS AND INSTRUCTIONS INSIDE - DO NOT DISCARD. ADVERTENCIAS E INSTRUCCIONES EN EL INTERIOR - NO DESECHAR. AVERTISSEMENTS ET INSTRUCTIONS À L’INTÉRIEUR – NE PAS JETER.



2X AAA



NOTE: There are no userserviceable parts inside tester. NOTA: El probador no contiene en su interior piezas que el usuario pueda reparar. REMARQUE : Ce testeur ne contient aucune pièce réparable par l’utilisateur.



E



G



A. Láser de enfoque



E. Indicador de batería baja



del objetivo activado B. IR en uso C. SONDA en uso D. RETENER



F. MÁX/MÍN G. T1 / T2 / T1 - T2 H. °F / °C



FRANÇAIS CARACTÉRISTIQUES DU TESTEUR



1. Bouton SCAN/HOLD 6. Laser d’acquisition de la cible



(balayage/maintien)



2. Bouton de température 7. Sonde



de température



différentielle (T1-T2)
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A



H



8. Couvercle du



3. Bouton MAX/MIN 4. Écran ACL 5. Capteur de



compartiment à piles



9. Goujon de pouce de la sonde de température



température à infrarouge



CARACTÉRISTIQUES DE L’ÉCRAN ACL



A. Laser d’acquisition de E. Indicateur de la cible activé



piles faibles



B. Mode infrarouge en F. MAX/MIN cours d’utilisation



F



D B C



C. Sonde en cours



(25 mm)



4"



(102 mm) DISTANCIA DISTANCE



DISTANCE



G. T1/T2/T1-T2



d’utilisation D. Maintien activé



TARGET / OBJETIVO / CIBLE 0.5" 1" 2"



(13 mm)



IP54



6. Láser de enfoque del objetivo 7. Sonda de temperatura 8. Tapa del compartimento de las baterías 9. Perno para pulgar de la sonda de temperatura



CARACTERÍSTICAS DE LCD



FIG. 2



2m



indicator



B. IR in use F. MAX / MIN C. PROBE in use G. T1 / T2 / T1 - T2 D. HOLD H. °F / °C



THERMOMÈTRE DOUBLE À INFRAROUGE ET À SONDE -40° – 572°F



E. Low battery



8" (203 mm) 16" (406 mm) 32" (813 mm)



(51 mm)



H. °F/°C 4"



(102 mm)



NOTE: Increased distance from target may affect tester accuracy. NOTA: Si la distancia desde el objetivo es mayor a la indicada, la precisión del probador se puede ver afectada. REMARQUE  : Il est possible que les résultats soient moins précis si le testeur se trouve loin de la cible.



GENERAL SPECIFICATIONS The Klein Tools IR07 is a dual IR (infrared) Thermometer and probe Thermometer. It features an IR Thermometer with laser targeting, a probe Thermometer with hook for hands-free operation, and displays results in either Fahrenheit or Celsius scales. • Environment: Indoor or outdoor • Operating Altitude: 6561' (2000 m) • Relative Humidity: < RH 85% non-condensing • Operating Temperature: 32° to 122°F (0° to 50°C) • Storage Temperature: -4° to 140°F(-20° to 60°C) • Display: White Backlit LCD • Display resolution: 0.1°F (0.1°C) • Units: Selectable °F or °C • Temp Coefficient: +/- 0.1°C or +/- 0.1% per °C, whichever is greater (21° to 25°C) • IR Temperature Range: -40° to 572°F (-40° to 300°C) • IR Temperature Resolution: 0.1°F (0.1°C) • Distance to Spot Ratio: 8:1 • Emissivity: 0.95 fixed • Response Time: 
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CL100 CL100 - Klein Tools 

CL100. AUTO. • 3-1/2 DIGIT. 1999 COUNT LCD. • AUTO / MANUAL. RANGE. • MAX HOLD ... Double Insulated Class II. Ground. Safe for .... Klein Tools has the option to repair or replace or refund the purchase price of any unit which fails to ...
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CL3200 - Klein Tools 

Do not open the meter to replace batteries while the probes are connected. ... B. Keep hands below line when measuring high current levels. C. Auto ... 40MÎ©. 0.01MÎ©. Â± (2.0% + 4 digits). Overload Protection: 600V RMS. Continuity Test. Overload Pro
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CUT CUT - Klein Tools 

INSERTING BLADE. 1. Align slot in center of punchdown blade with the pin located on the inside of the punchdown tool's barrel and insert blade (Fig. 1). 2.
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CL3000 - Klein Tools Mexico 

Mide tensiÃ³n de CA / CC, corriente CA, resistencia, capacitancia, frecuencia y ciclo de ... tensiÃ³n o una corriente conocida. ..... O.L. Â» en cas de polarisation dans.
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CL1100 - Klein Tools 

Do not attempt to measure more than 1000V DC or 750V AC or 2000ÂµA. B. Keep hands below line when measuring high current levels. C. Auto Power-Off (Apo).
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CL1300 - Klein Tools 

power before measuring resistance or capacitance. ... Use CAT IV rated leads or higher. ... Holding Select button while turning on disables Auto Power-Off.
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PROBEplus - Klein Tools 

The signal will be loudest on the wire or cable with the generator attached to it. Separating the wires or cables may help in identifying the correct one. The probe contacting a terminal or bare wire carrying the tone will be substantially louder. No
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GFCI Receptacle Tester - Klein Tools 

Situaciones indicadas: cableado correcto, tierra abierta, polaridad inversa, vivo abierto, neutro abierto, vivo / tierra invertidos. Situaciones NO indicadas: calidad de la conexiÃ³n a tierra, mÃºltiples alambres con corriente, combinaciones de defec
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LAN Scout™ Jr. - Klein Tools 

the LAN Scout™ Jr. to exit cable test loop mode and enter mode selection ..... l'expédition ou les défaillances qui résultent d'une altération, d'une falsi- fication ...
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VDV120-006 Instruction - Klein Tools 

A. Outer jacket stripping blade for twisted pair cavities (A thru F). B. Strip length gage. C. Slitting blade. D. Stripping cavity for twisted, uneven or large cable. E. Tension loop to control blade penetration. F. Adjustment hex screw to control bl
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MM2300 Instruction Manual - Klein Tools 

Use Low Impedance (LOW Z) mode to reduce ghost voltages .... ProtecciÃ³n contra sobrecarga: 1000 V Impedancia de entrada (Nominal): 10 MÎ©, < 100 pF.










 


[image: alt]





MM6000 Instruction Manual - Klein Tools 

rÃ©ponse : Mesure rÃ©elle de RMS (valeur efficace). *PrÃ©cision pour la plage de 400 Hz Ã  1 kHz seulement. Mesure du courant c.c. plage rÃ©solution prÃ©cision.
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63800 ACSR Ratcheting Cable Cutter - Klein Tools 

NOTE: When cutting cable, the blades should be perpendicular to the conductor to avoid unnecessary “side load” to the blades. TORQUE VALUE AND FEELER ...










 


[image: alt]





INSTRUCTION MANUAL ENGLISH Digital ... - Klein Tools 

NOTE: Not designed for testing 30mA ground-fault devices. Insert the transmitter into the electrical outlet and note the wiring condition 6 & 7 . If the tester ...










 


[image: alt]





True RMS 600V 400A 40MÎ© - Klein Tools 

Para encender el multÃmetro, gire la perilla selectora de funciÃ³n 2 de la posiciÃ³n "OFF" (APAGADO) a cualquier posiciÃ³n de mediciÃ³n. Para apagar el multÃmetro ...
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INSTRUCTION MANUAL Wireless Borescope ... - Klein Tools 

heat, or extremes of environmental temperature. â€¢ The borescope body is NOT waterproof. To keep dust and other foreign items out of the unit, keep the rubber ...
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Rechargeable Auto-Off Headlamp - Instructions ... - Klein Tools 

FRANÃ‡AIS. ENGLISH. CONTENTS. â€¢ 56034 Headlamp. â€¢ Headlamp bracket with adjustable silicone strap ... Do not expose to direct sunlight, open flame, heat.
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non-contact voltage tester (ncvt-1) owner's manual - Klein Tools 

tie dans des conditions normales d'emploi et de service, ou en remboursera le prix d'achat. Klein ne saurait ... Un contact avec des circuits sous tension pourrait ...










 


[image: alt]





True RMS 600V 60M Î© 200A 1000V - Klein Tools 

(208 g) including batteries .... Risk of electrical shock. Double Insulated Class II. Ground. V. Voltage ... open jaw fork in line with the arrow markings 10.
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Guidelines for Use and Care of Klein Insulated Tools 

insulated tools are clearly marked with the official 1000-volt rating symbol. ... always de-energize lines and equipment prior to working on or around them.
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Punchdown Tool Blade â€“ 110 Type - Klein Tools 

l'intÃ©rieur du cylindre de l'outil de dÃ©coupage et insÃ©rez la lame (Fig. 1). 2. Faites tourner la lame d'un quart de tour dans le sens des aiguilles d'une montre (Fig. 2). Remarque: lorsque la lame est complÃ¨tement Ã  sa place et verrouillÃ©e, le
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Emilien KLEIN 

My other interests are Information Technology (my favorite study subject), reading books (novels and books on history), going to the cinema, sports : soccer, ...
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1156A Active Probe Recommended Probe Configuration ... - Keysight 

This configuration works with either 2s or. 3s as signal and either 2g or 3g as ground. Ground. Blade. Active. Probe. Solderable through-hole ground pin.
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infrared thermometer hendi 300 infrarood thermometer 

Pour faciliter l'emploi et amÃ©liorer la prÃ©cision, ... prÃ©cision, couvrez la surface âˆ‘ mesurer avec ... Conservare il presente manuale nei pressi dell'apparecchio.
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Report probe thermometer - Klein Tools
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