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MUSIC... The Rockford Way. Around the world, ROCKFORD FOSGATE’s name is synonymous with high quantity and high quality sound. For over 35 years ROCKFORD FOSGATE has been driven by a desire for perfection, bound by a tradition of innovation and most importantly, measured by our own “Fanatics”. In 1985, people thought a 15” woofer in a car was crazy and today our 15” T2 subwoofer provides the bottom end to any world class system and is the envy of your friends. ROCKFORD FOSGATE’s Symmetry was the first in-car audio system with the intelligence of a computer and today our 3SIXTY signal processor delivers award winning control via any Bluetooth enabled device. Today, ROCKFORD FOSGATE delivers the most innovative speakers, subwoofer solutions and integration devices, the company has ever offered. That’s why ROCKFORD FOSGATE is the most imitated, envied car audio company in the world. Auf der ganzen Welt ist der Name ROCKFORD FOSGATE Synonym für erstklassigen Sound und hohe Qualität. Seit über 35 Jahren verpflichtet sich ROCKFORD FOSGATE diesem Anspruch mit einer großen Leidenschaft für Perfektion und Innovation, hoch geschätzt von unseren wichtigsten Kunden, den Fans der Marke. Im Jahre 1985 dachten viele Leute noch, dass ein 38 cm Tieftöner im Auto schon ziemlich verrückt sei, aber heutzutage werden viele Weltklasse-Systeme von den beneidenswert guten T2 Subwoofern angetrieben. ROCKFORD FOSGATE’s Symmetry debütierte als erstes, Prozessor gesteuertes In-Car System mit Computer-Intelligenz und stand Pate für die heute über Bluetooth steuerbaren, preisgekrönten 3SIXTY Sound-Prozessoren. ROCKFORD FOSGATE bietet derzeit die innovativsten Lautsprecher, Subwoofer und IntegrationsGeräte, die wir jemals entwickelt haben. Alles gute Gründe, warum ROCKFORD FOSGATE weltweit zu den am meisten imitierten und beneideten Anbietern für Car Audio Produkte zählt. Le nom ROCKFORD FOSGATE est synonyme dans le monde de produits de très haute qualité avec une excellente restitution sonore. Depuis plus de 35 ans, ROCKFORD FOSGATE est soucieux de la perfection, toujours à la recherche de l’innovation dont la reconnaissance la plus importante est celle des „Fanatiques“ de la marque. En 1985, cela semblait fou d’installer un subwoofer de 30 cm spécifiquement destiné aux fréquences grave dans un véhicule et, aujourd’hui, notre subwoofer T2 de 38 cm produit une qualité de grave inégalée dans le monde et fait envie à tous. Notre système symétrique a été le premier dans l’automobile avec une intelligence comparable à celle d’un ordinateur et, aujourd’hui, notre processeur de signaux 3 Sixty permet un contrôle sonore total via une simple liaison Bluetooth avec n’importe quel périphérique autorisé. Aujourd’hui, la gamme ROCKFORD FOSGATE dispose des produits les plus innovants que la société n’a jamais proposé en haut-parleur, subwoofer et système d’intégration. Voilà pourquoi ROCKFORD FOSGATE suscite toujours autant d’envie et est copié partout dans le monde.



INNOVATION TIMELINE 1973 Rockford Fosgate was founded by Jim Fosgate



1976 First MOSFET Amplifier by Rockford Fosgate
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1979 First Car Audio Surround Processor (Fosgate Gavotte)



1984 The First PUNCH® subwoofer built by Rockford Acoustic Designs



PRODUCT GUIDE POWER AMPLIFIERS
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PRIME AMPLIFIERS
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POWER T2/T1 SUBWOOFERS
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PRIME R2/R2S SUBWOOFERS
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POWER T0 SUBWOOFERS
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PRIME R1SUBWOOFERS / R1 ENCLOSURES
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POWER T5/T3/T2 SPEAKERS
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PRIME R1 SPEAKERS
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POWER T1 SPEAKERS



14 3SIXTY OEM-INTEGRATION
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RF ACCESSORIES
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PUNCH AMPLIFIERS
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PUNCH P3/P3S SUBWOOFERS
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PUNCH P2/P1S SUBWOOFERS



22



PUNCH P1 SPEAKERS
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PUNCH P3/P3S/P2 ENCLOSURES
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PUNCH POWERED SUBBOXES
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PUNCH PRO SPEAKERS
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For further information and details check the European Distributor’s homepage www.audiodesign.de/rockfordfosgate
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1986 First PUNCH Verification Certificate (PVC)



1990 Symmetry, the first computer for the car



1997 Dolby® Pro-Logic® II Decoder
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2003 Audio industry pioneer Jim Fosgate received a special Technology and Engineering EMMY®
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The POWER amps offer one serious amplifier for enthusiasts who crave big power on their subwoofers or excellent sound performance on their speakers. The class-bdCP mono low-frequency amplifier T2500-1bdCP pumps out 2500 watts. It can easily drive four 2-ohm DVC woofers without breaking a sweat or any array of woofers wired to create a 1-ohm amplifier load. Use two amps in Power-Sync mode for a whopping 5000 watt power horse! Three other class-bdCP mono amps deliver power up to 1500 watts and are the perfect companions for punching subs.



Die POWER Line bietet eine gewaltige Endstufe für Enthusiasten, die auf der Suche nach extrem hoher Subwoofer-Leistung oder exzellentem Klang für leistungsstarke Lautsprecher sind. Der Class-bdCP Monoblock T2500-1bdCP liefert bis zu 2500 Watt. Er kann spielend vier 2-Ohm DVC-Tieftöner betreiben oder jede andere 1-Ohm Kombination, ohne dabei ins Schwitzen zu kommen. Bei zwei Amps im Power-Sync Modus sind sogar 5000 Watt möglich. Drei weitere digitale Class-bdCP Mono Amps mit bis zu 1500 Watt RMS sind die perfekten Partner für leistungsstarke Tieftöner. Les 1 amplificateur de la série POWER sont destinés à ceux qui meurent d’envie d’avoir un maximum de puissance pour leurs subwoofers ou une qualité de son exceptionnel pour leurs haut-parleurs. L’amplificateur mono basse fréquence en classe bdCP T2500-1bdCP crache 2500 watts. Il peut alimenter facilement 4 subwoofers double bobines en 2 Ohm sans faire souffrir le moins du monde l’amplificateur stable sous 1 Ohm. 2 amplificateurs connectés en mode maître-esclave font déferler une cavalerie de 5000 watts. Les 3 amplificateurs mono en classe bdCP délivrent des puissances jusqu’à 1500 watts et sont les compagnons indispensables aux subwoofers surpuissants.



DUAL P.O.W.E.R. SUPPLY



INTEGRATED ZINC CONNECTORS
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MASTER SYNC



VU METERS



MONO AMPLIFIERS • Low-Pass 35Hz-250Hz @ 24dB/oct • Infrasonic 12dB/oct, -3dB @ 28Hz • Bass EQ 0dB to +18dB @ 45Hz • Frequency Response 20Hz-250Hz +/-0.5db • All-MOSFET-Circuit, RCA pass-thru



T2500-1bdCP



Class bdCP Mono Amplifier 1 x 1500 Watts/RMS @ 4 Ohms 1 x 2500 Watts/RMS @ 2 Ohms 1 x 2500 Watts/RMS @ 1 Ohms 0°/180° Phase Switch LED Dual-Signal VU Meters Dimensions: 207 x 54 x 556 mm EUR 1499,00*



PEQ / PEQX3 CONTROLLER Optional Remote for all POWER Amps



T1500-1bdCP



Class bdCP Mono Amplifier 1 x 1000/1500/1500 Watts/RMS @ 4/2/1 Ohms Dimensions: 207 x 54 x 379 mm EUR 799,00*



T1000-1bdCP



Class bdCP Mono Amplifier 1 x 700/1000/1000 Watts/RMS @ 4/2/1 Ohms Dimensions: 207 x 54 x 347 mm EUR 699,00*



T500-1bdCP



Class bdCP Mono Amplifier 1 x 300/500/500 Watts/RMS @ 4/2/1 Ohms Dimensions: 207 x 54 x 290 mm EUR 499,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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With ten models, the POWER family embodies the upper premium class in the Rockford Fosgate range. These compact amps deliver the same gut wrenching power than conventional models, but their chassis designs are up to 40% smaller. DTM (Dynamic Thermal Management) allows efficient heat transfer that minimizes physical size and enables installs under seats and other compact areas when abundant power is required. The all MOSFET 2/4-channel amps pack enough power to run 2-Ohm or 4-Ohm subwoofers with ease and their dual function EQ can tune-in any pair of high frequency component speakers to deliver premium sound quality. The new class-ad amps combine sound quality characteristics of Class-A designs with efficiency of a Class-D in one remarkable package. Mit zehn Modellen verkörpert die POWER Familie die obere Premium Klasse im Rockford Fosgate Programm. Diese kompakten Amps liefern enorme Power, aber im Gegensatz zu herkömmlichen Verstärken in ca. 40% kleineren Gehäusen. Die vorteilhafte Baugröße wird durch die DTMTechnologie (Dynamic Thermal Management) ermöglicht, einer sehr effizienten Hitzeübertragung zwischen Transistor und Kühlkörper. Ein Einbau auf engstem Raum wie z.B. unter einem Sitz ist somit problemlos möglich. Die komplett mit Mosfets bestückten 2/4-Kanal Verstärker holen dank des integrierten Dual-Equalizers Premium-Sound aus allen Lautsprecher-Systemen und haben darüber hinaus genug Leistung, um 2-oder 4-Ohm Subwoofer zu befeuern. Die neuen Class-ad Amps vereinen die Klangqualitäten eines Class-A Amps mit der Effizienz eines Class-D Amps. Composée de dix modèles, la famille POWER représente la gamme supérieure de Rockford Fosgate. Ces amplificateurs très compacts délivrent la même puissance que les modèles précédents bien que leurs châssis soient 40% plus petits. La technologie DTM (Dynamic Thermal Management) permet un meilleur transfert de la chaleur minimisant l’encombrement en rendant possible l’installation sous les sièges ou dans des emplacements étroits sans compromis pour la puissance. Tous les amplificateurs MOFSET 2 et 4 canaux ont suffisamment de puissance pour alimenter aisément n’importe quels subwoofers de 2 Ohm ou de 4 Ohm et leur double fonction EQ peut s’adapter à n’importe quelles paires de kits éclatés afin de délivrer une qualité de son optimum. Les nouveaux amplis combinent des caractéristiques de qualité du son, de design de classe-A avec l´efficacité d´une classe-D dans un paquet remarquable. P.O.W.E.R. SUPPLY



DYNAMIC THERMAL MANAGEMENT
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FOCUSED MASS HEAT SINK



PEQ - PUNCH EQ



2/4-CHANNEL AMPLIFIERS • High-Pass 50Hz-500Hz @ 24dB/oct • Low-Pass 50Hz-500Hz @ 24dB/oct • Bass EQ 0dB to +18dB @ 45Hz • Treble EQ 0dB to +12dB @ 12kHz • Frequency Response 20Hz-20kHz +/-1dB • All-MOSFET-Circuit, RCA pass-thru



PEQ / PEQX3 CONTROLLER Optional Remote for all POWER Amps



T400-2



T600-2



2 x 120/200 Watts/RMS @ 4/2 Ohms 1 x 400 Watts/RMS @ 4 Ohms bridged Dimensions: 207 x 54 x 290 mm EUR 399,00*



2 x 200/300 Watts/RMS @ 4/2 Ohms 1 x 600 Watts/RMS @ 4 Ohms bridged Dimensions: 207 x 54 x 347 mm EUR 499,00*



Class A/B 2-Channel Amplifier



Class A/B 2-Channel Amplifier



T400-4



Class A/B 4-Channel Amplifier 4 x 60/100 Watts/RMS @ 4/2 Ohms 2 x 200 Watts/RMS @ 4 Ohms bridged Dimensions: 207 x 54 x 347 mm EUR 479,00*



T600-4



Class A/B 4-Channel Amplifier 4 x 100/150 Watts/RMS @ 4/2 Ohms 2 x 300 Watts/RMS @ 4 Ohms bridged Dimensions: 207 x 54 x 379 mm EUR 599,00*



T800-4ad



Class A/D 4-Channel Amplifier 4 x 200 Watts/RMS @ 4/2/1 Ohms 2 x 400 Watts/RMS @ 4/2 Ohms bridged Dimensions: 207 x 54 x 347 mm EUR 799,00*



T1000-4ad



Class A/D 4-Channel Amplifier 4 x 250 Watts/RMS @ 4/2/1 Ohms 2 x 500 Watts/RMS @ 4/2 Ohms bridged Dimensions: 207 x 54 x 347 mm EUR 999,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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The upgraded POWER Series T2 subwoofers have a new bad-ass look with a revised cone, new spider design and better cooling qualities compared to the previous models. Made only for the most extreme car audio fanatics, the new T2 series is built like a tank on a precision cast aluminum alloy basket. Our POWER T1 subwoofers are based on innovative new Rockford Fosgate technologies. These bad boys have the patented VAST feature that increases surface cone area up to 25%. The new FlexFit basket provides extreme flexibility for extreme installations.



Die Upgrades der POWER T2 Subwoofer haben einen echten ”Bad-Ass-Look”und kommen jetzt mit einer besseren Membran, einem neuen Spider-Aufbau und wesentlich besseren Kühleigenschaften im Vergleich zu den Vorgängern daher. Robust gebaut wie ein Panzer mit AluGusskorb, sind die T2 Woofer nur etwas für ganz extreme ”Car Audio Fanatics”. Unsere POWER T1 Tieftöner basieren auf den neuesten Technologien aus dem Hause Rockford Fosgate. Diese ”Bösen Jungs” sind mit der patentierten VAST Technik ausgestattet, welche die Membranfläche um bis zu 25% vergrößert sowie mit FlexFit Körben, die eine enorme Flexibilität für extreme Installationen bieten.



La nouvelle série de subwoofer POWER T2 ont un look très agressif avec un nouveau cône, un nouveau design pour le spider et un meilleur refroidissement que le modèle précédent. Construit seulement pour le fanatique audio automobile le plus extrême, le nouveau T2 est construit comme un réservoir au dessus du saladier en alliage d’aluminium. Le subwoofer POWER T1 tire parti des dernières technologies novatrices de Rockford Fosgate. Ces produits extrèmes utilisent la nouvelle technologie brevetée VAST qui augmente la surface de la membrane jusqu'à 25 %. Le nouveau saladier FlexFit délivre une flexibilité extrême aux installations tout aussi extrêmes.



VAST™ (T1)



MIRRORED IMAGED SPIDERS
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4” VOICE COILS (T2)



COMPRESSION TERMINALS (T2)



T2 SUBWOOFERS • 100 mm voice coil • Precision cast and vented aluminum alloy basket • Anodized aluminum voice coil former • High excursion thermo-rubber surround • Massive triple stacked magnet motor assembly • Removable and reversible screw concealing ring



T2 D212



30 cm Subwoofer 1200/2400 Watts RMS/MAX., 2 x 2 Ohms SPL 85 dB,  225 mm, Ø 275 mm EUR 799,00*



T2 D412



30 cm Subwoofer 1200/2400 Watts RMS/MAX., 2 x 4 Ohms SPL 85 dB,  225 mm, Ø 275 mm EUR 799,00*



T2 D215



T2 D415



1200/2400 Watts RMS/MAX., 2 x 2 Ohms SPL 86 dB,  250 mm, Ø 351 mm EUR 899,00*



1200/2400 Watts RMS/MAX., 2 x 4 Ohms SPL 86 dB,  250 mm, Ø 351 mm EUR 899,00*



38 cm Subwoofer



38 cm Subwoofer



T1 SUBWOOFERS • 76 mm voice coil • VAST™ (Vertical Attach Surround Technique) • Precision cast and vented aluminum alloy basket • Anodized aluminum voice coil former • High excursion thermo-rubber surround • Massive double stacked magnet motor assembly • FlexFit™ basket design (slot mounted frame pattern)



T1 D210



25 cm Subwoofer 600/1200 Watts RMS/MAX., 2 x 2 Ohms SPL 83 dB,  162 mm, Ø 230 mm EUR 449,00*



T1 D410



25 cm Subwoofer 600/1200 Watts RMS/MAX., 2 x 4 Ohms SPL 83 dB,  162 mm, Ø 230 mm EUR 449,00*



T1 D212



30 cm Subwoofer 800/1600 Watts RMS/MAX., 2 x 2 Ohms SPL 85 dB,  171 mm, Ø 286 mm EUR 549,00*



T1 D215



T1 D415



T1 D412



1000/2000 Watts RMS/MAX., 2 x 2 Ohms SPL 88 dB,  213 mm, Ø 352 mm EUR 699,00*



1000/2000 Watts RMS/MAX., 2 x 4 Ohms SPL 88 dB,  213 mm, Ø 352 mm EUR 699,00*



800/1600 Watts RMS/MAX., 2 x 4 Ohms SPL 85 dB,  171 mm, Ø 286 mm EUR 549,00*



38 cm Subwoofer



38 cm Subwoofer



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



30 cm Subwoofer
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The POWER T0 subwoofers mimic the performance and design from their “bigger” POWER Series brothers. They also feature VAST technology that increases surface cone area up to 25% so it performs like a much larger woofer. The FlexFit baskets not only look great, they also provide extreme flexibility for extreme installations. Clean, high tech and high power handling characteristics let these subwoofers wear the torturetested "POWER Series" badge!



Die POWER T0 Subwoofer eifern in puncto Leistung und Design den “größeren Brüdern” der POWER Series nach. Sie sind ebenfalls mit der patentierten VAST Technik ausgestattet, welche die Membranfläche um bis zu 25% vergrößert. Somit bringen sie die gleichen Leistungen wie wesentlich größere Woofer. Die FlexFit Körbe sehen nicht nur gut aus, sie sind durch ihre enorme Flexibilität optimal geeignet für extreme Installationen. Makellos, hochleistungsfähig und auf Herz und Nieren geprüft, verdienen sich die T0 Woofer das “POWER Series” Emblem!



La puissance T0 des caissons de graves imite la performance et le design de leur série frère "POWER". Ils ont aussi la caractéristique de la technologie VAST qui augmente la surface du cône de 25% et sont aussi performants qu´un large woofer. Les paniers FlexFit n´ont pas seulement l´air bien, ils fournissent aussi la flexibilité extrême pour des installations extrêmes. Des caractéristiques de traitement propres, de haute technologie et à grande puissance laissent ces caissson de graves faire du test d´évaluation torture la série ”POWER", l´insigne!



VAST™
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3” VOICE COILS



FLEX FIT BASKET



COMPRESSION TERMINALS



T0 SUBWOOFERS • 76 mm voice coil • VAST™ (Vertical Attach Surround Technique) • Precision cast and vented aluminum alloy basket • Anodized aluminum voice coil former • High excursion thermo-rubber surround • Massive double stacked magnet motor assembly • FlexFit™ basket design (slot mounted frame pattern)



T0 D210



25 cm Subwoofer 550/1100 Watts RMS/MAX., 2 x 2 Ohms SPL 81 dB,  165 mm, Ø 232 mm EUR 379,00*



T0 D410



25 cm Subwoofer 550/1100 Watts RMS/MAX., 2 x 4 Ohms SPL 81 dB,  165 mm, Ø 232 mm EUR 379,00*



T0 D212



30 cm Subwoofer 700/1400 Watts RMS/MAX., 2 x 2 Ohms SPL 84 dB,  175 mm, Ø 285 mm EUR 449,00*



T0 D412



30 cm Subwoofer 700/1400 Watts RMS/MAX., 2 x 4 Ohms SPL 84 dB,  175 mm, Ø 285 mm EUR 449,00*



T0 D215



38 cm Subwoofer 800/1600 Watts RMS/MAX., 2 x 2 Ohms SPL 87 dB,  213 mm, Ø 353 mm EUR 599,00*



T0 D415



38 cm Subwoofer 800/1600 Watts RMS/MAX., 2 x 4 Ohms SPL 87 dB,  213 mm, Ø 353 mm EUR 599,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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Audiophiles rejoice! The POWER T5 Component Speakers are a new epitome of sound quality and performance for car audio speakers. We asked our chief audio engineer to design the best loudspeakers Rockford Fosgate has ever offered, and the T5 is the result of years researching and testing components to satisfy that commitment. There are so many cool technologies implemented in the Power T5 series, you'll find yourself drooling over the features and specifications. Also new are the POWER T3 Component Speakers. They are designed using nearly all the same design cues as its biggest brother, the Power T5. The LCP (Liquid Crystal Polymer) woofer cones produce the best sound quality a car audio speaker can offer. Audiophile werden frohlocken! Die POWER T5 Kompo-Systeme sind der neue Inbegriff von Klangqualität und Performance für Car-Hifi Lautsprecher. So wurden die Lautsprecher-Ingenieure damit beauftragt, einfach die besten Lautsprecher zu entwickeln, die Rockford Fosgate jemals angeboten hat. Nach jahrelanger Entwicklungszeit und unzähligen Tests ist das T5 Kompo-System das Ergebnis, welches diesen hohen Ansprüchen gerecht wird - was schon auf den ersten Blick anhand der Features und den angewandten Technologien klar sein dürfte. Ebenfalls neu im Programm ist das POWER T3 Kompo-System, welches nahezu die gleichen Eigenschaften wie der große Bruder mitbringt. Die LCP (Liquid Crystal Polymer) Tieftöner-Membrane bringen beste Klangresultate, die Car Audio Lautsprecher bieten können. Les Audiophiles se rejouissent! Les composants des hauts-parleurs Power T5 utilisent un nouveau type de qualité de son et de performance pour les hauts-parleurs de voiture. Nous avons demandé à notre chef ingénieur de concevoir les meilleurs hauts-parleurs jamais offert par Rockford Fosgate et le T5 est le résultat d´années de recherche et de tests des composants pour satisfaire cet engagement. Il y a tant de nouvelles technologies mis en oeuvre dans la série Power T5 que vous vous extasierez devant la précision et les caractéristiques. Les composants des hauts-parleurs Power T3 sont aussi nouveau. Ils sont conçus en utilisant presque toutes les répliques comme son grand frère, le Power T5. Le LCP (Polymère à cristaux liquide) pour les cônes des woofer produitsent la meilleure qualité de son qu´un haut-parleur voiture peut offrir.



VAST™



SOLID COPPER PHASE PLUG (T5)
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FLEX FIT™



EXTERNAL CROSSOVER



COMPONENTS • VAST (Vertical Attach Surround Technique) • FlexFit™ basket design (slot mounted frame pattern) • 25 mm ring radiator LCP dome tweeter with copper phase plug • Solid copper phase plug for extended frequency range and greater power handling • LCP (Liquid Crystal Polymer) fiber trilaminate cone • DDC™ (Discreet Dual Clamp) Tweeter Mounting • IDHS (Inductive Damping Heat Sink) • Multi-pole™ neodymium motor structure



T5 652-S



16,5 cm Component-System 125/250 Watts RMS/MAX., SPL 88,5 dB 55 Hz - 22 kHz,  71 mm, Ø 144 mm EUR 1699,00*



COMPONENTS • VAST (Vertical Attach Surround Technique) • FlexFit™ basket design (slot mounted frame pattern) • 25 mm treated silk surround LCP tweeter with neodymium motor • LCP (Liquid Crystal Polymer) fiber cone • DDC™ (Discreet Dual Clamp) Tweeter Mounting • IDHS (Inductive Damping Heat Sink) • Neodymium motor structure with keyed return of magnetic flux



T3 652-S



16,5 cm Component-System 125/250 Watts RMS/MAX., SPL 88 dB 55 Hz - 22 kHz,  71 mm, Ø 144 mm EUR 799,00*



COMPONENTS • VAST (Vertical Attach Surround Technique) • FlexFit™ basket design (slot mounted frame pattern) • Audiophile grade 5% tolerance component external crossover



• 25 mm aluminum dome tweeter with Discreet Dual Clamp • Aluminum Phase-Plug improves thermal capacity and reduces distortion



T2 652-S



16,5 cm Component-System 100/200 Watts RMS/MAX., SPL 89 dB 55 Hz - 22 kHz,  64 mm, Ø 142 mm EUR 349,00*



T2 52-S



13 cm Component-System 75/150 Watts RMS/MAX., SPL 87 dB 65 Hz - 22 kHz,  52 mm, Ø 122 mm EUR 329,00*



T2 T-S



25 mm Tweeters incl. Crossovers 75/150 Watts RMS/MAX., SPL 90 dB 3 kHz - 22 kHz,  13 mm, Ø 45 mm EUR 199,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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With the POWER T1 compo systems and coaxials/triaxials with offset cantilever tweeter mount, Rockford Fosgate offers more sophisticated technology than ever. The all-new VAST™ feature increase the speaker’s effective radiating cone area up to 25% without complicated installation issues and improves the nominal efficiency. Multi-OEM adapter plates and the FlexFit™ mounting frame ease the installation in almost every vehicle. Audiophile grade components and crystal clear playing tweeters enable new dimensions in high frequency performance.



Mit den POWER T1 Kompos und Koax/Triax-Lautsprechern bietet Rockford Fosgate mehr durchdachte Technologie als jemals zuvor. Die neue VAST˙ Membran-Konstruktion vergrößert die effektive Abstrahlungsfläche um mehr als 25% und erhöht somit effizient den Wirkungsgrad. Die freitragende Hochtonaufhängung in den Mehrwege-Lautsprechern verbessert die klangliche Balance und Belastbarkeit der Konuslautsprecher, die wie gute Kompo-Systeme mit hermetischen Kalotten ausgerüstet sind. Audiophile Bauteile und kristallklar spielende Hochtöner eröffnen völlig neue Klangdimensionen. Multi-Adapterringe und der FlexFit˙ Einbaurahmen erleichtern die Installation in nahezu jedem Fahrzeug.



Avec les kits éclatés POWER T1, les HP coaxiaux ou triaxiaux et leurs tweeters montés sur console, Rockford Fosgate vous offre une technologie hyper sophistiquée. Cette nouvelle technologie VAST™ accroit la surface du cône de plus de 25% tout en simplifiant la fabrication pour un rendement maximum. Le système unique FlexFit™ de fixation permet une installation simplifiée dans n’importe quel véhicule. Le choix des composants audiophiles et les tweeters au son cristallin très clair donnent une nouvelle dimension à la restitution des hautes fréquences.



VAST™
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FLEX FIT™



EXTERNAL CROSSOVER



DISCREET DUAL CLAMP



COMPONENTS • VAST (Vertical Attach Surround Technique) • FlexFit™ basket design (slot mounted frame pattern) • Audiophile grade 5% tolerance component external crossover • 25 mm treated cloth dome tweeter with Discreet Dual Clamp • 5 x 7er / 6 x 9er Multi-OEM adapter plate included



T152-S



13 cm Component-System 75/150 Watts RMS/MAX., SPL 87 dB 65 Hz - 22 kHz,  50 mm, Ø 122 mm EUR 249,00*



T1652-S



T1T-S



100/200 Watts RMS/MAX., SPL 88 dB 50 Hz - 22 kHz,  64 mm, Ø 142 mm EUR 279,00*



100/200 Watts RMS/MAX., SPL 90 dB 3 kHz - 22 kHz,  13 mm, Ø 45 mm EUR 179,00*



16,5 cm Component-System



25 mm Tweeters



COAXIALS / TRIAXIALS • • • •



VAST (Vertical Attach Surround Technique) FlexFit™ basket design (slot mounted frame pattern) Offset cantilever mounted tweeter design (except T1S652) Aluminum dome tweeter



T142



T152



40/80 Watts RMS/MAX. SPL 85 dB, 85 Hz - 22 kHz  45 mm, Ø 103 mm EUR 99,00*



60/120 Watts RMS/MAX. SPL 87 dB, 65 Hz - 22 kHz  50 mm, Ø 122 mm EUR 129,00*



T1652



T1462



75/150 Watts RMS/MAX. SPL 88 dB, 50 Hz - 22 kHz  64 mm, Ø 142 mm EUR 149,00*



45/90 Watts RMS/MAX. SPL 85,5 dB, 75 Hz - 22 kHz  50 mm, Ø 92 x 147 mm EUR 99,00*



T1572



T1682



70/140 Watts RMS/MAX. SPL 88 dB, 60 Hz - 22 kHz  59 mm, Ø 127 x 178 mm EUR 149,00*



80/160 Watts RMS/MAX. SPL 88 dB, 55 Hz - 22 kHz  66 mm, Ø 130 x 189 mm EUR 149,00*



T1692



T1693



100/200 Watts RMS/MAX. SPL 90 dB, 50 Hz - 22 kHz  86 mm, Ø 152 x 222 mm EUR 179,00*



100/200 Watts RMS/MAX. SPL 90 dB, 50 Hz - 22 kHz  86 mm, Ø 152 x 222 mm EUR 199,00*



13 cm Coaxial



10 cm Coaxial



4 x 6er Coaxial



16,5 cm Coaxial



6 x 8er Coaxial



5 x 7er Coaxial



6 x 9er Triaxial



6 x 9er Coaxial



T1S 652 SHALLOW 16,5 cm Coaxial



70/140 Watts RMS/MAX. SPL 87,5 dB, 65 Hz - 22 kHz  49 mm, Ø 128 mm EUR 149,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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Brandnew to the PUNCH family are the ultra compact PBR amplifiers. Featuring Rockford Fosgate´s patent pending Boosted Rail Technology, they are breaking new ground in efficient amplifier design and ensures a very high efficiency and low distortion. If you have limited space in your vehicle, want to add audio to your motorcycle, or need a simple installation solution, the new PBR amps are for you. Also new to the famous Rockford Fosgate Punch amplifier line-up are the four Full-Range Class D models. Known world-wide for brute power, this Class-D design offers a higher level of efficiency along with a tri-stage protection that covers thermal, over-current and short circuit.



Brandneu in der PUNCH Familie sind die ultrakompakten PBR Verstärker. Mit der von Rockford Fosgate zum Patent angemeldeten “Boosted Rail Technology” wurden neue Wege bei der Entwicklung gegangen, um effiziente Kompakt-Verstärker mit einem hohen Wirkungsgrad bei gleichzeitig niedrigem Verzerrungsgrad zu schaffen. Wenn das Platzangebot im Fahrzeug knapp bemessen ist, wenn ein Sound-System für das Motorrad oder eine einfache Installations-Lösung gesucht wird, sind die neuen PBR Verstärker genau das Richtige. Ebenfalls neu im berühmten PUNCH Verstärker Line-Up sind vier Full-Range Class D Modelle. Weltbekannt durch brachiale Leistung, bietet dieses Class D Prinzip eine höhere Effizienz gepaart mit einer dreifachen Schutzschaltung, die vor Überhitzung, zu hoher Spannung und Kurzschluss schützt.



Nouvelle marque dans la famille Punch, les amplificateurs PBR ultra compacts. En représentant la courbure évidente de Rockford Fosgate et la technologie de rail augmentée, ils innovent dans un amplificateur qui fonctionne bien et assure une trés grande efficacité et de faible distorsion. Si vous avez un espace limité dans votre véhicule, si vous voulez ajouter de l´audio à votre motocycle ou avoir simplement une solution d´installation, les nouveaux amplificateurs PBR sont pour vous. Nouveau également les célèbres amplificateurs Punch Rockford Fosgate alignent quatre gammes complètes de modèles classe D. connu dans le monde entier pour sa puissance brutal, ce design de class-D offre un niveau plus haut d´efficacité avec une protection tri-étape qui couvre thermique, over current et court circuit.



ULTRA COMPACT (PBR)



EXTRUDED ALUMINUM (PBR)
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PEQ - PUNCH EQ (OPTIONAL)



CAST ALUMINUM HEAT SINK



BRT AMPLIFIERS (BOOSTED RAIL TECHNOLOGY) • Top Mounted LED Indicators • All-MOSFET-Circuit • RCA pass-thru • Bass EQ 0dB to +18dB @ 45Hz • 12dB/octave crossover • High level inputs • MOSFET output stage • Ultra compact chassis



PBR300X2



BRT Full-Range 2-Channel Amplifier 2 x 100/150 Watts/RMS @ 4/2 Ohms 1 x 300 Watts/RMS @ 4 Ohms bridged Frequency Response 20Hz-20kHz +/-3db Dimensions: 108 x 39 x 172 mm EUR 339,00*



PBR300X4



PBR300X1



PBR500X1



4 x 75 Watts/RMS @ 4 Ohms Low-Pass/High-Pass 80Hz @ 12dB/oct Frequency Response 20Hz-20kHz +/-1db Dimensions: 108 x 39 x 172 mm EUR 339,00*



1 x 75/150/300 Watts/RMS @ 4/2/1 Ohms Low-Pass 35Hz-250Hz @ 12dB/oct Infrasonic 12dB/oct, -3dB @ 28Hz Frequency Response 20Hz-250Hz +/-3db Dimensions: 108 x 39 x 172 mm EUR 279,00*



1 x 170/300/500 Watts/RMS @ 4/2/1 Ohms Low-Pass 35Hz-250Hz @ 12dB/oct Infrasonic 12dB/oct, -3dB @ 28Hz Frequency Response 20Hz-250Hz +/-3db Dimensions: 208 x 39 x 172 mm EUR 399,00*



BRT Full-Range 4-Channel Amplifier



BRT Full-Range Mono Amplifier



BRT Full-Range Mono Amplifier



CLASS-D AMPLIFIERS • High-Pass 50Hz-500Hz @ 12dB/oct • Low-Pass 50Hz-500Hz @ 12dB/oct • Bass EQ 0dB to +12dB @ 45Hz • Treble EQ 0dB to +12dB @ 45kHz • Frequency Response 10Hz-35kHz +/-3dB • Top Mounted LED Indicators • All-MOSFET-Circuit, RCA pass-thru



P500X4D



Class-D Full-Range 4-Channel Amplifier 4 x 75/125 Watts/RMS @ 4/2 Ohms 2 x 250 Watts/RMS @ 4 Ohms bridged Dimensions: 206 x 56 x 272 mm EUR 499,00*



P1000X4D



P1000X5D



P1000X1D



4 x 150/250 Watts/RMS @ 4/2 Ohms 2 x 500 Watts/RMS @ 4 Ohms bridged Dimensions: 206 x 56 x 302 mm EUR 649,00*



4 x 75 + 1 x 200 Watts/RMS @ 4 Ohms 4 x 125 + 1 x 500 Watts/RMS @ 2 Ohms Dimensions: 206 x 56 x 302 mm EUR 749,00*



1 x 500/1000 Watts/RMS @ 4/2 Ohms Dimensions: 206 x 56 x 272 mm EUR 549,00*



Class-D Full-Range 4-Channel Amplifier



Class-D Full-Range 5-Channel Amplifier



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



Class-D Full-Range Mono Amplifier
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Each of the PUNCH family amplifiers reproduces sonic perfection along with impressive power in a compact chassis. The P200-2 and P300-2 are solid choices if you're looking to drive coaxial speakers or smaller subwoofers. Whether you're looking to drive high frequency component speakers or low frequency subwoofers, the P400-2 and P500-2 have the power and flexibility you need to put some serious "Punch" in your vehicle. The P400-4 is perfect for powerful 4-way front-stage/rear-fill or 3-way front-stage/subwoofer systems. With their super efficient Class-bd circuit topology, the P500-1bd and P1000-1bd assure maximum BOOM with 1 ohm stability. The small monoamp P300-1 with high- and low-pass is perfect for dedicated subwoofers or center channels, the hefty 2-ohm capability will deliver the right amount of "Punch". Alle Amps der PUNCH Familie produzieren klangliche Perfektion und erstaunliche Leistungen bei kompakten Abmessungen. Der P200-2 und P300-2 sind erste Wahl für das Antreiben von Koax-Lautsprechern und kleineren Tieftönern. Wenn Komponenten-Systeme oder bassstarke Subs befeuert werden sollen, bieten sich die Modelle P400-2 und P500-2 dank ihrer höheren Leistung und großen Flexibilität an. Für sehr leistungsstarke 4-Wege-Front/Heck-Systeme oder 3-Wege-Front-Sub-Anwendungen ist der P400-4 Amp perfekt geeignet. Dank der sehr effizienten Class-bd Technik und der 1-Ohm-Stabilität sorgen die Monoblöcke P500-1bd und P1000-1bd für den richtigen Druck. Der kleine Monoamp P300-1 mit Hoch-/Tiefpass liefert die richtige Dosis "Punch" mit kräftiger 2-Ohm-Power für Subs oder auch für Center Speakers. Chaque amplificateur de la famille PUNCH délivre une qualité de son parfaite avec une puissance impressionnante dans un châssis très compact. Les P200-2 et P300-2 sont des produits idéaux pour alimenter des haut-parleurs coaxiaux ou des petits subwoofers. Si vous souhaitez alimenter des kits éclatés ou des subwoofers plus puissants alors les amplificateurs P400-2 et P500-2 disposent de la puissance et la flexibilité pour plus de "Punch" dans votre véhicule. Le P400-4 est idéal pour alimenter les haut-parleurs avant et arrière. Avec la formidable efficacité de la topologie des circuits électroniques de la classe bd, les amplificateurs P500-1bd et P1000-1bd stables sous 1 Ohm assureront le maximum de BOOM. Le petit amplificateur mono P300-1 disposant de réglages high et low-pass est parfait pour un petit subwoofer ou un haut-parleur central, l’impédance descendant à 2 Ohm permet de délivrer le maximum de "Punch" à votre installation.



P.O.W.E.R. SUPPLY



DYNAMIC THERMAL MANAGEMENT
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FOCUSED MASS HEAT SINK



PEQ - PUNCH EQ



A



M



P



L



I
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2/4-CHANNEL AMPLIFIERS • High-Pass 50Hz-500Hz @ 12dB/oct • Low-Pass 50Hz-500Hz @ 12dB/oct • Bass EQ 0dB to +18dB @ 45Hz • Treble EQ 0dB to +12dB @ 12kHz • Frequency Response 20Hz-20kHz +/-1dB • Top Mounted LED Indicators • All-MOSFET-Circuit, RCA pass-thru PEQ / PEQX3 CONTROLLER Optional Remote for all PUNCH Amps



P200-2



Class A/B 2-Channel Amplifier 2 x 50/100 Watts/RMS @ 4/2 Ohms 1 x 200 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 56 x 226 mm EUR 249,00*



P300-2



P400-2



P500-2



2 x 75/150 Watts/RMS @ 4/2 Ohms 1 x 300 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 56 x 226 mm EUR 299,00*



2 x 100/200 Watts/RMS @ 4/2 Ohms 1 x 400 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 56 x 262 mm EUR 349,00*



2 x 125/250 Watts/RMS @ 4/2 Ohms 1 x 500 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 56 x 330 mm EUR 399,00*



Class A/B 2-Channel Amplifier



Class A/B 2-Channel Amplifier



Class A/B 2-Channel Amplifier



P400-4



Class A/B 4-Channel Amplifier 4 x 50/100 Watts/RMS @ 4/2 Ohms 2 x 200 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 56 x 330 mm EUR 379,00*



P500-4



Class A/B 4-Channel Amplifier 4 x 60/125 Watts/RMS @ 4/2 Ohms 2 x 250 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 56 x 330 mm EUR 429,00*



MONO AMPLIFIERS • Low-Pass 35Hz-250Hz @ 12dB/oct • Infrasonic 12dB/oct, -3dB @ 28Hz • Bass EQ 0dB to +18dB @ 45Hz • Frequency Response 20Hz-250Hz +/-1db • Top Mounted LED Indicators • All-MOSFET-Circuit, RCA pass-thru • P300-1/P400-1 see 2/4-Channel Amplifiers PEQ / PEQX3 CONTROLLER Optional Remote for all PUNCH Amps



P300-1



P400-1



1 x 150/300 Watts/RMS @ 4/2 Ohms Dimensions: 196 x 56 x 226 mm EUR 279,00*



1 x 200/400 Watts/RMS @ 4/2 Ohms Dimensions: 196 x 56 x 226 mm EUR 349,00*



Class A/B Mono Amplifier



Class A/B Mono Amplifier



P500-1bd



P700-1bd



P1000-1bd



1 x 200/400/500 Watts/RMS @ 4/2/1 Ohms Dimensions: 196 x 56 x 262 mm EUR 449,00*



1 x 225/450/700 Watts/RMS @ 4/2/1 Ohms Dimensions: 196 x 56 x 262 mm EUR 529,00*



1 x 250/500/1000 Watts/RMS @ 4/2/1 Ohms Dimensions: 196 x 56 x 366 mm EUR 599,00*



Class bd Mono Amplifier



Class bd Mono Amplifier



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



Class bd Mono Amplifier
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Legendary "Punch" sound with PUNCH woofers. Featuring anodized aluminum cone designs, oversized surrounds and large motor assemblies, PUNCH subs deliver deep, loud and aggressive bass. For over 20 years, PUNCH subwoofers have shown the world big bass, extended power handling and awesome cosmetics. With a high excursion, the P3 woofers can definitely move your music to the next level. The P3S Shallow Mount subs deliver the "Punch" - even in depth limited mounting situations.



Legendärer "Punch"-Sound mit PUNCH Tieftönern. Ausgestattet mit eloxierten Aluminium-Membranen, übergroßen Breitsicken und kräftigen Magnetantrieben liefern die PUNCH Subwoofer tiefe, laute und gnadenlose Bässe. Seit über 20 Jahren zeigen die PUNCH Woofer der Welt, was kraftvoller Bass gepaart mit hoher Leistungsentfaltung und genialem Design bedeutet. Mit den extrem hohen Auslenkungen der P3 Tieftöner erreicht Musikwiedergabe definitiv das nächste Level. Die P3S Subs in Flachbauweise liefern ebenfalls genug "Punch" – selbst in kleinsten Einbauplätzen.



Le son "Punch" légendaire avec les woofers PUNCH. Utilisant un cône parabolique innovant, des suspensions externes surdimensionnées et de gros moteurs, les subwoofers PUNCH délivre des graves puissantes, profondes et agressives. Depuis plus de 20 ans, les subwoofers PUNCH ont fait découvrir au monde ce que sont les basses, la gestion de la puissance et la belle présentation du produit. Avec un très fort déplacement de la membrane, les woofers P3 téléporte votre musique dans une autre dimension. La série P3S Shallow Mount délivre le "Punch" – même dans des situations de montage peu profondes.



VENTURI-EFFECT COOLING (P3)



GRILLE (OPTIONAL)



COMPRESSION TERMINALS



SIZE COMPARISON



P3
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P3S



P3 SUBWOOFERS • 64 mm voice coil with Nomex® collar • VAST (Vertical Attach Surround Technique) • FlexFit™ basket design (slot mounted frame pattern) • Anodized aluminum cone and dustcap • Diamond cut cast aluminum trim ring with optional grille • StampCast basket with integrated spider venting



P3D2-10



P3D4-10



500/1000 Watts RMS/MAX. 2 x 2 Ohms, SPL 82 dB  157 mm, Ø 232 mm EUR 249,00*



500/1000 Watts RMS/MAX. 2 x 4 Ohms, SPL 82 dB  157 mm, Ø 232 mm EUR 249,00*



P3D2-12



P3D4-12



600/1200 Watts RMS/MAX. 2 x 2 Ohms, SPL 85 dB  169 mm, Ø 285 mm EUR 299,00*



600/1200 Watts RMS/MAX. 2 x 4 Ohms, SPL 85 dB  169 mm, Ø 285 mm EUR 299,00*



P3D2-15



P3D4-15



600/1200 Watts RMS/MAX. 2 x 2 Ohms, SPL 86 dB  193 mm, Ø 353 mm EUR 349,00*



600/1200 Watts RMS/MAX. 2 x 4 Ohms, SPL 86 dB  193 mm, Ø 353 mm EUR 349,00*



25 cm Subwoofer



30 cm Subwoofer



38 cm Subwoofer



25 cm Subwoofer



30 cm Subwoofer



38 cm Subwoofer



P3S SUBWOOFERS • M-Roll Santoprene™ surround • StampCast basket with integrated spider venting • Anodized aluminum cone and dustcap • Dual linear spider with embedded 16 AWG tinsel leads • Diamond cut cast aluminum trim ring with optional grille • Shallow Motor Assembly • Optimized for both sealed and vented enclosures



P3SD2-8



P3SD4-8



150/300 Watts RMS/MAX. 2 x 2 Ohms, SPL 82 dB  68 mm, Ø 181 mm EUR TBA



150/300 Watts RMS/MAX. 2 x 4 Ohms, SPL 82 dB  68 mm, Ø 181 mm EUR TBA



P3SD2-10



P3SD4-10



300/600 Watts RMS/MAX. 2 x 2 Ohms, SPL 83 dB  89 mm, Ø 230 mm EUR TBA



300/600 Watts RMS/MAX. 2 x 4 Ohms, SPL 83 dB  89 mm, Ø 230 mm EUR TBA



P3SD2-12



P3SD4-12



400/800 Watts RMS/MAX. 2 x 2 Ohms, SPL 85 dB  93 mm, Ø 285 mm EUR TBA



400/800 Watts RMS/MAX. 2 x 4 Ohms, SPL 85 dB  93 mm, Ø 285 mm EUR TBA



20 cm Shallow Subwoofer



25 cm Shallow Subwoofer



30 cm Shallow Subwoofer



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



20 cm Shallow Subwoofer



25 cm Shallow Subwoofer



30 cm Shallow Subwoofer
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Rockford Fosgate has always been known as the "Punch" and the PUNCH P2 subwoofers certainly continue with the tradition. With their Dual 2.25” (58 mm) Voice Coils, they are an easy addition to almost any vehicle, the PUNCH P2 subs perform best in standard sealed and vented enclosures and their double-stacked magnets deliver "Real Bass"! You'll certainly get a lot of bass for your buck with the PUNCH P1 series. These subs were made for small sealed and vented enclosures, which make them suitable for a wide range of installations.



Rockford Fosgate war schon immer für den "Punch" bekannt - genau dieser Tradition folgen die PUNCH P2 Subwoofer. Mit den 2.25” (58 mm) Schwingspulen und Double-Stack-Magneten sind sie eine einfach zu realisierende Bass-Verstärkung für nahezu jedes Fahrzeug, denn die PUNCH P2 Subs wirken am besten in geschlossenen und ventilierten Gehäusen. Viel Bass für wenig Geld bieten die Subs der PUNCH P1 Serie, die speziell für kleine geschlossene und ventilierte Gehäuse abgestimmt und für die verschiedensten Anwendungsgebiete bestens geeignet sind.



Rockford Fosgate a toujours été reconnu comme "The Punch" et les subwoofers PUNCH P2 ne dérogent pas à cette tradition. Avec leurs doubles bobines de 2.25” (58 mm), ils peuvent être aisément installés dans la plupart des véhicules, le subwoofer PUNCH P2 donne leurs meilleures performance dans des caissons standards clos ou ventilés et leurs doubles aimants empilés délivrent de "Reelles Basses"! Vous allez en avoir pour votre argent avec la série PUNCH P1. Ces subwoofers sont destinés pour de petits caissons clos ou ventilés permettant une très grande possibilité d’installations.



VENTURI-EFFECT COOLING (P2)



DOUBLE STACKED MOTOR (P2)
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1.5” VOICE COIL (P1)



COMPRESSION TERMINALS



P2 SUBWOOFERS • High-temp 58 mm voice coil with spun-laced Nomex® collar • High density poly-foam surround • Linear spider with embedded tinsel leads • Parabolic injection molded ABS/Acrylic dustcap • Thermoformed polypropylene cone • Reversable ABS trim ring • Extended pole piece and bumped backplate



P2D2-8



P2D4-8



250/500 Watts RMS/MAX. 2 x 2 Ohms, SPL 83 dB  121 mm, Ø 181 mm EUR 139,00*



250/500 Watts RMS/MAX. 2 x 4 Ohms, SPL 83 dB  121 mm, Ø 181 mm EUR 139,00*



P2D2-10



P2D4-10



300/600 Watts RMS/MAX. 2 x 2 Ohms, SPL 84 dB  150 mm, Ø 232 mm EUR 169,00*



300/600 Watts RMS/MAX. 2 x 4 Ohms, SPL 84 dB  150 mm, Ø 232 mm EUR 169,00*



P2D2-12



P2D4-12



P2D2-15



P2D4-15



400/800 Watts RMS/MAX. 2 x 2 Ohms, SPL 86 dB  163 mm, Ø 285 mm EUR 199,00*



400/800 Watts RMS/MAX. 2 x 4 Ohms, SPL 86 dB  163 mm, Ø 285 mm EUR 199,00*



400/800 Watts RMS/MAX. 2 x 2 Ohms, SPL 86 dB  187 mm, Ø 353 mm EUR 249,00*



400/800 Watts RMS/MAX. 2 x 4 Ohms, SPL 86 dB  187 mm, Ø 353 mm EUR 249,00*



20 cm Subwoofer



25 cm Subwoofer



30 cm Subwoofer



20 cm Subwoofer



25 cm Subwoofer



30 cm Subwoofer



38 cm Subwoofer



38 cm Subwoofer



P1S SUBWOOFERS • High-temp 50 mm voice coil with spun-laced Nomex® collar • High density poly-foam surround • Linear spider with embedded tinsel leads • Parabolic injection molded ABS/Acrylic dustcap • Thermoformed polypropylene cone • Reversable ABS trim ring



P1S4-8



P1S8-8



200/400 Watts RMS/MAX., 4 Ohms SPL 84 dB,  112 mm, Ø 181 mm EUR 99,00*



200/400 Watts RMS/MAX., 8 Ohms SPL 84 dB,  112 mm, Ø 181 mm EUR 99,00*



P1S4-10



P1S8-10



250/500 Watts RMS/MAX., 4 Ohms SPL 85 dB,  135 mm, Ø 235 mm EUR 119,00*



250/500 Watts RMS/MAX., 8 Ohms SPL 85 dB,  135 mm, Ø 235 mm EUR 119,00*



P1S4-12



P1S8-12



250/500 Watts RMS/MAX., 4 Ohms SPL 86 dB,  153 mm, Ø 285 mm EUR 139,00*



250/500 Watts RMS/MAX., 8 Ohms SPL 86 dB,  153 mm, Ø 285 mm EUR 139,00*



P1S4-15



P1S8-15



250/500 Watts RMS/MAX., 4 Ohms SPL 88 dB,  177 mm, Ø 353 mm EUR 199,00*



250/500 Watts RMS/MAX., 4 Ohms SPL 88 dB,  178 mm, Ø 353 mm EUR 199,00*



20 cm Subwoofer



20 cm Subwoofer



25 cm Subwoofer



25 cm Subwoofer



30 cm Subwoofer



30 cm Subwoofer



38 cm Subwoofer



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



38 cm Subwoofer
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Whether you're looking for a full on component speaker system or a simple pair of coaxes to upgrade your OEM system, PUNCH speakers will make your ride sound sweet. With 13 models to choose from, Rockford Fosgate got one in your size and price range! Car audio fanatics will love the PUNCH series component systems. They feature the Flex Fit™ baskets for compatibility with various factory speaker mounting locations and an Integrated Concealed Crossover, eliminating the need to mount any crossovers boxes.



Wenn Sie ein erwachsenes Komponenten-System suchen oder einfach nur ein Paar Koaxe brauchen, um Ihre Werksanlage aufzurüsten, bieten die PUNCH Speakers das Richtige für Ihr Gefährt. Insgesamt stehen 13 Modelle zur Auswahl. Car Audio Enthusiasten werden die PUNCH KompoSysteme lieben, bieten diese mit dem flexiblen FlexFit™ Korbdesign die Möglichkeit, nahezu jede fahrzeugspezifische Lautsprecher-Öffnung zu bestücken. Die im Korb integrierte Weiche (ICC) macht den Einbau eines Weichengehäuses überflüssig.



Qu’importe si vous cherchez un très beau kit éclaté ou une simple paire de haut-parleurs coaxiaux pour installer dans votre véhicule, les hautparleurs PUNCH vous enchanteront pendant vos déplacements. Avec une gamme de 13 produits, Rockford Fosgate a obligatoirement celui qui correspond à vos emplacements et à votre budget! Les fanatiques du son de qualité adorent les kits éclaté PUNCH. Ils utilisent un saladier de type Flex Fit™ qui assure le montage dans la plupart des véhicules ainsi qu’un système de filtre intégré qui évite l’installation d’un boîtier supplémentaire.



VAST™
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FLEX FIT™



ICC



MULTI OEM



COMPONENTS • VAST (Vertical Attach Surround Technique) • FlexFit™ basket design (slot mounted frame pattern) • Integrated Concealed Crossover • Injection molded mineral filled PP-cone • 25 mm PEI dome neodymium tweeter with Discret Dual Clamp • 5 x 7er / 6 x 9er Multi-OEM adapter plate included



P152-S



13 cm Component-System 50/100 Watts RMS/MAX., SPL 87 dB 70 Hz - 22 kHz,  47 mm, Ø 122 mm EUR 159,00*



P1652-S



16,5 cm Component-System 60/120 Watts RMS/MAX., SPL 89 dB 60 Hz - 22 kHz,  55 mm, Ø 141 mm EUR 179,00*



P1T-S



25 mm Tweeters incl. Crossovers 60/120 Watts RMS/MAX., SPL 90 dB 3,5 kHz - 22 kHz,  13 mm, Ø 45 mm EUR 99,00*



COAXIALS / TRIAXIALS / QUADAXIAL • VAST (Vertical Attach Surround Technique) • FlexFit™ basket design (slot mounted frame pattern) • Injection molded mineral filled PP-cone • 19 mm PEI dome neodymium tweeter



P1 32



P142



8,8 cm Coaxial 20/40 Watts RMS/MAX. SPL 85 dB, 120 Hz - 22 kHz  35 mm, Ø 81 mm EUR 59,00*



10 cm Coaxial 30/60 Watts RMS/MAX. SPL 86,5 dB, 100 Hz - 22 kHz  42 mm, Ø 102 mm EUR 79,00*



P152



P1S 652 SHALLOW



13 cm Coaxial 40/80 Watts RMS/MAX. SPL 87 dB, 70 Hz - 22 kHz  48 mm, Ø 122 mm EUR 89,00*



16,5 cm Coaxial 55/110 Watts RMS/MAX. SPL 88 dB, 65 Hz - 22 kHz  48 mm, Ø 128 mm EUR 99,00*



P1 653



P1 462



16,5 cm Triaxial 60/120 Watts RMS/MAX. SPL 89 dB, 60 Hz - 24 kHz  55 mm, Ø 141 mm EUR 99,00*



4 x 6er Coaxial 35/70 Watts RMS/MAX. SPL 87,5 dB, 90 Hz - 22 kHz  46 mm, Ø 92 x 147 mm EUR 79,00*



P1 572



P1 683



5 x 7er Coaxial 60/120 Watts RMS/MAX. SPL 89 dB, 75 Hz - 22 kHz  56 mm, Ø 127 x 178 mm EUR 89,00*



6 x 8er Triaxial 65/130 Watts RMS/MAX. SPL 90 dB, 65 Hz - 24 kHz  58 mm, Ø 130 x 189 mm EUR 99,00*



P1 692



P1 694



6 x 9er Coaxial 75/150 Watts RMS/MAX. SPL 91 dB, 60 Hz - 22 kHz  78 mm, Ø 152 x 229 mm EUR 139,00* *Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



6 x 9er Quadaxial 75/150 Watts RMS/MAX. SPL 91 dB, 60 Hz - 24 kHz  78 mm, Ø 152 x 229 mm EUR 149,00*
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The size along with the quality of construction of a loaded enclosure is almost as important as the subwoofer itself. Rockford Fosgate makes eleven different enclosures loaded with the current PUNCH P3, P3S and P2 subwoofers that cover just about every size, power and budget requirement you need to thrill your trunk – and they all have one thing in common…they produce the kind of bass you expect from Rockford Fosgate. So get a PUNCH loaded enclosure and start cruising!



Die richtigen Dimensionen und die Fertigungsqualität eines Gehäuses sind fast genau so wichtig wie der Tieftöner selbst. Rockford Fosgate bietet elf verschiedene Gehäusesubwoofer, bestückt mit den aktuellen PUNCH P3, P3S und P2 Subwoofer, welche nahezu alle Anforderungen in Sachen Größe, Leistung und Budget erfüllen, um Ihren Kofferraum ordentlich durchzuschütteln. Alle PUNCH LOADED Modelle haben jedoch eines gemeinsam: sie produzieren genau die Art von Bass, den Sie von Rockford Fosgate erwarten.



Les dimensions et la qualité de fabrication d’un caisson sont aussi importantes que le subwoofer lui-même. Rockford Fosgate a créé onze caissons différents à partir des subwoofers PUNCH P3, P3S et P2 couvrant ainsi une large étendue de tailles, de puissances et de budgets vous permettant d’exalter le coffre de votre automobile. Installez un caisson PUNCH loaded et bougez!



HIGH FLOW LOW-NOISE SLOT-PORT



COMPRESSION TERMINALS
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GRILLE (OPTIONAL)



SHALLOW LOADED (P3S)



P3-2X12



2 x 30 cm Vented Subbox 1200/2400 Watts RMS/MAX., 1 Ohm Dimensions: 38,4 x 86 x 40 cm EUR 779,00*



P3-1X12



30 cm Vented Subbox 600/1200 Watts RMS/MAX., 1 Ohm Dimensions: 38,4 x 48,6 x 40 cm EUR 439,00*



P3-1X10



25 cm Vented Subbox 500/1000 Watts RMS/MAX., 1 Ohm Dimensions: 33,3 x 43,2 x 38 cm EUR 379,00*



P3-2X10



2 x 25 cm Vented Subbox 1000/2000 Watts RMS/MAX., 1 Ohm Dimensions: 33,3 x 79,1 x 38 cm EUR 679,00*



P3S-1x12



30 cm Shallow Sealed Subbox 300/400 Watts RMS/MAX., 1 Ohm Dimensions: 34,3 x 69,6 x 13,5 / 8,4 cm EUR TBA



P3S-1x10



25 cm Shallow Sealed Subbox 300/300 Watts RMS/MAX., 1 Ohm Dimensions: 34,3 x 48,3 x 13,5 / 8,4 cm EUR TBA



P3S-1x8



20 cm Shallow Sealed Subbox 150/300 Watts RMS/MAX., 1 Ohm Dimensions: 29,3 x 40,7 x 13,5 / 8,4 cm EUR TBA



P2-2X12



2 x 30 cm Vented Subbox 800/1600 Watts RMS/MAX., 1 Ohm Dimensions: 38,4 x 86 x 40 cm EUR 599,00*



P2-1X12



30 cm Vented Subbox 400/800 Watts RMS/MAX., 1 Ohm Dimensions: 38,4 x 48,6 x 40 cm EUR 349,00*



P2-1X10



25 cm Vented Subbox 300/600 Watts RMS/MAX., 1 Ohm Dimensions: 33,3 x 43,2 x 38 cm EUR 299,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



P2-2X10



2 x 25 cm Vented Subbox 600/1200 Watts RMS/MAX., 1 Ohm Dimensions: 33,3 x 79,1 x 38 cm EUR 549,00*
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P O W E R E D



S U B B O X E S



If you need to quickly add bass to a system or want to alleviate the hassle of separate amplifiers and subwoofers, then the P300-10 or the P30012 is the right one for the job! The P300-10 features a Punch 25cm subwoofer and the P300-12 a Punch 30cm subwoofer in a custom sealed enclosure and is powered by a mighty 300 Watt amplifier. The system is all-inclusive, so you only need to run power, ground and a signal from the source to get this baby moving. Features a durable exterior that resists scrapes and bumps while in the trunk or cargo area. Wenn Sie Ihre Anlage schnell und einfach mit kräftigem Bass ergänzen möchten und auf die aufwendigen Installation eines separaten Verstärkers und Subwoofers verzichten möchten, dann ist die P300-10 bzw. P30012 die richtige Lösung! Die P300-10 verfügt über einen Punch 25cm Subwoofer und die P300-12 über einen Punch 30cm Subwoofer, eingebaut in einem schicken geschlossenen Gehäusedesign. Die Box wird von einem kraftvollen 300 Watt Verstärkermodul mit umfangreichen Features angetrieben und muss nur mit Strom und einem Eingangssignal versorgt werden. Das robustes Gehäuse ist mit widerstandfähigem Vinyl beschichtet und bestens gegen Kratzer und Beulen geschützt.



Si vous avez besoin d´ajouter rapidement de la bass à un système ou si vous voulez réduire les bruits de subwoofers et amplificateurs séparés, alors le P300-10 ou P300-12 sont ceux qu´il vous faut pour ce travail! Ils disposent d´un subwoofer punch dans un caisson fermé customisé et fonctionnent avec un amplificateur puissant de 300 Watts. Les systèmes sont "all inclusive", vous avez seulement connecter la puissance, le ground et un signal depuis la source pour que le mouvement des bass commence.



HEAT ACTIVATED VINLY COVER



SPEAKER GRILLE
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AUTO TURN ON



DETACHABLE POWER/GROUND CONNECTOR



POWERED SUBBOXES & PRO SPEAKERS



P300-12



30 cm Sealed Powered Subbox Integrated Class D amplifier 300 Watts RMS Frequency Response 35Hz - 150Hz Remote bass level control included Seperate low level and speaker level inputs Variable 50Hz to 200Hz @ 12dB/Octave Butterworth Built-in adjustable bass boost EQ Inteligent auto turn on/off function Heat activated vinyl cover, 16 mm MDF enclosure Detachable Power/Ground connector Dimensions: 38,1 x 50,3 x 28 / 17,8 cm EUR 379,00*



P300-10



25 cm Sealed Powered Subbox Integrated Class D amplifier 300 Watts RMS Frequency Response 35Hz - 150Hz Remote bass level control included Seperate low level and speaker level inputs Variable 50Hz to 200Hz @ 12dB/Octave Butterworth Built-in adjustable bass boost EQ Inteligent auto turn on/off function Heat activated vinyl cover, 16 mm MDF enclosure Detachable Power/Ground connector Dimensions: 33,7 x 45,7 x 22,6 / 15 cm EUR 349,00*



PUNCH PRO SPEAKERS • Engineered for high SPL performance • Periodic-stitched fatigue resistant lead wire • Billet stock machined aluminum phase plugs • All metal input spring terminal connection • Sold as individual units (not in pairs)



PP4-T



NEW



PP8-T



NEW



4 cm Pro Tweeter 50/100 Watts RMS/MAX. 4 Ohms Impedance SPL 105 dB, 4 - 20 kHz  66 mm, Ø 111 mm EUR 109,00*



4 cm Pro Tweeter 50/100 Watts RMS/MAX. 8 Ohms Impedance SPL 105 dB, 4 - 20 kHz  66 mm, Ø 111 mm EUR 109,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



PPS4-6



NEW



PPS8-6



NEW



16 cm Pro Speaker 100/200 Watts RMS/MAX. 4 Ohms Impedance SPL 93 dB, 85 Hz - 5 kHz  57 mm, Ø 144 mm EUR 99,00*



16 cm Pro Speaker 100/200 Watts RMS/MAX. 8 Ohms Impedance SPL 93 dB, 85 Hz - 5 kHz  57 mm, Ø 144 mm EUR 99,00*



PPS4-8



NEW



PPS8-8



NEW



20 cm cm Pro Speaker 125/250 Watts RMS/MAX. 4 Ohms Impedance SPL 95 dB, 90 Hz - 5 kHz  74 mm, Ø 181 mm EUR 109,00*



20 cm cm Pro Speaker 125/250 Watts RMS/MAX. 8 Ohms Impedance SPL 95 dB, 90 Hz - 5 kHz  74 mm, Ø 181 mm EUR 109,00*
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With the PRIME series a new generation of performance geared toward the "novice" car audio enthusiast or first time buyer. Brandnew are the "small" but very efficient 2- and 4-Channel Amps R125-2 and R250-4. With a small chassis and easy to use set-up controls they also feature the legendary Rockford Fosgate power while fitting into any budget. Available as 2-/4- and 5-Channel variants, analog or digital, the PRIME multi-channel amps afford a solution for nearly every application.



Mit der PRIME Serie wurde eine neue Performance-Generation speziell für enthusiastische Car Audio-Novizen geschaffen. Brandneu sind die “kleinen” aber dennoch sehr effizienten 2- und 4-Kanal Verstärker R125-2 und R250-4. Mit geringen Abmessungen und einer einfachen Handhabung bieten auch sie die legendäre Rockford Fosgate Leistung und passen dabei zugleich zu nahezu jedem Budget. Erhältlich als 2-/4und 5-Kanal-Varianten, sowohl analog wie auch digital, ermöglichen die PRIME Mehrkanal-Endstufen eine Lösung für nahezu jeden Einsatzzweck.



La série Prime est destinée à une nouvelle génération d´acheteurs souhaitant démarrer un première installation avec du matériel performant. La série d´amplificateurs PRIME disposent des caractéristiques légendaires à Rockford Fosgate puissance, qualité, contrôle répondant à tous les budgets. Les nouvelles marques sont la gamme complète PRIME et les amplificateurs Mono Class-D. Avec un petit chassis, une consommation de puissance basse et une facilité de configuration, les quatre nouveaux modèles sont conçus spécialement pour un premier achat et une installation possible par vous même.



TOP MOUNTED CONTROLS
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PRIME-LOC



P.O.W.E.R. SUPPLY



FOCUSED MASS HEAT SINK



2/4/5-CHANNEL AMPLIFIERS • High-Pass 80Hz @ 12dB/oct • Low-Pass 50Hz-250Hz @ 12dB/oct • Low-Pass 50Hz-500Hz @ 12dB/oct (R400-4D/R600-4D) • Bass EQ 0dB to +12dB @ 45Hz • Bass EQ 0dB/+6dB/+12dB @ 45Hz (R250-4/R300-4/R600-5) • 2/4 channel switch (except R125-2) • Frequency Response 20Hz-20kHz +/-1dB • MOSFET power supply, RCA pass-thru



R125-2



R150-2



R250-4



2 x 40/65 Watts/RMS @ 4/2 Ohms 1 x 125 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 61 x 196 mm EUR 129,00*



2 x 50/70 Watts/RMS @ 4/2 Ohms 1 x 150 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 61 x 294 mm EUR 169,00*



4 x 40/65 Watts/RMS @ 4/2 Ohms 2 x 125 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 61 x 294 mm EUR 199,00*



Class A/B 2-Channel Amplifier



Class A/B 2-Channel Amplifier



Class A/B 4-Channel Amplifier



R300-4



Class A/B 4-Channel Amplifier 4 x 50/75 Watts/RMS @ 4/2 Ohms 2 x 150 Watts/RMS @ 4 Ohms bridged Dimensions: 196 x 61 x 434 mm EUR 229,00*



R600-5



Class A/B 5-Channel Amplifier 4 x 50 + 1 x 200 Watts/RMS @ 4 Ohms 4 x 75 + 1 x 300 Watts/RMS @ 2 Ohms Dimensions: 195 x 61 x 434 mm EUR 399,00*



R400-4D



Class D Full Range 4-Channel Amplifier 4 x 75/100 Watts/RMS @ 4/2 Ohms 2 x 200 Watts/RMS @ 4 Ohms bridged Dimensions: 170 x 51 x 231 mm EUR 299,00*



R600-4D



Class D Full Range 4-Channel Amplifier 4 x 100/150 Watts/RMS @ 4/2 Ohms 2 x 300 Watts/RMS @ 4 Ohms bridged Dimensions: 170 x 51 x 280 mm EUR 399,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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With five digital and one analog amplifier, the line-up of the PRIME Mono-Amps is also well appointed. The line-up was enhanced with two new digital amplifiers, which convince with small dimensions, lower power consumption and fair prizes, designed especially for the first-time-buyer and do-it-yourself-installer.



Mit fünf digitalen und einer analogen Endstufe ist auch die Palette der PRIME Mono-Verstärker bestens aufgestellt. Erweitert wurde das Programm um zwei digitale Endstufen, die mit geringen Abmessungen, niedrigem Stromverbrauch und mit fairen Preisen überzeugen, speziell entwickelt für “Neueinsteiger”.



Avec cinq amplificateurs digital et un amplificateur analogue, la ligne des amplificateurs mono Prime est également trés bien équipée. La ligne a été réhaussée avec deux nouveaux amplificateurs digital, trés convaincants par leur petites taille, par leur faible consommation de puissance et par leur prix correct. Ils ont été désignés spécialement pour un premier achat et sont facile à installer soi-même.



P.O.W.E.R. SUPPLY
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PRIME-LOC



FOCUSED MASS HEAT SINK



PLC BASS LEVEL CONTROLLER



MONO ANALOG & DIGITAL AMPLIFIERS • Low-Pass 40Hz-130Hz @ 12dB/oct (R500-1) • Low-Pass 50Hz-250Hz @ 12dB/oct (R250-1D/R500-1D) • Low-Pass 50Hz-500Hz @ 12dB/oct (R750-1D/R1200-1D) • Bass EQ 0dB to +12dB @ 45Hz • Freq. Response 20Hz to 130Hz +/-1dB (R500-1) • Freq. Response 20Hz to 250Hz +/-1dB • Punch Bass Level Controller PLC • MOSFET power supply, RCA pass-thru



R500-1



Class A/B Mono Amplifier 1 x 320/500 Watts/RMS @ 4/2 Ohms Dimensions: 196 x 61 x 423 mm EUR 279,00*



R250-1D



Class D Mono Amplifier 1 x 150/250 Watts/RMS @ 4/2 Ohms Dimensions: 196 x 61 x 196 mm EUR 199,00*



R500-1D



Class D Mono Amplifier 1 x 250/500 Watts/RMS @ 4/2 Ohms Dimensions: 196 x 61 x 196 mm EUR 299,00*



R1000-1D



Class D Mono Amplifier 1 x 500/1000 Watts/RMS @ 4/2 Ohms Dimensions: 196 x 61 x 294 mm EUR 399,00*



R750-1D



Class D Full Range Mono Amplifier 1 x 250/500/750 Watts/RMS @ 4/2/1 Ohms Dimensions: 170 x 51 x 231 mm EUR 349,00*



R1200-1D



Class D Full Range Mono Amplifier 1 x 400/800/1200 Watts/RMS @ 4/2/1 Ohms Dimensions: 170 x 51 x 280 mm EUR 449,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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Car Audio Fanatics who want Rockford Fosgate quality can rely on the PRIME R2 Series subwoofers to get the job done, and the Dual Voice Coil provides awesome installation flexibility. These drivers can pump out the bass due to their mica injected polypropylene cone, and their stamp-cast baskets with spider venting - typically reserved for more expensive models - keep the motor running cool! When you have no space for bass, our R2S shallow subwoofers or the new R2S enclosures can help satisfy your need for low frequency music. These drivers can fit in tight spaces due to an elevated motor structure that reduces speaker depth. Car-Audio-Fanatiker mit etwas kleinerem Budget, die jedoch nicht auf die Qualität von Rockford Fosgate verzichten möchten, können auf die Subwoofer der PRIME R2 Serie bauen. Mit ihren Dual-Schwingspulen und ultrasteifen Mica-Polypropylen-Membranen bringen diese Subs ordentlich Bass-Power. Dank des Gusskorbs mit spezieller Spider-Belüftung - normalerweise nur in wesentlich teureren Modellen üblich - bleiben die Subs immer ”cool”, auch wenn es einmal heftiger zur Sache geht. Falls nicht genügend Raum vorhanden ist, können unsere flachen R2S Subwoofer oder die neuen R2S Gehäusesubwoofer, die dank einer erhöhten Motor-Bauweise mit einer extrem geringen Einbautiefe auskommen, den Wunsch nach kräftigem Bass erfüllen. Les fanatiques de car Audio qui veulent la qualité Rockford Fosgate peuvent compter sur les séries de subwoofers PRIME R2 et leurs doubles bobines pour founir une bonne flexibilité d´installation, Ces pilotes peuvent envoyer plus de basse en raison du mica injecté dans la membrane en polypropylène et de la bobine et saladier ventilés normalement réservés pour les modèles les plus chers.Garde le moteur frais! Quand vous ne disposez pas de place pour les bass, nos nouveaux subwoofers R2S shallow ou nos nouveaux caissons R2S peuvent vous aider à satisfaire vos besoins. Grâce à leurs structures surélevés qui réduisent la profondeur du haut-parleurs, ces subwoofers peuvent être installés même dans des espaces étroits.



POLYPROPYLENE CONE



INTEGRATED PVC TRIM RING



34 | ROCKFORD FOSGATE PRODUCT GUIDE



COMPRESSION TERMINALS



SHALLOW MOUNTING DEPTH (R2S)



R2 SUBWOOFERS • 51 mm voice coil • Anodized aluminum voice coil former • 12 AWG compression terminals • Mica injected polypropylene cone • StampCast basket with integrated spider venting • Optimized for sealed and vented enclosures



R2D2-10



R2D4-10



R2D2-12



R2D4-12



25 cm Subwoofer 250/500 Watts RMS/MAX., 2 + 2 Ohms SPL 89 dB,  110 mm, Ø 232 mm EUR 89,00*



30 cm Subwoofer 250/500 Watts RMS/MAX., 2 + 2 Ohms SPL 87 dB,  129 mm, Ø 285 mm EUR 109,00*



25 cm Subwoofer 250/500 Watts RMS/MAX., 4 + 4 Ohms SPL 89 dB,  110 mm, Ø 232 mm EUR 89,00*



30 cm Subwoofer 250/500 Watts RMS/MAX., 4 + 4 Ohms SPL 87 dB,  129 mm, Ø 285 mm EUR 109,00*



R2S SUBWOOFERS • 51 mm voice coil • Anodized aluminum voice coil former • 12 AWG compression terminals • Mica injected polypropylene cone • Shallow Motor Assembly • Optimized for sealed enclosures



R2SD2-10



R2SD4-10



25 cm Subwoofer 200/400 Watts RMS/MAX., 2 + 2 Ohms SPL 82 dB,  87 mm, Ø 232 mm EUR 109,00*



25 cm Subwoofer 200/400 Watts RMS/MAX., 4 + 4 Ohms SPL 82 dB,  87 mm, Ø 232 mm EUR 109,00*



R2SD2-12



R2SD4-12



30 cm Subwoofer 250/500 Watts RMS/MAX., 2 + 2 Ohms SPL 81 dB,  92 mm, Ø 285 mm EUR 129,00*



30 cm Subwoofer 250/500 Watts RMS/MAX., 4 + 4 Ohms SPL 81 dB,  92 mm, Ø 285 mm EUR 129,00*



R2S ENCLOSURES • Loaded with PUNCH R2S Subwoofers



R2S-1X10



25 cm Sealed Subbox 200/400 Watts RMS/MAX., 2 Ohms Dimensions: 34,3 x 48,3 x 13,5 / 8,4 cm EUR 199,00*



R1S-1X12



30 cm Sealed Subbox 250/500 Watts RMS/MAX., 2 Ohms Dimensions: 34,3 x 69,5 x 13,5 / 8,4 cm EUR 219,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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Rockford Fosgate pulled DNA from its big brothers to create the PRIME R1 series woofers. Parabolic cone designs result in solid bass reproduction and aluminum voice coils keep woofers running cool, even under demanding conditions. Same stands for the PRIME R1 enclosures, which are built solid and will reproduce bass the way it's supposed to be; accurate and full of impact! The unique "Diamond R" stitching and the high density carpet will make sure it looks as good as it sounds.



Rockford Fosgate bediente sich bei der Entwicklung der PRIME R1 Serie am Erbgut der größeren Brüder. Der Einsatz von Parabol-Membranen ermöglicht einen soliden Bass und dank der Alu-Schwingspulen bleiben die Subs immer “cool”, auch wenn es heftig zur Sache geht. Das gleiche gilt für die PRIME R1 Gehäuse-Subwoofer, welche solide aufgebaut den Bass so reproduzieren, wie es sich gehört: akkurat und mit ordentlich Druck. Das gestickte "Diamond R"-Logo und der edle Teppich lassen die Boxen so gut aussehen wie sie auch klingen.



Rockford Fosgate a utilisé la même technologie que ses grands frères pour créer la nouvelle série PRIME R1. La forme parabolique du cône permet une puissante restitution des basses et les bobines en aluminium évitent l‘échauffement du woofer, même lors d’utilisation extrême. Même constat pour les caissons PRIME R1 qui sont construit avec des matériaux de première qualité afin de reproduire les fréquences graves comme il se doit, fidèles et profondes! La sur couture unique "Diamond R" ainsi que la moquette épaisse qui recouvre le caisson donne une impression de haute qualité sonore.



PARABOLIC CONE



SHALLOW MOUNTING DEPTH
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COMPRESSION TERMINALS



LOGO STITCHING



R1S SUBWOOFERS • 50 mm voice coil • Anodized aluminum voice coil former • Compression terminals • Parabolic polypropylene cone • Shallow stamped steel basket • Optimized for sealed enclosures



R1S 410



25 cm Subwoofer 150/300 Watts RMS/MAX. 4 Ohms, SPL 87 dB  116 mm, Ø 232 mm EUR 79,00*



R1S 412



30 cm Subwoofer 150/300 Watts RMS/MAX. 4 Ohms, SPL 88 dB  127 mm, Ø 278 mm EUR 89,00*



ENCLOSURES



• Loaded with PUNCH R1 Subwoofers



R1L-1X10



25 cm Sealed Subbox 150/300 Watts RMS/MAX., 4 Ohms Dimensions: 30,5 x 40,1 x 31,1 cm EUR 149,00*



R1L-2X10



2 x 25 cm Sealed Subbox 300/600 Watts RMS/MAX., 2 Ohms Dimensions: 30,5 x 76,2 x 31,1 cm EUR 249,00*



R1L-1X12



30 cm Sealed Subbox 150/300 Watts RMS/MAX., 4 Ohms Dimensions: 35, 6 x 44,5 x 31,1 cm EUR 169,00*



R1L-2X12



2 x 30 cm Sealed Subbox 300/600 Watts RMS/MAX., 2 Ohms Dimensions: 35, 6 x 85,7 x 31,1 cm EUR 279,00*



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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The Prime series full-range and component speakers feature legendary Rockford Fosgate sound quality while fitting into any budget. Perfect for replacing factory speakers, they feature Mica injected polypropylene cones and a Mylar balanced dome tweeter. Includes grilles so they look as good as they sound. Now more than ever, it's easy to get Rockford Fosgate DNA into your car audio system. With all together 9 available models, the PRIME Series offers countless options and a great price-performance-ratio.



Die Modelle der PRIME Lautsprecher-Serie sind der perfekte Einstieg in die Welt des berühmten Rockford Fosgate Sounds, ohne den Kostenrahmen zu sprengen. Mit ihren hochglanz-beschichteten Membranen und den Mylar-Hochtönern sind sie optimal geeignet, um die Original-Lautsprecher zu ersetzen. Es war niemals leichter die für Rockford Fosgate typische DNA in sein Fahrzeug zu holen. Mit insgesamt 9 erhältlichen Modellen bietet die PRIME Serie unzählige Möglichkeiten und ein großartiges Preis/Leistungsverhältnis.



La gamme complète Prime et hauts-parleurs sont conçus selon les caractéristiques légendaires Rockford Fosgate pour un son de qualité répondant à tous les budgets. Parfait pour remplacer des hauts-parleurs d´usines, ils comportent du Mica injecté dans la membrane en polypropylène et du Mylar pour les tweeters avec un dôme équilibré. Inclut des grilles pour que les hauts-parleurs soient aussi beau que le son qu´ils emmetent. Maintenant plus que jamais, il est facile d´obtenir l´ADN Rockford Fosgate dans votre système audio voiture. Avec l´ensemble des 9 modèles disponibles, la série Prime offre des options innombrables et un bon rapport qualité/prix.



ULTRA RIGID STEEL BASKET



MYLAR BALANCED DOME TWEETER
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GRILLES INCLUDED (EXCEPT R1682)



MULTI MOUNTING OPTIONS (R1T-S)



COMPONENT SPEAKERS



R1652-S



16,5 cm Component-System 40/80 Watts RMS/MAX., SPL 89 dB 55 Hz - 20 kHz,  55 mm, Ø 145 mm EUR 99,00*



R152-S



13 cm Component-System 40/80 Watts RMS/MAX., SPL 85 dB 58 Hz - 20 kHz,  48 mm, Ø 121 mm EUR 89,00*



R1T-S



13 mm Tweeters incl. Crossovers 40/80 Watts RMS/MAX., SPL 88 dB PEI dome neodymium tweeters 3,5 kHz - 22 kHz,  19 mm, Ø 45 mm EUR 39,00*



COAXIALS / TRIAXIALS / QUADRAXIALS • 13mm mylar balanced dome tweeter • Foam surround • Mica-injected polypropylene cone • Stamped steel basket



R142



10 cm Coaxial 25/50 Watts RMS/MAX., SPL 86 dB 100 Hz - 22 kHz,  42 mm, Ø 94 mm EUR 45,00*



R152



13 cm Coaxial 35/70 Watts RMS/MAX., SPL 87 dB 53 Hz - 22 kHz,  49 mm, Ø 121 mm EUR 49,00*



R1 653



16,5 cm Triaxial 40/80 Watts RMS/MAX., SPL 89 dB 48 Hz - 22 kHz,  51 mm, Ø 145 mm EUR 59,00*



R1 682



6 x 8er Coaxial 50/100 Watts RMS/MAX. SPL 88 dB 13mm mylar balanced dome tweeter 57 Hz - 20 kHz,  65 mm, Ø 129 x 136 mm EUR 65,00*



R1 693



6 x 9er Triaxial 60/120 Watts RMS/MAX. SPL 89 dB, 48 Hz - 22 kHz  72 mm, Ø 152 x 229 mm EUR 75,00*



R1 694



6 x 9er Quadraxial 60/120 Watts RMS/MAX. SPL 90 dB, 48 Hz - 22 kHz  72 mm, Ø 152 x 229 mm EUR 85,00* *Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé
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The novel engineered Rockford Fosgate 3SIXTY.3 3rd generation Interactive Signal Processor allows aftermarket car audio equipment to be integrated into existing OEM environments as well as perfectly fine-tuning any car audio system by utilizing artificial intelligence. An all new DSP technology and a completely new developed software operates in a new designed housing. Connected via Wireless Bluetooth™ to a Laptop or PDA, the 3SIXTY.3 processor corrects automatically or manually frequency inadequacies by restoring a flat frequency response. This is the only device you'll need to "hook-up" your ride for sound!



Der neu entwickelte interaktive Signal Prozessor Rockford Fosgate 3SIXTY.3 der dritten Generation ermöglicht sowohl die mühelose Integration von nicht-serienmäßigen Car Audio Komponenten in Werksanlagen als auch die perfekte Abstimmung hochwertiger Car Audio Systeme mittels modernster Computertechnologie. So kommen eine völlig neue DSP-Chip-Technologie und eine komplett neue Software in einem neu gestylten Gehäuse zum Einsatz. Über Wireless Bluetooth™ an ein Laptop oder PDA angeschlossen, korrigiert das 3SIXTY.3 automatisch oder manuell (über Multi-Band Equalizer) die Frequenzgänge. Es ist das einzige Gerät, was man für eine perfekte Sound-Abstimmung braucht!



Le processeur interactif de signaux 3ème génération 3SIXTY.3 Rockford Fosgate permet au marché d´équipement auto d´être intégré dans des environnements OEM existants ainsi que d´apporter des réglages parfaits pour n´importe quel système de car audio en utilisant l´intelligence artificielle. Toute une nouvelle technologie DSP et un nouveau logiciel complètement developpé qui fonctionne dans un nouveau boitier design. Connecté via bluetooth sans fil à un ordinateur portable ou PDA, le processeur 3SIXTY.3 corrige automatiquement ou manuellement les inéquations de fréquence en reconstituant une réponse de fréquence plate. C´est le seul dispositif dont vous aurez besoin pour ajuster et faire le tour de votre son.



BLUETOOTH ENABLED



AUTO EQ / AUTO SUM
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31 BAND EQ



LEVEL CONTROLLER



3SIXTY.3 Interactive Signal Processor/OEM Interface • • • • • • • • •



RCA and high level inputs (8 channels) 31 band parametric EQ per channel Phase control Time delay Easy microphone set-up Interactive graphic user interface AUX input Digital input (SPDIF) Subwoofer volume control, master volume control, Punch EQ via digital remote • RF LINK interface • A2DP wireless audio streaming via included Bluetooth™ dongle All features are controlled via Bluetooth™ or cable interface on USB equipped PC capable device.



RF-BLD



EUR 799,00*



Balanced Line Driver for Low Distrortion and Low Noise Operation • • • • •



2 channel inputs/outputs Low output impedance High voltage line driver Output level indicators Selectable 'Balanced Differential' or 'Single Ended' inputs and outputs • Speaker level to RCA line level converter • Dimensions: 34 x 150 x 104 mm EUR 119,00*



ROCK YOUR BOAT OVERCOME THE ELEMENTS



CHECK OUT THE NEW ROCKFORD FOSGATE MARINE LINE WITH OVER 20 PRODUCTS.



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



ROCKFORD FOSGATE PRODUCT GUIDE | 41



EXCL



USIV



EUR



E IN



OPE



INSTALLATION KITS RFK20 • 1 x 20 mm2 Power Wire (red), 5 m • 1 x 20 mm2 Ground Wire (grey), 0.8 m • 1 x RCA Stereo Cable (black), 5 m • 1 x 0,5 mm2 Remote Wire (black), 5 m • 1 x AFS Fuseholder with 60 A Fuse EUR tba*



RFK10 • 1 x 10 mm2 Power Wire (red), 5 m • 1 x 10 mm2 Ground Wire (grey), 0.8 m • 1 x RCA Stereo Cable (black), 5 m • 1 x 0,5 mm2 Remote Wire (black), 5 m • 1 x AFS Fuseholder with 40 A Fuse EUR tba*



RFC5 • 1 x RCA Stereo Cable (black), 5 m • double-shielded with molded jacks EUR 11,90*



CAR LCD MONITOR R70-M • 17,8 cm TFT/LCD 16:9 • Doorboard or Headrest Installation • Resolution 1400 x 234 px • Resolution RGB 480 x 234 px • Contrast Ratio 300:1 EUR 159,00*
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• Brightness 350cd/m2 • Viewing Angle V 160°, H 160° • PAL/NTSC Auto Mode, OSD • Full Function Remote Control • Mounting Bracket & Cable Kit



RFC1



1 Farad Capacitor Low ESR (Equivalent Series Resistance) 16 - 20 volt peaks 1 power and 1 ground input EUR 99,00*



RFC2D



2 Farad Digital Capacitor Low ESR (Equivalent Series Resistance) 16 - 20 volt peaks, blue voltage meter 2 power inputs and 2 ground inputs EUR 219,00*



RFC1D



1 Farad Digital Capacitor Low ESR (Equivalent Series Resistance), 16 - 20 volt peaks blue voltage meter, 2 power inputs and 2 ground inputs EUR 149,00*



RFC10HB



10 Farad Digital Capacitor Low ESR (Equivalent Series Resistance) carbon/electrolytic capacitor blue voltage/amp meter 3 power inputs and 3 ground inputs EUR 349,00*
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INSTALLATION KITS • Full AWG (american wire gauge) • 100% pure crystal oxygen free copper • High quality standard brass parts • 5 m power wire, 1 m ground wire, 6 m remote wire RFK1 1/0 AWG (53,5 mm2) ANL/maxi fuse holder, ANL-fuse RFK4 4/0 AWG (21,1 mm2) ANL/maxi fuse holder, ANL-fuse



SUBWOOFER GRILLES



RFK4D 4 AWG (21,1 mm2) for 2 Amps



P2P3G-15 for P2/P3 15” Subwoofer



maxi fuse holder, fuse



P2P3G-12 for P2/P3 12” Subwoofer



2 x 4 AWG distribution block 2 x 5 m twisted pair RCA cable



P2P3G-10 for P2/P3 10” Subwoofer



9 m 16 AWG speaker cable



P2P3G-8 for P2/P3 8” Subwoofer



RFK4X



P1G-15 for P1 15” Subwoofer



4 AWG (21,1 mm2) maxi fuse holder, fuse 9 m 16 AWG speaker cable RFK8X



VIDEO INTERCONNECTS



P1G-12 for P1 12” Subwoofer P1G-10 for P1 10” Subwoofer P1G-8 for P1 8” Subwoofer



9 m 16 AWG speaker cable



Premium Dual Twist Video Cable RFIV-3 (1m video cable) RFIV-10 (3 m video cable) RFIV-16 (5 m video cable)



AUDIO INTERCONNECTS



AMPLIFIER ACCESSORIES



AMP CIRCUIT BREAKER



Premium Dual Twist RCA



PEQ Remote Controller for PUNCH EQ (Bass & Treble)



For 1/0 or 4 AWG Wire Cross Section



PEQX3 Remote Controller for PUNCH EQ (Bass & Treble), controls up to 3 compatible amps with 1 knob



RFCB200 (200A Circuit Breaker)



8 AWG (8,36 mm2) AGU fuse holder, AGU-fuse 5 m twisted pair RCA cable



RFIT-3 (0,9 m signal cable) RFIT-10 (3 m signal cable) RFIT-20 (6 m signal cable) RFITY-1M (1M/2F Y-adapter) RFITY-1F (1F/2M Y-adapter)



RFI-10 (3 m cable) RFI-20 (6 m cable) RFIY-1M (1M/2F Y-adapter) RFIY-1F (1F/2M Y-adapter)



P3S10G for P3S 10” Subwoofer



RFCB100 (100A Circuit Breaker) RFCB140 (140A Circuit Breaker)



FUSE HOLDER / FUSES



bdSYNC 2 Synch cable for strapping a pair of POWER bd-Amps (fan cooled models only)



RFFANL Inline ANL or maxi fuse holder accepts 1/0 or 4 AWG wires



DISTRIBUTION



RFFAGU Inline AGU fuse holder accepts 4 or 8 AWG wires



Twisted Pair RCA RFI-3 (0,9 m cable)



P3S12G for P3S 12” Subwoofer



RFD4 1 x 1/0 AWG Input , 3 x 4/8 AWG Outputs Platinum finish, Custom tooled solid brass RFD1 1 x 1/0 AWG Input , 2 x 1/0 AWG Outputs Platinum finish, Custom tooled solid brass



*Recommended Retail Price / *Unverbindliche Preisempfehlung / *Prix de vente recommandé



RFFA100 100 Amp ANL fuse, 2 Pack RFFA200 200 Amp ANL fuse, 2 Pack
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DESIGN



ROCKFORD FOSGATE Distribution: Audio Design GmbH · Am Breilingsweg 3 · D-76709 Kronau Tel. +49(0)7253 - 9465-0 · Fax +49(0)7253 - 946510 · www.audiodesign.de © Audio Design GmbH 2012 All rights reserved. Subject to change. Alle Rechte sowie Änderungen vorbehalten. Tous droits réservés. Sous réserve de modification.
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Nucomm Product Guide 
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product guide - FCC ID 

For all future uses please turn on both speakers and wait for them to connect. Note that it may take up to 1 minute for them to pair automatically even after initial use, but here should be no need to press Connect Speaker button again. If any pairin
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Symmetrix DMX800 Product Guide 

EMC believes the information in this publication is accurate as of its publication date. ... This equipment generates, uses, and may emit radio frequency energy. ... expense will be required to take whatever measures may be required to correct the ..










 


[image: alt]





2015 Spyderco Product Guide 
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2015 Spyderco Product Guide 
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2014 product guide - SOG Knives 

For updates, more product specs, and company info, visit us at: SOGKNIVES.COM. 6521 212th St. SW â€¢ Lynnwood, WA 98036. 425-771-6230 â€¢ 888-405-6433.
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Product Guide - Section Loudspeaker Connectors - Neutrik 

(Wire position after assembly). 1 Easy and extremely precise locking system. "Quick Lock". 2 Improved grip on latch. 3 1 piece strain relief, chuck for 7 to 14.5 mm.
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VirusScanÂ® Command Line Product Guide Version 6.0.4 

2 Depending on the source of your command-line program files, do one of the ... 1 Open a standard MS-DOS or Windows text editor, then type the following ... Removing the software leaves your computer unprotected against virus attack. .... Response an










 


[image: alt]





PowerSafe V Product Guide new - Contrails 
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Stag Product Selection Guide - Matthieu Benoit 
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Symbol PocketBrowser Product Reference Guide - slidex.tips 

WML. â€¢ JavaScript 1.2. â€¢ ActiveX components. â€¢ Other web technologies (see Microsoft's website for further information). You should be .... To download the PRG ...
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product 

in a ring topology, so that consequently, each device is connected to two chains. ..... Comprehensive Boolean logic support. â€¢ Connect ability via RS422, RS485, ...
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Product Monograph Template - Subsequent Entry Product 

Comprimés OLANZAPINE. Comprimés de 2,5 mg, 5 mg, 7,5 mg et 10 mg : cellulose ... macrogol, polydextrose, stéarate de magnésium et triacétate de glycérol.
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