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Product Information - Air Tool Pro

properly sized Safety Air Fuse upstream of hose and use an anti-whip device ... coupling without internal shut-off, to prevent hose whipping if a hose fails or ... 
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Air Die Grinders G3 Series



Product Information EN Product Information



SL Specifikacije izdelka



ES Especificaciones del producto
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SV Produktspecifikationer



PL Informacje o Produkcie



NO Produktspesifikasjoner



BG Информация за продукта



FI Tuote-erittely



RO Informaţii privind produsul



PT Especificações do Produto



RU Технические характеристики изделия



EL Προδιαγραφές προϊόντος



ZH 产品信息 HR Podaci o proizvodu
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EN Product Safety Information Intended Use: These die grinders are designed for grinding, porting, polishing, de-burring, and breaking sharp edges.



WARNING ● Do not attempt to disassemble the internal Speed Controller. It is available only as a unit. For additional information refer to Air Die Grinder Product Safety Information Manual Form 04580288. Manuals can be downloaded from ingersollrandproducts.com



Product Specifications Model(s)



Free Sound Level dB (A) Speed Collet (ISO15744) Size rpm † Pressure (Lp) ‡ Power (Lw)



G3A120RG4 12000 1/4” 86.4 G3A120PG4M 12000 6 mm 84.7 G3H180RG4 18000 1/4” 87.4 G3H180PG4M 18000 6 mm 87.9 G3H150RG4 18000 1/4” 84.1 G3H150PG4M 18000 6 mm 83.5 G3X180RG4 18000 1/4” 87.6 G3X180PG4M 18000 6 mm 86.4 G3X150RG4 15000 1/4” 84.1 G3X150PG4M 15000 6 mm 83.5 † KpA = 3dB measurement uncertainty ‡ KwA = 3dB measurement uncertainty *K = Vibration measurement uncertainty # See drawing 16579047 / 16597205 on page 2



97.4 95.7 98.4 98.9 95.1 94.5 98.6 97.4 95.1 94.5



Vibration (ISO28927) m/s² Level # Handle 1 # Handle 2 5.5 4.2 5.5 4.2 3.6 3.6 3.6 3.6 3.7 3.7 3.7 3.7 
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Product Information - Air Tool Pro 

January 2014. Air Impact Wrench. 2934, 2940 ... 11. 48h. PMAX. 7. 0. 24h. N u. 9. 8h. (Dwg. 47132600). 1 2 3. 10. IR # - NPT IR #- BS. C38341-810 (383D1-810.
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Product Information, Air Drill - Air Tool Pro 

avstängning, för att motverka att slangen rycker till och en slang går sönder eller koppling lossar. Se illustrationen 16575599 och tabellen på sidan 2.
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Product Information, Air Drill - Air Tool Pro 

Lla frequenza di manutenzione viene il- lustrata da una freccia circolare e definita con h=ore, d=giorni (days) e m=mesi di uso effettivo. Componenti: 16572034 ...
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Product Information, Air Drill 

67. 1. 7LN3A44,. 7LN3A44-EU. C38331-800 C383C1-800 1/4(6). 1/4. 10. 28 ... The exposure to the user in a specific tool application may vary from these results. ... de mantenimiento se muestra dentro de una flecha circular y se define como.
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Product Safety Information, Air Percussive Tool - Ingersoll Rand 

defects, asthma and/or dermatitis). Risk assessment and implementation of appropriate controls for these hazards are essential. The priority shall be to control ...
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Product Safety Information, Air Percussive Tool - Ingersoll Rand 

Manuals can be downloaded from ingersollrandproducts.com. Refer all ...... Non raffreddare mai un accessorio caldo in acqua. CiÃ² puÃ² determinare fragilitÃ  e ...
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Product Information, Air Percussive Scaler 

172 and 182 Series. Product Information .... *K=Vibration measurement uncertainty .... (ISO28927). Nivel. *K ille. 11.6. 11.6. 12.5. Especificaciones del producto.
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Product Information, Air Percussive Scaler 

For additional information refer to Product Safety Information Manual Form 04581450. ... Other languages are a translation of the original instructions. ... FÃ¼r zusÃ¤tzliche Informationen siehe das Formblatt 04581450 im Handbuch Produktsicher-.
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Product Information, Air Drill - Ingersoll Rand 

For additional information refer to Product Safety Information Manual Form ... properly sized Safety Air Fuse upstream of hose and use an anti-whip device ...
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Product Information, Air Drill - Ingersoll Rand 

TÃ¸m dagligt ventilen(-erne) for kondensat ved rÃ¸renes, luftfilterets og kompres- sortankens lavpunkt(er). MontÃ©r en sikkerhedstryksikring i korrekt stÃ¸rrelse i ...
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Product Information, Air Percussive Scaler - Webcollage.net 

Product Specifications. Vibration (m/s). (ISO28927). Model. Stroke. Blows per Length. Minute. Inch (mm). Handle. Sound Level dB (A). (ISO15744). + Pressure # ...
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Product Safety Information, Air Belt Sander 

An Air Belt Sander is a compressed air powered, hand-held, rotary power tool that ... in or on the tool and become the working interface between the tool and the.
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Product Safety Information Manual, Air Die Grinder 

Product Safety Information - When Placing the Tool in Service ... Vibration, repetitive motions or uncomfortable positions may be harmful to your hands and arms. ...... Under opstart og betjening skal man forsøge at forudse og være særdeles ...
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Product Information, Air Drill - Ingersoll Rand 

Los manuales pueden descargarse en ingersollrandproducts.com. Especificaciones del Producto. Velocidad. Libre. Modelos. Estilo. *K. 3.3 rpm. 500. 500. 900.
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Product Information Manual, Air Grinders, G2 

onderhoudsfrequentie wordt weergegeven in een cirkelvormige pijl met h=uren, d=dagen .... TÃ¸m dagligt ventilen(-erne) for kondensat ved rÃ¸renes, luftfilterets ...
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Product Safety Information, Air Belt Sander 

The use of other than genuine Ingersoll Rand replacement parts may result in safety hazards, decreased tool performance and increased maintenance, and may ...
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Product Information, Air Drill - Ingersoll Rand 

QP Series. Product Information. Product Information. Especificaciones del ... circular arrow and defined as h=hours, d=days, and m=months of actual use.
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Product Information, Air Drill - Ingersoll Rand 

Type of. Models. Speed Capacity. (ISO 15744). (ISO28927). Handle rpm in (Nm) + Pressure (L.) # Power (L) Level. 6ADST4 Pistol 20000 1/4 (6) 73.9. 
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Product Information 

Product Specifications. Weight. Model. Volts Revolutions. (Direct Current) per minute. Torque Range in - lbs. N-m lbs. Kg. 0.68. EP1512K. 34 V. 1200. 1.5.
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Product Information 

#K = 3dB measurement uncertainty. *K=Vibration measurement uncertainty. Sound and vibration values were measured in compliance with internationally ...
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Product Information 

G3H150PG4M 18000 6 mm 83.5. 94.5. 3.7. G3X180RG4 18000 1/4" 87.6. 98.6. 
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Product Information 

22KWA1-EU. 22N51-EU. †KA = 3dB måleusikkerhed. K A = 3dB måleusikkerhed. 93.4. 93.4. 91.1. 91.1. 104.4. 104.4. 102.1. 102.1. V V V vvvvvvvvvvvv. NNNN.
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Product Information 

størrelse i opadgående slange og brug en anti-piskeanordning tværs over enhver slangekobling uden intern aflukning for at forhindre at slangen pisker, hvis en ...
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Product Information 

sar. Se illustrationen 47113980 och tabellen på sidan 2. Underhållsintervallen visas i runda pilar och definieras som h=timmar, d=dagar och m=månader av ...
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