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Product Instructions - Plumbing Supply Now

Viega® PEX Crimp Supply Adapter. Zero Lead ManaBloc® Supply Connection. *Zero Lead identifies Viega® products meeting the lead free requirements of NSF 61-G through testing under. NSF/ANSI 372 (0.25% or less maximum weighted average lead content). The water supply to the ManaBloc shall be turned off before. 
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Product Instructions Viega® PEX Crimp Supply Adapter Zero Lead ManaBloc® Supply Connection



The water supply to the ManaBloc shall be turned off before attempting installation of crimp supply adapters.



A B



B



Use only supplied sealing element Not for use with FostaPEX



C



1. Slide the supplied swivel nut (D) and a crimp ring (C) onto the tubing (threads of the nut toward the end of the tubing).



D



2. Insert the barbed end of the fitting (B) fully into the end of the tubing as shown. 2



1



⅛" to ¼"



3. Slide the crimp ring (C) to within ⅛" to ¼" from the end of tube. Crimp the ring with an appropriately sized full-circle crimp tool. DO NOT CRIMP TWICE. Refer to the current Viega PEX Water Systems Installation Manual for additional crimping information. 4. Ensuring sealing element (A) is in place and clean of any dirt or debris, wet sealing element with tap water. Insert fitting (B) into desired supply port until the fitting flange sets flush with the port.



C



B



5. Slide the swivel nut (D) over the crimped ring (C) and thread the nut onto the ManaBloc supply port. Hand tighten only. DO NOT OVER TIGHTEN. 3



4



D C



5 *Zero Lead identifies Viega® products meeting the lead free requirements of NSF 61-G through testing under NSF/ANSI 372 (0.25% or less maximum weighted average lead content). This document subject to updates. For the most current Viega technical literature please visit www.viega.us Click Services -> Click Electronic Literature Downloads -> Select Product Line -> Select Desired Document
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Instrucciones del Producto



Directives du Produit



Adaptador de alimentación de engarce Viega® PEX



Adaptateur d’alimentation serti PEX de Viega®



Ver las ilustraciones en la página 1



Reportez-vous aux images de la page 1



Hay que cortar el suministro de agua al ManaBloc antes de intentar la instalación de adaptadores de alimentación de engarce.



L’alimentation en eau doit être coupée au Manabloc avant d’essayer d’installer les adaptateurs d’alimentation sertis.



PRECAUCIÓN Usar solamente el elemento sellador  suministrado



ATTENTION Utiliser uniquement l’élément  d’étanchéité fourni



PRECAUCIÓN No se puede usar con FostaPEX 







Accesorio de adaptador de alimentación Zero Lead ManaBloc®



Connexion d’alimentation Zero Lead ManaBloc®



ATTENTION À ne pas utiliser avec le FostaPEX



1. Deslizar la tuerca giratoria suministrada (D) y un anillo de engarce (C) en la tubería (roscas de la tuerca hacia el extremo del tubo).



1. Faire glisser l’écrou à oreilles (D) fourni et un anneau de sertissage (C) sur le tuyau (filetages de l’écrou vers l’extrémité du tube).



2. Insertar el extremo dentado del accesorio (B) completamente en el extremo de la tubería como se muestra.



2. Insérer l’extrémité cannelée du raccord (B) entièrement dans l’extrémité du tube, comme illustré.



3. Deslizar el anillo de engarce (C) hasta que esté entre ⅛” a ¼” del extremo de la tubería. Engarzar el anillo con una herramienta de engarce de círculo completo del tamaño adecuado. NO ENGARZAR DOS VECES. Para más información sobre el engarce consultar el manual actual de instalación de los sistemas de agua Viega PEX.



3. Faire glisser la bague de sertissage (C) à environ ⅛ po à ¼ po de l’extrémité du tuyau. Sertir la bague à l’aide d’un collier de sertissage de taille appropriée. NE PAS SERTIR À DEUX REPRISES. Se reporter au manuel d’installation actuel des systèmes d’eau Viega PEX pour de plus amples informations sur le sertissage.



4. Asegurarse de que el elemento sellador (A) esté en su lugar y limpio de suciedad o escombros, mojar el elemento sellador con agua del grifo. Insertar el accesorio (B) en el puerto de alimentación deseado hasta que la brida del accesorio esté a ras del puerto.



4. Pour assurer que l’élément d’étanchéité (A) soit exempt de saletés et de débris, faire mouiller l’élément d’étanchéité avec de l’eau de robinet. Insérer le raccord (B) dans le port d’alimentation souhaité jusqu’à ce que la bride du raccord affleure sur le port.



5. Deslizar la tuerca giratoria (D) sobre el anillo de engarce (C) y enroscar la tuerca en el puerto de alimentación del Manabloc. Apretar únicamente a mano. NO APRETAR EN EXCESO.



5. Faire glisser l’écrou à oreilles (D) par‑dessus la bague de sertissage (C) et visser l’écrou au port d’alimentation ManaBloc. Serrer à la main uniquement. NE PAS TROP SERRER.



*ZERO LEAD identifica a los productos Viega® que cumplen los requisitos de la NSF 61-G mediante la realización de pruebas de acuerdo a NSF/ANSI 372 (contenido de plomo promedio ponderado máximo de 0.25 % o menos).



La mention LEAD ZERO identifie les produits Viega® qui répondent aux exigences des normes relatives à l’absence de plomb selon l’annexe G de la norme NSF- 61, tels que testés et homologués selon NSF/ANSI 372 (teneur moyenne pondérée maximale en plomb de 0,25 % ou moins).



Este documento está sujeto a actualizaciones. Para consultar la más reciente literatura técnica de Viega visitar www.viega.us. Hacer clic en Servicios -> Descargas literatura electrónica -> Seleccionar Línea de productos -> Seleccionar el documento deseado



Ce document est soumis à des mises à jour. Pour consulter les manuels techniques Viega les plus récents, consultez notre site www.viega.us. Cliquez sur Service -> Cliquez sur Téléchargements de manuels électroniques -> Sélectionnez la Gamme de produits -> Sélectionnez le Document souhaité
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Product Instructions - Plumbing Supply Now 

may be partially visible in one. 3. Press the sleeve with an appropriately sized press tool. DO NOT PRESS TWICE. Refer to the current. Viega PEX Water Systems Installation Manual for additional pressing instructions. 4. Ensuring the sealing element (










 


[image: alt]





gerber - Noels Plumbing Supply 

metÃ¡licas, con rociador -. Cromo. 07-42-216. 42-216. 07-42-116. 87-42-116. 0097909. 0097908. 0094252. 0094251. 0090700. 0098689. 0098688. 0090331. 0090161. 0097800. 0098261. 0091572. 0092730. 0094090. 0094100. 0098360. 0098829. 0094446. 0094445. Ind
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Grundfos ALPHA - Republic Plumbing Supply 

To insure proper air venting of your system, place Alpha in Fixed ..... Fonctionne Ã  vitesse constante et consÃ©quemment sur une courbe fixe. En mode de ... Il se peut que le liquide de la pompe soit bouillant et sous haute pression. DÃ©faillance.
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gas vent damper - Republic Plumbing Supply 

NFPA 54 or CAN/CGA-B149) and the National Electric Code (ANSI C1-NFPA 70). 5. ... If, after completing Steps 9 through 14, it is believed sufficient combustion air is ... The pilot vent plug is located on the front cover of this installation manual.
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gas vent damper - Republic Plumbing Supply 

The damper is installed in the vent and as close to the draft hood as practical. ... circuits in this product are designed not to override the existing limit and safety ...
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INSTR2135 0507.indd - Republic Plumbing Supply 

Apply one or two turns of PTFE tape to thread of push-in fitting. ... CUNO Incorporated, a 3M Company, warrants that this product is free from defects in materials ...










 


[image: alt]





gas vent damper - Republic Plumbing Supply 

Power open, power close â€“ extends product life. Reduced ..... Use 1/2 inch sheet metal screws or pop rivets. .... install a non-power stealing type of thermostat.
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gas vent damper - Republic Plumbing Supply 

recognized standard, or a masonry or concrete chimney lined with a lining material ... or in the absence of local codes, to the National Fuel Gas Code, ANSI Z223.1 or ..... le clapet ne s'ouvre pas, le circuit de commande du brÃ»leur n'est pas mis ..
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gas vent damper - Republic Plumbing Supply 

of gas appliances and automatic vent damper devices, who is experienced in such ... not available, refer to local codes, or in the absence of local codes, to the ...
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UP Series circulators - Republic Plumbing Supply 

Abra las vÃ¡lvulas de corte y espere 2 o. 3 minutos para que la presiÃ³n del sistema se iguale antes de poner en marcha la bomba. 9. EliminaciÃ³n. La eliminaciÃ³n ...
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4" lavatory fitting - Republic Plumbing Supply 

For ABS drains, use NO oil base compounds! â€¢ Unscrew flange and remove washer from drain assembly. â€¢ If necessary, apply putty or sealant to bowl under the washer to assure seal. â€¢ With the nut, follower, and mac washer at their lowest position
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Product Instructions 

Do not use oils or lubricants. Use only Viega ProPress Shiny Black ... cause serious personal injury or property damage. Contact Viega. Technical Services for ...
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Product Instructions 

Instructions. PI-PPS-XL 519074 1016 (EN ES FR) ... required by local code requirements or project specifications. ... Reportez-vous aux images de la page 1.
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installation instructions - Amre Supply 

4 janv. 2013 - jonction en utilisant la visserie fournie ou des vis tire-fond. Utilisez n'importe quelle combinaison de boÃ®tes de jonction pour un montage.
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Instructions - Boston Heating Supply 

2. Remplacer le joint torique noir de l'orifice d'entrÃ©e/sortie par le joint torique appropriÃ© fourni dans le TF1 Kit et mettre l'entretoise appropriÃ©e entre le corps du dispositif et l'orifice d'entrÃ©e/sortie, puis resserrer. Mode d'emploi du Fe
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installation instructions - Amre Supply 

4 mai 2013 - ... a problem not covered sufficiently for user's purpose, please contact ..... CECI CRÉERA UN JOINT IMPERMÉABLE ENTRE LA SURFACE DE ... mastic d'étanchéité ou du ruban Téflon (non fournis) sur le raccord ... REMARQUE: Les spécifications
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Product Instructions - SupplyHouse.com 

Viega LLC, 301 N. Main, 9th Floor â€¢ Wichita, KS 67202 â€¢ Ph: 800-976-9819 â€¢ Fax: 316-425-7618. 1 of 2. This document subject ... Do not use oils or lubricants. 5.
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Product Instructions - SupplyHouse.com 

normes relatives Ã  l'absence de plomb selon l'annexe G de la norme NSF- 61, tels que testÃ©s et homologuÃ©s selon NSF/ANSI 372 (teneur moyenne pondÃ©rÃ©e ...
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Product Instructions - SupplyHouse.com 

Cut piping at right angles using displacement type cutter. 2. Keep end of piping a minimum of 4" away from the contact area of the vise to prevent possible ...
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Product Instructions - DOCUMENTOP.COM 

with MegaPress Jaws. See Ridgid Operator's Manual for ... electrode for an electrical system. 1. 2. 8A. 7A. 4. 3. 5. 7C. 8C. 7B. 6. 8B. 9 d d. (mm) d. (in). 5. 3⁄16. 5.
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Product Instructions - SupplyHouse.com 

Open the MegaPress Jaw and place at right angles on the fitting. Visually check insertion depth using mark on piping. 7c. Start pressing process and hold the ...
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Product Instructions - SupplyHouse.com 

Remarque : L'installation, l'inspection, le test et la purge du systÃ¨me de gaz combustible doivent Ãªtre faits conformÃ©ment aux codes locaux, ou en l'absence de codes locaux, conformÃ©ment au Code international sur le gaz combustible, NFPA 54/Code 
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Product Instructions - SupplyHouse.com 

Ensuring sealing element (A) is in place and clean of any dirt or debris, wet sealing element with tap water. Insert fitting (B) into desired supply port until the fitting.
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Product Instructions - DOCUMENTOP.COM 

absence of local codes, in accordance with the International. Fuel Gas Code, NFPA 54/National Fuel Gas Code z223.1, the Uniform Plumbing Code, NFPA 58, ...










 














×
Report Product Instructions - Plumbing Supply Now





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



