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Product Specifications LDF4-50A LDF450A, HELIAX® Low Density Foam Coaxial Cable, corrugated copper, 1/2 in, black PE jacket  



 



CHARACTERISTICS   



Construction Materials Jacket Material 



PE 



Outer Conductor Material 



Corrugated copper 



Dielectric Material 



Foam PE 



Flexibility 



Standard 



Inner Conductor Material 



Copperclad aluminum wire 



Jacket Color 



Black 



  



Dimensions Nominal Size 



1/2 in 



Cable Weight 



0.15 lb/ft   |   0.22 kg/m 



Diameter Over Dielectric 



12.954 mm   |   0.510 in 



Diameter Over Jacket 



15.875 mm   |   0.625 in 



Inner Conductor OD 



4.8260 mm   |   0.1900 in 



Outer Conductor OD 



13.970 mm   |   0.550 in 



  



Electrical Specifications Cable Impedance 



50 ohm ±1 ohm 



Capacitance 



23.1 pF/ft   |   75.8 pF/m 



dc Resistance, Inner Conductor 



0.450 ohms/kft   |   1.480 ohms/km 



dc Resistance, Outer Conductor 



0.820 ohms/kft   |   2.690 ohms/km 



dc Test Voltage 



4000 V 



Inductance 



0.190 µH/m   |   0.058 µH/ft 



Insulation Resistance 



100000 Mohms•km 



Jacket Spark Test Voltage (rms) 



8000 V 



Operating Frequency Band 



1 – 8800 MHz 



Peak Power 



40.0 kW 



Pulse Reflection 



0.5% 



Velocity 



88% 



  



Environmental Specifications Installation Temperature 



40 °C to +60 °C (40 °F to +140 °F) 



Operating Temperature 



55 °C to +85 °C (67 °F to +185 °F) 



Storage Temperature 



70 °C to +85 °C (94 °F to +185 °F) 
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Product Specifications LDF4-50A



General Specifications Brand 



HELIAX® 



  



Mechanical Specifications Bending Moment 



3.8 Nm   |   2.8 ft lb 



Flat Plate Crush Strength 



110.0 lb/in   |   2.0 kg/mm 



Minimum Bend Radius, Multiple Bends 



127.00 mm   |   5.00 in 



Minimum Bend Radius, Single Bend 



50.80 mm   |   2.00 in 



Number of Bends, minimum 



15 



Number of Bends, typical 



50 



Tensile Strength 



113 kg   |   250 lb 



  



Standard Conditions Attenuation, Ambient Temperature 



20 °C   |   68 °F 



Average Power, Ambient Temperature 



40 °C   |   104 °F 



Average Power, Inner Conductor Temperature  100 °C   |   212 °F 



Return Loss/VSWR Frequency Band 806–960 MHz 1700–2000 MHz



VSWR 1.13 1.13



Return Loss (dB) 24.30 24.30
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Product Specifications LDF4-50A



Attenuation Frequency (MHz) 0.5 1 1.5 2 10 20 30 50 88 100 108 150 174 200 300 400 450 500 512 600 700 800 824 894 960 1000 1250 1500 1700 1800 2000 2100 2200 2300 2500 2700 3000 3400 3700 4000 5000 6000 8000 8800



Attenuation (dB/100 m) 0.149 0.211 0.259 0.299 0.672 0.954 1.172 1.521 2.031 2.169 2.256 2.673 2.887 3.103 3.835 4.462 4.749 5.021 5.085 5.533 6.009 6.456 6.56 6.855 7.124 7.284 8.226 9.093 9.744 10.058 10.666 10.961 11.251 11.535 12.09 12.627 13.407 14.401 15.118 15.815 18.01 20.055 23.826 25.244



Attenuation (dB/100 ft) 0.045 0.064 0.079 0.091 0.205 0.291 0.357 0.463 0.619 0.661 0.688 0.815 0.88 0.946 1.169 1.36 1.447 1.53 1.55 1.686 1.831 1.968 1.999 2.089 2.171 2.22 2.507 2.771 2.97 3.066 3.251 3.341 3.429 3.516 3.685 3.849 4.086 4.389 4.608 4.82 5.489 6.113 7.262 7.694



Average Power (kW) 40.00 36.11 29.46 25.50 11.35 7.99 6.51 5.02 3.76 3.52 3.38 2.85 2.64 2.46 1.99 1.71 1.61 1.52 1.50 1.38 1.27 1.18 1.16 1.11 1.07 1.05 0.93 0.84 0.78 0.76 0.72 0.70 0.68 0.66 0.63 0.60 0.57 0.53 0.50 0.48 0.42 0.38 0.32 0.30



* Values typical, guaranteed within 5% 



Regulatory Compliance/Certifications Agency RoHS 2002/95/EC China RoHS SJ/T 113642006 ISO 9001:2008



Classification Compliant Below Maximum Concentration Value (MCV) Designed, manufactured and/or distributed under this quality management system
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Product Specifications 

Aug 8, 2006 - GENERAL DESCRIPTION. 2. FEATURES. 3 ... 1 GENERAL DESCRIPTION ... Power. Manage. Standby powerï¼œ3W. Amplifier. 2 X 2.6Wï¼ˆ4Î©ï¼‰.
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Product Specifications - FCC ID 

30 sept. 2016 - 1 / 17. Date: 2016/12/01. Delivery Specifications. Product Description. 802.11a/b/g/n/ac Wireless LAN Module. Customer Part Number 098001402081. WNC Part ... Updated operation voltage tolerance, output power tolerance, pin define ... 
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Product Specifications - FCC ID 

13 juil. 2017 - Model Name: DHUR-AN32 ... Update Power-on Sequence Specifications in page 9. 2. ... DSSS (Direct Sequence Spread Spectrum) with.
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product specifications - RS Components 

Normal operating temperature. TOP. 0. 50. Â°C. Normal storage temperature. TST. -10. 60. Â°C .... N = 0 : 1-line display ... BF cannot be checked before this instruction. ..... Module repairs will be invoiced to the customer upon mutual agreement.
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Untitled - F1FRV 

140 141 14.2 14.3 14.35. Frequency (Ð¼Ð½z) ... anchor. (15.39 ft). 6:1 Balun to ground to TX anchor the whole antenna to be easily tuned during final adjustments.
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Electrical Product Specifications RB3, RD3 10 A 

VDO CAR COMMUNICATION. Electrical Product Specifications. RB3, RD3 ... CD Changer Van Data / pin A2. CD Changer Van Data / pin A2. C14. CD Changer ...
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GU-78B - F1FRV 

3 kV, anode current 20 mA), absolute value, V. -150. Anode current, A. 1.5. Anode current at zero grid 1 voltage (at anode voltage 250 V), mA, at most 4.2.
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...
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Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.
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Specifications 

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ...
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Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.
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Technical Bulletin 40 - F1FRV 

Jan 8, 2004 - shown in Figure 1, the circuit is not good enough at frequencies above ... file:///G|/TUBES/4CX1500/Technical%20Bulletin%2040.htm (1 sur 6) ...
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150mA - TSM "ampliatubes.fr" - F1FRV 

Page 1. http://ampliatubes.fr/self-ht-audio/414-self-37-ohms14h150ma.html.
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Product External Specifications For 802.11ac PCI Express Card 

Supports WEP, 802.1x, WPA and WPA2 enhanced security. • Friendly user ... Note: The maximum RF output power setting is different by channel and individual ...
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Directivity App Note.qxd - F1FRV 

several others for your specific application by downloading a complimentary copy of the "RF Calculator" at www.bird-electronic.com. Example 1: Directivity of 25 ...










 


[image: alt]





CODE 6 PAGE 32 - F1FRV 

CODE 6 PAGE 32. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11 .... Page 141. -8V NOMINAL. MEASURED -9.2 V.
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the tetrode boards - F1FRV 

Aug 22, 2014 - Q1 on F1FRV boards. 33 K. Input cells are Yellow. Results are Red. Step. 1. Enter unregulated input voltage: Vu = 500. V at load ~. 160 mA. 2.
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Safe Triode Polarisation1.jpg - F1FRV 

Collector 3.Emitter. 1.Base. 1 ms. ID, DRAIN CURRENT (A). 1 Oms. Te[A], COLLECTOR CURRENT. OPERATION IN THIS. AREA IS LIMITED. BY rDS(ON). EDC.
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Application Note No. 034 - F1FRV 

Oct 20, 2006 - Document layout change ... How can you actually measure the electrical characteristics of a diode? rf and ... time) measured from the falling slope of the pulse to the time where it reaches 3 mA reverse bias given an estimate.
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organ specifications 

Trumpet 8'. Trompette de FÃªte 8'. Tremolo (prepared). Gt 16', Gt 4', Unison Off. PEDAL. Untersatz 32' (electronic). Contrebasse 16' (Open Wood). Bourdon 16'.
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2 - Specifications 

Gearshift pattern Left foot operated return system 1-N-2-3-4-OD. Final drive gear oil .... Output Shaft Damper spring free length 60.82 (2,394) 570 (2.24). Stift O,0. ... (At 20Â° C/ Wire .... N-m (kg-m, ft-lb) S N-m (kg-m, ft-lb). 5 Å¿r Colt & C Ut 
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Algebraic Specifications 

Expression Push(e, s) denotes the stack s with element e pushed on top. .... Obviously, s1 is a proper subterm of Push(e,s1 ), so the value of s1 is included in the ...
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specifications 5.1 

Table 5-1. Starter Specifications. STARTER. Free speed. 3000 RPM (min.) @ 11.5 V ... relay is activated and battery current flows into the pull-in winding (10) ...
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SPECIFICATIONS - PDFMAZE.COM 

DESIGN STANDARD. The designs and the productions are in conformity with: (1) Japan Industrial Standards. (2) The Institute of Electrical Engineering of Japan.Termes manquants :
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