






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Product Specifications

Aug 8, 2006 - GENERAL DESCRIPTION. 2. FEATURES. 3 ... 1 GENERAL DESCRIPTION ... Power. Manage. Standby powerï¼œ3W. Amplifier. 2 X 2.6Wï¼ˆ4Î©ï¼‰. 

















 Télécharger le PDF 






 390KB taille
 1 téléchargements
 349 vues






 commentaire





 Report
























International Ltd



Product Specifications LCD TV control board specification for PT551G High precision inside…



Document Number： NT060724002 Revision： Ver0.4 Author： 何伟 Check By： Re-Check By： Approved By： Issued Date：



This document contains information that is proprietary to CVT Electronic Group. Unauthorized reproduction or disclosure of this information in whole or in part is prohibited



PT551G LCD TV Control Board



International Ltd



CONTENTS NO



ITEM COVER CONTENTS RECORD OF REVISIONS



1



GENERAL DESCRIPTION



2



FEATURES



3



PRESET MODE FOR VGA、YPbPr



4



FUNCTION LAYOUT



5



PCB DIMENSION AND CONFIGURABLE 5-1



PCB DIMENSION



5-2



CONFIGURABLE



AND HDMI INPUTS



6



TRANSPORT、STORAGE、OPERATION DESCRIPTION



7



OSD DESCRIPTION



8



INTERFACE DEFINITION



Ver 0.4



August 08, 2006



page 2/15



PT551G LCD TV Control Board



International Ltd



RECORD OF REVISIONS VERSION NO



DATE



PAGE



DESCRIPTIONS



0.4



August 08, 2006



ALL



FIRST ISSUED



Ver 0.4



August 08, 2006



page 3/15



PT551G LCD TV Control Board



International Ltd



1 GENERAL DESCRIPTION The PT551G is a control board of Color Active Matrix Liquid Crystal Display. It is designed to apply the standard LVDS（Low Voltage Differential Signaling）and TTL as the interface method to enables a simple and low-cost implementation in both the board and panel. It can support PAL、NTSC and SECAM TV color system and it can achieve the reappearance of analog RGB input signal under the resolution up to SXGA (1024 vertical by 1280 horizontal pixel array ), it can support CVBS、S-VIDEO inputs also. The PT551G has an audio amplifier which can support 2×2.6W speaker output and it can select the audio channel automatic according to the input signal. It has simple OSD pictures and the operation, the OSD can support multiform language.



2 FEATURES You can know the detailed feature of the product from you reading this chapter



TV



SYSTEM



PAL、NTSC、SECAM



Frequency Band



48.25 MHz -- 863.25 MHz



CVBS



1.0Vp-p +/-5%



S-VIDEO AV Input



0.286Vp-p +/-5% S-VIDEO and CVBS select the same



AUDIO



signal



audio



channel,



PC



have



audio



channel separate



Analog RGB



Input Interface



Format



DOS、VGA、SVGA、XGA、SXGA



Color



24BIT



H-Frequency



30—80KHz



V-Frequency



56—75Hz



PC Audio



Earphone input



TV



IEC



CVBS



RCA Jack yellow color



RGB



D-SUB Jack



S-VIDEO



S-DIN jack black color



AV audio



Left：RCA jack white color Right：RCA jack red color



PC audio



Earphone jack



PANEL



LVDS ：30PIN/2.0 Jack TTL ：40PIN/2.0 and 30PIN/2.0 Jack



audio



Earphone jack Speaker：4PIN/2.54 Jack



Output
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S-Y ： 0.714Vp-p +/-5% ； S-C ：
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Power



Other



Input



DC 12V（+/-0.6V）



To panel



3.3V/5V/12V



Operate



Normal and Low power mode



Manage



Standby power＜3W



Amplifier



2 X 2.6W（4Ω）



Key definition



AUTO/EXIT、VOL-、VOL+、POWER、CH-、CH+、MENU



OSD language



English、French、German、Spanish、Italian、Portuguese



3 PRESET MODE FOR VGA INPUT You will know the preset mode for VGA input from you reading this chapter, It contain pixel format、H-Frequency and V-Frequency.



— ANALOG RGB FORMAT TABLE Pixel Format



Resolution



Hor. Freq. (KHz)



Vert. Freq. (Hz)



Standard



SXGA



1280X1024



63.5 80.0



60 75



VESA



XGA



1024X768



48.4 56.5 60.0



60 70 75



VESA



800X600



37.9 47.2 46.9



60 72 75



VESA



VGA



640X480



31.5 37.9 37.5



60 72 75



VESA



DOS



640X480 720X400



31.5 31.5



60 70



SVGA



VESA



4 FUNCTION LAYOUT You will see the control board picture in the chapter, and the interface which you need by the Label



—
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— INTERFACE FUNCITON DESCRIPTION No



Description



1 2(CN1)



No



Description



TV Signal Input



9



Analog R、G、B Input



Speaker Jack



10



Power In



3



PC Audio Output



11(CN7)



Inverter Interface



4



PC Audio Input



12(CN15)



TTL Panel Interface1



5



CVBS Right audio input



13(CN10)



LVDS Panel Interface2



6



CVBS Left audio input



14(CN6)



TTL Panel Interface 3



7



CVBS Signal Input



15(CN4)



Key Board Jack



8



S-VIDEO Signal Input



5 PCB DIMENSION AND CONFIGURABLE 5.1 PCB DIMENSION — — — —



PCB Height =16.0 mm PCB Length = 230.5mm PCB Width = 92.0 mm PCB Screw Bore Size : Diameter is 3.3 mm



5.2 CONFIGURABLE
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6 TRANSPORT、STORAGE、OPERATION DESCRIPTION — Do not be pressed and distorted — Keep away from static and water — Relative Humidity：≤80% — Storage Temperature：-10～+60℃ — Operation Temperature：0～+40℃
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7 OSD 说明 In this chapter ,you will see the general OSD picture of this product , If you want to know the detailed that how to operate OSD function ,you can read the 《OSD User Manual For B.PT753A》that issued by CVT international Ltd.



— MAIN MENU



— PICTURE MENU



— TV MENU
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— SETUP MENU



— VOLUME ADJUSTMENT



8 INTERFACE DEFINITION（From the lest of jack gap in the face is the first number） — CN7(6PIN/2.0)：INVERTER JACK NO



DEFINITION



DESCRIPTION



1



12V



Power Supply
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12V



Power Supply



3



BL_ON



Black-Light ON/OFF Control



4



ADJ



Brightness Adjustment



5



GND



Ground



6



GND



Ground



— CN1(4PIN/2.0)：SPEAKER JACK NO



DEFINITION



DESCRIPTION



1



LSPK



Left Speaker Out



2



GND



Ground



3



GND



Ground



4



RSPK



Right Speaker Out



— CN4（14PIN/2.0）：KEY BOARD JACK NO



DEFINITION



DESCRIPTION



1



5v



Power Supply



2



IR



Remote Receive



3



GND



Ground



4



K0



KEY 0



5



R



Red indicator



6



G



Green Indicator



7



GND



Ground



8



K1



KEY 1



9



K2



KEY 2



10



K3



KEY 3



11



K4



KEY 4



12



K5



KEY 5



13



K6



KEY 6



14



K7



KEY 7



— CN13（2 X 15 PIN/2.0）：LVDS TO PANEL JACK NO 1
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DEFINITION



DESCRIPTION



LCD-VDD



Power for Panel
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LCD-VDD



Power for Panel



3



LCD-VDD



Power for Panel



4



GND



Ground



5



GND



Ground



6



GND



Ground



7



RXO0-



LVDS ODD 0 - Signal



8



RXO0+



LVDS ODD 0 + Signal



9



RXO1-



LVDS ODD 1 - Signal



10



RXO1+



LVDS ODD 1 + Signal



11



RXO2-



LVDS ODD 2 - Signal



12



RXO2+



LVDS ODD 2 + Signal



13



GND



Ground



14



GND



Ground



15



RXOC-



LVDS ODD Clock - Signal



16



RXOC+



LVDS ODD Clock + Signal



17



RXO3-



LVDS ODD 3 - Signal



18



RXO3+



LVDS ODD 3 + Signal



19



RXE0-



LVDS EVEN 0 - Signal



20



RXE0+



LVDS EVEN 0 + Signal



21



RXE1-



LVDS EVEN 1 - Signal



22



RXE1+



LVDS EVEN 1 + Signal



23



RXE2-



LVDS EVEN 2 - Signal



24



RXE2+



LVDS EVEN 2 + Signal



25



GND



Ground



26



GND



Ground



27



RXEC-



LVDS EVEN Clock - Signal



28



RXEC+



LVDS EVEN Clock + Signal



29



RXE3-



LVDS EVEN 3 - Signal



30



RXE3+



LVDS EVEN 3 + Signal



— CN15（2 X 40 PIN/2.0）：TTL TO PANEL JACK NO



DEFINITION



DESCRIPTION



1



LVDS-VDD



Power for LVDS



2



LCD-VDD



Power for Panel
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LCD-VDD



Power for Panel



4



LCD-VDD



Power for Panel



5



GND



6



GND



7



D-VSYNC



8



GND



9



D-HSYNC



10



GND



11



D-DE



12



GND



13



RA0



Display Port A Red Output Bit 0



14



RA1



Display Port A Red Output Bit 1



15



RA2



Display Port A Red Output Bit 2



16



RA3



Display Port A Red Output Bit 3



17



RA4



Display Port A Red Output Bit 4



18



RA5



Display Port A Red Output Bit 5



19



RA6



Display Port A Red Output Bit 6



20



RA7



Display Port A Red Output Bit 7



21



GND



22



GA0



Display Port A Green Output Bit 0



23



GA1



Display Port A Green Output Bit 1



24



GA2



Display Port A Green Output Bit 2



25



GA3



Display Port A Green Output Bit 3



26



GA4



Display Port A Green Output Bit 4



27



GA5



Display Port A Green Output Bit 5



28



GA6



Display Port A Green Output Bit 6



29



GA7



Display Port A Green Output Bit 7



30



GND



31



GA0



Display Port A Blue Output Bit 0



32



GA1



Display Port A Blue Output Bit 1



33



GA2



Display Port A Blue Output Bit 2



34



GA3



Display Port A Blue Output Bit 3



35



GA4



Display Port A Blue Output Bit 4
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Display Vertical Sync for Panel



Display Horizontal Sync for Panel



Display Data Enable for Panel
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GA5



Display Port A Blue Output Bit 5



37



GA6



Display Port A Blue Output Bit 6



38



GA7



Display Port A Blue Output Bit 7



39



GND



40



D-SHCLK



Display Clock for Panel



— CN11（2 X 15 PIN/2.0）：TTL TO PANEL JACK NO



DEFINITION



1



GND



2



GND



3



D-SHCLK



4



GND



5



RB0



Display Port B Red Output Bit 0



6



RB1



Display Port B Red Output Bit 1



7



RB2



Display Port B Red Output Bit 2



8



RB3



Display Port B Red Output Bit 3



9



RB4



Display Port B Red Output Bit 4



10



RB5



Display Port B Red Output Bit 5



11



RB6



Display Port B Red Output Bit 6



12



RB7



Display Port B Red Output Bit 7



13



GND



14



GB0



Display Port B Green Output Bit 0



15



GB1



Display Port B Green Output Bit 1



16



GB2



Display Port B Green Output Bit 2



17



GB3



Display Port B Green Output Bit 3



18



GB4



Display Port B Green Output Bit 4



19



GB5



Display Port B Green Output Bit 5



20



GB6



Display Port B Green Output Bit 6



21



GB7



Display Port B Green Output Bit 7



22



GND



23



GB0



Display Port B Blue Output Bit 0



24



GB1



Display Port B Blue Output Bit 1



25



GB2



Display Port B Blue Output Bit 2



26



GB3



Display Port B Blue Output Bit 3
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DESCRIPTION



Display Clock for Panel
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GB4



Display Port B Blue Output Bit 4



28



GB5



Display Port B Blue Output Bit 5



29



GB6



Display Port B Blue Output Bit 6



30



GB7



Display Port B Blue Output Bit 7
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Product Specifications - FCC ID 

30 sept. 2016 - 1 / 17. Date: 2016/12/01. Delivery Specifications. Product Description. 802.11a/b/g/n/ac Wireless LAN Module. Customer Part Number 098001402081. WNC Part ... Updated operation voltage tolerance, output power tolerance, pin define ... 
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Product Specifications - FCC ID 

13 juil. 2017 - Model Name: DHUR-AN32 ... Update Power-on Sequence Specifications in page 9. 2. ... DSSS (Direct Sequence Spread Spectrum) with.
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product specifications - RS Components 

Normal operating temperature. TOP. 0. 50. Â°C. Normal storage temperature. TST. -10. 60. Â°C .... N = 0 : 1-line display ... BF cannot be checked before this instruction. ..... Module repairs will be invoiced to the customer upon mutual agreement.
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Product Specifications - F1FRV 

Sep 29, 2011 - Â©2011 CommScope, Inc. All rights reserved. All trademarks identified by Â® or â„¢ are registered trademarks, respectively, of CommScope.
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Electrical Product Specifications RB3, RD3 10 A 

VDO CAR COMMUNICATION. Electrical Product Specifications. RB3, RD3 ... CD Changer Van Data / pin A2. CD Changer Van Data / pin A2. C14. CD Changer ...
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Specifications: 

This instruction manual is designed to help you build a great flying aeroplane. ... They will also be able to advise on any insurance and safety regulations that ...
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Specifications 

Specifications subject to change without notice, and may not apply to every country. O: U.K. model. Page 3. KX250: Dimensions. Overall length. Overall width.
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Specifications 

OVERVIEW. The Shure SM57 unidirectional dynamic microphone is excep- tional for musical instrument pickup or for vocals. With its bright, clean sound and ...
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Specifications: 

4) Connect ignition module to pickup line of engine. Secure with Safety Clip, safety wire, tape or other method. Ensure the plugs will not come apart from vibra-.
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Product External Specifications For 802.11ac PCI Express Card 

Supports WEP, 802.1x, WPA and WPA2 enhanced security. • Friendly user ... Note: The maximum RF output power setting is different by channel and individual ...
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organ specifications 

Trumpet 8'. Trompette de FÃªte 8'. Tremolo (prepared). Gt 16', Gt 4', Unison Off. PEDAL. Untersatz 32' (electronic). Contrebasse 16' (Open Wood). Bourdon 16'.
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2 - Specifications 

Gearshift pattern Left foot operated return system 1-N-2-3-4-OD. Final drive gear oil .... Output Shaft Damper spring free length 60.82 (2,394) 570 (2.24). Stift O,0. ... (At 20Â° C/ Wire .... N-m (kg-m, ft-lb) S N-m (kg-m, ft-lb). 5 Å¿r Colt & C Ut 










 


[image: alt]





Algebraic Specifications 

Expression Push(e, s) denotes the stack s with element e pushed on top. .... Obviously, s1 is a proper subterm of Push(e,s1 ), so the value of s1 is included in the ...
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specifications 5.1 

Table 5-1. Starter Specifications. STARTER. Free speed. 3000 RPM (min.) @ 11.5 V ... relay is activated and battery current flows into the pull-in winding (10) ...
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SPECIFICATIONS - PDFMAZE.COM 

DESIGN STANDARD. The designs and the productions are in conformity with: (1) Japan Industrial Standards. (2) The Institute of Electrical Engineering of Japan.Termes manquants :
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Specifications - UserManual.wiki 

11 nov. 2013 - via an overcurrent protection feature. If you are ... Connect the equipment into an outlet on a circuit different from that to which the receiver is.
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SHELLFISH SPECIFICATIONS 

SYSTEM FOR LIVE MARINE SHELLFISH CONTAMINATED BY ALGAL PSP. TOXINE. CRAFT CONTRACT NÂ° .... DOCUMENTATION. .... Maximum capacity in instantaneous stock : 150 Kg of shellfish. Storage volume .... threshold, etc.). The parameters concerning the mainten
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specifications fonctionnelles 

3 mai 2018 - Dans une telle situation, le fonctionnement de Solutions IR/FP est le suivant : 1 - ComplÃ©ter le module RF pour dÃ©terminer le .... Page 16 ...
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specifications fonctionnelles 

23 avr. 2018 - Vous pouvez dÃ¨s maintenant commencer Ã  prÃ©parer vos dÃ©clarations. Bien que plusieurs Ã©crans soient susceptibles de modifications, aucune ...
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1. SPECIFICATIONS 

ANB-848. ATT-666. AEK-101. ASK-520. ACG-001. AKP-032. ADG-023. ABA-145. ANB. ... B. I. RESISTORS: fndicated in A, %W, t5% tolerance unless otherwise noted k : kQ, ... Indicated in capacity (r F)/voltage (V) unless olherwisâ‚¬ noted p : pF.
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Algebraic Specifications 

such that expression B(f ) is a stack of the nodes of forest f traversed in a breadth-first way from left to right. Let specify Forest(node) = Stack(Bin-tree(node).t).
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Algebraic Specifications 

Now, how do we go from a specification to an algorithm? By algorithm, we ... to be free of using our favorite programming language, the more the language for ...
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specifications - Sylvane 

LES VENTILATEURS DE PLAFOND DOIVENT ÊTRE PLACÉS. PAR UN INSTALLATEUR QUALIFIÉ. N° DE. MODÈLE. DÉPORT DES. PALES. COULEUR.
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SPECIFICATIONS FONCTIONNELLES 

22 nov. 2017 - Cette annÃ©e, ont Ã©tÃ© mis Ã  jour les modules IR, RE, PVM et RF en tenant compte : - des dispositifs ... nos Ã©quipes s'avÃ¨rent finalement erronÃ©sS'agissant d'une version prÃ©paratoire, aucune mise Ã  jour de cette ... payÃ© par l'
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