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Projector Compact

Volume and sound format control in conjunction with sound processor facilities. - Remote control of all projector functions. Various options of bench & column:. 
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Features: - Specially adapted for small booths. - A Xenoluxe Lamphouse version suitable for lamps up to 7.000 W. - Enclosed mechanism with helical gears. - Continuous flow lubrication. - Triple o double lateral aperture plate, (Normal, Wide screen and Scope). - 3 or 2 lens turret (manual o motorized). - Dolby Reverse scan (Red LED) for digital and/or analogue optical track reproduction. - Adjustable (tilt to 13º) support structure with control panel. - Automatic film break detector with theatre light control. - Inductive sensor for film and theatre automation. - Closed circuit water-cooling of aperture plate. Options for fully automated systems using programmable logic control: - Control and status display of multiple projectors. - Lens & aperture plate change. - Motorized focus and framing with automatic lamp control. - Volume and sound format control in conjunction with sound processor facilities. - Remote control of all projector functions. Various options of bench & column: - Bench and column COMPACT / RA: for motorized projector head, with rewind. Microprocessor regulated control of film supply and take-up for fixed film spools up to 970 mm.ø (5.000 m.). - Bench and column COMPACT / SRA: for motorized projector head, without rewind. For inertia-free film spools up to 900 mm.ø (4.500 m.). - Bench and column COMPACT / PA: For motorized projector head. Specially designed for non rewing system (platter). Without shaft and film spool. - Bench and column COMPACT / RM: for manual projector head, with rewind. Microprocessor regulated control of film supply and take-up for fixed film spools up to 970 mm.ø (5.000 m.). - Bench and column COMPACT / SRM: for manual projector head, without rewind. For inertia-free film spools up to 900 mm.ø (4.500 m.). - Bench and column COMPACT / PM: For manual projector head. Specially designed for non rewing system (platter). Without shaft and film spool.



Specifications subject to change
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Multimedia Projector Owner's Manual - Projector Central 

not stare directly into the beam. â€“ Install the projector in a proper position. If not, it may ...... Natural wide. Caption IN. Racing is stimulating! Racing is stimulating!
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Multi Media Projector 

are not to be disclosed to others without the express written consent of Epson. XXXXXXXXXXXXXX. Input Signal. : XXXXXXXXXXXXXXXXXX. Frequency. : H ---.
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Operating Instructions - Projector Central 

BContinued use of the projector in this condition may result in fire or electric ...... BRefer to the list of compatible signals on page 56 for the types of RGB ..... appear white. NOTE: BTriangle symbols above and below a menu bar indicate the facto
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Operating Instructions - Projector Central 

26 janv. 2005 - The exclamation point within an equilateral triangle is intended to alert the user to the presence of important operating and maintenance (servicing) instructions in the literature accompanying the product. CAUTION: This equipment is 
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SIMPLEX APOGEE PROJECTOR 

Elongated film gate and trap for steadier screen image. â€¢ Proven Simplex Intermittent movement with hardened and ground starwheel and camshaft. â€¢ Integral oil ...
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PLV-Z1BL - Projector Central 

Follow all warnings and instructions marked on the projector. For added protection to .... Do not put the projector downward and project an image. Do not put the ...
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PX-35 Projector 

Dolby Reverse scan (Red LED) for digital and/or analogue optical track reproduction. ... Microprocessor regulated control of film supply and take-up for fixed film spools ... Bench and column PX-35 / RM: for manual projector head, with rewind.
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PT-F200U - Projector Central 

Before operating this product, please read the instructions carefully and save this manual for future use. TQBJ0248. Commercial Use ... This LCD Projector is designed to operate on 100 V - 240 V, 50 Hz/60 Hz AC, house current only. CAUTION: The AC po
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DLA-RS2 - Projector Central 

12 oct. 2007 - short out parts that could result in a fire or electric shock. Never spill liquid of ... Do not place combustibles behind the cooling fan. For example ...
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Operating Instructions - Projector Central 

The lightning flash with arrowhead symbol, within an equilateral triangle, is intended to alert the user to the presence of uninsulated â€œdangerous voltageâ€� within the product's enclosure that may be of sufficient magnitude to constitute a risk of
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InFocus LP540 Projector Lamp Replacement 

... la lumiÃ¨re nÃ©cessaire pour la projection. RÃ©digÃ© par: Jorge L Navarro. InFocus LP540 Projector Lamp Replacement. Â© iFixit â€” CC BY-NC-SA. /Www.ifixit.com.
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Compact Refrigerator RÃ©frigerateur Compact Refrigerador Compacto 

Overloading the refrigerator forces the compressor to run longer and thus increases ..... Les composants du systÃ¨me frigorifique comme le compresseur, le ...
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gmv5 compact 

DRV lÃ  oÃ¹ les machines standard ne corres- ... 1 machine sur 3 dans le monde ... Froid / Chaud (kW). 6,7 / 6,54. 7,4 / 7,35. 8,3 / 8,15. Tension d'alimentation.
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GAMO-COMPACT 

Using the thumb of the hand holding the pistol grip, pull down the barrel catch, and fully open the barrel assembly with the free hand. ith the barrel in the fully ...
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compact™ kettle 

weather conditions such as hail, hurricanes, earthquakes or tornadoes, discoloration due to exposure to chemicals, either directly or in the atmosphere, is.
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COMPACT REFRIGERATOR 

children are in the area. â–¡ Do not .... IMPORTANT: Child entrapment and suffocation are not ..... Be sure the floor can adequately support the refrigerator.
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compact™ kettle 

©2009 Designed and engineered by Weber-Stephen Products Co., an Illinois corporation, located at 200 East Daniels Road, Palatine, Illinois 60067 U.S.A..
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compact - Para2000 

Wrong execution of the maneuvers may result in crash. a) Tucks and recovery. We recommend to always keep firm hold on the brake handles, or even go with ...
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compact™ kettle 

Après certification de la défectuosité et approbation de la demande ... or replacement of parts which prove defective under normal use and service and which on.
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compact kettle 

12 janv. 2016 - 8. 9. 10. 12. 11. 13. 14. 15. 16. 17. 47 cm. 57 cm. 18. 19. 20. 21. VUE ÉCLATÉE, EXPLOSIONSDARSTELLUNG ... MAY INCLUDE. EXPLODED ...
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dreams compact journal compact journals dbid 1uze5 
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Compact Eagle 

cinq secondes. â€¢ Sans Ã©lÃ©ments amovibles. â€¢ Simple d'utilisation ... Attached within five seconds. â€¢ No loose parts. â€¢ Simple and easy to use. â€¢ Five keys including ...
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Planmeca Compact 

Instrument spray flow rates. ... Duration of the bowl rinsing and duration of the glass filling. ...... Weight. â‰ˆ130 kg (287 lbs). Temperatures and Humidity. Operating: +15Â°C to +35Â°C, non ...... Adjustment of the upper limit of pre-programmed ch
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MP8620 Multimedia Projector Illustrated Parts Breakdown .fr 

or by any means-graphic, electronic, or mechanical, including photocopying, taping or information storage and retrieval systems-without written permission of 3M ...
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