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Proportional Throttle Valve with Shut-Off Valve Series TEA

Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany. 8. Ordering Code / Technical Data. Ordering code. General. Nominal size. NG32. 
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Proportional Throttle Valve with Shut-Off Valve Series TEA



Catalogue HY11-3500/UK



Characteristics Accumulator discharge valves are preferably used in hydraulic systems where high ﬂow rates are discharged from hydraulic accumulators over a short operating period (in the range of milliseconds). Typical applications are injection molding and die casting machines as well as hydraulic presses. Basically the function of an accumulator discharge valve corresponds to the function of a TDA throttle valve. In addition a directional valve is integrated in the pilot circuit to meet the relevant safety regulations. The directional valve provides the safety function. When the solenoid is deenergized and the spring is in the end position, pilot pressure from X presses the control piston into lower end position and, the main poppet is closed. As a result the ﬂow from B to A or from the reservoir system to the machine is blocked.
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Example accumulator system in a die casting machine
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Proportional Throttle Valve with Shut-Off Valve Series TEA



Catalogue HY11-3500/UK



Ordering Code / Technical Data Ordering code



TEA



E



Prop. throttle valve with shut-off function



Nominal Cartridge Design valve size ISO 7368



Code 032 040 050 063 080 100



Code A B



W



2



0
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Spool form



Flow code



W



Flow Pilot oil direction guide



Seals



Prop. solenoid voltage



Plug Solenoid Design socket voltage series without (not required plug for ordering)



Code Solenoid J 24V= / 1.25A U 98V= / 0.31A* G 205V= / 0.15A*



Nominal size NG32 NG40 NG50 NG63 NG80 NG100



* For 110V 50Hz or 220V 50Hz use plug with rectiﬁer.



L X



Prop. solenoid voltage 6 VDC 16 VDC



Code N V



Seal NBR FPM



Code



Flow direction A to B B to A



Technical data
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General Nominal size Design Mounting position Ambient temperature Weight Extracting tools Hydraulics Max. operating pressure Nominal ﬂow ∆p= 10 bar Fluid Fluid temperature Viscosity, recommended permitted Filtration Response time at px=50bar Manufacturing tolerance Opening point Pilot oil Pilot oil at p = 100bar Repeatabiltity Hysteresis Electrical (proportional solenoid) Duty ratio Protection class Solenoid at size Solenoid voltage Nominal current (100% ED) Nominal resistance Electrical control Solenoid connection Pilot valve



NG32 NG40 NG50 NG63 NG80 NG100 Proportional throttle valve, slip-in cartridge according to ISO 7368 unrestricted [°C] -20...+80 [kg] 9 13 22 38 62 85 See accessories [bar] Ports A, B and X up to 350, Y not pressurized [l/min] 950 1400 2300 4000 6000 Hydraulic oil as per DIN 51 524 [°C] 0...60 [cSt]/[mm2/s] 30...80 [cSt]/[mm2/s] 20...380 ISO 4406 : 1999; 18/16/13 [ms] 30 35 45 55 65 [%] ±5 of Qnom At 30% of nominal current supply Depending on ﬂow dirction A or B using X or external X [l/min] Port X → Y 
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Proportional Throttle Valve Series TDL Characteristics 

Catalogue HY11-3500/UK. Parker Hannifin ... The optimum dynamics are achieved at a control pressure ... a completely factory set unit with minimum or no need.
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Throttle Valve with Shut-Off Valve Series TEH ... - Parker Hannifin 

Ordering code. Technical data. General. Nominal size. NG32. NG40. NG50. NG63. NG80. NG100. Design. Throttle valve, slip-in cartridge according to ISO 7368.
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Proportional Throttle Valve Series F5C (Denison) - Parker Hannifin 

Nominal size. 06. SAE Â¾". 08 ... Nominal size. Code Pilot flow. Max. response omit. 1 l/min. 350 ms. A. 2 l/min. 250 ms ... Technical Data / Characteristic Curves.
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Throttle Check Valve Series FM Characteristics 

Adjustment. Throttle valve. Seal. FPM. Design series. (not required for ordering). V. Code ... V. SK-FM2-V-20. Note: The O-ring plate (with. O-rings) for sealing the.
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Throttle Valve with Check Series ZRD (Denison) - Parker Hannifin 

Nominal flow. [cSt]/[l/min]. 80. 160 ... Technical data. Throttle check ... NG16. Hexagon screw with lock nut. Throttle valve with check. Seal. Nominal size. ZRD. S0.
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Throttle valve control module, checking 

Nov 19, 2002 - Wiring diagrams ... Check wiring for open circuit between ECM/test box and 8-pin harness ... Repair Manual, Fuel Supply System, Repair.
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Throttle-valve angular-position sensor 

8 Angular-position sensors. A. B. Throttle-valve angular-position sensor. Measurement of angles up to 88Â°. 0. 0. 0,05. 0,94. 1,00. Angle of rotationÏ•. V.
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Throttle valve control module, checking 

Nov 19, 2002 - If only the Throttle Position (TP) actuator -V60- is without power, the throttle valve also assumes a mechanical closed throttle position (limp- ...
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Throttle Check Valve Series FS Characteristics ... - Parker Hannifin 

Series FS. 5. Characteristics / Ordering Code. Manatrol throttle check valves of ... Needle omit. Standard. 2 stage needle. 4*. Micro-fine hollow needle with slot ...
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2 Way Proportional Flow Control Valve Series DUR ... - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany ... hydraulic actuator (cylinder, hydraulic motor). The load ... oil flow remains constant. In combination with the ...
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Direct Operated Proportional DC Valve Series D1FT Characteristics 

cal applications are soft switching via adjustable ramps for the reduction of hydraulic and ... 30, ripple A. Current consumption ...
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Direct Operated Proportional DC Valve Series D3FB Characteristics 

Hydraulic Controls Division ... Hydraulic. Max. operating pressure. [bar] Ports P, A, B 350, T 210. Fluid. Hydraulic oil as per DIN 51524...535, other on request.
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Pilot Operated Proportional DC Valve Series D*1FH Characteristics 

B12 3) zerolap 2). E52. B61. QB = QA /2. ( ) flow for spool B11/B12. Code. Flow [l/min] .... If the minimal supply voltage drops below, it is internally monitored and ...
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Direct Operated Proportional DC Valve Series D1FP*S 

B â€“ T with pressure drops above 120 bar or contamination in the hydraulic fluid. 2) approx. 10% opening, only zero lapped spools. 3) only for overlapped spools.
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Direct Operated Proportional DC Valve Series ... - Parker Hannifin 

The proportional directional valves 4DP02 of the nominal size NG10 (CETOP 05) are offered under ... Kaarst, Germany. 3. Technical Data. General. Design.
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Proportional Pressure Relief Valve Series VBY*K Characteristics 

pressure relief valve observe hydraulic connection. The optimum ... Fluid. Hydraulic oil as per DIN 51 524 ... 525. Viscosity recommended. [cSt] / maximum. [cSt] /.
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Direct Operated Proportional DC Valve Series D1FP Characteristics 

3. Characteristics. The direct operated control valve D1FP of the nominal ... controlling of pressure and velocity. Driven by the new .... [A] 4.0 medium lag. EMC.
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proportioning valve (p valve) - CapHector 

ON-VEHICLE INSPECTION. 1. INSTALL LSPV ... When inspecting the fluid pressure, inspect the left front and right rear together, and the right front and left.
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Valves, Valve Springs and Valve Seals 

Using an appropriate-sized socket and plastic mallet, lightly tap the valve retainer to loosen the valve keep- ers before installing the valve spring compressor.
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Check Valve 

NBR. 5. FPM. Code Nominal size ... Pressure relief valve. Design series. Seal. Options. Drain line. Nominal size. Code ..... Technical Data / Characteristic Curves.
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Directional Seat Valve Series D5S (Denison) Characteristics 

NBR. 5. FPM. 3) Position control for D5S08/10 only. Spring 2 or 4. Spool A and sleeve 3. Options ... AC: up to 7200, DC: up to 16000 switchings/hour. Solenoid ...
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Directional Seat Valve Series D4S (Denison) Characteristics 

Seat valves series D4S are designed for directional control functions. A large variety ... 2) Springs 2, 3, 4 and 6 only. Subplate mounting ... Ext. PD from cap. â€”. 6.
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Directional Seat Valve Series D4S (Denison) Characteristics 

individual hydraulic solutions for nominal flow up-to 600 ... Pilot oil line in body .... Fluid. Hydraulic oil as per DIN 51524...525. Fluid temperature. [Â°C] -20...+80.
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535HA series pressure reducing valve - PDFHALL.COM 

ATTENTION: S'assurer que tous les raccordements sont Ã©tanches. ATTENTION: Lorsque vous effectuez les ... Hydraulic characteristics. APPROVALS. 1. ICC-ES ...
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