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Protocol Family Encapsulations Layer 7



TCP/IP



Application



Provides standard services to applications and end-user interfaces.



NTP



CMOT



RWhois



FTP



Layer 5



HTTP



NLP



SNMP



ISO-DE



NWBCAST



BOOTP



SMTP



NWDIAG



RFC 0821



42



RFC 0854



X Windows



Mount



Transport



TCP



Manages connections and provides reliable packet delivery. Operates in units of messages.



Layer 3



Network



Logical Link



Provides hardware addressing and error detection/ correction. Operates in units of frames.



RFC 1831



RFC 07



BGP



EGP



GGP



ICMP



IGRP



RFC 0792



OSPF



RFC 2178



RIP



RFC 1723



IP



Layer 1



Physical



Defines connection, electrical, and wiring specifications. Operates in units of bits.



RFC 0791



ARP



RFC 0826



DARP



IARP



RFC 1293



RARP



RFC 923



Ethertype 0800 (IP), 0806 (ARP), 8035 (RARP) 802.2 LLC 06 (IP only) 802.2 LLC SNAP 0800 (IP), 0806 (ARP), 8035 (RARP)
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FOUND



ASP



SCP



ZIP



NSP



ATP



Ethertype 6001, 2 (MOP), 6003 (DRP), 6004 (LAT) 6007 (LAVC)



AARP ADSP AEP AFP ARP ASCE ASP ATP AURP BGP BOOTP CLNP CMIP CMOT CONS DARP DDP DHCP DNS EGP FTAM FTP GGP



AppleTalk Address Resolution Protocol AppleTalk Data Stream Protocol AppleTalk Echo Protocol AppleTalk Filing Protocol Address Resolution Protocol Association Control Service Element AppleTalk Session Protocol AppleTalk Transaction Protocol AppleTalk Update Routing Protocol



Border Gateway Protocol Boot Protocol Connectionless Network Protocol Common Management Information Protocol CMIP over TCP/IP



Connection Oriented Network Protocol Dynamic Address Resolution Protocol



Datagram Delivery Protocol Dynamic Host Configuration Protocol Domain Name System Exterior Gateway Protocol



File Transfer Access and Management File Transfer Protocol Gateway to Gateway Protocol



X.400 MHS ASCE/ROSE/ RTSE



ISO PP



Postscript



ISO SP



PAP



NetBIOS



ATP & NBP



NetBEUI



RTMP



SMB



802.2 LLC SNAP 809B (DDP), 80F3 (AARP)



NetBEUI



HTTP IARP ICMP IDRP IGRP IP IPX IS-IS ISO PP ISO SP ISO TP ISO-DE LPR LSP MMS



nt NBP NCP ND NDS NetBEUI NetBIOS Mou



HyperText Transfer Protocol Inverse Address Resolution Protocol Internet Control Message Protocol Interdomain Routing Protocol Interior Gateway Routing Protocol Internet Protocol Internet Packet Exchange Intermediate System to Intermediate System Routing Presentation Protocol Session Protocol Transport Protocol Development Environment Remote Print NetWare Lite Sideband Protocol Manufacturing Message Service Mount Server Name Binding Protocol NetWare Core Protocol Network Disk NetWare Directory Service NetBIOS Enhanced User Interface Network Basic Input/Output System



ISO TP CLNP/CONS



DDP



802.2 LLC F0



TCP & UDP



ND



X.500 DS



ASCE/ROSE



NLSP



RFC 1001,2



RFC 0904



AFP



DRP



NetBIOS



RFC 1771



CMIP



CTERM



802.2 LLC SNAP 8137



RFC 1034,5



68



ASCE



AEP



DNS



Ethertype 8137 Novell "Raw" 802.2 LLC EO



DNS



UDP



NCE



IPX



RSH



RPC



VTP



ZIP



RIP



RFC 1282



RFC 1832



ODA



SoftTalk



DAP



SPX II



PING



RLOGIN



XDR



Addresses and routes datagrams. Performs fragmentation and reassembly (IP). Operates in units of packets.



Layer 2



REXEC



RSTAT



MMS TOPS



SPX



RCP



PMAP



FTAM



AURP



LAVC



NetBIOS



LPR



NIS



ADSP



SCS



SAP



RFC 0793 RFC 1813



ISO



WatchDog



NFS



Layer 4



MOP



NWSER



Telnet



DHCP RFC 2132



Establishes sessions between services. Synchronizes and performs translations for naming services



AARP



NCP



RFC 2068



RFC 1902..8



Session



LAT



NDS



RFC 1350



RFC 15



AppleTalk



LSP



RFC 0959



TFTP



Performs data format conversion. Provides compression, encoding, and encryption of data.



DECnet



RFC 1095



RFC 1305



Presentation



Incorporated www.net3group.com



Novell Netware



RFC 2167



Layer 6



Net3 Group



ES-IS IS-IS IDRP 802.2 LLC 14, 20, 34, 54, EC, FE



Network File System NFS Network Information Services NIS NetWare Lite Protocol NLP NetWare Link State Protocol NLSP Network Time Protocol NTP NWBCAST NetWare Broadcast Message Notification NWDIAG NetWare Diagnostic Support Protocol NWSER NetWare Serialization Protocol Office Document Architecture ODA Open Shortest Path First OSPF Printer Access Protocol PAP Packet Internet Groper PING Port Mapper PMAP Reverse Address Resolution Protocol RARP Remote Copy RCP Remote Execution REXEC Routing Information Protocol RIP RLOGIN Remote Login Remote Operations Service Element ROSE Remote Procedure Call RPC Remote Shell RSH



RSTAT RTMP RTSE RWhois SAP SMB SMTP SNMP SPX TCP Telnet TFTP TOPS UDP VTP WatchDog X Windows X.400 MHS X.500 DS XDR ZIP



Remote Statistics Routing Table Maintenance Protocol Reliable Transfer Service Element Remote Whois Service Advertisement Protocol



Server Message Block Simple Mail Transfer Protocol Simple Network Managment Protocol Sequenced Packet Exchange



Transmission Control Protocol Telecommunications Network Protocol Trivial File Transfer Protocol Transcendental Operating System User Datagram Protocol Virtual Terminal Protocol Station Keep Alive



Graphical Windows Message Handling System Directory Services Exchange Data Representative Protocol Zone Information Protocol
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Bus Doctor Protocol Analyzer Family Brochure 

anyone designing and troubleshooting serial and parallel bus-based products. ..... 7. Capture Memory Buffer. The Bus Doctor RX Capture Memory Buffer can be ..... Supported Operating Systems: Vista Ultimate, Vista Enterprise, Windows XP.










 








Keyboard Protocol 

PS/2 Mouse/Keyboard Protocol. -By Adam C. Table of ... The PS/2 mouse and keyboard implement a bidirectional synchronous serial protocol. In other words ...










 








Frontline's FTS4USB Protocol Analyzer. Unequaled Protocol Analysis 

FTS4USB Protocol Analyzer along with the USB ComProbe II hardware makes ... play items in a language other than English, or to extend decoders to work with ...










 








eDonkey protocol 

Nov 13, 2004 - 2 Client server TCP Communication. 9 ...... ware). The tag is a string tag and the tag name is an integer of value 0x1. Version Tag. 8. 0x3C.










 








Protocol Analyzer 

develop products faster and .... companies more than 400,000 â‚¬ in product development! Not dedicated to a ... FTS4BT, HCI (external) Sniffing Options. PCMCIA.










 








SNMP Protocol 

WAN : Leased Lines, VPN,. Public Network. Router ... Security Management : Protection of the target network integrity ... RFC 1157 : SNMP protocol. RFC 1212 ...










 








CANON EF Lens Protocol 

Document on the FF dialog protocol between bodys and Lens of the Canon brand. Operation and description of electronic interfaces and computer commands ...










 








My family 

Two boys, three girls in my family. I've got a mother, father, sister, brother. Have you got a brother? Have you got a sister in your family? Have you got a brother?










 








SDIO Protocol Analyzer 

The USB Pod turns the Bus Doctor into a full-featured protocol analyzer with the depth, ease-of-use, protocol decoding, and statistics needed by software and ...










 








Plasmid Miniprep Protocol 

4) Centrifuge for 10 minutes at 13,000 rpm in a table-top microcentrifuge. 5) Transfer the supernatant in a clean Eppendorf tube. 6) Add 0.6 volumes of ...










 








ICA Protocol and Acceleration 

database, and other application services. WWW, e-mail ... User sees application but can't use it .... Typically Word and Excel-like productivity applications.










 








CMS Protocol Specification 

International Users and Manufacturers Group e.V.. CAN Application Layer for Industrial Applications. CiA/DS202-2. February 1996. CMS Protocol Specification ...










 








Recombineering & Gap Repair Protocol 

resistance to 2-deoxy-galactose (DOG) on minimal plates with glycerol as the carbon .... MTA is required to get this plasmid (http://www.recombineering.org) ..... In order to do this, BLAST the BAC end against the chromosome sequence it.










 








LMT protocol specification 

LMT uses command specifiers to identify the commands. Command .... A COB is invalid if it has a COB-ID that is used by the LMT Protocol, but contains invalid.










 








Rothschild family 

The N M Rothschild merchant banking group ... Chairman. Peter Johns. Managing Director. Peter Rose. Trevor Ash .... Rank / Financial Advisor / Number of Deals / Total Transactional Values .... pages.stern.nyu.edu/~grosenfe/pdfs/resume.pdf).










 








SDIO Protocol Analyzer 

drivers, and consumer electronic products. Bus Doctor RX ... powerful Bus Doctor Graphical User Interface (GUI) CE 4.2 software runs on the PC. (see Figure 2).










 








GSM Protocol Analyzer 

Type of Call (e.g. SMS/Location Update/Authentication/Speech Call), IMSI/TMSI associated .... Length, Error, BSN, BIB, FSN, type of GSM Message and more.










 








VRRPv3 Protocol Support - Cisco 

If you configure the VRRPv3 advertise timer to a value equal to or greater than the ... the higher IP address is elected to become the virtual device master.










 








LYME BORRELIOSIS PROTOCOL 

Heavy metal toxicity (usually mercury) plus pesticides, herbicides, petroleum byproducts and plastics make ... For the first 3 days do only the following: ... only 2 months of rotating therapy, but it may be more prudent to rotate for 4 months). Take










 








Ethernet Protocol Analyzer 

There is power in simplicity and Frontline delivers both in their newest ... The Ethernet ComProbe captures and aggregates bi-directional Ethernet data and.










 








Maxiprep Kit Protocol 

3) Harvest the bacterial cells by centrifugation at 3500 rpm for 10 min at 4Â°C. If you wish to stop the protocol and continue later, freeze the cell pellets at â€“20Â°C.










 








RNeasy Cleanup Protocol 

3) Transfer the sample (700 Î¼l) to an RNeasy Mini spin column placed in a 2 ml collection tube (supplied). Close the lid gently, and centrifuge for 15 seconds at ...










 








RNeasy MiniPrep Protocol 

Add 4 volumes of 96-100% ethanol before the first use. Volume of Buffer RTL: 350-600 ÂµL. 










 








SAMSUNG Protocol .fr 

Ex) Example of Pan(Left) command with motor speed 20H. In this example, camera's address is 01H. Byte2. Byte3. Byte4. Byte5. Byte6. Byte7. Byte8. Byte9. 00H.
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