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Proximity Sensors 8 to 18 mm Diameter Cylindrical Analog 2-wire DC Type



921 Series



FEATURES 1 Sealed to IP 67 1 Variable current output 1 – 25 to +85 °C (–13 to +185°F) temperature range ORDER GUIDE Sensor Package Style



Sensing Range mm (in.)



8 mm (.31 in.)



12 mm (.47 in.)



18 mm (.71 in.)



LED



Sw. Freq.



Standard Target* mm (in.)



Analog



NO



3 kHz



2,5 (.10) Unshielded



Analog



NO



2 (.08) Shielded



Analog



5 (.20) Unshielded



Sensor Type



Output Type



Catalog Listing



1,4 (.05) Shielded



8 (.31)



Variable Current



921AA1Y



3 kHz



8 (.31)



Variable Current



921AB1Y



NO



2 kHz



12 (.47)



Variable Current



921AA2XM



Analog



NO



2 kHz



15 (.49)



Variable Current



921AB2XM



5 (.20) Shielded



Analog



NO



1 kHz



18 (.71)



Variable Current



921AA3XM



8 (.31) Unshielded



Analog



NO



1 kHz



24 (.94)



Variable Current



921AB3XM



104,3g (3.68 oz) *Square of mild steel, 1 mm (.04 in.) thick.



SPECIFICATIONS



OUTPUT CURVE



Sensor Type



2-wire DC



Supply Voltage



5-24 VDC, 5% Ripple



Load Current, max.



10 mA



Leakage Current



NA



Voltage Drop, max.



NA



Current Consumption



10 mA max.



Repeatability, Shielded



±1%



Repeatability, Unshielded



±3%



Sensing Face Material



Polyamide



Housing Material



Nickel-plated brass



Cable Type



PVC jacket, 26 gage
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Proximity Sensors 8 to 18 mm Diameter Cylindrical Analog 2-wire DC Type



MOUNTING DIMENSIONS (For reference only)



921 Series



mm in.



8 mm Shielded



8 mm Unshielded



12 mm Shielded



12 mm Unshielded



18 mm Shielded



18 mm Unshielded



WIRING DIAGRAM
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Proximity Sensors Miniature Switch Style Analog 2-wire DC Type



921LC Series



FEATURES 1 Sealed to IP 65 1 Miniature ‘‘Button’’ housing 1 –10 to + 65 °C (14 to +149°F) temperature range 1 Short circuit, overload, reverse polarity protection ORDER GUIDE Sensor Package Style



Sensing Range mm (in.)



Sensor Type



Switching Frequency



Output Type



Catalog Listing



5 (.20)



Analog 2-wire DC



2 kHz



Analog



921LC5



SPECIFICATIONS Sensor Type



Analog 2-wire DC



Supply Voltage



5 - 15 VDC, 5% Ripple



Load Current



10 mA



Leakage Current



N/A



Voltage Drop, max.



1 VDC



Current Consumption



10 mA



Repeatability



±3%



Switching Frequency



2 kHz



Hysteresis



3-15%



Sealing



IP 65



Temperature Range



– 10 to + 65°C (14 to +149° F)



Sensing Face Material



Polyamide



Housing Material



Polyamide



LED



None



MOUNTING DIMENSIONS (For reference only) mm/in.



WIRING DIAGRAM NPN (Sinking) N.O.
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Proximity Sensors 18 and 30 mm Diameter Cylindrical Linear 3-wire DC Type



924 Series



FEATURES 1 Variable voltage output 1 Sealed to IP 67 1 Short circuit, overload protection (DC) 1 0 to 60°C operating temperature range ORDER GUIDE Sensor Package Style



Sensing Range mm (in.)



18 mm (.71 in.)



LED



Output Type



Standard Target* mm (in.)



3-wire DC



NO



Linear



3-wire DC



NO



Linear



Sensor Type



2-5 (.079-.197)



4,5-9,5 (.177-.374)



Repeatability Max.



Catalog Listing



25 (.98)



.02 mm (.0008 in.)



924AB3XM-L2P



50 (1.97)



.03 mm (.001 in.)



924AB4XM-L2P



104,3g (3.68 oz) 30 mm (1.18 in.)



181,4g (6.4 oz) *Square of mild steel 1 mm (.04 in.) thick.



SPECIFICATIONS



18 mm dia.



Sensor Type



3-wire DC Linear Output



Supply Voltage



13.5-30 VDC (3% max. ripple)



Current Consumption



12 mA @ 30 V



Sensitivity (between 1 & 9 VDC)



2.66 V/mm (18 mm) 1.6 V/mm (30 mm)



Linearity



±0.25 VDC



Output Voltage, min./max.



0.2-10 VDC



Output Voltage Range (Linear)



1 to 9 VDC, 1 KV to 22 KV load



Response Time



1 V/msec



Load Resistance



800 to 22 K Ohms



Output Impedance



50 ohm max.



Temperature Drift



±2 mV/°C/mm



Sensing Face Material



Ceramic



Housing Material



Nickel-plated brass



Cable Type



PVC jacket, 29 gage



MOUNTING DIMENSIONS (For reference only)



30 mm dia.



mm in.



WIRING DIAGRAM
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E2B PROXIMITY SENSORS 

heritage in proximity sensors: a heritage that has seen 200 million Omron proximity sensors shipped to satisfied customers across the globe. We put this heritage ...
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Selection Guide 

sapphire seats and three ball-tipped 1/4-80 screws to kinematically ..... The performance of more expensive gimbal mounts at a fraction of the cost. We designed ..... blue) and a competitor's comparably priced mount. ...... handle heavier loads.
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Selection Guide .fr 

Manual Joystick Control: with Ethernet ..... Uni-directional Repeatability Pos 1 ...... B. C. Model 810X. Series Stages. FUTURE. PRODUCTS. DCN FUNCTIONS.
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PROximiTy SERiES 

For warranty information, refer to http://www.middleatlantic.com/company/about-us.aspx#warranty. Corporate Headquarters. Corporate Voice: 973-839-1011 ...
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Sensors 

Target applications: Automotive systems and industrial products ... offers performance, reliability and design adaptability in a .... chip carrier (Case 344). ..... AC: one port (topside surface mount) ... Pressure Sensor Distributor Handbook.
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Liasse fiscale PROXIMITY BBDO 

92100 BOULOGNE BILLANCOURT. 1 2. 1 2. 31122017 ..... Emprunts et dettes auprÃ¨s des Ã©tablissements de crÃ©dit (1). UL. UM. UN. US. UW. UR. UV. VU. VV.
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PROximiTy SERiES - Middle Atlantic 

requirements of the current National Electrical Code or codes administered by local authorities. All electrical products may ... Clean only with dry cloth. â€¢ Only use ...
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PROximiTy SERiES - Middle Atlantic 

Page 3. SUPPLIED COMPONENTS. Sliding Mounting Plate. A. Lever Lock™. B. (2x). Rivet. C. (2x). Washer. D. (4x). Binding Head Screw. E. (4x). Square Nut. F.
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PROximiTy SERiES - Middle Atlantic 

Pre-load (4x) binding head screws (E) and (4x) square nuts (F) loose prior to mounting the sliding plate ... (C) into hole to secure the clip more permanently, if ...










 


[image: alt]





PROximiTy SERiES - Middle Atlantic 

1. Using (4x) pan head screws (G) and (4x) drywall anchors (H) provided, mount the sliding plate to the wall as shown. (FIGURE A). INSTALLING THE SLIDING ...
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PROximiTy SERiES - Middle Atlantic 

NOTE: Sliding mounting plate can be place to either the extreme right end of the ... (A) over screws (E) utilizing keyholes in plate by lowering sliding plate until it.
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PROximiTy SERiES - Middle Atlantic 

Page 3. SUPPLIED COMPONENTS. Sliding Mounting Plate. A. Lever Lockâ„¢. B. (2x). Rivet. C. (2x). Washer. D. (4x). Binding Head Screw. E. (4x). Square Nut. F.
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PROximiTy SERiES - Middle Atlantic 

WARNING: Middle Atlantic Products, Inc. electrical systems conform to and should be .... refer to http://www.middleatlantic.com/company/about-us.aspx#warranty.
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Pressure sensors 

definition: F .. force [N]. S .. area [m2] p â†’ F â†’ Îµ deformation element â†’ change in dimensions. Strain gauge direct (intrinsic) sensor. 2 ways of measurement:.
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Applied Sensors 

50 records - documentation or software you agree that it is to be used exclusively with Parallax products. ... that is programmed using a subset of Sun Microsystems' JavaÂ® ..... the laboratory, the hospital, and beyond earth out into space. ... part
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Stag Product Selection Guide - Matthieu Benoit 

The Idule provides garg and set programming of. EPROMs and EEPROM. The. Iroduule can Cornfiered o. Program up to eight 512K. devi: simultaneously in 8.
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SELECTION 

20 mai 2016 - TANOU. ASPTT STRASBOURG. 67. RÃ©serve nÂ°2. -73kg. BOUCARD-RIETSCH. ERWAN. ACS PEUGEOT MULHOUSE. 68. RÃ©serve nÂ°3. -81kg.
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24 avr. 2017 - Médical : Arbitrage : CHAMBILY Franck. ULMER Fabien. RUSCA Jean-Jacques. MELILLO Richard. IMBAULT Stéphane. DECOSSE Lucie.
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SELECTION MASCULINE - INDIVIDUELS SELECTION MASCULINE 

21 sept. 2017 - CAT. NOM. PRENOM. CLUB. DPT. -55kg. RAOUL HEBRARD THEO. J.C.MAISONS ALFORT. 94. -60kg. MACREZ. THOMAS. L'OM JUDO. 13.
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SELECTION MASCULINE - INDIVIDUELS SELECTION MASCULINE ... 

21 sept. 2017 - JC CHILLY MAZARIN MORANGIS. 91. -90kg. DIESSE. AURELIEN. ETOILE SP DE BLANC MESNIL JUDO. 93. -100kg. ANDREEV. GUERMAN.
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depth level druck submersible pressure sensors product guide dbid 2bq6s 












 


[image: alt]





Optical Encoder - BEI Sensors 

light transmission. We provide ... more resolution at a lower cost than their absolute ... Absolute encoders are used in applica- ... determine if the encoder is turning clockwise ... two-channel quadrature input without further ... To measure distan
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DynagageTM Sap Flow Sensors 

ergy balance and rates of heat convection by the sap flow. The need for this new ... The Dynagage Microsensors measure transpiration by small diam- eter crops ...
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