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PRP VMK - Parker Hannifin

Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division ... Hydraulic. Fluid mineral oil (other fluid on request). Fluid temperature. [Â°C] -20 ... +80. Viscosity ... 
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Characteristics / Ordering Code



Pilot Operated Prop. Pressure Reducing Valve Series PRPM



Proportional pressure reducing valves keep a constant pressure pred on the secondary side - independent of pressure ﬂuctuations on the primary side. The integrated pressure relief function obviates the need for an additional pressure relief valve on the secondary side and reliefs to tank, if pred rises above the setting pressure. The proportional pressure reducing valve reduces the pressure in output port pred in proportion to the solenoid



current. The PRPM works practically independent of the inlet pressure pE. In non-activated mode, the connection to the tank is fully open with a min. pressure corresponding to the spring force. The gauge port is connected to the secondary side. Types A and B have an integrated bypass check valve. The PRPM provides optimum performance in combination with a digital ampliﬁer module PCD00A-400.



Catalogue HY11-3500/UK



Technical data General Design Construction Operation Size Mounting Port Mounting position Ambient temperature Fastening torque Weight Hydraulic Fluid Fluid temperature Viscosity range ν Max. operating pressure Reduced nom. pressure Max. ﬂow Pilot ﬂow Max. contamination level Resolution Repeatability Hysteresis Electrical Solenoid Duty ratio Protection class Supply voltage Solenoid connection Ampliﬁer



acc. to ISO 4401



[°C] [Nm] [kg]



pilot operated proportional pressure reducing valve sandwich type proportional solenoid nom. size NG06 nom. size NG10 4 holes for socket cap screws M5 (NG10: M6) or studs M5 (NG10: M6) sandwich valve unrestricted -20 ... +50 MD = 5.5 (qual. 8.8) for socket cap screws MD = 9.5 (qual. 8.8) for socket cap screws MD = 50 for cartridges MD = 50 for cartridges 2 3.2



mineral oil (other ﬂuid on request) -20 ... +80 12 to 320 400 100; 200; 350 0...60 see performance curves ISO 1406, class 16/13, to be achieved with β6...10 > 75 [mA] 1 mA [%] ≤1 (with optimal dither signal) [%] ≤3 (with optimal dither signal)



7



[°C] [cSt]/[mm²/s] [bar] [bar] [l/min]



proportional solenoid, wet-pin push type, pressure tight [%] 100 ED IP 65 in accordance with EN 60529 [V] 12 (1250mA) / 24 (680mA) Connector as per EN 175301-803 PCD00A-400



Ordering code



PRP



M



Proportional Manapak pressure reducing valve Code 2 3



Nominal size NG06 NG10



K Nominal size



Code AA BB PP



Red. port



Port A B P



Pressure Solenoid voltage stage 12V, 1250mA



V Seal FPM



Code Press. stage [bar] 10 100 20 200 35 350



PRPM_UK.INDD RH
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Performance Curves



Pilot Operated Prop. Pressure Reducing Valve Series PRPM



Pressure/ﬂow NG06/NG10 pred = f(Q)



Pressure/adjustment pred = f(I), at Q=0l/min (static)



Catalogue HY11-3500/UK



Pressure/ﬂow NG06 (min. adjustable) pred = f(Q)
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Pilot ﬂow NG06/NG10 pred = f(Q)



Pressure drop/ﬂow over check valve



All measures taken at viscosity υ = 30mm²/s . PRPM_UK.INDD RH
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Catalogue HY11-3500/UK



Dimensions



Pilot Operated Prop. Pressure Reducing Valve Series PRPM



PRPM2A* ,B* Symbol PRPM2A*



Symbol PRPM2B*



A



P TB



A PT



B



A red.



P TB



A PT



B red.



Sandwich type: Presse reduction code B is located on cartridge side B.



PRPM2P* Symbol PRPM2P* A



P red.



TB



A



P



TB
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PRPM3A* ,B* Symbol PRPM3A*



Symbol PRPM3B*



A



P TB



A PT



B



A red.



P TB



A PT



B red.



Sandwich type: Presse reduction code B is located on cartridge side B.



PRPM3P* Symbol PRPM3P* A



P red.



TB



A



P



TB



PRPM_UK.INDD RH
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Catalogue HY11-3500/UK



Notes



Pilot Operated Prop. Pressure Reducing Valve Series PRPM
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(Parker), R4U (Denison) - Parker Hannifin 

Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany ..... Minimum pressure curve. 1). The performance ...
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D1VW poscontr_UK.indd - Parker Hannifin 

The fail-safe position of the directional valve during power ... With electrical connections the protective conductor (PE W) must be connected according to the ...
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9MV Characteristics ... - Parker Hannifin 

400-2. 11. Characteristics / Ordering Code. Ordering code. Ap/Q curves. Manatrol needle valve, optional with 30Â° poppet, V-notch, or rectangular slot. The form ...
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D1VW 8W_UK.indd - Parker Hannifin 

2-21. Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany. D1VW 8W_UK.INDD CM. 2. Characteristics.
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D1VW stand_UK.indd - Parker Hannifin 

DIN 24340 A6 / ISO 4401 / CETOP RP 121-H / NFPA D03. Mounting ... 14. 15. 16. 21. 22. 31. 32. 76. 78. 81. 82. 102. 2 position spools. Code. Spool type a b. 20.
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Ordering ... - Parker Hannifin 

[bar] 0.35 (standard). Material. Body ASTM 12L14 steel. Poppet ASTM 416 stainless steel. Guide ASTM 416 stainless steel. Spring ASTM 316 stainless steel.
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Installation - Parker Hannifin 

a considerable effect on the service life of the hydraulic ... Drain lines are not to be crimped, and if possible, at a .... Manual override of the solenoid requires a.
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Flow Control Valves ... - Parker Hannifin 

INDD RH. Characteristics. Block diagram. Parker electronic modules series PCD00A-400 for rail ... RS 232C, DSub 9p. male for null modem cable. EMC.
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Liasse fiscale PARKER HANNIFIN MANUFACTURING 

VJ. VK. TOTAUX. Ã‰TAT DES DETTES. Montant brut. 1. A 1 an au plus. 2. A plus d'1 an et 5 ans au plus. 3. A plus de 5 ans. 4. Ã‰tat et autres collectivitÃ©s.
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LCM V PP - Parker Hannifin 

2-way pressure compensators series LCM are sandwich plate valves designed for ... When the cross sectional opening of the directional valves is held steady, ...
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EVSA A 1 - Parker Hannifin 

4. The direct operated pressure relief valve series EVSA is a seated type valve for screw-in mounting. It is available in two sizes and three pressure stages.
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Liasse fiscale PARKER HANNIFIN FRANCE SAS 

RÃ©serve de rÃ©Ã©valuation (1976). (3) Dont rÃ©serve spÃ©ciale des plus-values Ã  long terme *. EF. (4) Dettes et produits constatÃ©s d'avance Ã  moins d'un an. EG.
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Proportional DC Valves Accessories Plugs - Parker Hannifin 

D*FP*5. Description. Order No. IEC 61076-2-101 M12 / 4 + PE. 5004109. Description. Order No. ... to DIN 24340-A16, size NG16/CETOP07. With * marked ...
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Servo Drive Series Compax3F General - Parker Hannifin 

Motors. Range of application. â€¢ Closed loop position and force control of linear cylin- ders and ... Optimization with integrated oscilloscope function. Flexible .... Equipping electric power systems with electronic operating equipment. HD 625 ...
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Check Valves Series SPR (Parker), C4V (Denison ... - Parker Hannifin 

Nominal flow. [l/min]. 150 ... Technical data. C4V10 ... Nominal size. 5. Max. pressure. 350 bar. 3. Subplate mounting. The Denison model code is avail- able for ...
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VS VA 06 G - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany. VS_UK. ... Fluid. Hydraulic oil according to DIN 51524...525. Fluid temperature. [Â°C] Recommended +30...+50 ...










 


[image: alt]





Manifolds, Subplates Accessories Bolt Kits - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany. Manifolds, Subplates. Accessories. 12 access12.INDD RH. Bolt Kits. Ordering code. Description. Material. BK 300.Missing:
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Pilot Operated Pressure Unloading Valve Series R5U - Parker Hannifin 

NBR. 5. FPM. Pilot oil. Code. Pilot. Drain. 4. External via port X1 or X2. External. 5. External ... AC: up to 7200, DC: up to 16000 switchings/hour. Coil insulation ...
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2 Way Slip-In Cartridge Valves Combination ... - Parker Hannifin 

2 Way Slip-In Cartridge Valves. Combination Examples. Pressure relief valve with screw-in cartridge. Shown orifice Ã˜ and springs are recommendations.
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Pilot Operated Prop. Pressure Relief Valve Series ... - Parker Hannifin 

Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany ... Minimum pressure curve RE*M*W 1). R4V03.
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Throttle Check Valve Series FS Characteristics ... - Parker Hannifin 

Series FS. 5. Characteristics / Ordering Code. Manatrol throttle check valves of ... Needle omit. Standard. 2 stage needle. 4*. Micro-fine hollow needle with slot ...
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Directional Control Valve Series D3MW Characteristics - Parker Hannifin 

Hydraulic. Max. operating pressure. [bar] P, A B: 350; T: 210. Fluid. Hydraulic oil in accordance with DIN 51524 / 51525. Fluid temperature. [Â°C] -25 ... +70.
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Threaded Check Valves Series RK, RB ... - Parker Hannifin 

Hydraulic Controls Division. Kaarst, Germany. Threaded Check ... unrestricted. Fluid. Hydraulic oil in accordance with DIN 51524/51525. Viscosity permitted.
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2 Way Slip-In Cartridge Valves Combination ... - Parker Hannifin 

comb-2way-check.INDD RH. 2 Way Slip-In Cartridge Valves. Combination Examples. 2 Way Function. 2 way seat valve, flow A B. 2 way seat valve with stroke ...
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