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3000Hz 6 / 12dB/Oct. 12" / 318mm - 2" voice coil. Driver 1" Voice Coil. Electronic Dynamic Protection. 17.3kg / 38.13lbs. 19.95kg / 43.98lbs. 4.83CFT. Shipping. 
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English



SAFETY INSTRUCTIONS



CAUTION RISK OF ELECTRIC SHOCK DO NOT OPEN



"Electric discharge" This symbol, alert you to the presence of uninsulated dangerous voltage inside the product enclosure, which constitutes a risk of electric shock.



"Exclamatory point" This symbol, alert the user to the presence of important operating and maintenance instructions in the owner's manual included to the product. 1. Read Instructions All the safety and operation instructions should be read before using the product and retain them for future reference. 2. Water & Moisture This product should not be used near water and will be protect from atmospheric agents in fixed or temporary installations. 3. Heat This product should be situated away from heat sources such as radiators, or other devices which produce heat. 4. Liquid Entry Care should be taken so that liquids are not spilled into the product and that objects do not fall on. 5. Service Assistance This product should be serviced only by qualified service personnel when : a. Liquids has spilled or objects have fallen into this product, or b. This product has been exposed to rain, or c. This product does not appear to operate normally or exhibits change in performance, or has been dropped or its cabinet / chassis damaged. 6. Package The package of this product has been tested, inspect the package before open, if any damage is found, notify to your dealer. 7. Hearing This product produce high acoustic levels may cause permanent hearing loss, (SPL in for a defined period of time). 8. Installations This product should be installed on the wall or in the floor with specific stands, according to the max weight.
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1. QUICK START - PASSIVE SPEAKER CABINET Make all initial connections with all the equipment powered off, and ensure that all the main volume controls are turned completely down. -. For Passive Full-range Speakers 1). Connect one side of the speaker cable to the output CHA/CHB or Binding Post of your stereo power amplifier and the other side to the input socket of your speaker cabinet. 2). Complete other connections as illustrated. 3). Turn on your mixer first, then the stereo power amplifier. 4). Turn up the volume controls of your amplifier to about 70%. 5). Use PFL function to get the proper input level for the mixer, and adjust the main mix level control to manipulate the output level. 6). After using, turn off your stereo power amplifier first, then the mixer.



QUICK START PS Passive Full-range Speakers



Speaker Cable



Speaker Cable



Stereo Power Amplifier



Left Main Mix Output



Tripod Mount



Right Main Mix Output



Mixer
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Tripod Mount



2. QUICK START - ACTIVE SPEAKER CABINET Make all initial connections with all the equipment powered off, and ensure that all the main volume controls are turned completely down. -. For Active Speaker Cabinets 1). Connect one side of the signal cable at your audio mixer into output left /right (with Stereo-Jack or XLR) and the other side of the cable into the line input (COMBO) of your active speaker cabinet (with Stereo-Jack or XLR). 2). Connect the power cord to mains. 3). Turn on your mixer first, then the active speaker cabinets. 4). Turn up the volume control of the active speaker cabinets. 5). Use PFL function to get the proper input level for the mixer, and adjust the main mix level control to manipulate the output level. 6). After using, turn off your active speaker cabinets first, then the mixer.



QUICK START PS Active Full-range Speakers



Signal Cable



Signal Cable



Power Cord



Power Cord



Tripod Mount



Right Main Mix Output



Left Main Mix Output



Tripod Mount



Mixer
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3. CONNECTION PLATE -. ACTIVE SPEAKER CABINET PS 4HA



VOLUME



PUSH



(1) BI-POLAR MAIN POWER SWITCH



MAX NEW



2



MIN



L I N E



TIDE



1



M I C



R



LTO



3



MIN



(2) AC POWER SOCKET WITH MAIN FUSE



INPUT



LINK



MAX



PS 4HA



SIGNAL LIMIT



ACTIVE SPEAKER CABINET BI-AMP. POWER AMPLIFIER DSP PROCESSOR



BAL SHIELD



(3) GROUND SWITCH (4) SIGNAL LIMIT, GREEN/RED LED (5) LINK OUT ON XLR CONNECTOR (6) LINE /MIC INPUT ON COMBO CONNECTOR (7) MAIN VOLUME CONTROL



"WARNING" TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK DO NOT EXPOSE THIS PRODUCT TO RAIN OR MOISTURE. 230V



50Hz MODEL



POWER



SERIAL



Use only with a 250V fuse



(2)



- PASSIVE FULL-RANGE SPEAKER PS 4H



(1)



LTO



R



PS 4H



(1) INPUT: Receive the power coming from an external power amplifier (SPK +1/-1 connected; +2/-2 not connected). (2) THRU: Direct LINK for connect in parallel a second speaker cabinet (SPK +1/-1 connected; +2/-2 not connected).



SOUND REINFORCEMENT SPEAKER SYSTEM POWER HANDLING: AES - 250 Watts PEAK - 500 Watts IMPEDANCE:



Besides, the passive crossover included the electronic protection on the driver.



8 ohms nominal MODEL



SERIAL



DESIGNED AND DEVELOPMENT IN ITALY



INPUT



THRU LINK



(1)



5



(2)



(3)



(6) (5)(4) (7)



-. ACTIVE SPEAKER CABINET PS 4LA (1) BI-POLAR MAIN POWER SWITCH (2) AC POWER SOCKET WITH MAIN FUSE



VOLUME



R



LTO



(3) GROUND SWITCH



+4dBu



INPUT



LINK



PS 4LA



SIGNAL LIMIT



ACTIVE SPEAKER CABINET BI-AMP. POWER AMPLIFIER



BAL



(4) CLIP INDICATOR RED LED



SHIELD



(5) LINK OUT ON XLR CONNECTOR (6) STEREO JACK INPUT (7) MAIN VOLUME CONTROL



"WARNING" TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK DO NOT EXPOSE THIS PRODUCT TO RAIN OR MOISTURE. 220-240V



50/60Hz MODEL



POWER



SERIAL



Use only with a 250V fuse



(2)



(1)



- PASSIVE FULL-RANGE SPEAKER PS 4L



LTO



R



(1) INPUT: Receive the power coming from an external power amplifier (SPK +1/-1 connected; +2/-2 not connected). (2) THRU: Direct LINK for connect in parallel a second speaker cabinet (SPK +1/-1 connected; +2/-2 not connected).



PS 4L



SOUND REINFORCEMENT SPEAKER SYSTEM POWER HANDLING: AES - 180 Watts PEAK - 360 Watts IMPEDANCE:



Besides, the passive crossover included the electronic protection on the driver.



8 ohms nominal MODEL



SERIAL



DESIGNED AND DEVELOPMENT IN ITALY



INPUT



THRU LINK



(1)



6



(2)



(3)



(6) (5)(4) (7)



-. ACTIVE SPEAKER CABINET PS 3A (1) BI-POLAR MAIN POWER SWITCH (2) AC POWER SOCKET WITH MAIN FUSE



VOLUME



(3) GROUND SWITCH



R



LTO +4dBu



INPUT



(4) CLIP INDICATOR RED LED



LINK



PS 3A



CLIP



ACTIVE SPEAKER CABINET BI-AMP. POWER AMPLIFIER



BAL SHIELD



(5) LINK OUT ON XLR CONNECTOR (6) STEREO JACK INPUT (7) MAIN VOLUME CONTROL



"WARNING" TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK DO NOT EXPOSE THIS PRODUCT TO RAIN OR MOISTURE.



220-240V



MODEL



50/60Hz



POWER



SERIAL



Use only with a 250V fuse



(2)



- PASSIVE FULL-RANGE SPEAKER PS 3



(1)



LTO



R



PS 3



(1) INPUT: Receive the power coming from an external power amplifier (SPK +1/-1 connected; +2/-2 not connected). (2) THRU: Direct LINK for connect in parallel a second speaker cabinet (SPK +1/-1 connected; +2/-2 not connected).



SOUND REINFORCEMENT SPEAKER SYSTEM POWER HANDLING: AES - 120 Watts PEAK - 240 Watts IMPEDANCE:



Besides, the passive crossover included the electronic protection on the driver.



8 ohms nominal MODEL



SERIAL



DESIGNED AND DEVELOPMENT IN ITALY



INPUT



THRU LINK



(1)



7



(2)



(3)



4. WIRE CONNECTIONS -. For Passive Speaker Cabinets Please use only the power connectors to make connections with other signal source equipment for the passive speaker cabinets. The power connector has four terminals: 1+, 1-, 2+, 2-.



2-



1-



1+ 2+



In our cabinets, only 1+/1- are used to connect the Speaker+/Speaker-, and 2+/2- are not used. -. For Active Speaker Cabinets As to these circumstances, audio connections is mostly intended for the signal flow, so, determine the wire configuration according to your real application system and its connecting facility. Normally, you have the following choices: Balanced



TIP RING SLEEVE



Tip Ring Sleeve



SLEEVE RING TIP



3



3



1



1



2



2 1 3 2



TIP RING SLEEVE



Tip Ring Sleeve



1 2



1 2



3



3



Tip Ring



1 2 3



Sleeve



Unbalanced 1



Tip Ring



3 2



Sleeve



TIP RING SLEEVE



Tip 1 3 2



Sleeve



1 2 3



1 2 3



TIP SLEEVE



Tip SLEEVE TIP



Sleeve



SLEEVE RING TIP



Sleeve



TIP SLEEVE



Tip Ring TIP RING SLEEVE



2



2



3



3



1



1



1 2 3



Tip Sleeve



Tip Ring Sleeve



1 2 3



5. SUSPENSION POINT The PS series speaker cabinet also provides the suspension points for fixed installation. How to use them?



Eyebolt



First, open the dust covers, and the next, mount the flying rings to the suspension points (M10 1.5PH LENGTH: 30mm).



Dust Cover



For further details, please refer to the right illustration.
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Suspension Point



6. TECHNICAL SPECIFICATIONS PS4HA Active Bi-Amp. with DSP processor 300Watt RMS Class H 100Watt RMS Class AB 121.5dB SPL calculated 50Hz / 20kHz +/-10dB Low 4 Ohm - High 8 Ohm 2000Hz - DSP Processor DSP Lim./ Comp. each sections 12" / 318mm - 2.5" voice coil Titanium Driver 1.35" Voice Coil



Descriptions Active System type LOW - RMS Output Power HIGH - RMS Output Power Max SPL at 1m Frequency Response Impedance Low - High Crossover Frequency Protection Low - High Low - Frequency High - Frequency Horn Coverage H x V Input Sensitivity Input Impedance Connectors Plastic Reinforced Cabinet Hardware Suspension Amplifier Protections External Control Power Supply Dimensions H W D Net Weight lbs/kg Gross Weight lbs/kg Shipping Volume



PS4LA Active PS3A Active Bi-Amp. with analog processor Bi-Amp. with analog processor 150W RMS Class AB 70W RMS Class AB 50W RMS Class AB 50W RMS Class AB 118.5dB SPL calculated 115.5dB SPL calculated 55Hz / 20kHz +/-10dB 60Hz / 20kHz +/-10dB Low 4 Ohm - High 8 Ohm Low 4 Ohm - High 8 Ohm 2500Hz 6 / 12dB/Oct. 3000Hz 6 / 12dB/Oct. Analog Limiter / Compressor Analog Limiter / Compressor 12" / 318mm - 2" voice coil 12" / 318mm - 2" voice coil Aluminum Driver 1" Voice Coil Aluminum Driver 1" Voice Coil 90 H x45 V Line + 4dB / 1.23 V 30k Balanced -15k Unbalanced Input with Combo/ Link with XLR Input with Jack / Link with XLR Input with Jack / Link with XLR Trapezoidal & Monitor shape Six suspension point Soft Start - Short Circuit - DC voltage - Thermal Protection Mic/Line Vol.-Clip-Ground Switch. Volume- Clip - Ground Switch Volume- Clip - Ground Switch 230Volt / 115Volt 50 / 60Hz 660mm 396mm 384mm (26" 15.6" 15.1") 23.38kg / 51.54lbs 19.40kg / 42.76lbs 19.2kg / 42.32lbs 26.06kg / 57.38lbs 22.05kg / 48.61lbs 21.85kg / 47.17lbs 4.83CFT 4.83CFT 4.83CFT



Descriptions Passive System type Continuos Power Handling Peak Power Rating Sensitivity at 1W,1mt Max SPL at 1mt Frequency Response Impedance Crossover Frequency Low - Frequency High - Frequency High Frequency Protection Dimensions HxWxD Net Weight lbs/kg Gross Weight lbs/kg Shipping Volume



PS4H Passive PS4L Passive PS3 Passive 2-way vented box 2-way vented box 2-way vented box 250Watt AES Standard 180Watt AES Standard 120Watt AES Standard 500Watt Peak 360Watt Peak 240Watt Peak 97 dB SPL 96 dB SPL 95 dB SPL 115 dB SPL Calculated 121 dB SPL Calculated 118.5 dB SPL Calculated 65Hz / 20kHz +/-10dB 55Hz / 20kHz +/-10dB 60Hz / 20kHz +/-10dB 8 Ohm Nominal 8 Ohm Nominal 8 Ohm Nominal 3000Hz 6 / 12dB/Oct 2000Hz 12 / 24dB/Oct 2250Hz 6 / 12dB/Oct 12" / 318mm - 2" voice coil 12" / 318mm - 2.5" voice coil 12" / 318mm - 2" voice coil Driver 1" Voice Coil Titanium Driver 1.35" Voice Coil Driver 1" Voice Coil Electronic Dynamic Protection Electronic Dynamic Protection Electronic Dynamic Protection 660mm x396mmx 384mm (26" x15.6" x15.1") 17.3kg / 38.13lbs 17.12kg / 37.74lbs 18.75kg /41.34lbs 19.95kg / 43.98lbs 22kg / 48.5lbs 22kg / 48.5lbs 4.83CFT 4.83CFT 4.83CFT



The AES 2 - 1984 Standard specification by Audio Engineering Society, is representative and commonly used for the measure in Professional Sound Reinforcement. It is defined as the square of the RMS voltage generated with a pre-defined and band-passed Pink Noise Signal, applied continuously for 2 hours, on the assembled speaker cabinet. In this way, the declared power of ALTO passive speaker cabinet, is comparable to the RMS voltage value, measured on the equivalent power amplifier for the same value of impedance.
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LUC1000 Manual 1.5 - Dj Dobs 

130 Hz â€“ 19 kHz, +/- 3dB. Frecuencia de separaciÃ³n (pasiva): 2.5 kHz; 12 dB / Octavos. Circuito de protecciÃ³n para agudos altos: Soffitte. Peso y dimensiones:.Missing:
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ld dj series AWS 

Avoid switching the device on and off at short intervals, because it may shorten the durability of the device. 23. IMPORTANT: .... source of the trouble has been eliminated (e.g., overloading or a short circuit at the speaker output), after a short t










 


[image: alt]





ld dj series - LD Systems 

With the models of its DJ series, which represent a new design from the ground up, LD Systems is unveiling three straightforward power amps with absolutely ...
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PS segment 

6. Bomb, rockets, missiles fire button (under visible red cap). 7. Ejection handle. 8. Gear brake lever. 9. Fuselage (center) fuel tank jettison button.
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Titre Artiste A-11 Johnny Paycheck A - La - Ke Indian's ... - Dj Dobs 

Oct 31, 2012 - I Muvrini. A Walk In The Park. Nick Straker. A Whiter Shade Of Pale .... Charlie Watts. All Over ...... The Alan Parsons Project ...... 2 Become 1.
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!-l'^ Dj' 
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28 PS 1200 PS 1100 PS 1100 AS PS 1154 - Amazon Simple Storage ... 

enamel applied by electro-deposition process. Channel and Closures - Hot Dip Galvanized After Fab.: ASTM. A-123, Zinc Coating (Hot Dip) on Iron and Steel.
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PS-IL1 

Cargador de coche de 12 V incluido para carga portÃ¡til en movimiento. INSTRUCCIONES: FUNCIONAMIENTO: 1. Pulsar el interruptor principal para encender ...
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PS 200 

Pre-Installation Testing. Before installing the plug-in unit onto the busway, perform the following steps to conduct a continuity test: 1. Ensure the cover of the ...
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Owner's Manual PS Series Power Strips - Tripp Lite 

6 juin 2017 - Normal operation requires CB be depressed. â€¢ Ensure mechanical integrity of case. â€¢ Ensure mechanical integrity of power cord. It should be ...
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149863.ps 

Page 1. Ir. Ã . [ .08]. 2. [. ] __nHo. PRO/E.
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DC POWER SUPPLY PS 501 PS 501-1 PS 501-2 

Module Instruction Manual for line voltage requirements . controls ...... tion 23A for remote sensing, in which case the front panel connection ...... 214-1840-00.
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Liste PS Participants GROUPO0919 

TOULOUSE BLAGNAC. 77, RUE ROLLAND GARROS. 31700. BLAGNAC. 05 61 71 42 ..... 03 88 40 24 43. STRASBOURG ROMAINS. 9 ROUTE DES ROMAINS.
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D8-PS-D 

D8-PS-D. Cosse dÃ©branchable. Calibres de cÃ¢bles 8. AWG. Cir Mil Range 13,100-20,800. GÃ©nÃ©ral. T&B Sales Drawings: WSD-000229. Type: Ã‰pissures bout Ã  ...
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PS Project System 

MicrosoftÂ®, WINDOWSÂ®, NTÂ®, EXCELÂ®, WordÂ®, PowerPointÂ® and SQL ServerÂ® are registered trademarks of. Microsoft Corporation. IBMÂ®, DB2Â®, OS/2Â®, ...
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DC POWER SUPPLY PS 501 PS 501-1 PS 501-2 

United States have six unique digits. The country of ...... Address. City, State, Zip. 01121. ALLEN-BRADLEY COMPANY ... LOWER WASHINGTON STREET.










 


[image: alt]





PS-1-00 Instruction 

Alimenter la Provision. PS-â€�1-â€�00. 400 Jeffreys Rd, Rocky Mount, NC 27804 â€¢ Tel: (252) 446-â€�3321 â€¢ Fax: (252) 446-â€�4702 â€¢ www.kaba-â€�ilco.com ... Page 6 ...
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PS 14-05_Table 

Page 1. Tablel: Left Wentricular Dysfunction in Asymptomatic Hypertensive Patients with and without Type 2 Diabetes. Wril. DigiFur Terr. FA W. R. i. FTEl.
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PS célébration culte (VF) 

Exomologeo [Réf Strong 5214] parle de confesser, c'est-à-dire reconnaître (Mat 3.6, ..... judaïsme. Le christianisme était pour eux (et est pour nous aujourd'hui) ...
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PS Project System - PINGPDF.COM 

SAP, SAP Logo, R/2, RIVA, R/3, SAP ArchiveLink, SAP Business Workflow, WebFlow, SAP ... Planning and Budgeting in Any Currency .... the template. .... exchange rates used must enable the conversion of the transaction currency into the ...
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ps rponds moi vite pdf 

with ps rponds moi vite PDF, include : Psovaia Okhota, Quarto La Cuisine Cajun, Quick And Clever. Watercolours Step By Step Projects For Spectacular Results, ...
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MPXA6115A Data Sheet - PS electronic 

Engine Control/Manifold Absolute Pressure (MAP). â€¢ Weather Station .... 4.0. 3.5. 3.0. Pressure (ref: to sealed vacuum) in kPa. TYP. MAX. MIN. 5. 10 15 20 25 30 ...
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saa7345.ps (mpage) - Matthieu Benoit 

Feb 16, 1998 - Fig.11 SAA7345 microcontroller interface application diagram. .... Attenuation and mute are cancelled by sending the Full ... to be rotated correctly when browsing through the pdf in the Acrobat reader. ...... not form part of any quot
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HP Color LaserJet PS - ANCR 

Nov 10, 2002 - B1. B2. B3. B4. B5. B6. B7. B8. B9. B10. B11. B12. B13. B14. B15. B16. B17. B18. B19. B20. B21. B22. B23. B24. B25. B26. B27. B28. B29. B30.
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