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PSD:3006 HF Drivers

Plane-wave tube response and impedance curves measured with LMS on a 0.75” [19.1mm] diameter tube with adapter to allow for smooth transition to throat ... 
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PSD:3006 HF Drivers The Art and Science of Sound



Plane Wave Tube



Specification Throat Size Nominal Impedance Minimum Impedance Power Rating**



Resonance Usable Frequency Range Recommended Crossover Sensitivity*** Magnet Weight Voice Coil Diameter Re



2” 50.8mm 8 ohms 6.8 ohms @ 3.2kHz (as measured on a plane-wave tube) 80W (AES500 specification w/ xover ≥ 500Hz @ 12dB/octave) 115W (AES800 specification w/ xover ≥ 800Hz @ 12dB/octave) 511Hz 500Hz-18kHz 1.2kHz/18dB or 1.8kHz/12dB 111.4dB (@ 1W/1m across 500Hz-18kHz on axis on Community SH494 horn) 80 oz. 3” [76.2mm] 4.8ohms



Community SH494 Horn



Mounting Information The PSD drivers are available in either screw-on or bolt-on formats. Please specify your preferences when ordering. Overall Diameter Mounting Holes Diameter Mounting Holes B.C.D. Depth Weight



7.9” 200.7mm #4 (1/4-20) 4” [101.6mm] 3.1” [78.7mm] 13.5lbs



** = Multiple units exceeded published rating evaluated under AES500 and AES800 noise sources and test standards while mounted on Eminence’s TI-2000 horn in a non-temperature controlled environment.



Materials of Construction Voice Coil Former Diaphragm Material



Polyimide Titanium w/ geodesic design for unparalleled strength



*** = The average on axis output across the entire usable frequency range when applying 1W/1m into the nominal impedance while mounted on a Community SH494 horn measured with: LMS (software calibrated) using a 0.25” [6.4mm] supplied microphone mounted 1m from horn mouth, Hafler P1500 Trans-Nova amplifier, 2700cu.ft. chamber w/ fiberglass on all six surfaces (three with custom made wedges). Plane-wave tube response and impedance curves measured with LMS on a 0.75” [19.1mm] diameter tube with adapter to allow for smooth transition to throat diameter and 1mW into nominal impedance.
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HF 

Hauteur 90cm, chevaux Ã¢gÃ©s de 7ans et plus, Ã  partir de 71 points. RÃ¨glements FSFM et FSSE. Finance 45frs pour HF. 4 26.09.2015 O B70. BarÃ¨me: A au ...
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HF engagement ltr 17.03.13 
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comptable hf 2014 
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PSD:3014 hf driver 

The average on axis output across the entire usable frequency range when mounted to the H2EA horn using a 1.4” to 2” exit adaptor and applying 1W/1m into ...
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documentaliste cdd hf 
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HDH-QB-HF .fr 

FÃ©dÃ©ration dÂ´Escrime dÂ´Allemagne. 10.11-2010. A toutes les FÃ©dÃ©rations dÂ´Escrime affiliÃ©es de la F.I.E.. Tournoi International de fleuret hommes Ã  Heidenheim. CatÃ©gorie: Qualification de la FÃ©dÃ©ration dÂ´Escrime dÂ´Allemagne. Date: 8./ 9.










 


[image: alt]





HDH-QB-HF .fr 

TÃ©l. +49-7321 / 9441-0, fax +49-7321 / 9441-40. 2. ... Fax. E-mail. 1. Gasthof GrÃ¼ner Baum. Lange Str. 46, 89542 Herbrechtingen ... Best Western Premier.
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charge de partenariats hf 2014 
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HDH-QB-HF .fr - PDFDOKUMENT.COM 

12 janv. 2013 - Best Western Premier. Park Consul. Schlosshotel Heidenheim. Hugo-Rupf-Platz 2, 89522 Heidenheim +49 7321/3053-0 +49 7321/3053-100 ...
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DUAL PERIPHERAL DRIVERS 

D Plastic DIP (P) With Copper Lead Frame. Provides Cooler Operation ... Peak collector or output current (tw â‰¤ 10 ms, duty cycle â‰¤ 50%, see Note 3). 500 mA.
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WC Bonn Hf fr. AWS 

Liste des hôtels voir: www.ofc-bonn.de. 8. Contrôle antidopage: Un contrôle antidopage sera effectué. 9. Arbitres: Sont mis à disposition par la Fédération Allemande d'Escrime et F.I.E.. 10. Responsabilité: L´organisateur ne prend pas de résponsabili
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B0-H0 BF-HF - OPPBTP 

rayonnement ultraviolet intense ;. - dégagement de gaz toxiques. Autres risques. - Démarrage intempestif d'équipements, de machines. - Chute de l'opérateur.
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IT Esslingen-QB-HF .fr 

8 déc. 2018 - Fédération d´Escrime d´Allemagne. A toutes les Fédérations d´Escrime affiliées de la F.I.E.. Tournoi International U 23 de fleuret hommes à ...
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The Simplest Drivers 

Source code: KmdKit\examples\simple\DateTime. Contents. 3.1 How to ..... a pointer to a counted Unicode string that specifies a path to the driver's registry ...
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New signed drivers 

two for Vista/Windows 7 and in each case a 32 bit and a 64 bit driver. You do not need to worry about this; the inf files will automatically select the correct file.
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Virtual COM Port Drivers 

Jan 29, 2010 - Virtual COM Port Drivers. This page contains the VCP drivers currently available for FTDI devices. For D2XX Direct drivers, please click here.
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drivers - NXP Semiconductors 

Apr 16, 2015 - The English version shall prevail in case of any discrepancy ... For sales office addresses, please send an email to: [email protected] ...
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HF Press Notes TIFF 4 

Issues around race, gender and class have made us even more painfully aware that the ... have also recently become a student of highly successful television programming. ..... In 2008 Loren became a youth leader, began working with youth.
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Steinfurt-JWC-HF fr AWS 

Participation: Le tournoi est ouvert aux tireurs Ã©trangers et allemands nÃ©s 1989 et moins Ã¢gÃ©s et sÃ©lectionnÃ©s par leur fÃ©dÃ©rations suivants les quotas dÃ©finis par la F.I.E.. Chaque tireur participant doit obligatoirement Ãªtre muni dÂ´une l
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responsable relations presse 14 hf 
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IT Esslingen-QB-HF .fr 

Qualification de la Fédération d´Escrime d´Allemagne. U 23 Confédération Européenne d'Escrime. Date: ... (http://www.eurofencing.info/registration/). 4. Formule: Poules, ED sans repêchage. 5. Horaire:: 18-11-2016. 18.00 – 20.00 h contrôle de matériel
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IT Esslingen-QB-HF .fr 

Lieu: Sporthalle im Eberhard-Bauer-Stadion, Weilstr. 201, 73733 Esslingen-Weil. 1. Organisateur: SV 1845 Esslingen, Udo Ziegler, Kelterstraße 62/1, D-73733 ...
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hf receiver - PDF Text Files 

This manual was downloaded from BAMA's boatanchor site http://bama.sbc.edu. RACAL. RA-6790/GM hf receiver. 500khz-30Mhz ...
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WC Bonn Hf fr. AWS 

Participation : La compÃ©tition est ouverte aux tireurs sÃ©lectionnÃ©s par leurs FÃ©dÃ©rations suivant les quotas dÃ©finis par la F.I.E. Chaque tireur participant doit obligatoirement Ãªtre muni dÂ´une licence de la F.I.E. pour la saison 2007-2008. S
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