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PX-35 Projector

Dolby Reverse scan (Red LED) for digital and/or analogue optical track reproduction. ... Microprocessor regulated control of film supply and take-up for fixed film spools ... Bench and column PX-35 / RM: for manual projector head, with rewind. 
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PX-35



Projector



Features: - A Xenoluxe Lamphouse version suitable for lamps up to 7.000 W. - Enclosed mechanism with helical gears. - Continuous flow lubrication. - Triple o double lateral aperture plate, (Normal, Wide screen and Scope). - 3 or 2 lens turret (manual o motorized). - Dolby Reverse scan (Red LED) for digital and/or analogue optical track reproduction. - Adjustable (tilt to 13º) support structure with control panel. - Automatic film break detector with theatre light control. - Inductive sensor for film and theatre automation. - Closed circuit water-cooling of aperture plate. Options for fully automated systems using programmable logic control: - Control and status display of multiple projectors. - Lens & aperture plate change. - Motorized focus and framing with automatic lamp control. - Volume and sound format control in conjunction with sound processor facilities. - Remote control of all projector functions. Various options of bench & column, and optic axis level: - Bench and column PX-35 / RA: for motorized projector head, with rewind. Microprocessor regulated control of film supply and take-up for fixed film spools up to 970 mm.ø (5.000 m.). - Bench and column PX-35 / SRA: for motorized projector head, without rewind. For inertia-free film spools up to 900 mm.ø (4.500 m.). - Bench and column PX-35 / PA: For motorized projector head. Specially designed for non rewing system (platter). Without shaft and film spool. - Bench and column PX-35 / RM: for manual projector head, with rewind. Microprocessor regulated control of film supply and take-up for fixed film spools up to 970 mm.ø (5.000 m.). - Bench and column PX-35 / SRM: for manual projector head, without rewind. For inertia-free film spools up to 900 mm.ø (4.500 m.). - Bench and column PX-35 / PM: For manual projector head. Specially designed for non rewing system (platter). Without shaft and film spool.



Specifications subject to change
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Multimedia Projector Owner's Manual - Projector Central 

not stare directly into the beam. â€“ Install the projector in a proper position. If not, it may ...... Natural wide. Caption IN. Racing is stimulating! Racing is stimulating!
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Projector Compact 

Volume and sound format control in conjunction with sound processor facilities. - Remote control of all projector functions. Various options of bench & column:.
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Multi Media Projector 

are not to be disclosed to others without the express written consent of Epson. XXXXXXXXXXXXXX. Input Signal. : XXXXXXXXXXXXXXXXXX. Frequency. : H ---.
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Operating Instructions - Projector Central 

BContinued use of the projector in this condition may result in fire or electric ...... BRefer to the list of compatible signals on page 56 for the types of RGB ..... appear white. NOTE: BTriangle symbols above and below a menu bar indicate the facto
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Operating Instructions - Projector Central 

26 janv. 2005 - The exclamation point within an equilateral triangle is intended to alert the user to the presence of important operating and maintenance (servicing) instructions in the literature accompanying the product. CAUTION: This equipment is 
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SIMPLEX APOGEE PROJECTOR 

Elongated film gate and trap for steadier screen image. â€¢ Proven Simplex Intermittent movement with hardened and ground starwheel and camshaft. â€¢ Integral oil ...
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PLV-Z1BL - Projector Central 

Follow all warnings and instructions marked on the projector. For added protection to .... Do not put the projector downward and project an image. Do not put the ...
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PT-F200U - Projector Central 

Before operating this product, please read the instructions carefully and save this manual for future use. TQBJ0248. Commercial Use ... This LCD Projector is designed to operate on 100 V - 240 V, 50 Hz/60 Hz AC, house current only. CAUTION: The AC po
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DLA-RS2 - Projector Central 

12 oct. 2007 - short out parts that could result in a fire or electric shock. Never spill liquid of ... Do not place combustibles behind the cooling fan. For example ...
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Operating Instructions - Projector Central 

The lightning flash with arrowhead symbol, within an equilateral triangle, is intended to alert the user to the presence of uninsulated â€œdangerous voltageâ€� within the product's enclosure that may be of sufficient magnitude to constitute a risk of
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InFocus LP540 Projector Lamp Replacement 

... la lumiÃ¨re nÃ©cessaire pour la projection. RÃ©digÃ© par: Jorge L Navarro. InFocus LP540 Projector Lamp Replacement. Â© iFixit â€” CC BY-NC-SA. /Www.ifixit.com.
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MP8620 Multimedia Projector Illustrated Parts Breakdown .fr 

or by any means-graphic, electronic, or mechanical, including photocopying, taping or information storage and retrieval systems-without written permission of 3M ...
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Assets/CE/Projector Mounts/Ceiling mount/EPC 6545/EPC6545 spare parts projector mount vogels 
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PT-LB51U PT-LB51SU - Projector Central 

you to get the most out of your new product, and that you will be pleased with your Panasonic LCD projector. ... This equipment has been tested and found to comply with the limits for a Class B digital device, ...... â—‹If dust is left to build up in
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Portable Projector 1000W. (with tripod and arms) 

Enclosed compact projector head with integral lamphouse. - Concentric framing. - Gear transmission. - Standard, Wide-screen and Scope aperture plates.
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Universal Projector Wall or Ceiling Mount - produktinfo.conrad 

For more information on Manhattan products, consult your local dealer or visit www.manhattan-products.com. All names of products or services mentioned ...
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Optoma HD87 DLP Projector User Guide Manual 

3. PureEngine. 4. Brite Mode. 5. Advanced. 6. Four Directional Select. Keys ...... Arabic. ~XX70 21. 7E 30 30 37 30 20 32 31 0D. Thai. ~XX70 22. 7E 30 30 37 30 ...
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Portable Projector 2000W. (with spool tower) 

Film supply and take up with electronic regulation system, controlled by a microprocessor. - Feature film device for fixed film spools up to 970 mm.Ã¸ (5.000 m.).
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where digital excitement begins - Projector Central 

Our micro-mobile units, each weighing under six pounds with a footprint ...... Yes (power). U/D Ratio. 8:1 - 1:8. 8:1 - 1:8. 8:1 - 1:8. Throw Ratio. 3.5 - 4.6:1. 7.0:1.
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Model No. PT-FW100NTU - Projector Central 

Do not remove the grounding pin on the power plug. ...... outlet and wipe it with a dry cloth. ..... Do not point the laser in other people's eyes or stare into beam.










 


[image: alt]





35mm PROJECTOR MECHANISM Type MSC, SA Parts Catalog 

Inner Cam Bushing & O-Ring Assembly. H1-BB- ..... 37 81-36004 RI-0576 Seal Ring ..... 81-64003 TF-0375 Stepdown Transformer, 120-12 V.AC (not shown). 28 ...
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Epson PowerLite 915W Projector Lamp Ballast de remplacement 

21 déc. 2016 - Soulevez le cache.. Lors du ... Tirer les fils hors de la partie supérieure de l'évent et à l'extérieur du canal sur le côté de l'évent.. Lorsque ...










 


[image: alt]





PT-D5600UL PT-DW5000U PT-DW5000UL - Projector Central 

2 mars 2006 - you to get the most performance out of your new product, and that you will be pleased with your ...... set the â€œFan Control1â€�, described on.
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Accurate calibration for a cameraâ€“projector measurement system 

Jan 18, 2008 - Optics and Lasers in Engineering 47 (2009) 310â€“319. Accurate ... (J. Xi), [email protected] (Y. Jin), [email protected] (J. Sun). ... Mathematical models. 2.1. .... problem which can be solved iteratively by the Levenbergâ€“.
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