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quick setup guide

Protection contre les surtensions. Tension de surcharge maximale. Dissipation maximale d'Ã©nergie. Filtration du bruit EMI/RFI. Homologation du parasurtenseur. 
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QUICK SETUP GUIDE RF-HTS1215 2-Outlet Low-Profile Surge Protector Package contents • 2-outlet surge protector • Quick Setup Guide



Safety precautions Protected LED indicator



Features Side-entry • Compact design AC outlet • Provides “clean” power to maximize equipment performance • Connected equipment limited warranty: $50,000 max



Side-entry AC outlet



Protected LED The Protected LED lights when surge protection is working. Replace the surge protector if it turns off.



Specifications



• • • • • •



RISK OF ELECTRIC SHOCK - Use only in dry locations and only indoors. DO NOT plug into another relocatable power tap. DO NOT “daisy chain” surge protectors. DO NOT use with any aquarium equipment. DO NOT use if correctly grounded outlets are not available. DO NOT install this device if there is not at least 30 feet (10 meters) or more of wire between the electrical outlet and electrical service panel. • This device features internal protection that will disconnect the surge protective component at the end of its useful life, but will continue to power your devices – WHICH WILL BE UNPROTECTED. If you don’t want your equipment at risk, replace the device.



One-year limited warranty Visit www.rocketfishproducts.com for details



Contact Rocketfish:



Dimensions (H×W×D) (not including plug)



3.3 × 3.0 × 1.4 in. (8.3 × 7.5 × 3.6 cm)



Load rating



15 amps



Line voltage



125V AC @ 60 Hz



Surge protection



3 lines (L-N / L-G / N-G)



Maximum surge current



75,000 amps



Maximum energy dissipation



1,500 joules



EMI/RFI noise filtering



Up to 47 dB



Surge Protector certification



UL-1449 certified



Clamping voltage



L-N / L-G / N-G = 400 volts



Before using your new product, please read these instructions to prevent any damage.



For customer service, call 1-800-620-2790 (U.S. and Canada) or 01-800-926-3010 (Mexico) www.rocketfishproducts.com



ROCKETFISH is a trademark of Best Buy and its affiliated companies. Registered in some countries. Distributed by Best Buy Purchasing, LLC 7601 Penn Ave South, Richfield, MN 55423 U.S.A. ©2015 Best Buy. All rights reserved. Made in China



V1 ENGLISH 15-0105



GUIDE D’INSTALLATION RAPIDE Parasurtenseur compact à 2 prises RF-HTS1215 Contenu de l'emballage • Parasurtenseur à 2 prises • Guide d’installation rapide



Mesures de sécurité Témoin DEL de protection



Caractéristiques Prise c.a. • Conception compacte latérale • Fournit une alimentation électrique stabilisée pour optimiser la performance de l'équipement • Garantie limitée de l’équipement connecté : 50 000 USD maximum



Prise c.a. latérale



Témoin DEL de protection Le témoin DEL de protection s'allume quand la protection contre les surtensions fonctionne. Remplacer le parasurtenseur s'il se met hors tension.



• RISQUE DE CHOC ÉLECTRIQUE - N’utiliser qu’à l’intérieur et dans un environnement sec. • NE PAS brancher sur une autre prise d’alimentation mobile. • NE PAS connecter en série plusieurs parasurtenseurs. • NE PAS utiliser pour des équipements d’aquariums. • NE PAS utiliser en cas d’indisponibilité de prise secteur correctement mise à la terre. • NE PAS installer cet appareil si la prise secteur est reliée au panneau d'entrée d'électricité à une distance inférieure à 30 pieds (10 mètres). • Cet appareil intègre une protection interne qui déconnecte le composant de protection contre les surtensions à la fin de sa durée d’utilisation, toutefois, il continuera d’alimenter les équipements, mais SANS PROTECTION CONTRE LES SURTENSIONS. Pour continuer de protéger l’équipement contre le risque de surtension, remplacer l'appareil.



Garantie limitée d’un an



Caractéristiques



Aller sur le site www.rocketfishproducts.com pour toute information complémentaire.



Dimensions (H × L × P) (n'inclut pas la prise)



3,3 × 3 × 1,4 po (8,3 × 7,5 × 3,6 cm)



Charge nominale



15 A



Pour contacter Rocketﬁsh :



Tension de ligne



125 V c.a., 60 Hz



Protection contre les surtensions



3 lignes (L-N, L-G, N-G)



Pour le service à la clientèle, appeler le 1-800-620-2790 (É.-U. et Canada) ou le 01 800-926-3010 (Mexique) www.rocketfishproducts.com



Tension de surcharge maximale



75 000 A



Dissipation maximale d'énergie



1 500 joules



Filtration du bruit EMI/RFI



Jusqu’à 47 dB



Homologation du parasurtenseur



Certifié UL-1449



Tension de blocage



L-N/L-G/N-G = 400 V



Avant l’utilisation de ce produit neuf, lire ces instructions afin d'éviter tout dommage.



ROCKETFISH est une marque de commerce de Best Buy et de ses affiliés. Déposée dans certains pays. Distribuée par Best Buy Purchasing, LLC 7601 Penn Av. South, Richfield, MN 55423 É.-U. ©2015 Best Buy. Tous droits réservés. Fabriqué en Chine



V1 FRANÇAIS 15-0105
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QUICK SETUP GUIDE 

Congratulations on your purchase of the RF-SPX15-T Rocketfish Bluetooth ... speaker provides high-quality music playback from a Bluetooth-compatible device ...
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QUICK SETUP GUIDE 

If you connect two USB devices, 2.1 A power is shared between the two ports. If your device does not charge fast enough, disconnect the second USB device.
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quick setup guide 

to view the Moon is from two days after a New Moon up to a few days before a Full ..... L'oggetto dovrebbe trovarsi il piÃ¹ lontano possibile, minimo a 400 metri.
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quick setup guide 

easily recognizable object, like a streetlight, license plate or sign. The object should be ... aller Teile. Ihr PowerSeeker 80AZS umfasst: einen optischen Tubus mit.
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Quick Setup Guide 

car license plate or sign. The object should be ... Beine mit den drei Feststellschrauben unten an jedem ... MobilgerÃ¤t herunter, bevor Sie Ihr Teleskop mit nach.
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QUICK SETUP GUIDE 

3 lines (L-N / L-G / N-G). 135,000 amps. 3,600 joules. Up to 47 dB. UL-1449 certified. L-N / L-G / N-G = 400 volts. 2.1 amps total. V1 ENGLISH 15-0109. USB ports. Protected LED indicator. Main power switch. Grounded LED indicator. Coaxial cable surge
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Quick Setup Guide - FCC ID 

26 mars 2015 - Do not install your Wall Mount Kit while your TV is turned on. This may result in personal injury due to electric shock. Hotel Plug & Play. The Hospital Plug & Play function, which automatically performs the Hospital Mode selection, Co
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Quick Setup Guide - ALPS Controls 

Item Field. Description. APPLICATION MODE. Select the control application mode. PWM = Hydronic Pulse Width Modulation. BOIL = Hydronic boiler heats snow melting system. MIX = Hydronic mixing valve or injection pump heats snow melting system. ELEC = E
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quick setup guide 

Compact design. • Two USB charging or power ports ... numériques, définies par l'article 15 du règlement de la FCC. Ces limites ont été établies pour fournir ...
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Quick Setup and Installation Guide - Beautyrest 

or call: 1-888-550-3746. ADJUST. ONE TOUCH. Massage On/Off. FLAT preset position. Lift and lower head section of base. Install mattress retainer bars by ...
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Quick Setup and Installation Guide - Beautyrest 

Place bed base box in a desired location with bottom of box facing up. Remove binding ... each end of the retainer bar into the holes at the foot of the platform.
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quick setup - Matias 

... pour PC â€“ Clavier US (FK205) installation rapide ... produit sera absent de vices de fabrication et de matiÃ¨re, dans des conditions normales d'utilisation, pour ...
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quick setup DM3050b 

Microphone Input Jack: Connect your DJ mic at this location. 4. Channel Gain: This rotary control adjusts the pre- fader input level. 5. Channel Treble: This rotary ...










 


[image: alt]





quick setup DM3050b 

Connect all stereo input sources as indicated in the diagram. 7. Connect the stereo outputs to power amplifier(s), tape decks, and/or other audio sources. 8.
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Quick Setup Guide USB Bluetooth Adapter Guide d'installation rapide ... 

Processeur Pentium ou Ã©quivalent. â€¢ Au moins un port USB (USB 2.0 ou 3.0). â€¢ Connexion Internet. â€¢ SystÃ¨me d'exploitation : WindowsMD 8.1, WindowsMD 8,.
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Quick Setup Guide USB Bluetooth Adapter Guide d ... - FCC ID 

2 Go to http://www.broadcom.com/support/bluetooth/update.php and follow the instructions shown on the page to download and install the software. 3 Restart your computer to complete installation. USING THE USB ... bottom-right corner of your desktop s
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Quick Setup Guide 1. Location 2. Remove ... - SupplyHouse.com 

que estÃ© disponible la opciÃ³n. â€¢ Mantenga apretados los botones y por 3 segundos para pasar a la siguiente opciÃ³n O. â€¢ Luego de 15 segundos de inactividad, la pantalla volverÃ¡ a funcionar regularmente. Las siguientes configuraciones son esenc
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Quick Setup Guide 1. Location 2. Remove ... - SupplyHouse.com 

Head Office: 5100 Silver Star Road, Vernon,. B.C. Canada V1B 3K4, 250-545-7749, Fax. 250-545-0650 Web Site: tekmarControls.com. 8. Critical Settings.
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Quick Setup Guide 1. Location 2. Remove Mounting 

SET FLOOR. Set the floor minimum temperature. Available when an auxiliary floor sensor is connected and the built-in room temperature sensor is on. TYPE. Device Type number. ... AUXILIARY SENSOR. Select the type of auxiliary sensor. ... Suggested set
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Quick Setup Guide | NS-CR2021 SD/MMC Memory Card Reader 

1 Connecter le lecteur de cartes mÃ©moire Ã  un port USB disponible de ... Attention : Pour Ã©viter d'endommager la carte ou le lecteur de cartes, insÃ©rer la.
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DX-VIDBKT Video Bracket QUICK SETUP GUIDE DX VIDBKT 

pour trépied sous le caméscope. Ne pas serrer complètement. 2 Régler le support afin qu'il ne gêne pas le fonctionnement du caméscope. 3 Serrer la vis du ...
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Start Here - MAXI-JET® Utility Pumps Quick Setup Option Guide 

10) Boîtier de la roue hélice avec vis 11) Joint torique 12) Support de montage ... (Modèles 4500 et 5500) Faire pivoter (facultative) le boîtier de la roue hélice et ...
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RF-HDWEB10| Rocketfish HD Webcam Pro | Quick Setup Guide 

Your CD should start automatically. If it ... Right-click the CD/DVD drive icon, and then click Autoplay. ... 1 InsÃ©rer le CD d'installation dans le lecteur CD ou DVD.
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Quick Setup Guide I DX-WDCMBO3 Wired Keyboard Mouse ... 

Pour cliquer avec le bouton droit. Pour aller Ã  la page suivante si l'application prend en charge la commande Â« Page suivante Â», telle qu'un navigateur Web.
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