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Quickstart Guide - AWS

2. Link the Devices: To link TX and RX devices, highlight the first cell and right click > select Change TX and select TX1. Then select. Change RX and select RX1. Repeat for the remaining Receivers. 3. Combine: Right click any cell > choose Select All. The highlight color will change to indicate all cells have been selected. 
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NHD-000-CTL Configuration:



Quickstart Guide



NetworkHD 100 / 200 Series and Controller HD-over-IP Solution



!



It is essential that the AV port of the CTL is connected to the same switch/VLAN as the RX & TX units whilst the control port must connect to the same switch/VLAN as the control system.



1. 



Connect the included 12V DC power supplies to the CTL, TX and RX units. This is not required if using POE.



• The default IP address of the NHD-000-CTL is 192.168.11.243 for the Control port. Ensure a PC is connected to one of the switches/ VLANs and in the same subnet/IP range as the CTL Control port.



NHD-100-TX, NHD-100-RX, NHD-200-TX, NHD-200-RX, NHD-210-RX, NHD-000-CTL



!



If you do not see the log in page you may need to change your IP on a PC: Click Start menu, go to Control Panel > Network and Sharing center > Change Adapter Settings > Local Area Connection. Right click and choose Properties.



Before Installation !



NetworkHD requires a Layer 2 managed switch with support for Multicast & IGMP snooping enabled. Do not connect any transmitters to the switch until this has been configured.



Highlight Internet Protocol Version 4 (TCP/IPv4) then click Properties.



!



For recommended switches and PDF configuration guides please see the ‘downloads’ section of any NetworkHD device at wyrestorm.com.



Use the following IP address, for the IP address enter 192.168.11.x (if unsure use 192.168.11.105) Enter subnet mask number 255.255.0.0 Click OK, then click OK again to close the windows and commit you changes.



!



It is not necessary to change the IP addresses of the TX and RX units – AutoIP is used to configure correct IP addresses. DHCP or Static IP addresses are not recommended unless absolutely required. Failure to note or errors in the IP settings of a unit may result in a complicated reset procedure.



!



!



!



Due to the way H.264 compression encodes the video, Interlaced video sources are not recommended. Please use progressive scan sources for best quality - even at lower resolutions. For installations including multiple rack-mounted transmitters, we recommend using an NHD-000-RACK enclosure to secure all NetworkHD devices within the rack.



Return to your browser and try entering the default IP 192.168.11.243 again. 2. 



The table of devices will appear with TX units across the top and the RX down the left hand side. Press the box that links each TX and RX to test switching of the video to each RX.



3. 



Upon entering the NHD-IP-CTL web UI, a user name and password must be entered to login, with default settings. User: admin Password: admin



4. 



Please check wyrestorm.com for the latest firmware updates – the NetworkHD Maintain Tool can be used to easily install firmware updates to multiple devices, available from wyrestorm.com



NOTE: If using Enado templates, the TX must be named Input1, Input2... and the RX named Output1, Output2… 5. 



Setup and Operation 1



2



3



Connect sources to HDMI or DVI of transmitters using quality HDMI cables, ensuring firm port connection – we recommend WyreStorm Express HDMI cables.



In the TX/RX settings page - use the Alias box to name each RX and TX. Use the table in this guide to record all Mac addresses, device names and alias’s as this will help when programming your control system.



Encoding values of each TX should be set to individual requirements - for more information see the full guide at wyrestorm.com.



Recommended encoding settings for TX units to provide highest quality video and instant switching:



NOTE: For NHD-200-TX, please ensure DIP switches are set correctly for the cable input.



Rate Control:



CBR



Avg bitrate:



40960



Connect HDMI (and RS232 if required) from all receivers to all displays used.



Profile:



H.264 High Profile



GOP:



60



FPS:



60



Transport Type:



RAW



Connect good quality, well-terminated Cat5e/6 cables of no more than 100m/328ft between the switch, transmitters (TX), receivers (RX) and Controller (CTL) if used.



NOTE: Higher values will result in higher quality but may adversely affect switching speed and latency.



NetworkHD Console:



The highlight color will change to indicate all cells have been selected



For a full guide to configuring the system using the NetworkHD Console software, please see the PDF included with the software download. NetworkHD Console is available from the ‘download’ section of any NetworkHD component at wyrestorm.com.



!



The TX and RX are configured by default to IP addresses in the range of 169.254.xxx.xxx, commonly referred to as Auto IP addresses. Change your PC IP address to this range to use the NetworkHD Console software.



!



The Bonjour SDK installation included with NetworkHD Console is essential for discovery of the TX and RX units – please ensure it is correctly installed prior to using the software.



4. 



Now right click the cells again and select Combine.



5. 



Confirm Wall Properties: Clicking Combine brings up the Video



6. 



Click Apply.



Video Wall Configuration 1. 



Create the video wall: Use the + Create button to make the size of video wall required and give it a name.



2. 



Link the Devices: To link TX and RX devices, highlight the first cell and right click > select Change TX and select TX1. Then select Change RX and select RX1.



Wall Properties screen.



Repeat for the remaining Receivers.



3. 



Combine: Right click any cell > choose Select All.



For technical support, please call: US: 518-289-1294



ROW: +44 (0) 1793 230 343



Email: [email protected]



Encoders TX Input



MAC Address



Decoders RX Name



Output MAC Address



For technical support, please call: US: 518-289-1294



ROW: +44 (0) 1793 230 343



Email: [email protected]



Name



Third Party Control:



6. 



Drivers for major control systems are available in the download section at wyrestorm.com. Enado video wall templates and control codes are available in the online libraries built into the Enado configuration interface.



Troubleshooting:



If the RX continuously reboots, the RX may be set to DHCP but cannot find a DHCP server. Connect to a DHCP server so that it can finish initializing – IP settings can then be changed



Safety Recommendations: Do not expose this apparatus to any form of moisture, including the placement of anything containing liquids on the unit.



!



Before performing any troubleshooting steps, ensure the most recent software version has been installed onto all NetworkHD components and the most recent version of Web Browser and the NetworkHD Console software is being used.



To prevent risk of electric shock or fire hazard, ensure apparatus is installed in an unobstructed, well ventilated area away from any external heat sources - including other electrical devices which may produce heat.



1. 



The most common cause of problems when configuring NetworkHD is a broadcast loop caused by an improperly configured switch. Should your network be slow or unresponsive - disconnect all transmitters and reboot the switch. Then login to your switch admin UI and ensure the switch is properly configured according to the Switch Configuration Guides at wyrestorm.com



Failure to adhere to these recommendations may invalidate your warranty.



2. 



Should the NetworkHD Console software and NHD-000-CTL fail to locate any TX/RX devices and following the network settings steps outlined above does not yield any devices, check the following:



• Windows Firewall settings - Create an exception for the software or disable it completely. • IP settings: Ensure you PC is in the same subnet as the NHD component you are trying to communicate with • Ensure Bonjour SDK is properly installed • If using VLAN’s check that connected switches share the same configuration • Ensure devices are powered up and connected to the same network • Refresh the browser, if this fails empty the cache and update to the latest version • Reboot all system components including the NHD-000-CTL and your PC/Mac 3. 



If you are unable to connect to the CTL web UI, perform a reset on the NHD-000-CTL by holding down the reset button on the front of the device.



Only use attachments / accessories specified by the manufacturer and refer all servicing to qualified service personnel.



Warranty Information This product is covered by a 3 year limited parts and labour warranty. During this period there will be no charge for unit repair, component replacement or complete product replacement in the event of malfunction. The decision to repair or replace will be made by the manufacturer. This limited warranty only covers defects in materials or workmanship and excludes normal wear and tear or cosmetic damage.



Visit our website for full details on this product and to download the user guide including further details on technical specification, settings, troubleshooting and warranty information. wyrestorm.com



After the reset the CTL will have returned to the default IP of 192.168.11.243.



!



Resetting the CTL will remove all alias settings from the TX & RXs.



4. 



If you do not see an image on the display or screen is completely blank:



• Check the screen is on and the correct input is selected • Ensure that the source is on and displaying an image by connecting it directly to the TV. • Ensure the RX is powered and the lights are stable on the front • Reroute the video using the CTL matrix or NetworkHD Console software. 5. 



If a device Alias cannot be set, another device may have been previously connected with the same Alias - ensure that the old device is offline and use the X in the CTL matrix to remove its record from the CTL.



For technical support, please call: US: 518-289-1294



ROW: +44 (0) 1793 230 343



Email: [email protected]



























des documents recommandant







[image: alt]





APC40 Quickstart Guide - RevC 

CUE LEVEL – Ce potentiomètre permet de régler le niveau de la sortie de pré-écoute et du volume d'échantillonnage. 15. TOUCHES DE DÉFILEMENT – Ces ...
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Quickstart Guide - FCC ID 

Make sure all items listed in Box Contents at the beginning of this guide are included in the box. 2. READ SAFETY INSTRUCTION BOOKLET BEFORE USING THE PRODUCT. 3. Move Light Mode switch to OFF. 4. Turn down the Master Volume on the House Party. 5. Tu
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Quickstart Guide - ION Audio 

Note: You must power on and pair Dunk with your Bluetooth device before using it to listen to music or as a speakerphone. .... Lorsque vous recevez un appel, le haut-parleur du Dunk fera jouer la sonnerie de votre téléphone. .... Quando c'è una chiam
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Quickstart Guide - Vivateq 

NetworkHD requires a Layer 2 managed switch with support for Multicast & IGMP snooping enabled. Do not connect any transmitters to the switch until this has been configured. For recommended switches and PDF configuration guides please see the 'downlo
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MPC Live Quickstart Guide - Gear4music 

Puede pulsar este botón dos veces .... l'échantillon de ce pad à un taux basé sur les paramètres actuels du champ Tempo et Time Correct. ...... (1) 360° encoder for display navigation and selection via push. Buttons ... (width x depth x height).










 


[image: alt]





Quickstart Guide QuickTalker™ 7 QuickTalker™ 12 ... - AbleNet 

after 20 seconds of no activity. ... Astuce ! Parlez à 15-20 cm du microphone pour un son clair et fort. .... defectos de materiales y fabricación durante dos años.
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ANYROOM - Quickstart Guide - v1.1 - ION Audio 

Cuando se pulsa el botón SYNC (Sincronización), este LED destella ..... stereo RCA di una seconda cassa, in modo che la musica possa essere riprodotta da ...
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Quickstart Guide QuickTalker™ 7 QuickTalker™ 12 ... - AbleNet 

defectos de materiales y fabricación durante dos años a partir de la fecha de compra. El texto completo de la garantía está disponible en www.ablenetinc.com.
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TAPE EXPRESS MKII - Quickstart Guide - v1.6 

USB Cable. Quickstart Guide. Safety Instructions & Warranty Information o. READ SAFETY INSTRUCTION BOOKLET BEFORE USING THE PRODUCT o.
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HeadRush Pedalboard Quickstart Guide - FCC ID 

Important: Visit headrushfx.com to download the complete user guide. .... selected, tap anywhere in this column to show the next three parameters. ...... Per regolare le impostazioni di un modello in un impianto, toccarlo due volte per aprire la ...
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coreldraw 3 visual quickstart guide dbid 1rat1 
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PROFILE LP Quickstart Guide - v1.2 - ION Audio 

effectuÃ© tous les autres branchements. 2. CÃ¢bles stÃ©rÃ©o RCA : Ces cÃ¢bles doivent Ãªtre branchÃ©s dans les entrÃ©es audio de votre systÃ¨me stÃ©rÃ©o. (Remarque ...
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Connections and Quickstart Guide Connexions et Guide de ... - Arcam 

Dimensiones (An x Al x Pr). 194 x 44 x 124 mm. Peso neto. 1,1 Kg. Accesorios incluidos. Fuente de alimentación con enchufes intercambiables. Antena Wi-Fi.










 


[image: alt]





Quickstart 

stops (=clic 0). Then, clicks are counted turning the knob in the counterclockwise direction. Rebound (A) : Recreational use : 10 clicks. Racing use : 8 clicks.
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Quickstart Guide Guía de inicio rápido Guide d'utilisation ... - FCC ID 

For the latest information about this product (system requirements, compatibility ...... iPad, iPhone, and iPod touch are trademarks or service marks of Apple Inc., ...
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Quickstart Guide Guía de inicio rápido Guide d'utilisation rapide Guida 

If the sound is distorted: Try lowering the volume control of your sound source or musical instrument. Also, ..... están libres de defectos de material y de mano de obra bajo su uso y servicio normal por el período que comienza en la ..... INMUSIC O 
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Quickstart 

Ã‰quilibrage des chambres d'air. Il est important de systÃ©matiquement Ã©quilibrer la pression des chambres d'air ... Compression haute vitesse (B): 18 clics.
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Connections and Quickstart Guide Connexions et Guide de ... - Arcam 

Do not install near any heat sources such as radiators, heat registers, stoves, ... best sound performance for the price. .... Total Harmonic Distortion + Noise.
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Quickstart 

Nous vous remercions et nous vous fÃ©licitons d'avoir choisi les produits BOS, conÃ§us et dÃ©veloppÃ©s par des passionnÃ©s et assemblÃ©s Ã  la main avec soin en ...
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Quickstart 

Vous pouvez l'ajuster de Â± 10 psi suivant votre pratique et votre style de pilotage. Usage loisir. Poids (kg). 55. 60. 65. 70. 75. 80. 85. 95. 105. 110. Pression (psi).
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Quickstart 

Quel que soit votre poids, la pression d'air doit Ãªtre comprise entre 120 et 220 psi. NB : Pressions donnÃ©es Ã  titre indicatif. Vous pouvez l'ajuster de Â± 10 psi ...
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DT servu quickstart 












 


[image: alt]





DT hyperv quickstart 
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Epic Bluetooth Quickstart - UserManual.wiki 

applicables auxappareils radio exempts de licence. L'exploitation est autorisÃ©e ... Increase the separation between the equipment and receiver. -Connect the ...
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