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R125.704.001 - RS Components

Insertion loss. 0.05 âˆšF(GHz) dB Maxi. RF leakage. - (. 100 - F(GHz)) dB Maxi. Voltage rating. 500 Veff Maxi. Dielectric withstanding voltage. 1000 Veff mini. 
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R125.704.001



MALE-FEMALE ADAPTOR



Series : SMA



-



All dimensions are in mm. . pn



. ao



COMPONENTS BODY CENTER CONTACT OUTER CONTACT INSULATOR GASKET OTHERS PARTS -



PLATINGS (µm)



MATERIALS STAINLESS STEEL BERYLLIUM COPPER PTFE SILICONE RUBBER STAINLESS STEEL -



PASSIVATED . GOLD 2.5 OVER NICKEL 2 -



PASSIVATED . -



Issue : 0224 C In the effort to improve our products, we reserve the right to make changes judged to be necessary.
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R125.704.001



MALE-FEMALE ADAPTOR



Series : SMA



PACKAGING Standard 100



SPECIFICATION



Unit ‘W’ option



Other Contact us



ELECTRICAL CHARACTERISTICS Impedance Frequency VSWR 1.05 + Insertion loss RF leakage -( Voltage rating Dielectric withstanding voltage Insulation resistance



50 0-18 0.005 0.05 100 500 1000 5000



Ω GHz x F(GHz) Maxi



√F(GHz) dB Maxi - F(GHz)) dB Maxi



ENVIRONMENTAL Operating temperature Hermetic seal Panel leakage



Veff Maxi Veff mini MΩ mini



OTHERS CHARACTERISTICS Assembly instruction Others : -



MECHANICAL CHARACTERISTICS Center contact retention Axial force – Mating end Axial force – Opposite end Torque



27 N mini 27 N mini 2.8 N.cm mini



Recommended torque Mating Panel nut



110 N.cm NA N.cm



Mating life Weight



-65/+165 ° C NA Atm.cm3/s NA



500 Cycles mini 3.300 g



Issue : 0224 C In the effort to improve our products, we reserve the right to make changes judged to be necessary.
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C&K Components - RS Components 

K01 10 mm square snap-on. K02 Ã¸8 mm round snap-on. K03 8,5 x 3,8 mm single floating. K04 18,5 x 3,8 mm double floating. K05 5 mm square. Button Color.
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Untitled - RS Components 

In the continual goal to improve our products, we reserve the right to make any modifications judged necessary. ACTUATOR. NOMINAL CURRENT AT 25Â°c (*10 ...
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product specifications - RS Components 

Normal operating temperature. TOP. 0. 50. Â°C. Normal storage temperature. TST. -10. 60. Â°C .... N = 0 : 1-line display ... BF cannot be checked before this instruction. ..... Module repairs will be invoiced to the customer upon mutual agreement.
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R191.209.000 - RS Components 

Insertion loss. 0.250 âˆšF(GHz) dB Maxi. RF leakage. - (. 57 - F(GHz)) dB Maxi. Voltage rating. 500 Veff Maxi. Dielectric withstanding voltage. 1000 Veff mini.
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Sefram - RS Components International 

SystÃ¨me de refroidissement astucieux : circulation forcÃ©e avant - arriÃ¨re. â€¢ EntrÃ©e programmation analogique. â€¢ Prise de potentiel Ã  distance pour compenser les ...
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loctite 5920 - RS Components 

Pressure 0.62 MPa, time 15 seconds, temperature 25 Â°C: ... Cured @ 25 Â°C / 50Â±5% RH ... Storage information may be indicated on the product container.
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AIM104-386EX - RS Components 

send the specified files using ZMODEM protocol, wild-cards allowed. /Q turn off status ...... PL1 - Input/Output Connector : 50way right angle header. The suffix ...
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Section 17. Break Module - RS Components 

Supply voltage. VDD. â€“0.3 to +6.0. V. Input voltage. VIN. VSSâ€“0.3 to VDD +0.3 ..... 2.54 BSC. 0.100 BSC. J. 0.21. 0.38. 0.008. 0.015. K. 2.80. 3.55. 0.110. 0.140. L.
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2004 Circuit Protection Databook - PolySwitch ... - RS Components 

If the time-to-trip of the PolySwitch device is too fast or too slow for the circuit, go ... the PolySwitch device you selected with the application's space ... Loudspeakers ..... 1.46. 1.34. 1.11. 0.49. RHE400. 5.40. 5.00. 4.60. 4.10. 4.00. 3.50. 3.
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Section 17. Break Module - RS Components 

Software writes a logic one to the BRKA bit in the break status and ... Break Module Block Diagram ..... example, either VSS or VDD. .... OSC2 capacitance linearly affects run IDD. Measured with all modules enabled. 4. ... VDD = 4.5 to 5.5 Vdc, VSS =
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Section 17. Break Module - RS Components 

Break Status and Control Register (BRKSCR) . . . . . . . . .187. 17.5.2 ..... RPU1. RPU2. 1.8. 16. 3.3. 26. 4.8. 36. kÎ©. kÎ©. LVI reset voltage. VLVR5. 3.6. 4.0. 4.4. V ...
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50v - 1.5a quad darlington switches - RS Components 

mA. The ULN2064B, ULN2066B, ULN2068B and. ULN2070B contain integral suppression diodes for inductive loads have common emitters. The. ULN2074B ...
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DC-DC Converter Applications - RS Components International 

Inhabited. AIC. 4.0. 1.64. Cargo. Space Flight. SF. 0.5. 1.00. Missile Launch. ML. 12.0 ... Cargo occupied by aircrew entertainment and non-safety critical applications. Space. SF ...... netic waves in air and cover the frequency spectrum .... The re
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DC-DC Converter Applications - RS Components International 

can be rapidly designed using computer bas- ed CAD tools to ...... 12,96. 13,08. 13,2. Volts. RU = 1019,45 257,41 134,39 84,06 56,68 39,47 27,65 19,03 12,47.
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wide bandwidth and mos inputs single op-amps - RS Components 

(Plastic Micropackage). N. DIP8. (Plastic .... Note 2 : Full power bandwidth = SR. Î  Vopp. 151-04. ... mon point return for power and signal. â€¢ All leads must be ...
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MIT400 Series Insulation and continuity testers - RS Components 

Archcliffe Road. Dover Kent. CT17 9EN. England ...... Unit 26 9 Hudson Avenue. Castle Hill. Sydney NSW 2125 Australia. T +61 (0)2 9659 2005. F +61 (0)2 9659 ...
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iso high side smart power solid state relay - RS Components 

DESCRIPTION. The VN06SP is a monolithic device made using. STMicroelectronics. VIPower. Technology, intended for driving resistive or inductive loads.
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n-channel enhancement mode power mos transistors - RS Components 

Unit. BUZ11. BUZ11FI. VDS. Drain-source Voltage (VGS = 0). 50. V. VDG R ... Test Conditions. Min. Typ. Max. Unit. VGS(th). Gate Threshold Voltage VDS = VGS.
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high voltage damper diode (crt horizontal deflection) - RS Components 

Unit. 1200B. 1500B. VRRM. Repetitive peak reverse voltage. 1200. 1500. V. VRWM ... Symbol. Test Conditions. Min. Typ. Max. Unit. IR *. Tj = 25Â°C. VR = VRWM.
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MIT400 Series Insulation and continuity testers - RS Components 

Black Test lead connection. Test button and lead null. Insulation lock button. Function buttons ... indicator. Lead null indicator ..... 90% RH at 40 Â°C max. Storage ...
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high voltage damper diode (crt horizontal deflection) - RS Components 

Unit. 1200A. 1500A. VRRM. Repetitive peak reverse voltage. 1200. 1500. V. VRWM ... Symbol. Test Conditions. Min. Typ. Max. Unit. IR *. Tj = 25Â°C. VR = VRWM.
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high voltage damper diode (crt horizontal deflection) - RS Components 

(CRT HORIZONTAL DEFLECTION). Symbol. Parameter. Value. Unit. VRRM ... Symbol. Test Conditions. Min. Typ. Max. Unit. IR *. Tj = 25Â°C. VR = VRWM. 200.
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RS-422 and RS-485 Application Note 

Customer Service e-mail: [email protected] -- Fax (815) 433-5109. Technical Support e-mail: ...... prospect of re-pulling thousands of feet of cable. Number of ...
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RS-422 and RS-485 Application Note 

RS-422/485 Application Note ..... CHAPTER 7: SOURCES OF FURTHER INFORMATION..................... ... signal ground (C) that is necessary in making the proper interface connection. ... The EIA Standard RS-422-A entitled â€œElectrical Characteristics o
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