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Radial Lead Type - F6CSX
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Aluminum Electrolytic Capacitor/FM



Radial Lead Type Series:



FM



Type :A



Country of Origin



Japan Malaysia China



n Features Low impedance(40 to 70% less than FC Series) Endurance : 2000 to 7000 hours at +105°C



n Specifications Category temp. range Rated W.V. Range Nominal Cap. Range Capacitance Tolerance DC Leakage Current



-40 to + 105°C 6.3 to 50 V .DC 22 to 6800 µ F ±20 % (120Hz/+20°C) I < 0.01 CV (µA)



after 2 minutes application of rated working voltage at +20°C



W.V. 6.3 10 16 25 35 50 (max.) (120Hz/+20C°) tan δ 0.22 0.19 0.16 0.14 0.12 0.10 Add 0.02 per 1000µF for products of 1000µF or more.



tan δ



After following life test with DC voltage and +105±2°C ripple current value applied (The sum of DC and ripple peak voltage shall not exceed the rated working voltage), the capacitors shall meet the limits specified bellow. Duration : 3000hours (φ8), 4000 hours (φ10), 5000 hours (φ12.5 to 18) Post test requirement at +20 °C



Endurance



Capacitance change tan δ DC leakage current



±25% of initial measured value (6.3V~10V:±30%) < 200 % of initial specified value < initial specified value



After storage for 1000 hours at +105±2 °C with no voltage applied and then being stabilized at +20 °C, capacitor shall meet the limits specified in Endurance.(With voltage treatment)



Shelf Life



n Frequency corection factor for ripple current



6.3 to 50



Frequency(Hz) 120 1k 10k 0.90 0.55 0.75 0.95 0.70 0.85 0.98 0.75 0.90 1.00 0.80 0.95



Capacitance



W.V.(V.DC)



(µF)



22 47 390 1200



60 0.45 0.60 0.65 0.75



to 33 to 330 to 1000 to 6800



100k 1.00 1.00 1.00 1.00



n Dimensions in mm (not to scale) φ8>



φ10 
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radial type - Incomp 

1820. 2150. 200 (2D). DxL. 6.3x11. 6.3x11. 6.3x11. 8x11.5. 8x11.5. 10x16. 12.5x20. 12.5x20. 12.5x25. 16x31.5. 22x35. 22x45. 25x45. 25x50. R.C.. 20. 29. 43.
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Carrier type isolators (2.7 to 15.5 GHz) - F6CSX 

Part No. Frequency range. (GHz). Isolation. (dB)min. Insertion loss. (dB)max. Reflection ... 2. -10~+60. 80. 134. CK- . 03103Î”802. 2.9~3.2. 18. 0.5. 19. 1.25. 10. 2.










 


[image: alt]





Untitled - F6CSX 

to a short term accelerated life test designed to elim- inate early failures. ... least 80% of all units which would have otherwise failed under ... chart below: Special Leads ..... silver foil contacts so as to ... flow, causing open or shorted unit
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Untitled - F6CSX 

design providing SSB {USB. .... tho oporatora local aupplgt-1 voltt-tgc1 Thcroloro1 hoioro connocting thc AC ... Tho. antcnna ia nauallt-` thc moat critical part oi n .... the ameunt et the carrier in the Cth-f. .atri and TUNE ... Fer break-in CW. th
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Untitled - F6CSX 

tor power amplifiers are the more favorable price-relationship and a certain tolerance with respect to .... The output power from L3 is fed via relay B and a directional coupler to the output of the power amplifier. ... $1: 1 - CAL IN. 2- SWR IN.
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Untitled - F6CSX 

synthesizer steps of 100 Hz of kHz are programmed, while on FM the channel steps ... to 1 kHz, steps. A second press of this switch returns you to 100 Hz steps.
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Untitled - F6CSX 

ãƒ³ãƒ†ãƒŠãƒžãƒƒãƒ�ãƒ³ã‚°ã�Šã‚ˆã�³é€�ä¿¡æ©Ÿå‡ºåŠ›ã�®èª¿æ•´ç”¨ã�¨ã�—ã�¦ä½¿ã�„æ˜“ã�•ã�¨é«˜åº¦ã�®. EE, ZLTFR HZ te HF- VHF â€“ UHF# MI TI. ç‰¹ã�«SWR ã�Šã‚ˆã�³ãƒ‘ãƒ¯ãƒ¼æŒ‡ç¤ºãƒ¡ãƒ¼ã‚¿ãƒ¼ã�¯å�Œä¸€ã‚±ãƒ¼ã‚¹å†…ã�«2çµ„ ...
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Untitled - F6CSX 

TP212 88 MHz 15W 7.5 SOE 280. TP212S 88 MHz 15W 7.5 SOE280SS. TP218O 88 MHz 8OW 12.5 J-ZERO. Power Supply. Part Number Frequency or Gain ...
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Untitled - F6CSX 

CA 2650. CA 2750. CA 227X. CA 228X. CA 268X. 63.5. 63.5. 63.5. 63.0. 64.0. 65.0. 65.0. 64.5. 40-300. 40-300. 40-300. 40-300. 40-300. 40-300. 40-300. 40-300.Missing:










 


[image: alt]





Untitled - F6CSX 

DESCRIPTION. The Hi-G Co., Inc. series of ... of hours testing and millions of field operations to provide the highest ... Operational Life: 100,000 operations min.
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Untitled - F6CSX 

Fig.5-17 Application for u PC1820(NEC). Fig.5-20 Application for. M51419 (MITSUBISHI). Vcelâ€¢s.or). 1st 2.2Kn. Yeont. 3*2200. THEE. JC: NA11535( NI TACNT).
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Untitled - F6CSX 

are laid in so as to cover a portion of the silvered area. These foil contacts extend beyond the edge of the mica with each foil being extended alternately on the ...
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Untitled - F6CSX 

Power Output -- Watts. ZHNO08. Power Gain â€“ d8. 20te. 40. 400MHZ. Note: Class 8. @x25mA ques. bias increases gain approx. 1 to 2d8. 1 5. 2.5. 10.0. 12.5.
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VCO - F6CSX 

Aug 9, 1999 - Reducing power supply noise in VCO's. Pactical Techniques ... Improved bypassing may be provided by incorporating an active filter circuit shown in figures 1 and 2. Figure 1. Active bias circuit for improved power line filtering ...
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Start List, Women's Laser radial, Women's Laser radial 

22 juin 2018 - JOÃO Carolina. POR. 9. 209408. JOKSIMOVIC Ksenija. SRB. 10. 200798. MANSY Khouloud. EGY. 11. 211861. MICHON Pernelle. FRA. 12.
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Untitled - F6CSX 

1 Watt Average 1000 Watts Peak. Operating Temperature Range. â€“20 Â°C to + 100 Â°C. Connectors. Model 50T-001 BNC Male. Model 50T-002 BNC Female.
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Untitled - F6CSX 

FT-790R is completely self-contained and portable: A high-performance .... This is the audio gain control for the receiver, as well as the main ON/OFF switch for ...
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SLWA009 - F6CSX 

area). These parameters are somewhat analogous to electrical conductivity and ... rates depending upon the geometry and the material properties of a junction.
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Untitled - F6CSX 

B12 CIS. 10. /3/555. D01 i Y Dori 25c3727||. SI Y 33AT 003. QI MJ802. R08 22K. R43 100. W 300 BYW. 500 can R43 100 LA. RA5 100. | CO5 100 10V RO9 6.8K ...
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philips - F6CSX 

stMPHCtrY. The basic Headline satellite processor has around 160 preset satellite prograrnmes, as well as the standardized output channels. All that is needed ...
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Lead Rons 

the acute need for a means of emergency transportation in case of bail-out or crash landing. The. "Air Chair" could be dropped in packaged form just prior to bail-.
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Lead Rons 

that the aircraft can jettison the. Lead-Rons for disposal after al- titude and safe flying speed has been acquired. Following is a list of tentative advantages that ...
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Lead Rons 

Moultrie, Georgia. Oâ€”â€”â€”â€”â€”â€”. Sam Urahan of Box 4332 N. P.. San Diego 4, California has sent us a little more information on his one-man helicopter project ...
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Untitled - F6CSX 

2) Low insertion loss. 3) Adjustment-free. 4) Free setting of the frequency range. SURFACE ACOUSTIC WAVE FILTERS. 10.7 MHz CERAMIC BULK FILTERS.
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