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10kA @ 600VAC WITH MAX 30A CLASS J FUSE. 7842-MD / 7843-MD. 40 AMP. 600 VAC MAX. SUITABLE AS MOTOR DISCONNECT. 10kA @ 600VAC WITH ... 
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ESTIMATIONS 7802-MD / 7803-MD



RÉSISTANCE 30 AMP



GRADOS 600 VAC MAX.



7802-MD / 7803-MD



600 VAC MAX.



7842-MD / 7843-MD



PEUT ÊTRE UTILISÉ COMME DISJONCTEUR DE MOTEUR 10 kA à 600 VCA AVEC FUSIBLE CAT. J 30 A MAXI



7842-MD / 7843-MD



40 AMP



PEUT ÊTRE UTILISÉ COMME DISJONCTEUR DE MOTEUR 10 kA à 600 VCA AVEC FUSIBLE CAT. J 60 A MAXI FUSIBLE FERRAZ CAT. HSJ 100 A MAXI



VAC 120 240 480 600



1 HP DE PHASE 2 3 7 1/2 10



HP DE 3 PHASES 3 7 1/2 10 20



1 HP DE PHASE 2 5 10 15



UTILISEZ 60 / 75°C LE CÂBLAGE



40A



HP DE 3 PHASES 3 7 1/2 15 20



VIS TERMINALES DE COUPLE À 16 PO LIVRES.



AL



DISPOSITIF DE CONTRÔLE INDUSTRIEL POUVANT TRE UTILISÉ DANS UN CIRCUIT DE 5 kA à 600 VCA MAXI



AUCUN EN ALUMINIUM



NE RETIREZ PAS LES VIS 30A. DES DISPOSITIFS



FRENCH



RESISTENCIA 30 AMP



600 VAC MAX.



SE PUEDE UTILIZAR COMO DESCONECTADOR DE MOTOR 10 kA A 600 VCA CON FUSIBLE CLASE J DE 30 A MÁXIMO



7802-MD / 7803-MD



SE PUEDE UTILIZAR COMO DESCONECTADOR DE MOTOR 10 kA A 600 VCA CON FUSIBLE CLASE J DE 60 A MÁXIMO FUSIBLE FERRAZ CAT. HSJ DE 100 A MÁXIMO



7842-MD / 7843-MD



40 AMP



600 VAC MAX.



VAC 120 240 480 600



30A



1 HP DE LA FASE 2 3 7 1/2 10



40A



HP DE 3 FASES 3 7 1/2 10 20



1 HP DE LA FASE 2 5 10 15



UTILICE 60 / 75°C EL CABLEADO



AL



NINGÚN DE ALUMINIO



600 VAC MAX.



40 AMP



600 VAC MAX.



SUITABLE AS MOTOR DISCONNECT 10kA @ 600VAC WITH MAX 60A CLASS J FUSE FERRAZ CAT. NO. HSJ FUSE 100A MAX



MANUAL MOTOR CONTROLLER HP DE 3 FASES 3 7 1/2 15 20



TORNILLOS TERMINALES DEL ESFUERZO DE TORSIÓN A 16 PULG. LIBRAS. DISPOSITIVO DE CONTROL INDUSTRIAL QUE SE PUEDE UTILIZAR EN UN CIRCUITO DE 5 kA A 600 VCA MÁXIMO



RESISTANCE 30 AMP



SUITABLE AS MOTOR DISCONNECT 10kA @ 600VAC WITH MAX 30A CLASS J FUSE



REGULADORES MANUALES DEL MOTOR



CONTRÔLEURS MANUELS DE MOTEUR 30A



RATINGS



30A VAC



1 PHASE HP 2 3 7 1/2 10



120 240 480 600



AL



40A 3 PHASE HP 3 7 1/2 10 20



1 PHASE HP 2 5 10 15



3 PHASE HP 3 7 1/2 15 20



USE 60 / 75°C WIRING



TORQUE TERMINAL SCREWS TO 16 IN. LBS. INDUSTRIAL CONTROL EQUIPMENT SUITABLE FOR USE IN A CIRCUIT CAPABLE OF DELIVERING NOT MORE THAN 5kA @ 600VAC MAX



NO ALUMINUM



DO NOT REMOVE SCREWS FROM 30A DEVICES



NO QUITE LOS TORNILLOS 30A. DE LOS DISPOSITIVOS



Pass & Seymour



SPANISH



340590 Rev. B



P.O. Box 4822



Syracuse, NY 13221 Printed in U.S.A.



HOJA DE INSTRUCCIÓN PARA LOS REGULADORES DEL MOTOR



340590 Rev. B



INSTRUCTION SHEET FOR MOTOR CONTROLS CATALOG NO. 7802 or 7842 7803 or 7843 L1



L2



T1



PHASE 1 3 L3



T2



L1



T3



NO. DEL CATÁLOGO 7802 or 7842 7803 or 7843



POLE 2 3 L3



T1



L1



T3



L2



T1



L3



T2



T2 T1



FASE 1 3



FEUILLE D’INSTRUCTION POUR DES CONTRÔLEURS DE MOTEUR POSTE 2 3



L1



T3



NO. DE CATALOGUE 7802 or 7842 7803 or 7843



L3



T1



L1



T3



L2



T1



T1



T1



T3



MOTOR



MOTOR



3 PHASE



1 PHASE (Over)



L3



T2



T2 T3



PHASE 1 3



POLONAIS 2 3



L1



T3



L3



T1



T3



T2 T3



T1



MOTOR



MOTOR



3 FASE



1 FASE



SPANISH



T1



T3



(Encima)



T3



T1



T3



MOTEUR



MOTEUR



3 PHASE



1 PHASE



FRENCH



(Plus de)
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Switch Ratings 

I'll call your attention to the 250 VDC ... The physics for closing a circuit are different. Here ... narrowly defined settings. ... Poly-Fiber process in neat goodies.
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Estimations - Geostatistical R Package 

Jun 2, 2012 - the R distribution library (if you succeeded installing RGeoS using the admin- istrator privileges) or in a private directory. This instruction can be ...
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Communiqué - Legrand 

12 févr. 2015 - déploiement des plateformes produits. La génération de cash flow libre normalisé(4) ressort à 607 M€ en 2014, soit 13,5% du chiffre d'affaires.
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WattStopper - Legrand 

2. Protect from dirt and dust. The Fan Speed Control can be damaged from contaminates encountered during the construction process. The control should not be installed until the construction process is complete. ... Some fans may turn too fast on high
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Modification of magnitude estimations in 

2.2 Materials. The thermal stimulus device (TSD) consisted of a solid-state 3063064.7 mm3. CP1.4-71-10L series thermoelectric cooler (TEC) attached to a ...
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Page 1 FRENCH ITALIAN GERMAN SPANISH ANGIOGRAPHIC 

the use of angiographic catheters include, but are not limited to, the following: Effets indÃ©sirables : Les sondes angiographiques Merit Medical doivent Ãªtre utilisÃ©es par des mÃ©decins familiarisÃ©s avec l'introduction percutanÃ©e de sondes. Les 
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Wattstopper - Legrand 

Catalog Numbers â€¢ Les NumÃ©ros de Catalogue â€¢ NÃºmeros de CatÃ¡logo: HB330-B ... The HB3x0 occupancy sensors are designed for automatic lighting control in .... Make sure that power to the sensor has been ON continuously for at least one ...
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Wattstopper - Legrand 

warm-up time of 60 seconds before the sensor begins detecting motion. ... adjust the time delay trimpot on the sensor to change the sensitivity as follows:.
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CommuniquÃ© - Legrand 

7 mai 2015 - Evolution des ventes par destination et par zone gÃ©ographique Ã  structure et taux de change constants : 1er trim. 2015 / 1er trim. 2014. France.
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WattStopper - Legrand 

All dimmers can be damaged by improper wiring. Check for short circuits prior to installing the dimmer with a lamp load in the circuit. Procedure for short circuit ...
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English Descriptor | French Descriptor| Spanish Descriptor 

and listen to track. â€¢ REPEATING THE SAME TRACK. Press RPT button (22) to continuously repeat the same track. Press it again to stop repeat. â€¢ PLAYING ALL ...
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1 English French Spanish German Portuguese 

Tem o cuidado de nÃ£o perderes a mola! 2. Insere o Eixo da Bobina numa bobina cheia e volta a colocar a mola. 3. Agora, volta a inserir o Eixo da Bobina na ...
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Wattstopper - Legrand 

elapses, lights will go from high to low mode and eventually to an OFF .... mounting and security. ... sensor, the FSIR-100 allows modification of the system without requiring ladders or tools; simply ... Home button takes you to the main menu.
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Wattstopper - Legrand 

as returning to an office to pick up a forgotten item then immediately exiting. Walk-Through Mode. (DIP #4 ON). The PW sensor turns the load OFF three minutes ...
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Wattstopper - Legrand 

RS2-3 Low Voltage Momentary Switch to the above applications (see wiring ... This unit is pre-set for basic operation as described in this guide. .... LEDs will then blink rapidly (~ 10Hz) to provide a visual indication of an overload condition.
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© Eric Legrand 

Lumières Norbert Richard / Son Jacques Allaire, Stéphane Monteiro. PRODUCTION Le TARMAC - La Scène Internationale Francophone. COPRODUCTION ...
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Wattstopper - Legrand 

Violet. Gray. Connect 0-10V leads to dimming ballast from one. PW-311 only. Driver or Ballast. Typical Multi-way Wiring. (PW-311 or PW-311-347 up to 4 ...
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Wattstopper - Legrand 

Wattstopper warranties its products to be free of defects in materials and workmanship for a period of five (5) years. There are no obligations or liabilities on the ...
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Wattstopper - Legrand 

Ã‰levÃ©e ou Faible (interrupteur DIP). RÃ©glage du niveau de luminositÃ© ....................... 86,1 Ã  1936,8+ lux ...........................................................(8 Ã  180+ pied-bougies).
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English/Spanish/French SF600 GSG - Motorola Support 

N'oubliez pas d'observer les « Pratiques intelligentes lorsque vous êtes au .... N'exposez pas votre produit à la poussière, à la saleté, au sable, aux aliments.
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WattStopper - Legrand 

DÃ©nuder les fils en utilisant le gabarit reproduit au dos de l'unitÃ©. (Figure 1). 6. Installer le gradateur dans la boÃ®te murale, avec le mot Â« TOP Â» en haut, ...
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Wattstopper - Legrand 

the chase nipples and adjusting the height of the sensor on the fixture. INSTALLATION. Determine the mounting location appropriate to the features of the power ...
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Communiqué - Legrand 

12 févr. 2015 - (3) Le cash flow libre se définit comme les flux de trésorerie des opérations courantes, majorés de la trésorerie nette provenant des cessions ...
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WattStopper - Legrand 

Remarque : Ne jamais rÃ©gler le potentiomÃ¨tre si le circuit est sous tension. Pour revenir au rÃ©glage d'usine, tourner la mollette du potentiomÃ¨tre complÃ¨tement ...
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