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Rear Drum Brake: Removal (Echo) - CapHector

REAR DRUM BRAKE. BR-29. 1046. Author : Date : 2002 ECHO (RM884U). (2) Using SST, remove the cup, shoe hold-down spring and pin. SST. 09718-00010. 
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BR-28 BRAKE



-



REAR DRUM BRAKE BR18O-02



REMOVAL



F10573



1. INSPECT SHOE LINING THICKNESS Remove the adjustment hole plug, and check the shoe lining thickness through the hole. If less than minimum, replace the shoes. Minimum thickness: 1.0 mm (0.039 in.) 2. REMOVE REAR WHEEL 3. RELEASE PARKING BRAKE LEVER 4. REMOVE BRAKE DRUM HINT: If the brake drum cannot be removed easily, do the following steps. (a) Remove the adjustment hole plug and insert a screwdriver through the hole in the backing plate.



(b)



Place the end of a screw driver against the surface of the adjusting latch, and move it in the direction ”A”.



A F10572



SST



5. REMOVE FRONT SHOE Remove the front shoe. (1) Using SST, remove the 2 return springs and anchor spring. SST 09703-30010



SST



F07798



2002 ECHO (RM884U)



Author:



Date:



1045



BR-29 BRAKE



-



REAR DRUM BRAKE



(2)



SST F08567



6. (a)



(b)



7. (a) (b)



Using SST, remove the cup, shoe hold-down spring and pin. SST 09718-00010 (3) Remove the front shoe and strut. (4) Remove the 2 C-washers. (5) Remove the automatic adjusting lever, automatic adjusting lever spring and automatic adjusting latch. REMOVE REAR SHOE Using SST, remove the cup, shoe hold-down spring and pin. SST 09718-00010



Using needle-nose pliers, disconnect the parking brake cable from the parking brake lever, and remove the rear shoe. REMOVE PARKING BRAKE LEVER Remove the C-washer. Remove the parking lever from rear shoe.



F07786



8. (a) SST



(b)



REMOVE WHEEL CYLINDER Using SST, disconnect the brake line. Use a container to catch the brake fluid. SST 09751-3601 1 Torque: 15 N·m (155 kgf·cm, 11 ft·lbf) Remove the bolt and the wheel cylinder. Torque: 10 N·m (100 kgf·cm, 7 ft·lbf)



F07785



9. (a) (b) (c) (d)



DISASSEMBLE WHEEL CYLINDER Remove the 2 boots from the wheel cylinder. Remove the 2 pistons from the wheel cylinder. Remove the spring from the wheel cylinder. Remove the 2 piston cups from each piston.



F07787



2002 ECHO (RM884U)



Author:



Date:



1046
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removal - CapHector 

BO-76. -. BODY. INSTRUMENT PANEL. 1396. Author : Date : 2002 ECHO (RM884U). REMOVAL. 1. REMOVE FRONT DOOR SCUFF PLATE. (a) Insert a ...
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parking brake lever - CapHector 

If incorrect, adjust the parking brake. 2. IF NECESSARY, ADJUST PARKING BRAKE. HINT: Before adjusting the parking brake, make sure that the rear.
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fig 28. rear brake 

CLIP, TUBE BREATHER. 2. 9 ...... 41140HG5803PAM 41140HG5803PAM 41140HG5803PAM TUBE COMP, down. 1 ...... BOLT, rear shock absorber upper. 1. 3.
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brake pedal - CapHector 

BRAKE PEDAL. 1023. Author : Date : 2002 ECHO (RM884U). BRAKE PEDAL. ON-VEHICLE INSPECTION. 1. CHECK PEDAL HEIGHT. Pedal height from dash ...
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Brake Fluid: Bleeding (Echo) 

(d) Repeat (b) and (c) 3 or 4 times. 3. BLEED BRAKE LINE. (a) Connect the vinyl tube to the caliper or wheel cylinder. (b) Depress the brake pedal several times, ...
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Brake Booster Assembly: Installation (Echo) 

INSTALLATION. 1. INSTALL BRAKE BOOSTER. (a) Install the booster and a new gasket. (b) Install and and torque the booster installation nuts. Torque: 13 NÂ·m ...










 


[image: alt]





rear brake master cylinder 2.13 

guidelines when installing a new tire or repairing a flat: 1. Always locate ...... ing, pitting or corrosion. ...... Check the slide bushing (21) and the guide bushing (22).
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Front Brake Pad: Replacement (Echo) 

(b) Lift up the caliper and suspend it securely. HINT: ... REMOVE 2 PAD SUPPORT PLATES. NOTICE: The support plates can be used again provided that they.
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2000 blazer rear brake diagram dbid 3m8i 
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Anti-lock Brake System: Pre-Check (Echo) 

(b) In case of not using TOYOTA hand-held tester: Check the DTC. (1) Using SST, connect terminals Tc and CG of DLC3. SST. 09843-18040. (2) Turn the ...
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Injector: On-Vehicle Inspection (Echo) - CapHector 

CHECK OPERATION SOUND FROM EACH INJECTOR. (a) Connect the PCV hose to cylinder head cover. (b) With the engine running or cranking, use a sound ...
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Front Drive Shaft: Removal (Echo) - caphector.com 

The hub bearing could be damaged if it is subjected to the vehicle weight, such as when moving the ve- hicle with the drive shaft removed. Therefore, if it is ...
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Rear HD 

This product does not guarantee video recording of all accidents and LG Innotek shall not be liable or responsible, directly or indirectly, for any loss or damages whatsoever caused by accidents. LG Innotek shall not provide any support service for a
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inspection - CapHector 

Inspect the disassembled parts for wear, rust or damage. 2. MEASURE BRAKE SHOE LINING THICKNESS. Using a ruler, measure the shoe lining thickness.
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inspection - CapHector 

I12354. LOCK. UNLOCK. BE-68. -. BODY ELECTRICAL. POWER DOOR LOCK CONTROL SYSTEM. 1272. Author : Date : 2002 ECHO (RM884U). INSPECTION.
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monkeyands drum pdf 

Dynamics Of Life 3rd Edition, Molecular Neurosurgery With Targeted Toxins Reprint, Mom Youre. The Worlds Best A Little Book Of Quotations, Money Inflation ...
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rear master cylinder 

9 95817-10130-00. BOLT, FLANGE . . . . . . . . . . . . 1. 10 90185-10002-00. NUT, SELF-LOCKING . . . . . . . . 1. 11 5NL-21425-00-00. BRACKET, REAR UPPER 1 .










 


[image: alt]





reassembly - CapHector 

(b) Install the coil spring to the shock absorber. HINT: Fit the lower end of the coil spring into the gap of the spring low- er seat. (c) Install the upper insulator with ...
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installation - CapHector 

When installing the front seat outer belt, take care that the wiring does not interfere with other parts and is not pinched between other parts. 1. INSTALL FRONT ...
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installation - CapHector 

INSTALLATION. 1. INSTALL ELECTRIC COOLING FAN TO RADIATOR. Install the cooling fan with the 3 bolts. Torque: 7.5 NÂ·m (80 kgfÂ·cm, 66 in.Â·lbf). 2. INSTALL ...
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inspection - CapHector 

(a) Fasten the front seat belts. (b) Drive the car at 10 mph (16 km/h) and slam on the brakes. Check that the belt locks and cannot be extended at this time. HINT:.
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reassembly - CapHector 

NOTICE: Be careful not to damage the serrations. (c) Install the spacer. (d) Coat a new oil seal lip with molybdenum disulfide lithium base grease. (e) Using SST ...
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disassembly - CapHector 

ROLLER BEARING, SPACER AND SYNCHRONIZER. RING FROM INPUT SHAFT. (a) Using SST and a press, remove the rear ball bearing and. 4th gear. SST.
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installation - CapHector 

INSTALLATION. 1. INSTALL WASHER NOZZLES. (a) Install the washer nozzles to the hood. (b) Connect the washer hoses. 2. INSTALL OUTER FRONT COWL ...
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