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Alternatively, Unison Slick Start can be installed under an STC which can be obtained by contacting Unison Industries â€“ Slick Aircraft Products, 530 Blackhawk ... 
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DATE:



April 20, 2001



Service Instruction No. 1506 Engineering Aspects are FAA Approved



SUBJECT:



Replacement of Impulse Coupling Magnetos on 4-Cylinder Engines



MODELS AFFECTED:



All Textron Lycoming O, IO, or AEIO-360 series engines presently equipped with impulse coupling magnetos.



TIME OF COMPLIANCE:



At owner’s discretion.



Presently, magnetos utilize two methods for generating and retarding the ignition spark required for engine starting. The mechanical method, called impulse coupling, uses the energy from a coil spring to snap the magneto through its firing position to produce a spark. The retard breaker or shower of sparks method accomplishes the same thing electronically using an externally mounted ignition vibrator. The engine may have either one or two impulse coupling magnetos presently installed. If the engine is equipped with two impulse coupling magnetos, a plain magneto should be installed on the right. NOTE It may be necessary to contact the airframe manufacturer for possible modifications to the aircraft wiring harness. 1. To replace the left impulse coupling magneto with a retard breaker magneto, first remove nuts, washers, and clamps securing the magneto to the accessory housing. Remove the magneto, adapter and gaskets. Refer to Figure 1. 2. When the impulse coupling magneto has been removed, remove the two P/N 31C-19 studs from the accessory housing and install P/N 31C-12 studs. If minimum (25 in. lbs.) drive torque cannot be reached, install the next larger size oversize studs. The specified driven stud height is .94-.98 in. 3. Select the correct replacement magneto based on ignition timing (See Figure 2). Install the retard breaker magneto and P/N 68C19622 gear as shown in Figure 2. Install a new gasket, P/N LW-12681, between the magneto and the accessory housing. 4. Install ignition vibrator (e.g., Unison Slick Start) available from vibrator manufacturer. 5. Make appropriate logbook entry. Replacement of impulse coupling magnetos with retard breaker magnetos will require an FAA Form 337 for the airframe. Alternatively, Unison Slick Start can be installed under an STC which can be obtained by contacting Unison Industries – Slick Aircraft Products, 530 Blackhawk Park Avenue, Rockford, IL 61104. Page 1 of 2 © 2001 by Textron Lycoming “All Rights Reserved”
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Figure 1 (Removal)



Figure 2 (Installation) Page 2 of 2
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impulse - Para2000 

We strongly recommend that before you even unfold the IMPULSE you read this .... at a nice steady rate, and keep safe, you will find thermal flying will become ...
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Multipoint optimization of a loudspeaker impulse response 

cone displacement and voice-coil excursion [2]: the force factor Bl, the electrical self- ... nonlinearities in electrodynamic loudspeakers," Journal of the Audio.
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Invertibility of a room impulse response 

An impulse response, like any other finite energy time ... the log magnitude and phase of the Fourier transform ... no perceptual distortion in the speech signal.
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Impulse Gravity Generator - Superconductors.org 

(c) The gravitational zero modes and the polarization of the gravitational vac- ...... A new type of terahertz radiation was discovered by Japanese scientists by ...
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Impulse Gravity Generator - Superconductors.org 

the electrodes can vary from 0.15 to 0.40 m in order to find the optimum length for each ... The scheme allows to charge the capacitors up to the needed voltage ... were used for both layers of the ceramic disk, the amount is given in weight percent:
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Smart Analyzer - Smart Impulse 

2 mars 2012 - Pour Charles Gourio, co-fondateur de Smart Impulse et Directeur ... La technologie innovante et brevetÃ©e de Smart Impulse est similaire Ã  la ...
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Solar Impulse - Presseportal.ch 

laire d'Europe. L'objectif initial dÃ©passe dÃ©jÃ  la seule pro- duction d'Ã©nergie: Mont-Soleil est le premier centre privÃ© de recherche sur l'Ã©nergie solaire en Suisse. L'Â«Esprit Mont-SoleilÂ», incarnÃ© par les rÃ©sultats de deux dÃ©- ... excell










 


[image: alt]





ach 1 DG I COU CIL OF THE EUROPEA 

29th Session of the Subsidiary Body for Implementation (SBI 29) ... investment decisions by the public and the private sector need to introduce a carbon price ... We have an assembly text which will enable us to undertake a stock-taking here in.
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INSTALLATION INSTRUCTION Impulse - LEDme® Monopoint 

System is intended for installation by a qualified electrician in accordance with the National Electrical Code and local regulations. • Go to the main fuse box, ...
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COU PE - Chambre Arbitrale Maritime de Paris 

dont le siÃ¨ge social est sis 13 boulevard Maritime â€” 13500 MARTlGUES ... dÃ©chargement d'une cargaison de ciment en vrac au port de FOS sur MER, ...
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Multipoint optimization of a loudspeaker impulse response - Chalmers 

Our specific loudspeaker. 7. 2.2.3. Linear impulse response measurement. 8. 2.3 .... We present in this chapter the theories behind system analysis and what .... Dynamic loudspeakers convert audio coming from an electrical signal to a mechanical ....
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Multipoint optimization of a loudspeaker impulse response - Chalmers 

study, the system analysis theory, loudspeaker characterization, and inverse digital filtering including the ... From a mathematical point of view, it's to feed the input with a Dirac delta function (or a Kronecker delta ..... music signal). A small 
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The role of impulse variability in manual-aiming asymmetries - Research 

The subjects were 12 experimentally naive male and female volunteers, each of whom was paid $10.00 for their participation. In- dividuals were all classified as ...
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Separation of High Order Impulse Responses in Methods based 

Harmonic Partials. X(jÏ‰). Y(jÏ‰) = âˆ‘k ... Spectrogram of the harmonic partials of a sine. 0. 5000 ..... averaging patterns reduces the measurement noise, robust to ...
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partners' developments legacy - Solar Impulse 

A family group of partners took up the challenge to invent new paradigms and find the answers to .... In a typical office building, the auto start/stop technology.
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Chart of Rocket Motor Impulse by Letter Designation - Tripoli France 

Page 1. Chart of Rocket Motor Impulse by Letter Designation.
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Bistable Behavior of Inhibitory Neurons Controlling Impulse Traffic 

enter a self-sustaining state of heightened excitability associated with an increased input resistance and a membrane depolariza- tion. In turn, these changes ... (Axon Instruments, Foster City, CA) under visual control using differential interferenc
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la sonde au cou... 

Tout comme l'exa- men physique, elle s'effectue au chevet du malade, et les ... dynamique qui rÃ©vÃ¨le un accrochage antÃ©rosupÃ©rieur au niveau de l'Ã©paule.
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453 CriterionÂ® Plus Chair Field Replacement of 

A. Base Caps. 1. Turn chair upside down and remove base retainer clip. 2. Remove screws then remove cap from bottom of base. Slide old base cap down hub ...
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Upgrade & Replacement 

5. Squeeze the vacuum handling pump and use it to lift the CPU away. Installing CPU. 1. Use the CPU vacuum to â€œsuck upâ€� the CPU. 2. Install the CPU and use ...
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Online Impulse Buying: Understanding the Interplay ... - EBSCOhost 

With the proliferation of e-commerce, there is growing evidence that online impulse ... Specifically, consistent with past online impulse buying research, website ...
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Simulation of Page Replacement Algorithms - The-Eye.eu! 

(or the pointer moves to the next page, resp.) and the next page is ... The aging algorithm is somewhat tricky: It uses a bit field of w bits for each page in order to ...
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anatomie imagerie tÃªte et cou - aitec - auog 

Fosse infra-temporale, nerf mandibulaire. MODULE 3. â�±JEUDI 18 JANVIER 2018. â€¢ SystÃ¨me lymphatique cervico-cÃ©phalique. â€¢ Imagerie : cas cliniques.
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Impulse and momentum â€“ exam questions - Douis.net 

Impulse and momentum â€“ exam questions. Question 1: June 2006 â€“ Q3. Question 2: June 2007 â€“ Q3. Question 3: June 2008 â€“ Q3. Question 4: June 2009 â€“ Q4 ...
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