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RG25 Regulator Replacement Regulator for Nippon Denso type fan cooled alternators



FITTING INSTRUCTIONS READ THESE INSTRUCTIONS CAREFULLY Step 1 Remove plastic housing from alternator by taking out the 3 screws indicated S1, S2, and S3 as shown in figure 1. Step 2 Extract original regulator device from housing by removing the two screws from the top. Cut the 2 connections on the underside. RG25



Step 3 Replace the housing on the alternator. The new RG25 regulator fits as shown (see figure 2). Use spacer and screw provided. Step 4 Connect cables as shown (see figure 2) using existing screws (S2 and S3).



S3 S2 S1 Regulator housing



Existing regulator



Figure 1 Remove and discard these screws



Black Spacer (supplied) Screw (supplied)



Figure 2



Red



New RG25 Regulator
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voltage regulator 

1 = +12V, POWER INPUT. 2 = +12V, SENSE INPUT. 3 = GROUND ... Nine-piece Long-Handle Com-bi- nation Wrench Set. Members are also invited to submit ...
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LM325 Dual Voltage Regulator 

n Â±15V tracking outputs n Output current to 100 mA n Output voltage balanced to within 2% n Line and load regulation of 0.06% n Internal thermal overload ...
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Regulator Adjustment - Rapco, Inc 

Turn T handle adjusting screw clockwise to increase vacuum or pressure, or counter clockwise to decrease vacuum or pressure. When decreasing vacuum or ...
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LM309 5-Volt Regulator 

on digital logic cards eliminating the distribution problems association with single-point regulation The devices are available in two standard transistor packages ...
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2H3-[ ] Vacuum Regulator 

and/or vacuum adjustment range. A foam filter provides protection to the internal valve and system components. Operation. Vacuum created by the air pump ...
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LM109 LM309 5-Volt Regulator 

of 200 mA if adequate heat sinking is provided With the. TO-3 power package the available output current is greater than 1A. The regulators are essentially ...
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2H3-[ ] Vacuum Regulator 

Vacuum created by the air pump enters the valve cen- ter body, then bleeds through the diaphragm orifice to the top of the diaphragm. The outer bottom portion ...
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replacement hose and regulator 

Entfernen Sie den vorhandenen Schlauch und Regler vom Grill. Verwijder ... Place hose and regulator onto the valve or manifold connection. Aseta letku ja ...
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KA723 Precision Voltage Regulator 

Symbol. Conditions. Min. Typ. Max. Unit. Line Regulation. âˆ†VO. VI = 12V to 15V. VI = 12V to 40V. -. 0.01. 0.1. 0.1. 0.5. %. TMIN â‰¤TAâ‰¤TMAX. VI = 12V to 15V.
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Current Regulator - Souterweb 

damage to the device; this comprises current limiting, power limiting ... General Description ... output current so as to reduce power dissipation and prevent.
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Regulator Adjustment - Rapco, Inc 

the point you would like to be then back up to that point. Usually a quarter turn adjustment at a time is sufficient. Remember to reset the locking tabs once you.
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L) Programmable Shunt Regulator 

volts) and 36 volts with two external resistors These devices have a .... unregistered trademarks Fairchild Semiconductor owns or is authorized to use and is not.










 


[image: alt]





R1224 REGULATOR THEORY 

the overvoltage protection in the R1224 works by shorting the ENABLE pin to ground ... wire of the indicator lamp to a fused source of power from the aircraft bus.
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LM345 Negative Three Amp Regulator 

Electrical Characteristics(Note 1). Limits. Parameter. Conditions. LM145. LM345. Units. Min. Typ. Max. Min. Typ. Max. Output Voltage. Tj e 25 C IOUT e 5 mA.
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LM78S40 Universal Switching Regulator Subsystem 

Current from VREF. 10 mA. Voltage from Switch. Collectors to GND. 40V. Voltage from Switch. Emitters to GND. 40V. Voltage from Switch. Collectors to Emitter.
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LM336B-2.5 Programmable Shunt Regulator 

Operating Temperature Range LM336-2.5/LM336B-2.5 ... Long Term Stability ... LIABILITY ARISING OUT OF THE APPLICATION OR USE OF ANY PRODUCT ...
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LM345 Negative Three Amp Regulator 

compensation capacitor at the output making it easy to ap- ply Worst case guarantees on ... b65 C to a150 C. Lead Temperature (Soldering 10 sec ). 300 C.
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LM2931A Low Dropout Voltage Regulator 

∆VO (II) VI = 6 ~ 26V, IO = 10mA. -. 4.0. 30. mV. Load Regulation. ∆VO (III) VI = 14V, IO = 5 ~ 100mA. -. 10. 50. mV. Output Impedance. ZO. VI = 14V, IO = 100mA.
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MC1723C Voltage Regulator - Matthieu Benoit 

4.0. mAdc. Output Noise Voltage (f = 100 Hz to 10 kHz). Cref = 0. Cref = 5.0 ÂµF. Vn. â€“. â€“. 20. 2.5 .... CONTROLLING DIMENSION: MILLIMETER. 3. DIMENSIONS ...
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LM396 10 Amp Adjustable Voltage Regulator 

General Description. The LM196 is a 10 amp regulator adjustable from 1 25V to .... The transformers are available as standard items for 5V ap- plications at 5A ...
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phospholamban: a crucial regulator of cardiac 

Adrenaline and other Î²-AGONISTS initiate .... been defined: Ca2+ and ATP bind independently, forming ..... an important determinant of Î²-adrenergic-agonist.
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LM2927 Low Dropout Regulator with Delayed Reset 

The LM2926 is a 5V, 500 mA, low dropout regulator with de- layed reset. ... Typical Application ... May be increased without bound to maintain regulation during transients. Locate as ... (Limit). REGULATOR OUTPUT. Output Voltage. 5 mA â‰¤ IO â‰¤ 500 
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ALWSR High Performance Audio Voltage Regulator Assembly 

Mar 21, 2004 - Document Number: ALWSR+. Issue: 005. ALWSR. High Performance Audio Voltage. Regulator. Assembly, Test and Application. Manual.
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3-Terminal Adjustable Regulator (Rev. U) 

RF/IF and ZigBeeÂ® Solutions www.ti.com/lprf. TI E2E Community Home Page e2e.ti.com. Mailing Address: Texas Instruments, Post Office Box 655303, Dallas, ...
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