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1. MECHANICAL DIMENSION 1.1 Product Dimension General Tolerance :
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X X :±0 38 X.X 0.38 X.XX : ± 0.25
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1.2 Recommened PCB Layout Component Side of Board p All dimension tolerance are ±0.05mm unless otherwise specified
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1.3 Standard RJ45 Plug Specification



- All dimensions follow : FCC subpart F, 68,500, Figure (C)(2)(i) & (C)(2)(ii) & (C)(3)(i) IEC 60603-7 - All plugs must be meeting the requirements of plug Go & No-Go No Go gauge. Gauge follow : FCC subpart F, 68,500, Figure (C)(4)(i) & (C)(5)(i) - There must be no damage to Housing and Locking Latch. - There must be no nicks and cuts in cable. - Durability : 750 cycles generally -3-
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2. REQUIREMENTS 2.1 Design g and Construction Product shall be of design, construction and physical dimensions specified on applicable. 2.2 Material 2.2.1 Terminal Parts (Underplating : 30μ" min. Nickel overall) 2.2.1.1 RJ Terminal : PH. Bronze, Thickness=0.30mm Finish : Contact Area : Gold Flash 2.2.1.2 Input Terminal : Brass, Thickness=0.35mm Finish : 100μ" min. Tin 2.2.1.3 Case Terminal : Brass, Thickness=0.30mm Finish : 100μ" min. Tin 2.2.2 Plastic Parts 2.2.2.1 Housing : High Temperature Thermoplastic, Black 2.2.2.2 Case : High Temperature Thermoplastic, Black 2.2.3 Shield Parts : Stainless, Thickness=0.20mm, Pre-soldering
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2.3 Operating and Storage Temperature Operating : 0°C to +70°C p g Temperature p Storage Temperature : -40°C to +85°C 2.4 RJ45 specifications Insulation Resistance 500MΩ min. Insertion force with the latch depressed 22N max Removal force with the latch depressed 44N max Locking Force of Plug Latch : 50N min. @ 60+/-5 sec Durability : 750 cycles 2.5 Performance and Test Description Product is designed to meet electrical, mechanical and environmental performance requirements specified in below table. All tests are performed at ambient environmental conditions per MIL-STD-1344A and EIA-364 unless otherwise specified. 2.6 Packaging and Packing All parts shall be packaged and packed to protect against physical damage、corrosion and deterioration during shipment and storage.
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3. ELECTRICAL CHARACTERISTICS 3.1 Schematic



INPUT RJ45 OUTPUT TCT R3 1：1 TD+ R1



C1  TX+



TD‐ R2



C2  TX‐ 1：1 1 1



RD+ R4



C3  RX+ C6 RX‐



RD‐ R5 R7 R8



GND
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3.2 Transmitter filter Type yp : Balance low pass p 100Ω impedance p Cut off frequency : 17±1.5MHz –3.0dB TYP Insertion loss :



Return loss :



1~10 MHz



-1.0dB max.



@30 MHz



-28dB min.



@40 MHz



-33dB min.



1~10 MHz



-13dB min.



load 100Ω



3.3 Receiver filter Type : Balance low pass 100Ω impedance Cut off frequency : 17±1.5MHz –3.0dB TYP Insertion loss :



Return loss :



1~10 MHz



-1.0dB max.



@30 MHz



-16dB min.



@40MHz



-26dB min.



1~10 MHz



-13dB min.



load 100Ω



3.3 Common Mode Rejection @ 1~100 MHz



-25dB min.



3.4 Cross Talk @ 1~100 1 100 MHz



-30dB 30dB min. min



3.6 HiPot Test Input(R1-R2)



To Output(C1-C2) : 1000Vac 60s



Input(R4-R5) Input(R4 R5)



Output(C3-C6) pu (C C ) : 1000Vac 60s To Ou
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4. DIPPING TEMPERATURE PROFILE
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Aug 2, 2010 - 2. REQUIREMENTS. 2.1 Design and Construction g. 2.2 Material. Product shall be of design, construction and physical dimensions specified.
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UDE BS-RB10072(without LED) 

Aug 2, 2010 - 2.2.2.2 Case : High Temperature Thermoplastic, Black. 2.2.3 Shield Parts : Stainless, Thickness=0.20mm, Pre-soldering www.ude-corp.com.
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120V Flexible Track Connector 

If you are unfamiliar with methods of installing electrical wiring, secure the services ... Do not install any lamps closer than 6 inches (15.25cm) from any curtain or ...










 


[image: alt]





Wire Connector Qty 

MAINTENANCE NOTE: Coastal conditions may cause mineral and residue build-up on the fixture. We recommend that customers in coastal areas clean all.
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Peritelevision connector 

referred to in this document may be found in the BSI Standards Catalogue under the .... composite video, audio, primary colour and control .... minimum 0,2 V*.










 


[image: alt]





120v flexible track connector 

3. Loosen set screws to allow the track to slide into the connector. 4. Remove end caps from track section to be joined. 5. Insert track, one at a time, into each side of the connector until they stop. Note: Do not force track into connector, check a
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Middle connector - Matthieu Benoit 

Feb 4, 2019 - P1=P2 from lower card. P2=JP2 from lower card. P4=P2 to upper card. Lower JP2. Upper P2. Lower JP2. Upper P2. Lower P3. Lower P3.
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12 & RJ45 Tester Instructions 

... comerciales son propiedad de sus respectivos dueÃ±os. Toutes les marques et noms commerciaux sont la propriÃ©tÃ© de leurs propriÃ©taires respectifs. Wszystkie znaki towarowe i nazwy handlowe naleÅ¼Ä… do ich wÅ‚aÅ›cicieli. Tutti i marchi registrat
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ClÃ© RJ45 - Intellinet Network 

ClÃ© RJ45. ClÃ© pour fonction de verrouillage des produits RJ45, platines de brassage et embases Ã  dÃ©coupe standard. Part No.: 790833. CaractÃ©ristiques:.
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Comment configurer Outlook Connector 

Remplissez le champ Votre nom : b. Entrez le nom de votre entreprise dans le champ Société : c. Entrez votre adresse électronique dans le champ E-mail : 16.
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XMediusFAX Connector 10.0 

Aucune partie de la présente publication ne peut être reproduite ou modifiée ..... L'outil de configuration du connecteur (interface Web) est intentionnellement ...
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Logic Analyzer connector 

Pin Grid Array (PGA) socket, allowing the SuperTAP's emulation bond-out ... If you are using a clock-oscillator (not a crystal) as the CPU's clock source ..... MPC850 target system Logic Analyzer connector footprint (top side layout). A16. T16. T1.
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S-Video Connector - Leviton 

impedir que estos sean instalados uno al lado del otro. 1. Corte y retire unos 5cm. del aislamiento del cable. 2. Observe los cÃ³digos de colores asociados con la.
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Mirror Probe connector 

connecting the SuperTAP MPC860 emulator to a target system. Each method is described in .... Refer to the MPC860 user manual's reset section for details.
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Outlook Connector for MDaemon 

Les fichiers journaux ne sont pas pris en charge dans WorldClient (interface webmail de. MDaemon). Recommandations gÃ©nÃ©rales d'utilisation. â€¢ Il est fortement ...
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Clip de rÃ©paration RJ45 

Clip de rÃ©paration RJ45. Clip de rÃ©paration pour connecteur modulaire RJ45 ; bleu transparent ; par 50. Part No.: 771443. CaractÃ©ristiques: S'adapte Ã  tous les connecteurs modulaires RJ45 standard. Couleur bleue transparente. Permet d'ajouter un 
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Clip de rÃ©paration RJ45 

Clip de rÃ©paration RJ45. Clip de rÃ©paration pour connecteur modulaire RJ45 ; transparent ; par 50. Part No.: 771436. CaractÃ©ristiques: S'adapte Ã  tous les connecteurs modulaires RJ45 standard. Couleur transparente. Permet d'ajouter un nouveau cli
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Clip de rÃ©paration RJ45 

Clip de rÃ©paration RJ45. Clip de rÃ©paration pour connecteur modulaire RJ45 ; couleurs diverses transparentes ; par. 50. Part No.: 771450. CaractÃ©ristiques:.
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Remplacement Sega CD Genesis Connector 

Remplacement Sega CD Genesis Connector. Ce guide vous montrera comment retirer le connecteur Sega Genesis Ã  partir de votre console. RÃ©digÃ© par: Ryan ...
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led a21 lamp installation guide - LED T8 Tubes : LED Retrofit 

COMBINAISON DOIT ÊTRE DETERMINÉ PAR UL OU LES AUTORITÉS COMPÉTENTES AYANT JURISDICTION. •. Les dimensions minimum du compartiment ...
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120v flexible track connector 

copper conductors on one side and a flat conductor (ground) on the other side. ... Note: Do not force track into connector, check alignment of conductors and tabs ...
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XMediusFAX eCopy ShareScan Connector 5.0 

Config Manager (XMConfigManager.exe) 6.5.5.310 ..... Contrôle. URL du service de fax. •. Pour la configuration dans le cadre d'un déploiement sur site.
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docs/oc/LB Outlook connector 
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datsun schema cablage rj45 male dbid 56vlb 












 














×
Report RJ45 Connector [UDE BS-RB10072(without LED)]





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



