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SAW Components Data Sheet K 3953 M



SAW Components



K 3953 M



IF Filter for Video Applications



33,90 MHz and 38,90 MHz



Data Sheet Standard ■ ■ ■ ■



Plastic package SIP5K



B/G D/K I L/L’



Features ■ TV IF filter with Nyquist slopes at 33,90 MHz and



38,90 MHz ■ Constant group delay ■ Suitable for CENELEC EN 55020



Terminals ■ Tinned CuFe alloy



Dimensions in mm, approx. weight 1,0 g



Pin configuration 1 2 3 4 5



Input Input - ground Chip carrier - ground Output Output



Type



Ordering code



K 3953 M



B39389-K3953-M100



Marking and package according to C61157-A1-A15



Packing according to F61074-V8067-Z000



Maximum ratings Operable temperature range Storage temperature range DC voltage AC voltage



TA Tstg VDC Vpp



–25/+65



˚C



–40/+85 12 10



˚C V V



2



between any terminals between any terminals



May 08, 2001



SAW Components



K 3953 M



IF Filter for Video Applications



33,90 MHz and 38,90 MHz



Data Sheet Characteristics



TA = 25 ˚C ZS = 50 Ω ZL = 2 kΩ || 3 pF



Reference temperature: Terminating source impedance: Terminating load impedance:



min. Insertion attenuation Reference level for the following data Relative attenuation Picture carrier Color carrier Sound carrier



Adjacent picture carrier



Adjacent sound carrier



Lower sidelobe Upper sidelobe



typ.



max.



α 37,40 MHz



12,0



13,5



15,0



dB



5,0 6,3 — 20,0 — — 48,0 48,0 36,0 48,0 46,0 46,0 45,0 38,0



6,0 7,5 1,3 24,0 54,0 63,0 62,0 59,0 40,0 59,0 60,0 59,0 52,0 44,0



7,0 8,7 — — — — — — — — — — — —



dB dB dB dB dB dB dB dB dB dB dB dB dB dB



42,0



50,0



—



dB



50,0



56,0



—



dB



—



50



—



ns



—



1,4 ||16,9 1,6 || 4,7



—



kΩ || pF



—



kΩ || pF



—



ppm/K



αrel 38,90 33,90 34,47 33,40 32,90 32,40 30,90 31,90 40,15 40,40 41,40 40,90 25,00 ... 31,90 40,40 ... 45,00



MHz MHz MHz MHz MHz MHz MHz MHz MHz MHz MHz MHz MHz MHz



Reflected wave signal suppression 1,2 µs ... 6,0 µs after main pulse (test pulse 250 ns, carrier frequency 37,40 MHz) Feedthrough signal suppression 1,2 µs ... 1,1 µs before main pulse (test pulse 250 ns, carrier frequency 37,40 MHz) ∆τ



Group delay ripple (p-p) Impedance at 37,40 MHz Input: ZIN = RIN || CIN Output: ZOUT = ROUT || COUT



—



TCf



Temperature coefficient of frequency



3



—
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SAW Components



K 3953 M



IF Filter for Video Applications



33,90 MHz and 38,90 MHz



Data Sheet Frequency response
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IF Filter for Video Applications



33,90 MHz and 38,90 MHz



Data Sheet Frequency response



Time domain response
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SAW Components



K 3953 M



IF Filter for Video Applications



33,90 MHz and 38,90 MHz



Data Sheet



Published by EPCOS AG Surface Acoustic Wave Components Division, SAW CE MM PD P.O. Box 80 17 09, D-81617 München  EPCOS AG 2001. All Rights Reserved. As far as patents or other rights of third parties are concerned, liability is only assumed for components per se, not for applications, processes and circuits implemented within components or assemblies. The information describes the type of component and shall not be considered as assured characteristics. Terms of delivery and rights to change design reserved. For questions on technology, prices and delivery please contact the sales offices of EPCOS AG or the international representatives. Due to technical requirements components may contain dangerous substances. For information on the type in question please also contact one of our sales offices.
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SAW Components - uri=media.digikey 

May 8, 2001 - Relative attenuation Î±rel. Sound carrier. 33,40 MHz. 0,1. 1,1. 2,1. dB. 33,05 MHz. â€“1,4. â€“0,4. 0,6. dB. 32,90 MHz. â€“0,7. 0,3. 1,3. dB. Color carrier.
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radial type - Incomp 

1820. 2150. 200 (2D). DxL. 6.3x11. 6.3x11. 6.3x11. 8x11.5. 8x11.5. 10x16. 12.5x20. 12.5x20. 12.5x25. 16x31.5. 22x35. 22x45. 25x45. 25x50. R.C.. 20. 29. 43.
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C&K Components - RS Components 

K01 10 mm square snap-on. K02 Ã¸8 mm round snap-on. K03 8,5 x 3,8 mm single floating. K04 18,5 x 3,8 mm double floating. K05 5 mm square. Button Color.
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SAW filter 

Mar 26, 2008 - Our SAW filter is realised with independent video and audio output gate. ... 38 MHz (video carrier) is theoretically 6 dB compared with the ...
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Protection components 

control and protection of motors, conforming to standards IEC 947-2 and IEC 947-4-1. Type of connection ... and impact, which is even more effective if conductors without cable ends are used. Each connector ... Standard power ratings. Setting.
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Components 

The device uses Bluetooth Smart to transmit the heart beat rate at intervals to a ... Please note that Bluetooth Smart is only supported by Bluetooth 4.0. Older.
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saw personnages de la serie saw bandes originales ... AWS 

This Saw Personnages De La Serie Saw Bandes Originales De La Saga Saw Saw 5 Saw 6 Saw 3 Saw 4. Jigsaw Saw 3D Chapitre Final Saw 2 PDF on the files/S3Library-19718-5cc8b-338dc-A8f24-6bfc4.pdf file begin with Intro, Brief Discussion until the Index/Glo
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saw the light 

When I decided to make a film about his Hank's life, I was intent on telling the story ...... Hank's with another woman during a 1948 Florida trip and reads a letter from .... Achievement Award from the American Society of Cinematographers and .... n
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Chain-Saw Lumbering - MetoS Expo 

subSidiary o f Orange Valey Hardware & Building Supply Co. ..... building codes and specifications and ...... Teak, Philippine mahogany, Honduras mahog any.
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403.5 MHz SAW Filter RF1419D 

Aug 15, 2005 - Complies with Directive 2002/95/EC (RoHS)10 ... RFM's advanced SAW design and fabrication technology is utilized to achieve high.
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product specifications - RS Components 

Normal operating temperature. TOP. 0. 50. Â°C. Normal storage temperature. TST. -10. 60. Â°C .... N = 0 : 1-line display ... BF cannot be checked before this instruction. ..... Module repairs will be invoiced to the customer upon mutual agreement.
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Hi-Fi Components .fr 

Almost 50 years ago Marantz introduced the legendary Models 7 and 9, ..... That's 64 times greater than conventional CD, and means much more detail is captured .... Multi-bit D/A conversion via CS4392 DAC ... in the Premium Series, it represents the 
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R191.209.000 - RS Components 

Insertion loss. 0.250 âˆšF(GHz) dB Maxi. RF leakage. - (. 57 - F(GHz)) dB Maxi. Voltage rating. 500 Veff Maxi. Dielectric withstanding voltage. 1000 Veff mini.
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Airworthiness Directives - Components 

Jun 29, 2000 - DCA/MA/7A. Throttle Arm - Inspection and Re-torque of Screw/Nut. Applicability: All carburettors on which the throttle arm is clamped to the ...
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Untitled - RS Components 

In the continual goal to improve our products, we reserve the right to make any modifications judged necessary. ACTUATOR. NOMINAL CURRENT AT 25Â°c (*10 ...
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Introduction Components Progress cards 

Aug 17, 2015 - experienced with the Expert cards of the base game. Components. 1. 6 Two-sided Player Boards. 2 34 Dynasties cards. 3. 6 Turmoil cards.
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Router Internal Components 

Page 1 ... This is a Cisco 2514 router. Before we take off the cover, we ... Next, the full operating system, the Cisco IOS, is loaded from flash memory located here.
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Components - 2235H - Bjl 

Mar 15, 2006 - Loudspeaker: 380mm (15 in). FEATURES: ... frequency loudspeaker technology. It combines ... This design, in combination with the aluminum.
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Joomla Commercial Components 

ADMIN: When logged in as an administrator in the back end of Joomla!/Mambo the admin user can see a menu item in Components called Multisites and can:.
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R125.704.001 - RS Components 

Insertion loss. 0.05 âˆšF(GHz) dB Maxi. RF leakage. - (. 100 - F(GHz)) dB Maxi. Voltage rating. 500 Veff Maxi. Dielectric withstanding voltage. 1000 Veff mini.
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Components Approved as Compatible 

control, that we want you to clearly understand that by using or intending to use our equipment, you are .... 4.0 Introduction . ...... While controlling â€œAâ€� line groups.
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Panasonic Electronic Components - MELAUDIA 

Design and specifications are subject to change without notice. Ask factory for technical specifications before purchase and/or use. Whenever a doubt about ...
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Wiring Ducts and Components 

STS. 35. 60. 64. 70. 80. 20. 7 x 12. 7 x 12. 8 6. 52. 6 8. 6MA. MOUNTING CLIPS. Material: Acetal resin (delrin) and galvanized steel. DINFIX. Dinfix permits the smooth mounting of metal rails on the mounting rail. G1, thus allowing the construction o
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Components Approved as Compatible 

SET-400 & SET-366 Main Canopies ... equipment to the dealer where it was purchased for a full refund. ... any affirmation of the fact or promise with respect to the products except ... Strong Enterprises Owner's Manual. ... All Tandem jumps made on t
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