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TELEDYNE CONTINENTAL ® AIRCRAFT ENGINE



Category 3



SERVICE BULLETIN



SB05-9



Compliance Will Enhance Safety



Technical Portions FAA Approved Supersedes M88-14



SUBJECT:



SLICK SERVICE BULLETIN SB1-88B



PURPOSE:



To announce the issuance of revision B to Slick Bulletin SB1-88



COMPLIANCE:



See Slick Bulletin



MODELS AFFECTED:



TCM engines utilizing Slick Magneto model numbers 6320 and 6324.



Teledyne Continental Motors recommends compliance with the Slick Service Bulletin SB1-88B. Teledyne Continental Motors does not supply internal magneto parts for Slick magnetos. Required parts may be purchased from any Slick magneto distributor. For a copy of Slick Service Bulletin SB1-88B, or further information about this bulletin, interested parties may contact: Unison Industries® 7575 Bay Meadow Dr. Jacksonville, FL 32256 Piston Help Desk at 1-904-739-4081. E-mail: [email protected]
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SB04-10 - Continental Motors 

SERVICE BULLETIN ... TCM has received reports from the field that a ... with piston position numbers, at any location on the piston, during field installation of.
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M90-13 - Continental Motors 

Jul 16, 1990 - SUBJECT: EXHAUST VALVE STEM CORROSION/EROSION. COMPLIANCE: When performing cylinder/exhaust system maintenance or repair.Missing:
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YEAR. MO. DAY. YEAR. 1 of 2. NONE. 02. 01. 94. TELEDYNE CONTINENTAL MOTORS. P.O. Box 90 MOBILE ALABAMA 36601. (205)-438-3411. TELEDYNE ...
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Aug 10, 1989 - The proper use of E.G.T. for assisting the operator with fuel management and as a diagnostic tool is considered by Teledyne Continental ...
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CATEGORY 3 - Continental Motors 

TCM advises any distributor, FBO or Engine. Overhaul Facility to inspect all camshafts packaged in cardboard boxes where paper or paper by-products were ...
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Mar 1, 1993 - Teledyne Continental Motors requires that the attached TCM Ignition Systems Service Bulletin. No. 639 be complied with as indicated. M93-10.
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M93-8 - Continental Motors 

(See Figure 1.) It is permissible to smoothly grind across the forging flash line on the underside of the rocker arm to obtain the specified clearance, if necessary.










 


[image: alt]





SID96-6 - Continental Motors 

YEAR. 1 of 1. 05. 03. 96. TELEDYNE CONTINENTAL MOTORS. P.O. Box 90 MOBILE ALABAMA 36601. 334-438-3411. TELEDYNE CONTINENTAL. Â®.










 


[image: alt]





SB07-1 - Continental Motors 

MO DAY YEAR MO DAY YEAR. 1 of 5. 03. 19. 2007. Teledyne Continental M otors, Inc. TM. P.O. BOX 90 MOBILE, AL 36601 251-438-3411. SB07-1.
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MO. DAY. YEAR. 1of 1. 12. 19. 00. TM. A Teledyne Technologies Company. CONTINENTAL MOTORS. P.O. BOX 90 MOBILE ALABAMA 36601 â€¢ 334-438-3411.
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M75-6R1 - Continental Motors 

1. Within a basic engine family, it is permissible to convert from one dash number (or letter) to another as long as it is accomplished with parts currently approved ...
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TCM IGNITION. SYSTEMS. SERVICE BULLETIN NO.635. Printed May 1991. Engineering Portions are FAA Approved. Page 2 of 8. FIGURE 2: POSITIONING OF ...
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MSB645 - Continental Motors 

B. Impulse coupling cam assemblies not meeting the criteria of this bulletin ... between the stop pin and flyweight to determine clearance ("X" of Figure 4) while.
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Page 1. ISSUED. REVISED. PAGE NO REVISION. MO. DAY. YEAR MO. DAY. YEAR. 1 of 1. 10. 17. 2005 ... E-mail: [email protected]. Category 3.
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M93-4 - Continental Motors 

which exceed the dimension shown in Figure 1 must be discarded. Oversize counterweight ... interference fit, (see Figure 2). Upon installation, check the ...
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CATEGORY 4 - Continental Motors 

In the interest of safety, TCM is recalling and replacing all capacitors P/N 10-349276 with date codes .... corner of the magneto data plate, near the word. "TYPE".
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M90-13 - Continental Motors 

Jul 16, 1990 - Service history of these valves has been excellent and unparalleled in the ... condition has progressed at the time of overhaul to the extreme ...
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M74-18 - Continental Motors 

As found in Slick catalog and service manual form-1020 which supersedes form-1012. Improper pulling of the coupling hubs will result in damage,. CAUTION:.
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1 of 1. 01. 14. 2000. TM. A Teledyne Technologies Company. CONTINENTAL MOTORS. P.O. BOX 90 MOBILE ALABAMA 36601 â€¢ 334-438-3411. SB00-1.
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SB653 - Continental Motors 

GENERAL INFORMATION: Magneto ignition systems must be tested in the following manner to ensure magnetos are grounded after engine shutdown in order ...
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CSB 665A - Continental Motors 

SUBJECT: MAGNETO CAPACITOR P/N 10-400615 INSPECTION AND ... 2. Remove the P-Lead from the capacitor ground stud. (Reference Figure 1). 3.
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which exceed the dimension shown in Figure 1 must be discarded. Oversize counterweight bushings are NOT permitted. Opposing pairs of counterweights must ...
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CATEGORY 5 - Continental Motors 

Table 1 provides valve application by engine model, cylinder part number, intake valve part number and exhaust valve part number. CATEGORY 5. SIL 02-6A.
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MO DAY YEAR MO DAY YEAR. 1 of 5. 03. 19. 2007. Teledyne Continental M otors, Inc. TM. P.O. BOX 90 MOBILE, AL 36601 251-438-3411. SB07-1.
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