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SCALE AIRCRAFT FACTORS By Thomas H. PurcelI, Jr., P.E. (EAA 14338) 2709 Everett



Raleigh, NC 27607



The discussions on scale aircraft by Mr. Tony Bingelis, in January 1980 Sport Aviation, and other comments by readers has caused me to finally put together an article which has been on my back burner for some time. This article should be helpful to anyone building scale aircraft. Inspection of many socalled scale aircraft will reveal they are not truly scale. This is allright provided the builder makes the aircraft lighter than scale weight or has adequate scale horsepower. Further, depending on what the builder wants, he can improve control and stability by adding a little more dihedral and increasing the tail surface areas. This trick was used by NASA as a way to increase safety of light aircraft and is also well known to many model airplane builders. I did a little analysis, based on some excellent work done by Mr. Ernest G. Stout way back in 1950. Mr. Stout developed some important seaplane technology advances using accurate dynamic radiocontrolled scale models. I have used scale models for much of my new design analysis, too, but this article is presented to show the really astonishing possibilities for man-carrying scale models. The first thing we should know is the basis for developing the scale factors. Mr. Stout did such an excellent job of presenting this data that I am going to use a couple of quotations. The first quotation presents a length equation which you need to read once, but will not have to solve in developing scale factors for scale size aircraft.



. .. a L.



where the variables are density of the fluid, p; velocity of the body, V; linear si/e of the body, L; trim or angle of attack, T; gravity, g; coefficient of viscosity, ft; compressibility of the fluid, !•'/«.' surface roughness,



/ /.. texture of the fluid flow or turbulence, i»/ 1', surface tension, 7; and fineness or aspect ratio, L b. There follows another quote dealing with the development of the dynamic scale factors.



In the early days of seaplane research and ship design, the designer was primarily occupied with the resistance of his hull forms, and, consequently, the basic law of comparison, as stated by Froude, dealing with



the relation of resistance to speed with varying scale was adequate.



However, with increasing knowledge of
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hull form and the rapid development of powerful engines, resistance was gradually, but steadily, subordinated to the more critical studies of dynamic stability on the water and the factors affecting spray formation and seaworthiness. As stated previously, the most direct approach to these problems is through the use of dynamically similar scale models. To obtain accurate results for these complex dynamic problems, it is necessary for the models to be dimensionally correct in all respects to the full-scale prototype i.e., they must not only be geometrically to scale, such as a w i n d - t u n n e l



model or resistance-tank model, but it is also required that they have, among other things, gross weight, inertia, power, accelerations, and all aerodynamic forces; and moments to scale.



It is obvious, therefore, t h a t ,



if this can be accomplished throughout for every factor, we have in effect a flying miniature of the full-scale airplane that will perform every maneuver of the full-scale



aircraft and at a rate of movement directly to scale. In effect, the dynamic model becomes a complex inlegraling mechanism that automatically picks up every known or unsuspected force, in the proper magnitude, point of application, direrlinn, and sequence; integrates all these reactions instantaneously; and provides the observer with the resultant motion and rate. Even if there were no unknown transient forces, the task of integrating all known forces in a complex dynamic reaction by analytical means, for just one speed point, is enormous. It is this goal of tremendous simplification of integrating all



forces on a free body which has made the problems associated with the attainment of such a model seem inconsequential by comparison. Because the dynamically similar flying model represents the ultimate in experimental research at reduced scale, we shall develop the principal scale relationships



involved in its design and analysis.



It is apparent



that, if sufficient basic factors are dimensionally correct, other minor dependent variables will automatically follow.



Therefore, the derivations and relationships



that follow are the principal functions involved and should be sufficient for most analyses.



The engineer



•will find it a simple matter to derive certain other functions not specifically listed in this compilation. In the following derivations we will consider that the symbol for scale, X, represents the whole number—i.e., if A = S then the linear scale is '/» or *~'- As the linear



or geometric scale, X ~ ' , is usually given, it is desired to get all other physical relations in terms of this one value. It is obvious, therefore, that, if the linear scale is a ratio of lengths L, then L varies directly as 1/X or X~ l , written L « X~'. Following this procedure, it is plain that an area is made up of a length times a length or L1. Therefore, area, or L1, varies as the linear scale squared —i.e., area « x~ 2 . in a similar manner, it may be reasoned that a volume or mass is an area, L*, multiplied by thickness or height, L, giving L1. Hence, volume, weight, or, as Froude determined, force « X~'. As the moment of a force is that force multiplied by an arm, L, we may extend our reasoning to show that moment « /,«, or X~ 4 . Similarly, the moment of inertia is a mass multiplied by the arm squared, or moment of inertia «X~ 6 . Since our system of similarity is based on Froude's Law of Comparison and since we have seen from Eq. (1) that this expression depends upon the speed varying with the square root of the linear dimension, it follows that velocity ex V L or X~' A . As distance is a linear dimension, L, and velocity varies as the V L, then time, which is distance divided by velocity, or L/~VL, must also vary with V L. Hence, time « X~ l/r> . Now that we have the basic variations of mass, length, time, and velocity, it is a simple matter to substitute in the expressions for any physical function and derive its variations with linear scale. For instance, revolutions per minute is revolutions, which are nondimensional, divided by time, or 1 /' V L, which gives us the relation r.p.m. oc X'7*. Likewise, acceleration is feet per second squared, or L/(\ L) ! , giving acceleration r second squared, or 1/L, we have simply a « X for this quantity. Whereas we found that lini-ar acceleration is identical to both model and full scale, we see that angular acceleration will be the whole number X times as great in the model as the full-scale value. The fact that linear accelerations do not vary with scale is fortunate, inasmuch as the value g, which is the acceleration due to gravity, is a constant over which we have no control and corrections would be extremely difficult at best, if not impossible. Continuing our derivations into the more complex functions, we recall that power is defined as the work accomplished per unit of time, where work is the product of a force times the distance through which it acts. Following the previous line of thought, we can consider that force, L*, times the distance of action, L, causes work to vary with the fourth power of linear scale— i.e., work « X~ 4 and power will therefore be L 4 /VL, which gives LVl or power « X~ Vl . That these relationships are dimensionally correct can be quickly



checked by substituting these derived values into any formula denning some nondimensional coefficient and thereby demonstrate that the numerical value of the coefficient does not change with scale. For this demonstration we can pick such an expression as the following, which defines the well-known nondimensional power coefficient, Cp: O.np. 5 X 1U" 10'° A X b.hp. (N)' X (D)' J A p



(full tcile)



.y.



where b.hp. is the brake horsepower, ./V is the propeller revolutions per minute, and D is the propeller diameter in feet, all full-scale values. From our previous discussion we know that the Cp for the model would be 5 X 10'° X (b.hp. ^P(model)



(JV x X V,), X



r



(3)



(£> X X - ' ) »



and, solving for the variation of X, we find



x- Vl



A-' ^tmodcl)



-*'*



\~^7>



=



1



(4)



Therefore, the ratio of Cp(tu\\ sc.ie> to C/>,roo,t,i) is unity. For convenience, Table 1 is presented which summarizes the principal relationships in condensed form, giving, in addition, a typical set of values for an assumed value of X = 8 giving a linear scale of '/». The interesting fact to note in closing this brief discussion of dimensional analysis is that all of the factors listed in Table 1 have been experimentally checked on numerous occasions by constructing and testing models of existing airplanes for the purpose of positive correlation. For instance, in the case of the Navy's XP4Y-1, a l/8-scale, radio-controlled, dynamically similar model was constructed and thoroughly correlated with the full-scale airplane, as well as wind-tunnel and towing-basin, tests. With accurate scale propellers set at the actual full-scale blade angle and with the r.p.m. adjusted to 2.83 times the full-scale value (see Table 1), the engine power was measured on a dynamometer and was found to be 1/1,446 the full-scale value, and the thrust developed was 1/512. With this power and a model weight of 1/512 full scale, the model was found to become air-borne at a time and speed equal to 1/2.83 that observed during flight tests. Linear acceleration at the hump and getaway was found to be the same on model and full size. Now we decided to find out what would happen if you made a 1/2 scale Bonanza. It may look like a Bonanza, but there will be one large head in the back seat and none up forward, as the pilot sits in a reclining seat. As you can see from the first entry of the last column in Table II, the aircraft engine will be only 25 horsepower. The results of the other calculations on the Bonanza show that it will be 426 pounds gross weight and be 18 feet in wing span. These are surprisingly similar to many of the new small experimental aircraft being built these days. As you can see, we have calculated some other likely prospects for scale modeling. We couldn't resist it, so we even SPORT AVIATION 71



scaled a 747. If someone could afford four of the small Williams research jet engines, he could have the wildest airplane at Oshkosh.



TABLE I DIMENSIONAL CONVERSION FOR LINEAR SCALE



Perhaps more interesting is the scale Catalina fly-



1/n Scale



General Conversion



ing boat. This was worked backwards assuming the use of two 50 HP Volkswagen engines and came out 1/2.5, or .4 scale. The 1/3 scale appears to be a bit small and would require some close designing to meet the weight limits. However, a 41.5 foot Catalina with two Volkswagon engines could probably beat the 2050 lbs. limit by a couple of hundred lbs. and still carry two people, probably tandem. Now before you go out and start on your favorite 1/2 scale ship, go back and read the sentence underlined in Mr. Stout's quotation . . . "at a rate of movement directly to scale". This means that for a 1/2 scale aircraft, the roll response rate (i.e., RPM in roll) will be 1.414 times full scale. Same for pitch response. Be careful; if you match response rate with your own reaction time, you could be "in a heap-otrouble, boy". Again, some tricks to modify these rates are larger stabilizing area, smaller control areas, and dihedral. Did you ever notice how small the radio model control surfaces are? However, this will make your stick forces go down too low and you may need to change control hinge line location. Remember every aircraft is a trade-off between desired flying qualities and achievable qualities. Note the P-51 scale data in Table II. A 2/3 true scale machine with only a 25 foot
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Don't guess; find a friend who knows and be sure before you get too far into your design. Most aircraft will scale nicely, but check it out before you build and fly. We hope this information will illuminate the problems involved in scale size aircraft, and make this in-



teresting sport safer.



span would weigh nearly 4000 lbs. and need over 400



horsepower. The 1/2 scale is still 20 feet in span but needs only 154 horsepower. Now if you wanted 2/3 scale, to fit your possibly large body, then make it REFERENCES: much lighter, say 1800 lbs. gross for a 25 foot span 1. Ernest G. Stout. MODELING OF HIGH SPEED machine. Then use one of the classic horsepower reWATER BASED A I R C R A F T , Journal of The quired equations from one of many aeronautical Aeronautical Sciences. August, 1950. textbooks. TABLE II TYPICAL SCALE DESIGNS



AIRCRAFT



SCALE



SPAN FULL SIZE SCALE



GROSS WEIGHT FULL



~^n



nr



SCALE



———————— — .



PER ENGINE



CRUISE SPEED FULL SCALE SIZE HP H



Bonanza F33A



1/2



33.5



16.5



3.400



426



285



25.1 HP



175



115



Cessna Centurion



1/2



36



18



3,800



475



300



26.5 HP



171



112



Lake Buccaneer



1/2



38



19



2,690



336



DC- 3



1/3



no



26



25,200



933



747



1/9



195.7



21.6



785 ,000



1076



48,570



Cessna Citation



1/3



43.9



14.6



11,500



425



2,200



P-51



1/2



40 Approx.



20



1 1 ,600



1450



1,720



P-51



2/3



25



11,600



3937



1,720



T-2R



1/2



20



6,759



845



800



41.6



32,000



2050



34.6



32,000



1185



Consolidated PBY "Catal ina"



1/2.5 1/3
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SIZE



IIP OR THRUST FULL SIZE SCALE HP OD LBS.



40



Approx . 104 104



200



17.6 HP



150



90



51.39HP total



207



136



66



595



198



82 Ib.ea.



400



231



154 IIP



362



255



414 HP



362



295



71 HP



190



134



1,200



50 ea.



117



74



1,200



25.6 ea.



117



68



2,400 total



Ib.ea. Ib.ea.



ea. ea.



Ib.ea.



























des documents recommandant







[image: alt]





Scale Aircraft Factors - Size 

In effect, the dynamic model becomes a complex inlegral- ... As angular acceleration is radians |x>r second squared, or. 1/L, we have .... teresting sport safer.










 


[image: alt]





Conversion Factors 

Conversion Factors. E www.THEmeter.net. - www.conversioni.it. To Convert. Into. Multiply By. Ell. Ell. Em, Pica. Em, Pica. Erg/sec ergs ergs ergs ergs ergs ergs.










 


[image: alt]





Scale 

Les modÃ¨les Scale doivent Ãªtre ajustÃ©s prÃ©cisÃ©ment Ã  chaque cycliste afin d'obtenir un maximum de sÃ©curitÃ© et de plaisir lors de leurs utilisations. Tous les ...










 


[image: alt]





AIRCRAFT 

position while performing any procedures on the engine. Figure 1 Defect. 1. Remove starting ... secure the bushing to the plate as shown in figure 2 (repaired).










 


[image: alt]





AIRCRAFT 

Observing the engine manufacturers ground run-up procedures allow the engine to reach operating temperatures and perform a normal magneto check. 2.










 


[image: alt]





AIRCRAFT 

Example of Date Mfg.: a) 901: 9 is year of manufacture = 1979; 01 is work week of manufacture = week of January. 1. b) 021: 0 is year of manufacture = 1980; ...










 


[image: alt]





AIRCRAFT 

Field reports indicate that occasionally switches performing the "Switch Function" listed in Table 1 have been found to leave the right magneto "Live" or "Hot." ...










 


[image: alt]





SCALE CARBON 

scott-sports.com. 5. sCALE CARBON. BIKE OWNERS MANUAL. K. L. E sp. A Ã±. OL. concePto Scale carbon. Scale es el resultado de la investigaciÃ³n y desarrollo basados en la experiencia del equipo Scott - Swisspower Racing Team buscando el cuadro de rall










 


[image: alt]





Power Dating Factors 

7) Do you focus on what she does instead of what she says? 8) Do you think that lust or .... her until she finally sees what a great guy he is and starts dating him.










 


[image: alt]





SCALE SYLLABUS 

tension than the basic dominant 7th sound and require practice and patience to grasp the essence of their meaning. I encourage you to work with the first side of ...










 


[image: alt]





Maintenance & Restoration: Weight Factors 

This part of the lift equation can be simplified into ... question of performance becomes a huge jigsaw puzzle. ... Weight and balance play an important part in aircraft ... these performance figures based ... limits, elevator and rudder response bec










 


[image: alt]





Conversion factors - GL1200 

Inches mercury (in. Hg). X 3.377. X 25.4. = Kilopascals (kPa). = Millimeters mercury (mm Hg). X. X. 0.2961. 0.0394. = Inches mercury. = Inches Mercury. Power.










 


[image: alt]





Multi Factors Model - Yats.com 

Mar 31, 2009 - 2 Estimating using Ordinary Least Square regression. 3. 3 Multicollinearity. 6 .... sigma.explained = sqrt(var.explained) * sqrt(252) * 100 ... Ë† The Variance explained by the factors is 0.000375 and total volatility (yearly) is 30.7%










 


[image: alt]





Factors Affecting Performance 

known weight and power. These principles relate to performance which includes climb, distances required to take-off and land, etc. The factors which affect.










 


[image: alt]





scale carbon 

and optimized for 160mm/6â€� rotors, so the calliper can be mounted directly without adapters on the Postmount fixation. Please note Scale Carbon is designed for ...










 


[image: alt]





Multi-scale soil moisture measurements at the Gourma meso-scale 

presents some features of the soil moisture characteristics and investigates the ... shallow soils and rock outcrops (loamy colluvium, schist, sand- stone outcrops ...










 


[image: alt]





aircraft application data guide - Aircraft Spruce 

Jan 14, 2008 - This application guide is listed in three categories. The aircraft/ ...... MZ-4218. 235. ERZ-8011. SRZ-9021*. LW-15571. MZ-4222. 235. ERZ-8011.










 


[image: alt]





scale carbon 

Patte de dÃ©railleur interchangeable. P. 013. Montage du frein Ã  disque arriÃ¨re. P. 014. RÃ©glage de la fourche / Changement de la fourche: P. 015. Garantie.










 


[image: alt]





scale carbon 

scott-sports.com. 3. sCALE CARBON f. RAN Ã§. A is. BIKE OWNERS MANUAL. Contenu. Les modÃ¨les de la gamme Scale Carbon requiÃ¨rent des rÃ©glages.










 


[image: alt]





Faces Pain Scale 

3 mars 2014 - demander la permission Ã  l'IASP en ligne au www.iasp-pain.org/FPS-R. Sources. Hicks CL, von Baeyer CL, Spafford P, van Korlaar I, Goodenough B. The Faces Pain Scale â€“ Revised: Toward a common metric in pediatric pain measurement. Pai










 


[image: alt]





Untitled - Peanut Scale 

COLOUR SCHEME. All white. Lettering and trim-dark green. Cockpit interior- light green. Racing numbers- white on black disc. -AP ... TIGER CLUB BADGE.










 


[image: alt]





SCOTT Scale 

Standard de Boitier de Pédalier/ Montage de Dérailleur Avant. 13. Réglage. 13. Garantie Sur Les Vélos SCOTT. 14. 03 |. 2017 BIKE USER MANUAL | SCALE.










 


[image: alt]





scott scale 2 

De la fibre de carbone au rÃ©sultat final en passant par la fabrication, ... DiffÃ©rentes fibres de carbones haut de gamme ont Ã©tÃ© utilisÃ©es sur le cadre Scale Carbon.










 


[image: alt]





Faces Pain Scale 

13 mars 2013 - Ces visages montrent combien on peut avoir mal. Ce visage [montrez le visage le plus Ã  gauche de l'enfant] montre quelqu'un qui n'a pas mal du tout. Ces visages [montrez-les un Ã  un de gauche Ã  droite de l'enfant] montrent quelqu'un










 














×
Report Scale Aircraft Factors





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



