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SemaVisionâ„¢ Data Capture Overview

Jun 1, 2001 - applications such as billing, fraud detection and customer profiling. â€¢The Data Capture Component (DTCC) enables these applications and ... 
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Learning Objectives By the end of this course you will be able to: • Define SemaVision DTC component • Under st andt heDTC’ spr ocessandar chi t ect ur e • Beabl et oexposet heDTC’ skeyf eat ur esand business benefits • Situate DTC in the 3G world
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Course Agenda



• Part 1: The Concept • Part 2: Process and Architecture • Part 3: Key features and Business benefits • Part 4: DTC and 3G
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Part 1



The concept
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What is Data Capture (DTC)? • The purpose of Data Capture Component (DTCC) is to isolate the External System, that provide usage data, from the business applications such as billing, fraud detection and customer profiling. • The Data Capture Component (DTCC) enables these applications and network elements to concentrate on their primary role, leaving the DTCC to manage:
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What is Data Capture (DTC)? • The different format translations necessary between the Call Data Record (CDR) format provided by various network elements, which is very often a proprietary format, and the format expected by the business applications, • The reliable collection and delivery of usage data
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DTC in the Telecom Operation Model
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Part 2



Process and Architecture
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Call Data Records (CDRs) Flow
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DTC Component
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Part 3



Key Features and Business Benefits
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DTC’ sKeyFeat ur es • Designed to support multiple networks,including mobile, fixed-line, internet, satellite, cable and utilities. • Designed to support current and new 3G technologies such as GPRS, EDGE and UMTS. • Able to collect data for any type of event or usage, such as voice or data call, SMS, email and more. • Scaleable to support subscribers growth and the increase in traffic due to data and other new services. 12 Initials 5/19/2005



DTC’ sKeyFeat ur es • The system can be configured for the acquisition of real-time data or alternatively can receive pushed data or pull the device to obtain the data. • The data delivery modules within the DTC component can be defined dynamically, and can be started and stopped depending on user preference. • It can be integrated with other SemaVision modules (billing, rating or interconnect) but is a standalone mediation device that can support any billing application. 13 Initials 5/19/2005



DTC’ sKeyBusi nessBenef i t s
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Part 4



DTC and 3G
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DTC XACCT solution for 3G
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Automatic processing of motion capture data - Nicolas PRONOST 

In this report, the essential steps of both real-time and post-processing pipelines .... Smoothing the first 400 frames of the dataset presented in Figure 1, showing ...










 


[image: alt]





Overview 

(SOE) and oil sales, artisanal and small-scale mining (ASM) and mineral smuggling, supreme audit institutions (SAIs). Read more. Promoting public awareness ...










 


[image: alt]





EDWin - Schematic Capture 

CC0805, 1. D13. F. Quo 1N4148A, 1. I leon. 8C. LIST2,1. Ja w. RC0805, 1. R20. 1M. CC0805, 1. RC0805, 11. K.R11,2. *. XTAL, 1. U14. OSCILLATOR. 1M. J18.










 


[image: alt]





motion capture anisotropy - CiteSeerX 

Apr 18, 1986 - ture whether the dot field and the sinewave grating moved with each other or against each other (but see Experiment 4, below). We conclude ...










 


[image: alt]





CO2 Capture & Storage 

COST â€“ CO2 capture from combustion processes is rather expensive and ... PROCESS â€“ Carbon Dioxide (CO2) capture and storage ... OECD/IEA 2006.










 


[image: alt]





EDWin - Schematic Capture 

CASE-AA100, 1 1. CC1206,1. 1 c25 026. IRF640,1. T10. *. IRF640,1. TO. J14. PWRCON2,1. +12V. 7809. U4 LM7805, 1. CC1206,11. 3 CC1206,1. Huin Yout.










 


[image: alt]





overview .fr 

FÃnd words in the replies which mean the following. ... Put the words in the correct order to make questions. ...... He is giving some advice to sat"speo"ple.










 


[image: alt]





562 overview 

Aug 6, 1996 - designed for use in real-time applications such as instrumentation, industrial .... division factor or input source is changed, or if the timer/counter is reset. ...... The analog input circuitry consists of an 8-input analog multiplexe










 


[image: alt]





overview - CVP.com 

the ULTIMATTE system used, these foreground and background images could be live ...... end of the curve below zero while keeping the white end constant.










 


[image: alt]





Maintenance - Overview 

Use only ESSO CVT EZL 799 Fluid for transmission refill or top-off. 2006 MINI Cooper. 2002-07 GENINFO Maintenance - Overview - MINI. Microsoft ...










 


[image: alt]





Companies-Overview 

What time does the factory close every day? It doesn't close: there are 3 different shifts. â€¢ And every week? It closes one day a week. â€¢ How is the factory water ...










 


[image: alt]





overview - CVP.com 

We clip at 0, resulting in red = green = blue .... noise introduced by video cameras and photo scanners. Both of these ..... Based on over 20 years of experience, ULTIMATTE systems today automatically analyze the foreground and background ...










 


[image: alt]





Lectures: Overview 

Coccus: Diatoms (Bacillariophyceae/pebble algae). 20 to 25% organic primary production. 2-schelled cover (silicic acid). Fossil depositions: Kieselgur (use,.










 


[image: alt]





GPRS Overview 
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Worksheet Week 1 : Capture Houses 

Apr 29, 2010 - crime straight to prison in less than a fortnight. â€œBurglars like Luke Walton spread misery not just by taking peopleâ€Ÿs property but by invading ...
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Are you looking for capture nx2 pour les PDF?. If you are areader who likes to download capture nx2 pour les Pdf to any kind of device,whether its your laptop, ...
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