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Perfect Sound.



Perfect Pictures.



MKE 600



Your Reliable Companion for Every Shoot: The New MKE 600 Wherever the magic moment occurs: The success of your



work depends on achieving the perfect interplay of image and sound – and under the most difficult conditions. No matter if you’re shooting outdoors in the city or indoors with poor acoustics: Sennheiser has the perfect solution for first-class video sound.



The MKE 600, the new condenser microphone with outstanding directivity was developed for video journalists who require high-quality audio and easy to use equipment. When you need to switch locations and change camera settings quickly, this new shotgun microphone is your ideal companion for demanding shoots.
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Perfect sound



without background noise.



The MKE 600’s main strength is its rich sound with its excellent reproduction of low frequencies. This allows you to record speech easily and ensures high intelligibility. Its high directivity means that even audio that was recorded from a distance sounds as if the speaker had been much closer to the microphone. Furthermore, lateral interference noise is reliably suppressed. The low-cut filter reduces handling noise and wind noise. With the MKE 600, you can enjoy perfect sound without the noise.



No phantom power required. Since not all video cameras are equipped to supply phantom power for a microphone, the MKE 600 can also be operated using standard AA batteries. Battery power can be switched on easily and then switched off again when the camera is no longer in use – this keeps the battery from discharging too rapidly. An LED on the battery switch lets you know when the batteries are running low while there is still a reserve of approximately eight hours – enough time to finish your shoot successfully.
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MKE 600 Your reliable companion for demanding shoots.



The MKE 600 is a professional shotgun



condenser microphone for video journalists and is used at locations where high-quality audio and simple operation are required. Bothersome lateral interference noise is suppressed and the microphone’s low-cut filter ensures the additional attenuation of handling and wind noises. The MKE 600, along with its professional accessories, make up a sophisticated system for flawless recordings.



Features



Delivery includes



ƒƒ Easy to use thanks to



ƒƒ MKE 600:



plug and play technology



Shotgun microphone



ƒƒ Maximum attenuation of background noise ƒƒ MZS 600: for clear, rich sound



ƒƒ Low-cut filter for minimizing wind noise ƒƒ P48 phantom power or battery power ƒƒ Battery switch with a Low Batt indicator ƒƒ Rugged, all-metal housing ƒƒ Made in Germany



Shock mount



ƒƒ MZW 600:



Foam windshield



ƒƒ User manual
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Accessories. The MKE 600 is versatile. Its additional accessories provide you with even greater flexibility.



MZH 600 Fur windshield. Light and weather-proof for optimal wind noise attenuation.



MZW 600 Foam windshield (included).



KA 600 Microphone adapter cable for audio-in.



MZS 600 Shock mount (included).



MZQ 600 Stand adapter.



Perfect sound. perfect Enter the pictures.  Stage.  08 09



Technical data Pick-up pattern Frequency response Sensitivity with P48 Sensitivity with battery power Maximum sound pressure level with P48 Maximum sound pressure level with battery power Equivalent noise level with P48 Equivalent noise level with battery power Power supply Power consumption with P48 Operating time with battery Low Batt display Diameter Length Weight Operating temperature 



MKE 600 Super-cardioid/lobar 40 Hz to 20 kHz 21 mV/Pa 19 mV/Pa 132 dB SPL 126 dB SPL 15 dB (A) 16 dB (A) 48 V ± 4 V (P48, IEC 61938) via XLR-3 or disposable/rechargeable batteries (AA 1.5 V/1.2 V) 4.4 mA Approx. 150 hours < 1.05 V; approx. 8 hours of operating time remaining after the first display 20 mm 256 mm 128 g (without battery) –10 °C to +60 °C
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Sennheiser electronic GmbH & Co. KG 

When you need to switch locations and change camera settings quickly, this new shotgun microphone is your ideal ... Low-cut filter for minimizing wind noise.
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GRAUPNER GmbH & Co. KG D-73230 KIRCHHEIM/TECK ... 

based on this declaration are barred by the statute of limitations after six months from the time of implementation .... Vis de fixation. Six pans creux M5 x 25 mm. 4.
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by soft Xpansion GmbH & Co. KG Full Version 

Billard Kings 2 (Download, Deutsch) Free Pc Software Downloads For Windows 7/Img ... Where to Buy IBM 000990 Q A by iPass4sure.com Full Version ID 5551.
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OS32C Series User's Manual - RFD electronic GmbH 

Systems, machines, and equipment that could present a risk to life or property. Please know ... The Alert symbols and their meanings ensure safe use of the products ...... They are positioned at the front corners, this scheme allows for two scanners 
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OS32C Series User's Manual - RFD electronic GmbH 

OMRON STI's exclusive warranty is that the products are free from defects in .... used during installation must provide sufficient signal separation in order to ..... purposes only and not intended to represent complete guarding solutions. ...... The
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96 - Sennheiser 

Goede reproduktie in het basbereik. Ideaal voor rock- en popmuziek. Kenmerken. • open dynamische HiFi-hoofdtelefoons. • Neodyme magneetsystemen voor ...










 


[image: alt]





96 - Sennheiser 

Reproduction acoustique fidÃ¨le, notamment des graves. IdÃ©al pour lÂ´Ã©coute de musique rock et pop. Description. â€¢ Casque stÃ©rÃ©o HiFi dynamique ouvert.
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Kontest GmbH 

In accordance with EN standards 926-2:2005 & 926-1:2006: PG_0297.2009. Date of issue (DMY):. 26. 11. 2009. Manufacturer: Aircross / Kontest GmbH. Model:.
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Kontest GmbH 

In accordance with EN standards 926-2:2005 & 926-1:2006: PG_0298.2009. Date of issue (DMY):. 26. 11. 2009. Manufacturer: Aircross / Kontest GmbH. Model:.
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Kontest GmbH 

PG_0675.2013. Date of issue (DMY):. 08. 03. 2013. Manufacturer: Aircross / Kontest GmbH. Model: U'Prime M. Serial number: Configuration during flight tests.
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xs wireless 2 - Sennheiser 

Squelch. EM-XSW2 double superheterodyne. True Diversity. < 3 at 52 dB(A) ms S/N. 50 to 16,000 Hz (-3 dB). 1/4" (6.3 mm) jack socket (unbalanced): +6 dBu. XLR socket (balanced): +12 dBu. 40 dB, adjustable via jog dial. 12 V -- nom. /300 mA adjustable 
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MMD 935 - Sennheiser 

biedt dezelfde akoestische eigen- schappen als de draadgebonden microfoon e935. Zelfs onder de meest luidruchtige podiumomstandigheden geeft hij de zang altijd voldoende ruimte, zodat deze duidelijk naar voren komt uit de mix. Technische gegevens. Ge
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Windscreens Accessories - Sennheiser 

1 Adjust the position of the holder to suit your microphone. To do so, loosen the screw and move the holder. 2 Fit the appropriate O-rings for your microphone.
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Windscreens Accessories - Sennheiser 

Sennheiser electronic GmbH & Co. KG. Am Labor 1, 30900 Wedemark, Germany www.sennheiser.com. Printed in Germany, Publ. 05/16, 542674/A02.
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La couleur par tradition Kleur in de wereld - Harold Scholz & Co GmbH 

Stockage et manipulation des marchandises brutes et des .... Fabrication des nouvelles halles de production pour le slurry, le noir carbone et des mélanges de ...
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Anselm Rauh 135 kg 35 kg 95 kg - Para2000 

Oct 17, 2011 - Alpha 5-31. Advance Thun AG. FTR Libelle S 100. Helix Carbon H30F 1,25m R-M-06. Ser.-Nr. FuÃŸbeschl. Ser.-Nr. 51889 ja, fÃ¼r Berg- & ...
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MMD 945 - Sennheiser 

microphone avec fil e945. Elle capte parfaitement le chant, mÃªme si le niveau sonore ambiant sur scÃ¨ne est Ã©levÃ©, et elle le fait ainsi parfaitement ressortir du mix. CaractÃ©ristiques techniques. Principe transducteur dynamique. SensibilitÃ©. 1,
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MKE 40 - Sennheiser 

SK 500. Zusammen mit Speiseadapter MZA 900 P-ew auch drahtgebunden anwendbar. MKE 40-4 Mit Miniatur-Koaxialstecker zum direkten Anschluss an.Termes manquantsÂ :
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Remplacement Sennheiser RS120 Batterie 

Remplacement Sennheiser RS120 Batterie. Remplacement des piles rechargeables usÃ©es dans les Ã©couteurs sans fil. RÃ©digÃ© par: Gayle Dunham.
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823â€“865 MHz - Sennheiser 

UK Site Specific. Licence is required for ch. 12, 25, 26! - Max. frequencies including ISM licence exempt. - Alternate Set 2. Nordic countries. (except SWE). - ISM & Ch. 69. ISM & Ch. 69 licence ... 823â€“865 MHz ew 100 ew 300 ew 500. Frequenzbereich
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780â€“822 MHz - Sennheiser 

mente frequÃªncias em passos de 25 kHz. Sob determinadas circunstÃ¢ncias, estas podem nÃ£oestar livres de intermodulaÃ§Ã£o. As predefiniÃ§Ãµes de frequÃªncia ...
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Groupon International Travel GmbH 

29 oct. 2018 - touristique au sens de l'article L. 211-2 du Code du tourisme, votre achat est définitif et ... envoyant un email à [email protected].
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Dynamisches Instrumentenmikrofon Leistungsmerkmale ... - Sennheiser 

Leistungsmerkmale. GlasfaserverstÃ¤rktes, robustes KunststoffgehÃ¤use;. Einsprachekorb: Edelstahl;. Unempfindlich gegen Tritt- und KÃ¶rperschall;. Gut positionierbar durch kompakte Bauform;. HÃ¶chster Schalldruck (160 dB) wird verzerrungsfrei Ã¼bertr
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MKE 40 - Sennheiser 

Anschluss an die Taschensender SK 100, SK 300 oder. SK 500. Zusammen mit Speiseadapter MZA 900 P-ew auch drahtgebunden anwendbar. MKE 40-4 Mit ...










 














×
Report Sennheiser electronic GmbH & Co. KG





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



